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9KCNOPTHPYET
Mopckue cyna
Peunble cyaa
TipoMbicnoBLIe CyAa
ByKcHpbl
3eMneuepnaiKH H BeM1ecochl
l:nsnmuue GapyKH M KaTepbl
T. H

aT
MeXaHHBMBI
T/IaBHBE BHraTeIH
BCMOMOraTe/IbHble IBHraTenk
HacoCH K
XOnomuAbHEE YCTaHOBKH
TaNM W KOUIKH
uALTPH, UeHTPUGYTH
rpeGHble yCTPOHCTBA
JI00YHbE NOJBECHHE MOTOPH
TMany6Hble MeXaHHBMbI
py/neBHle MawHHb
wnHaM ¥ GpawnuiK
rpy3oBbie H GYKCHpHHIE JeGenKu
Tex P
TIPOMBIC/IOBHIX CYAOB
DNIeKTPOMAIIHHBI H arperaThl
(B MOPCKOM HCNOJIHEHHH)
JAH3e/b-reHepaToph
MALUHHH NOCTOSHHOTO TOKA
MalIHHb NepeMeHHOro TOKa
THYIO BJIEKT y
patypy (8 Mop )
amnapaTypy nycka K ynpaBleHHS
nycxnenu Maruu‘rnue H pyuHble, KOHTAKTOPH
0 TOKa,
annapar, KOHTpOJlJIEpH, CONMPOTHBIIEHHS,
peocraru NyCKOBHE, MYCKOPErylHPOBOYHbIE

per.
cranuun yOpaB/enHs ¥ MarHHTHbE CTaHUHA
KOMMYTAaUKOHHYIO annaparypy
2JIeKTPOYCTAHOBOYHYIO ANMNAPaTypy, BHK/I0Ya-
Te/H aBTOMA , ¥ aBTo-
MaTH, pacnp Te/lbHble SLHKH,

3NeKTPOH3MEepHTENbHNE NPHGOPH
AKKYMYnATOpHHE GaTapewu
CynoBoe paguooGopyroBanHe
pa)monpuenuuxu " nepenarquku HaBira-
BKC
nepeNaTunKH, npnemﬂnxu cnmanus TpeBorK
u GexcTBus,

p

Y
KalHOHHBIE YCTaHOBKH
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oe o6opyRoBaHHe
THPOCKONHYECKHE W MarHUTHBE M

OpH K HHM
CKHe yrIoMepHBe npuGopHl
- MpHGODH [AA U3MEpeHHs rayGuH, CKOPOCTH

H NPOHAEHHOTO PAacCTONHHUA (JIOTHI, BXONOTH,
nary)

METeoposIoruyeckue NpHGOpH

MOpCKHE YKa3aTe/lH BpeMEHH

&
T cT

paTypy # cHrHA

CTaHUHH CHMHATBHBIX, KHIbBAaTEPHHX H AKOpP-
HBIX OrHei

CHrHaNbHBE HOMEPHHKH
3BOHKH, KOJIOKO/]1a, PeBYHB, TPEUIOTKH

CyRoBble 2/IeKTPHYECKHE H MeXaHH4YeCKHe
Tenerpagb

s Kopa-
GEBHBIX CTAGOTOUHBIX yc-rauoxok
3aMblKaTeaH

nepexaoyaTeNn

COeIHHHTEIbHBIe AUHKH

wrencenu

DeKTp y8bi H BJIEKTPOHATD
npuGopbl

CynoBYI0 OCBETHTENbHYIO ANMapaTypy
CBeTH/IbHHKH nanyﬁﬂue
CBETH/IbHHKH 06!.!.(6!'0 OCBeLeHHA
CBETHJIbHHKH MECTHOrO OCBeLUeHHA
CBETH/IbHHKH MOJIBECHHE H NepeHOCHbIe
CBETH/IBHHKH Creuuabhbie
CBETH/ILHHKH H NPHGOPH CHIHA/IbHO-0CBETH-
Te/IbHBIX OTHel

CHrHa/lbHble YCTPOMCTBA H CBETOCHTHANb-
Hble NPHGOPHI

BopnonasHoe oGopynoBanHe

CnacatenbHoe o6opy/oBaHHe

HMNOOPTHPYET:
Cyna
U NPOU3BOJUT PEMOHT

H NEPEOBOPYNOBAHHE CYJ0B
8A TPAHHLIEH

VSESOJUZNOJE EXPORTNO-IMPORTNOJE OBJEDINENIJE

SUDOIMPORT?”

export and import of ships, repairs of ships abroad

EXPORTS:

Sea ships

River vessels

Fishing boats

Tugs

Bucket and suction dredgers
Various type barges and launches

Ship main and auxiliary mechanisms
main engines

auxiliary engines

marine ship pumps and compressors
refrigerating installations

tackle gear and grapplings

filters and centrifuges

propulsion installations

outboard motors

Deck machinery

steering gears
capstans and windlasses
cargo and towing winches

Technological equipment of fishinx vessels

Marine electric machines and units

diesel generating sets
D.C. and A.C. electric motors and generators

Marine low-voltage electric equipment

Starting and control apparatus

magnetic and hand starters

D.C. and A.C. contactors, distance control
i t, controllers, resistors, starting,

starting-regulating and field rheostats,

voltage regulators, control and magnetic

stations

Commutation equipment
plug sockets and plugs

switches, ic circuit I
junction boxes

Electric measuring instruments
Storage batteries

Marine radio equipment

medium and high frequency radio transmitters

and receivers
emergency automatic keying units and auto-
matic alarm

ship i icati and broadcasti
installations
ship radar installations

Navigation equipment

gyro-compasses and magnetic compasses com-

plete with accessories
protractors

sounding equipment, instruments for measur-
ing distance run and speed (sounding machines,
echo-sounders, logs)
meteorological equipment
chronometers

Ship telephone installations

Equipment of ship signalling
signal, anchor and caravan light stations
signal light boards, bells, horns, ratchets

Ship electric and mechanical telegraphs
Auxiliary equipment for ship low-voltage
installations

contactors

switches

connection boxes

plugs

Electric galley ranges and electric heaters

Ship lighting equipment
deck lanterns
floodlights
spotlights
pendant and hand lamps
special lamps
lanterns and signal lighting fittings

Signal devices and light signal equipment
Diving equipment

Life saving appliances

IMPORTS:

Ships

REPAIRS AND CONVERSION OF
SHIPS ABROAD.
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Seeschiffe

FluBischiffe

Fischfangschiffe

Schlepper

Bagger und Sauger

Verschiedene Kihne und Kutter

Haupt- und Hilfsmechanismen fiir Schiffe

Hauptmotore
Hilfsmotore
Seeschiff.

und K
Kiihlanlagen

Takel und Greifer

Filter und Schleuderapparate
Propeller-Anlage
Auflenbordmotoren

Deckausriistung
Steuermaschinen
Gangspille und Ankerwinden
Lade- und Schleppwinden.

Declassified in Part - Sanitized Cop

r und Empfiinger der Not- und Alarm-
ignale
Schiffs-Funk- und Kommandoeinrichtungen
Schiffs-Radaranlagen

Navigations-Anlagen
Kreisel- und Magnetkompasse mit Zubehor
Schiffs-Kompaftkreise '
Lotanlagen zum Messen der Wassertiefe, der
Geschwindigkeit des Schiffes und der gefahre-
nen Strecke (Loten, Echoloten, Logs)
Meteorologische Geriite
Marine-Chronometer

Schiffs-Telefonanlagen
Schiffssignalisierungs-Vorrichtungen

Stationen der Signal-Kielwasser- und Anker-

lichte

Signaltafeln

Klingeln, Glocken, Knarren

ische und hanisch 1 h

Hilfsvorrichtungen fiir Schiffs-Schwachstrom-

anlagen
Kontakigeber
Umschalt

Technologische Ausriistung fiir Fi:

Seeclek hinen und A
Dieselgeneratoren
Gleichstrommaschinen
Wechselstrommaschinen

Nied Seeelekt "

Anlafli-und Steuereinrichtungen
Magnet- und Hand-Anlasser

Gleich- und Wechselstrom-Kontaktoren,
Steuerungs-Apparate

Widerstandskontroller, Anlafi- und Anlaf-
regler-Rh E; -heostaten, Span-
nungsregler, Kontroll- und Magnetstationen

Kommutierungseinrichtungen
Elektroaufstellung-Apparatur
Selbstausschalter-Automaten
Schaltkasten, Kasten

Elektromefapparate
Akku-Batterien

Verbindungskasten
Stecker

Elektrokombiise und Elektrohei:

Schiffs-Beleuchtungsvorrichtungen
Decklaternen
Lampen fiir die gesamte Beleuchtung
Lampen fiir értliche Beleuchtung
Hiinge- und Portativ-Lampen
Spezial-Lampen
Lampen und Geriite der Signallichte

Signalisierungsvorrichtungen und
Licht-Signalisierungs-Gerite

Tauchvorrichtungen

Rettungsausriistung

IMPORTIERT:

Schiffe

REPARIERT UND UBERHOLT SCHIFFE IM
AUSLANDE

ved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

VSESOJUZNOJE EXPORTNO-IMPORTNOJE OBJEDINENUJE

«SUDOIMPORT »

exportation et importation des navires, réparation des navires & Pétranger

EXPORTE:

Navires de mer

Navires de riviére

Chalutiers

Remorques

Dragues a godets et dragues a suction

Différents chalands et canots

Mécanismes principaux et auxiliaires du navire
moteurs principaux
moteurs auxiliaires
pompes et compresseurs de navire
installations de réfrigération
palans et grappins
filtres et centrifuges
installations de propulsion
moteurs hors bord

Machines de pont
servo-moteurs de barre
cabestans et guindeaux

nce

Equipement de radio
radio ré et radio t navals
radio ré etradio tteursd'alarme
transmetteurs et récepteurs du signal d’alarme
radio-équipement naval de translation et de
communication
installations radar navales

Equipement de navigation
compas gyroscopiques et magnétiques avec ac-
cessoires stigmographes maritimes, sondeurs
pour le mesurage de la profondeur de l'eau,
de la vitesse et de la distance parcourue par le
navire (sondeurs, sondeurs acoustiques, locks)
appareils météorologiques
chronométres de marine

Installations téléphoniques navales

Appareils de la signalisation du navire
stations des feux de signalisation, de sillage
et de mouillage
écrans de signalisation
sonnettes, cloches, cliquets

Télé hes électriques et

treuils & d treuils de

pour les ct
i et

Machi; iti Elect

groupes électrogénes diesel
moteurs & courant continu
moteurs a courant alternatif

Appareils maritimes électriques de basse tension
Appareilsde démarrageetde
contréle
démarreurs magnétiques et démarreurs de
main
contacteurs & courant continu et & cm:mn{ al-

Appareils auxiliaires pour installations de marine
du faible courant
contacteurs, commutateurs, boite de connection
prises de courant
Cuisines  électri ppareils électri de
chauffage
Installations d’éclairage de marine
lampes du pont
lampes d'éclairage général
lampes pour I'éclairage local
lampes suspendues et portatives
lampes spéciales
lampes et

ils des feux de

ternatif, contrdleurs de
e gy :

T de mise en
marche, rhéostats d’excitati égul
tension, stations de contrdle, stations magné-

tiques

Dispositifs de commutation
appareils des installations électriques, disjonc-
teurs automatiques, automates, boites de distri-
bution
Appareilsélectriquesdemesure
Accumulateurs
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llations de signalisati
et ils d'éclail et de si

Equipement scaphandrier
Equipement de sauvetage

IMPORTE:

Les navires
ET REPARE ET REEQUIPE LES NAVIRES A
L’ETRANGER




EXPORTA:

Barcos para la navegacién maritima

Barcos para la navegacién fluvial

Barcos pesqueros y de preparacion del pescado
Remolcadores

Dragas de cangilones y de chupén

Barcazas y lanchas diversas

Magquinaria principal y auxiliar para buques
méquinas y motores de propulsién
méquinas y motores auxiliares
bombas y compresores para los buques
marinos
instalaciones frigorificas
aparejos y arpeos
filtros y centrifugas
instalaciones de propulsién
motores suspendidos para bote

Mecanismos de cubierta
servomotores y mecanismos del timén
cabrestanties y chigres
chigres de carga y de remolque

Instalaciones tecnolégicas para barcos pesqueros
y de preparacién del pescado

1
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g ‘de radio para buques

ris y transmisores de radio para la na-
6n, para explotacién y auxiliares,
t}ansmisores y receptores de seiiales, de alarma
y de socorro,

centralillas e instalaciones para el mando y
radiodifusién en los buques,

instalaciones de radar para buques

tal para la

Y Yy
accesorios para ellos, aparatos goniométricos
marinos
aparatos para medir profundidades, velocida-
des y di i idas (sondad meca-
nicos, acisti sti deras)
aparatos meteorolégicos
cronémetros marinos y relojes de buque

Instalaciones telefénicas para buques
Aparatos y accesorios para {ransmisién de

seiiales en los buques

centralillas para las luces de sefiales, para las

de navegacién y de puerto

conmutadores x:umerales 'de sefiales, timbres,
1 <ok

Telégrafos de barco, eléctricos y ani
Aparatos y accesorios auxiliares para las instala-

ciones eléctricas de a bordo de pequefia inten-
sidad

Maégquinas eléctricas marinas y grupos
grupos electrégenos con motor Diesel
soings d : o

e
méquinas de corriente alterna

léctricos marinos (; ta) para

baja tensién

accesorioseléctricosdearranque

y mando

arrancadores magnéticos y a mano

contactores de corriente continua y alterna,
tos de mando, combinad i i

reostatos de arranque, reguladores de tension,

cuadros o centralillas de direccién y de mando

automético

accesorios de conmutacién

accesorios eléctricos de regulacién

interruptores autométicos,

reguladores automaéticos,

cajas y armarios de distribucién

aparatos de medicién eléctricos
baterias de acumuladores

conmutadores
cajas de distribucién
clavijas y enchufes

Cocinas eléctricas y de calef:

tricos

Accesorios de alumbrado para buques

luces de cubierta

Tuces de alumbrado general

luces de alumbrado local

luces suspendibles y portatiles

luces especiales

luces de navegacién y para los aparatos de
sefiales luminosas

Ins(nlm.:innes de seiiales y aparatos de seiiales

luminosas

Equipos de buzos

Equipos de salvamento

IMPORTA:

Buques

Y REALIZA REPARACIONES Y REEQUIPA-

MIENTO DE BUQUES EN EL EXTRANJERO

Approved for Release
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ALLE FPRAGEN, BETREFFEND SCHIFFAUSRUSTUNGS- UND
SCHIFFSANKXUFE BITTEN WIR AN FOLGENDE
ANSCHRIFT ZU RICHTEN:

Vsesojuznoje Objedinenije
»SUDOIMPORT*
Smolenskaja-Sennaja Pl., 32/34

Moskau, G-200
Moskau

POUR TOUS RENSEIGNEMENTS RELATIFS A L'ACHAT DES
NAVIRES ET DE L’EQUIPEMENT DE NAVIRE
PRIERE DE S'ADRESSER A1

Vsesojuznoje Objedinenije
« SUDOIMPORT »

Smolenskaia-Sennaia Pl., 32/3¢
Moscou, G-200
Adresse télégraphiques Moscou Sudoimport

POR TODAS LAS CUESTIONES REFERENTES A LA
ADQUISICION DE BUQUES Y SUS APAREJOS
DIRIJANSE At

Vsesojuznoje Objedinenije
“SUDOIMPORT”
Smolenskaja-Sennaja P1., 32/34

Mosci, G-200
Direccion telegrifica: Moscii Sudoimport

Buemrroprmagar. Saxas M 2017.
Ors. I0puaxos E. #., CoSoxena I'. B., Jexaxosa H. C.
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N0 BCEM BOMPOCAM
NPUOBPETEHUSA CYAOB
M CYIOBOTO OBOPYAOBAHHUSA
OBPALJANTECH IO AAPECY:
BCECOIOBHOE OBbEAMHEHHE
»CYLOUMIIOPT“

MOCKBA, I'-200,
Cmonenckas-Cennas na., 32/34
Anpec s TeJerpaMmm:
MOCKBA CY[OHUMIOPT

PLEASE ADDRESS ALL ENQUIRIES IN CONNECTION
WITH PURCHASING OF SHIPS AND VARIOUS KINDS
OF EQUIPMENT FOR SHIPS TO

VSESOJUZNOJE OBJEDINENIJE

«SUDOIMPORT "

Smolenskaja-Sennaja Pi., 32/34
MOSCOW, G-200

Cable address:
SUDOIMPORT MOSCOW

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/2; IA-RDP81-01043R002700060013-8
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OCHOBHBIE XAPAKTEPUCTHUKHU KATEPA

Auoa oL L0 . 9,0
Wpnuua . . . ., c e 2,0
Buteora Gopra . . . . . . 08w
Ocamkaerpyson . . . . . . . . 2.
Bee Coe e e 3m
Cropoers (vakenyannan) e e 15 wnfuac
Cropocrs Gykenponkn . . ©o 810 mufuace
Taronoe yene:
upiHepeANeM XO© . . . . . . 300-320 se
upiosaues xoxe ... L, 250-280 e

Awwaren Lo L0 00 pAg M werhpexTaRTILY,
Momnoers 30 .. e, npi
1400 06 weeene

SPECIFICATIONS

Length e eom
Width (beam) . . . . . L. o0m
Height of sides . . o 08m
Draft (withload) . . . . . . 0% m
Weight (displacement). . . . . . . . . . . g4
Speed (maximum) .. ... g5 ke
Speed (towing) . . . . . .. L L 810 ke
Thrust:
shead ..o 300-820 kg
astern ... ... L. L. L 250-280 kg
Emgine .. ... . .. . “TAB-MM", four stroke,
30HP at 1400 r.p.m.

HAUPTABMESSUNGEN

Linge . . . . . . 0 . . 90m
Breite . . . . . . . . . . . .. 20m
Bordhhe . . . . . . R . 08m
Tielgang belastet . . . . . Co. . 02m
Gewicht . . . . . . . . .. . 8¢
Hochstgeschwindigkeit . . . . . . . . 15km,Std
Schleppgeschwindigkeit. . . . 610 km,Std
Zugkraft:

bei Vorwiirtsgang . . . . . . . . 300-320 kg

N 250280 ky
Motor . . . . . . . .. . 30 P8 Viertaktmotor , 'AB-MM*
1400 U nun

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8



Kopuye rarepa neasioveranmuecrnii. Crierema naGopa nonepey-
nas,

Jepensmian pyGra xaTtepa, pacnosomennan B nepemieii vacri
Kopnyca, syewaet 6 naccasipon. B ieit oGopyaosaiio fna enainusix
MECTa AT ROMANI/BL.

B ropye emouriponan asnratens ,TA3-MMY, koxenuateri nan
KOTOPOI'0 IOCPEACTBOM I'IGKOI MY(TLI COCAIICH ¢ MPONEANCPHBIM
nacocoy. Hanesioe Boastioe oxadsenie ABraTens ogeceunsact
ero GeenepeGoiinyio paGoTy B TPOMIIUCCKIN YCAOBIIAN.

BopoMCTHEL ABIAKITENL COCTONT 13 CNEAYIONIHX OCHOBHBIX
97CNMenToB: Boposabopuptli TYmIean 7, 3awuTHAA peulceTna 2, midh-
(bysop 3, uponcnnepusiii nacoc 4, nanpasamonee yeTpoiicTso 3,
rIaBHbH TPYGONPOBOA 6, HACAZKH MEPEEro XOAA 7, APOCCONBIBIC
3acCNI0MRIT &) HACAARH 3a/11Cr0 Xoaa Y, aedhackropst 10).

The launch has an all-metal hull with a transverse [raming.

The wooden superstructure (deck-l Torward
six passengers. The deck-house is equipped with two sleeping bunks
for the crew.

The “T'A3-MM” engine is mounted aft. The crankshall is coupled

llexibly to a propelier pump. A reliable water-cooling system ensures
continuous [unctioning of the engine under tropical conditions.

The hydraulic propeller unit consists ol the following main cle-
ments: water intake tunnel 1, guard net 2, diffusor 3, propeller, pump 4,
steering device 5, main pipeline 6, nozzles for movement ahead 7,
throttle valves 8, nozzles for movement astern 9, deflectors 10.

Der Rump! ist ganzmetallisch. Sein Gerippe besteht aus Spanten.
Die hélzerne Kabine des Bootes belindet sich im Vordericil des Rump-
fes und [aBt 6 Passagicre. Dort gibt es zwei Schlalgelegenheiten [iir
die Besatzung.

Im Heck ist der Motor ,'A3-MM“aulgestelll, dessen Kurbelwelle
durch elastische Mulfe mit ciner Propellerpumpe verbunden ist. Die
zuverlissige Wasserkiihlung des Mators gewiihrleistet seine reibungs-
lose Arbeit auch unter tropischen Verhiltnissen.

Der Strahlantrieb bestcht aus folgenden Hauptbestandteilen: Was-

f: 1 1, Sct i 2, Diffusor 3, Propellerpumpe 4,
Leitmechanismus 5, Hauptrohrleitung 6, Vorderantriebsdiise 7, Dros-
selklappe 8, Riickwirtsantricbsdiise 9, Deflektoren 10.

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8
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Buyrpenieg pacnooskenie py6ki karepa e S
(B3 B 1ige — 1a noer yripanaeiin) Rt I A . . +Jleswtit mozopor
"5t Deck-House e R o o ) Port (turn). - -
£ (View forward at control pust), .. ... i N ST -. Linkswendung
Tnnchansicht der Kajite ! : )

“Astern. -
Ritcklauf
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Vupanacune rar ABIIATENACM, TAK 11 ABIGRITCACM 4pessuiuaiino
MPOCTO 1 BLIBEACHO B PYJACBYIO PYO!

IIpocroTa ynpasaCHiist COMETACTCS ¢ OTAIIMIBIMIE MAHCBPCHIBIMIT
raucersamit Tax, Hanpisep, PesepenpoBaiie ABAIITCA HPI 1e06-
XOJUIMOCTH MOYKCT GBITh POIBBEACIIO 8a 1-2 CORYIALI, PIUCM HIep-
U1 HOMOCTDLIO norawaeTest na pacerosuint 1-1,5 merpon. s naGopa
THOMIOlt CROPOCTH ¢ MECTa KATEPY A0CTATOUHO A pasbera ne Gonee
2-3 merpos. Passoporsr karepa ma npasstii 1 acstit Gopra, pasio
rax 1t 3aaii Xoz, 160 noBopot Ha 180° ey HeCTRATIOTC! NPOCTHIM
PEryJIPOBAINIeM APOCCEBHBIN 3aC/IOIOL.

Katep nesaveuny npiu qoetasie 1a nes rpy3os i aoacit » ray G-
HBIC HYHETBL, & TARKE GYKCIPOBRC MAIOTOHIAKIIBIN Bapik.

unit is very simple. It is operated from the wheel-hous

The simple control system is combined with excellent manoeuve
bility. For instance, it takes from one to two scconds to put the gear
into reverse, and the inertia is fully absorbed within a distance of
1-1.5 metres. The launch requires no more than 2-3 metres to dev clop
full speed from a stationary conditicn. The launch is turned starboard
(right) or port (lelt), reversed or turned 180 degrees by merely ad-
justing the throttle valves.

The launch is an indispensable means for the transportation of
cargoes and passengers (o points remote from railways, as well as for
the towing of low capacity barges,

The control system ol both the engine and the hydraulic propeller

Dic Bedienung des Motors wic auch des Strahlantricbs ist auBer-
gewdhnlich einfach und im Steuerstand untergebracht.

Sie ist mit ich Mangvrierfahigkeit verbunden. So kann
zum Beispiel das Reservieren des Antriebs in 1-2 Sckunden durch-~
gelithrt werden, wobei der Triigheitswiderstand nach 1-1,5 Meter voll-
kommen aulgchoben wird.

Um dic volle Geschwindigkeit zu crreichen, bendtigt das Boot nicht
melir als 2-3 Meter Startlinge. Die Wendung des Bootes nach rechts
und links, ebenso wie der Riickgang oder cine Drehung um 180° wer-
den durch einfaches Regulicren der Drossclklappen bewerkstelligt.

Das Boot ist unersitzlich zum Beférdern von Lasten und Personen
an schwer zugiinglichen Stellen wic auch fiir das Schleppen von Last-
kiihnen mit kleinem Schilfsraum.
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He erpaumst xatepy npensatersisa s suze Mexeit muosy unx 6peson
M T. I, KOTOPEIE Ol MPEOIOJICBALT C BABHAION JETKOCTHIO, YTO Upes-
BBIYAITHO BAKHO NPH JECOCTINIABHEIX PaGoTax,

Ecmit ima myTi Katepa BCTPEeYaIoTes Mecualbie OTM eI LI Halo-
CBI, TO BOAOMETHBLI ABHZKITEN b HCIOAB3Y CTCA KAK FIPOMONITOP JUIst
PABMBIBKII 9TOTO MPENATCTBHA.

ITo Bcem BOmpocaM, CBASAHHBIM ¢ MPIOGPETEHIEM BOAOMETHOTO
xarepa ,BBK-30", o6pamaiirecs no aapecy: B/O ,,Cynonmmnopt*, Moc-
rBa, 200, Cmonenckan-Cennan mi, 32 34; tenerpadmsiii aapec:
Mocksa CynoumMmnopr.

The launch is well-adapted for overcoming such obstructions as
shoals or floating logs and the like. This is important for timber
floating work.

‘When the launch shoals or dbanks the hydraulic pro-
peller unit is used as a hydraulic excavator to wash away the obstruc-
tion.

For information pertaining to the purchase of the hydraulic pro-
pulsion launch “BBK -30”, please apply to: V/O “Sudoimport”, Smo-
lenskaja-Sennaja Pl., 32/34, Moscow, G-200; Cable address: Moscow
Sudoimport.

‘

Auch vor Hindernissen in Form von Sandbinken, schwimmenden
Baumstimmen usw. scheut das Boot nicht zuriick. Es iiberwindet sie

was bei HolzfléBarbeiten von ganz auBerordentlicher Be-
deutung ist.

Stoft das Boot auf Sandbinke oder Ansch so wird
der Strahlantrieb als Hydromonitor zum Abspiilen dieser Hindernisse
cingesetzt.

In simtlichen Fragen des Ankaufs eines Strahiantriebbootes
»BBEK-30" avenden Sie sich, bitte, an'V/O »Sudoimport*, Smolenskaja-
Sennaja Pl., 32/34, Moskau, G-200; Tel dresse: Moskau Sudo-
import.

Buewropriazar, Baxas M 209,
Orn. 10pstanon E. d., Boaxosa E. 7 *
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o DOUBLE HOLE EYELETTING MACHINE No. 01198/P2

© DOPPELTE LOCH- UND OSENEINSETZMASCHINE
Nr. 01198/P2

© MACHINE POUR PERFORER ET POSER DES
OEILLETS EN DEUX RANGEES No. 01198/P2

® MAQUINA PARA PERFORAR Y COLOCAR OJETES
EN DOS HILERAS N. ¢1198/P2
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DOUBLE HOLE EYELETTING MACHINE No. 01198/P2

The machine Is used for simultancously punching and nscrting lace eyelots nto the two opposite upper parts
O shoes made of leather or other seml-hard material (rubber, textllcs, etc.).

n:scmnm OF WORK,

rlal 15 put under the holding-down bases and is positioned according to upper punching device, Upon
oo operation ot the pedes ths mucns punches the material on both sides, Inserts and unrivets the eyelets and
moves the upper part according to the adjusted distance. This operation s repeated until the pedal is released
Trom It ‘working) postion,

TECHNICAL DESCRIPTIO
The distance between the eyelet can be adjusted as desired In the range of from 8—24 mm. The machine Is

Ath 3 double magazine with automatlc devices for feeding the oyelets in raceway The sup
of eyelets into the punches can caslly be put out of operation

e is fitted with o central
. Individual pass of the machine can be replaced with dimencions n- the metric Systom sesoraint o ieg

Output of the machine Jer 8 working hours: Up to Welght of the machine including_clectrc motor,
2000 pairs. 08 upg glectrc Installaton and one.complete cquipment:
Number of ruvﬂlutlnm o the'working shatt: appro;
Welght and dimensions of the ralvay packing: 30kg,
I!Imensluns ot the machine: opprox. 720X800, 84 m.
510 Welght and subsge of seaworthy packing. 50kg, 1 cu. m.

STANDARD EQUIPMENT
the price of which Is Included In the prlce of the machine:
for eccction of the maching
£ work according to the choice of the customer from the st o equipmen
¥ motor) INCdes o lght of 25 o 35 V. 8 cumch bor
sally supply ono lectic moter i lseile st onea
9 {0 ESC Standards. It the customer desires the mach
pective price difference will be charged separately,
ircluding standard e | bt without slectrie movor
Electric motor 075 kW, 815 r p. m. Type - 2 k
Extra Accessorles (Equlpmenl) according to order at an l'xlm charge added to the price of the machine:
Equipment according to the cholce of the Sustomer from s lst, provided the customer requices more than one
cauipment, which 15 delivered with ihe e

Code of
Equip.

Name and Use of Equpment etk | weight 1

va Double winding-of attachment fo binding which s placed
under the eyelets when using material (plimsols)

Tools. for ovorhaul, dismantling and erection of the machine
Set. of parts for punching and eycletting with. eyelets
series No.

Set of parts for punching and eyeleting with eyelets
series

Set of parts for punching and eycletting with eyelets
serles No.

Set of parts for punching and. eyeleting with eyelets
Serles N b

Corsst punching and. eyeletting equipment.

When erdecig the macine plese stte the tollvig.

2) The name and number of the machine and the number of pleces ordered.

B The codn of squipment {rom the s o squpment and the mumber of ndvidus enuprmonts.

&) Tho kind, voltage and frequency of the electric curtent (one-, two-, threo-phase. electiic current, D, C).

o \mGlng Condions, which gt ivachce the st equipment ient tomperatuve, o oo
ete

Ry 43 o tho mataral to b sod and send samples o eyetets

s e are continuously improving our products, the technica data and ilustratons do not shways coreespond i
the latest execution of the machine and are therefore not binding, fioys corcespond with
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DOPPELTE LOCH- UND USENEINSETZMASCHINE Nr. 01198/P2

Die Maschine wird zum Lochen und Einsetzen von Schnlirdsen gloichzeltig auf beiden Segentberiegonden Schun-
obertellen aus Leder oder cinem anderen halbsteifen Materlal (Gummi, Textil u. dgl) verwend

ARBEITSVORGANG.

2u lochende Material wird unter die HalterfUBe elngelegt und dem oberen Lochstanzer entsprechend oinge-
stellt, Nach Niedertreten des Ful) he die Maschine selbsttitiq das Materlal belderseitlg, setzt die
Osen ein und zemiotet sle, und schiebt dann die Oberteile um die singestellte Ent(ernung welter vorsat e dios
selbe Operation solange wiederholt, als der Fubhebel niedergedrlickt blei

TECINISCHE BESCHREIBUNG.

Die Gsenentfernung ist von 8 bis 24 mm cinstellbar. Die Maschine besitzt einen doppelten Vorratsbehilter mit

selbsuitigen Reihenordnern in die ZufUhrungskanile, Dic Zuftihrung der Gsen in die Einsetzvorrichtung kann

durch den zwelten Fulhebel ausgeschaltet werden, so d

vornimmt, Nach Auswechseln der Reihenordner und der O

anderen Gsennrt laut Verzelchnis. der Maschinenausriistung verwendet werden. FUr Kieinere Dotricbe empliehit

es sich flr cine Maschine mehrere Der st

ind it einer Fahrvortchtung versahon. Dis Sehmieriny. eefomt e oo Zentraldruckschmirgerites. Di

ginzelnen, mit Abmessungen nach dem metrischen System und Toleranzen gemad den 1SA-Normen hergesteliten

Maschinenteile sind auswechselbar

Maschinenleistung In 8 Arbeitsstunden: bis 2000 Paar  Gewicht und. Abmessungen der Eisenbahnverpackung:
Schuhobertelle. 30 kg, 84 X 82 X

Drehzal der Arbeitswelle, 340 UMM Cevtent und Rn\m\h:-dnr{ der Schittsverpackung:

t Elektromotor, Elektroaustlis-
g und Ausstattung etwa 520 kg

NORMALZUBEHOR,
dessen Preis in dem der Maschine Inbegrifen ist:

Werkzeuggarnitur zur Wartung der M

Ausstattung fiir elne Arbeltsart nach Wahl des Kiufers laut Ausstattungeverselchnis.

e Motor) mit V-Lampe, Schalt- und Sicherungskasten mit Transformator
fa die aeuucmung wid_AnschluBkabel, Normalerwelse wird ¢in Elekiromotor und. Blekisonieristuns mi mee
selstror V. 50 Perioden nach den ESC-Normen gellefert. Winscht der Kiufer eine Maschine fUr cine andere
Stromart, wh'd der Preisunterschled besonders berechnet.

Maschinenpreis mit Nummlzube)mr, Jodoch ohne, lekirazotoe

Elcktromotor 05 kW, 815 UM

Sonderzubehise (Ausstattung) aut Bes(v:lhmg gegen Autmhl\mg auf den Maschinenprels:

Jussateung nach Wahl des Kiufers, falls der Kiufer mehr wiinsch als die mit der Maschine eleferte Aus-

Bezeichnung urd Verwendung der Ausstattung AlGimana Gewieht | protg

stattung

va Doppelte Abwickelvorrichtung des EinfaGbandes, das bel
schwachom Material (Flimsolschunen) unter - die- Ose
Selegt wi

(herkacus, (U die Gonoralreparaturwerstatte zum Zer-
legen und Zusammensetzen der Maschin

Satz Einzelteile zum Lochen und Einsetzen von Osen Nr 4
Satz Enzeltelle zum Lochen und Einsetzen von Gsen Nr 3
Satz Einzelteile zum Lochen und Einsetzen von Usen Nr.2
Satz Einzelteile zum Lochen und Einsetzen von Usen Nr 1
Satz Einzeltile zum Lochen und Gsencinsetzon in Miedec-
giictel

der Bestellung ist genau anzugebeon.
Bezeichnung und Nummer der Maschine und bestellte Stickzahl.
Kodewort der Ausstattung laut Verzeichnis und A ahi der einzelnen Ausstattungen,

) und Frequenz des elektrischen Strom Zwel-, Dreiphasen-, Gleichstrom).
Arhellshcﬂmgungen die Enflu aut di clektische Einrichtung habe konnten (Umgobungsiemperatur, Feuch-
tigkelt, Tropenklima

) Bilt ns mitzutellen. vas 1o ein Mateil verwendet wird, und uns Muster von Gsen zu senden.

Da wie unsere Erzeugnisso stindig verbessern, stimmen Beschreibung. Abbildungen und Zahlenangaben nicht

immer genau mit der letzten Ausfiihrung der Maschine Gberein und sind daher unverbindlich.

MACHINE POUR PERFORER ET POSER DES OEILLETS EN DEUX RANGEES No. 01198/P2

La machine sert & percer los trous et 8 fixer les oellots do lagage simultanément sur les deux partios oppostes
des empoignes de chaussures de culr ou d'autres matitres mi-rigides (caoutchouc, matidre toxtie ero
DESCRIPTION DU TRAVAIL.

Lo matire est Inuoduite sous le pled-guide at ajustée sulvant le poingon suptrlour, En eppuyant sur Ia pldale,
la machine perce automatiquement des deux cotés, los trous dans la matiere, met ct rive les oeiliots, ensults
clle avance Fempeigne do 18 Glstance prtalatiomont rege st Toaration 5o repbte tant ue 1 podale

DESCRIPTION TECHNIQUE.
La distance entre les doux oclllets est imite de 84 24 urvie
gesin avee rangours automalques limentant Famenea oo 2 opuyone sue . seeomde patne
possible d'éliminer 'amenée des oeillets dons les matrices de sorte
Aprés. tochange des range
sulvant la specification de I'équiper
sour une mac
/u d'un mécanisme de roulement. La machine possede un
Sitterenics pleces. senz Interchangesbies, de dimensions sulvant &7 stoms metsique” ot segondant s s g

i r journte de 8 heures:  Poids de la machine y compris le moteur et Iéquipe-
pres dempelgncs do chpussuren ment Slecrigues et un quipement sptcial: environ
Nombre do tours de arbre opérateu: 310 i
Dimensions de la machine: environ 720 X 800 X hau- lds o dlmznslons de remballage ferroviaire* 30 kg,
teur 1540 mm. X 82
Polds et ot do Temballage maritime: 50 kg,

ACCESSOIRES NORMAUX
compris dans le prix de la machine:
tglage de la machine,
sortc de seaval au cholx du clent sulvan Io spécificaion des accessofces sptc
4 30V, bolte dinterupiion ot & cnum-umu. trans-
fournissons. normatement . motour et Fesuipersent
e, suvant les rormes ESC 51 Le client demendo 14 roaehine
e facture spociale.
ix m e, Sopendant s Glectrique
Moteur lectrique 73 kW, 815 tm 2 kg
ACCESSOIRES SPECIAUX (Eouu-ma\m
sur_commande moyennant un supplément sptclal sur le prix de la machine:
Equipement au cholx du clent sulvant la spécticatin ci-dessous, <l fe clent demande plus d'un equipement
compris dans le prix de la machi

Remarques | Polds
kg

Dénomination et emplol de Pegquipament Py Prix

Code
équipement

Doutl disosit de dézoulement pour I mise des dessous
doeillets sur les soullers de

Quilage pour I réparation géntrale servant au demen-
tage et au montage de la machin
Jeu de piéces de travall pour perforer et poser les ocillots
No.4
Jeu de pléces de travail pour perforer et poser les oelllots
No.3

Jeu de pieces de traval pour perforer et poser les acillets
No. 2

Jeu de piéces de travall pour perforer et poser les oelllets
No. 1

u de pidces de travall pour lo porgage des trous et le
Tiverage den ochiets et 1n enbtees S oo

M est nécessare de préciser dans la commande:

2 1a dénomination et o numero de Ia machino aist que le nombre de machines command

B le code"ae Miuipement e 1o sptccton o Scstores S o oo 8o Giirents Gquipements,

©)1a sorte, a tension et I {réquense du cownt élecrique (mano-r bi-. trighasé, contin

0 les onions do val pruvan. nflutner Fequpemant Seciiaue de 1 Tachne (har ox. tmptrature
e, humids, ima roncal

©) pritre o’ nous Tare savole auehe matdre sera employee et nous soumettss les Gchantilons des oelles,

Nos machines ttant contammont. peiecenns Is docripor, o sratons ot o Indieaions numdciues

e Gorrespondent. pas oujours. au dermisr modéi. il Sont slors sans engagement pour o




MAQUINA PARA PERFORAR ¥ COLOCAR OJETES EN DOS HILERAS N. 01198/P2.

Se emplea esta maquina para perforar 1os agujeros y colocar simulténcament los ofetes para el encordonado
s ok partes opucatas dé Ta cafa Gel zapato do cuero o bien do otro matorlal semi-duro (goma, materlal textll.
te),

DESle'L‘IDN DEL TRABAIO.

toral po debajo do os tacones ljdorcs, colosindalo con arreglo a 1a patts superlr de Io maguing.
S B omar sobre of peda, 1o mdquina perfora autométicamente el materlol sobro los dos lados, mete y remachy
o ette y dospiaza o caa segtn Ia dstanci provita. La operaci se rople tanto iempo_como se presione
obre ol pedal.

DESCRIPCION TECNICA.
distancia do un ofoe o ouro varie enre  y 24 i LY méquina tiene un cargador doble con colocadores
ojetes en n! e vamadon, Puceeim inare o almentacion do ofetes ¢ los ‘perforaciones por
esta forma la méqul a'la porforacion de los agujeros. Camblando 105
dnms do ojtos, puede ieasse fa m.squ ina ‘para la colocacién de otra clase de ojetes,
dela méuina, Tara_Tns pequefias empresas ecomondamas und ola miquits <or
pos. sopurle o o7 miquing ©s roglable en altura y csta_dota ‘mecanismo que permite su
desplazamiento, La méquina tlene un engrasador central a presién. Las plczns ndividuaies de 1a ‘miauina. son
fenovanies en las dimensiones del sistema métrico y segin' las tolerancias ISA.
Rendintents de Is miuing er, 8 horas de. traboje peso do In méquina con of slecromoter, sl
0 pares de caias de zof accesorios: aproximadamente
Ndmot de sevaluciones del dcbol o trabajos S10 re- {( dimersones del embaije via ferra: b .
80
proximademente 20X800,  Peso ¥, vu\umen a1 embalaje via maritima; 50 Kgs.
altura 154

ACCESORIOS NORMALES
cuyo precio estd Inclutdo en el de la méquina:
Un fusgo de hermienas pory instalacion de la méqui
Para una determinada clase de trabajo, segin €l "desco del cliente y conforme a la lista del equipo.
Eqnlpn Secteico: Gin lectromotor) con bombile de 24 0,38 V. cuja ja de contactos y fusibles, transformador para
inye  cable do enchute, Correntemento enicegamas ‘el electromotor y equipo eléctrico para corrlente trifésica
e ratos segun E4C. S1 ol cliente pide Ia miquina para otro sistema de corrlente,
cturada en mis,
Brecio de la miguina con accesorlos normales, pero sin el electzomotor
B motor 575 Hon, 9 fovaluclones por mintho, tpo. - - 22 KO5.
Accesorlos especlales (equipos) segin pedido contra un suplemento de prect
Eauipo segn deseo dol clente. conforme o In lsa adjuna, n caso de que ¢l cliente pda ms que lo ncluido
con la méqui

codigo det Denominacion y empleo del equipo: Preclo:

Observa-
clon:
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Interlores en los zapatos de t

Uullajo paa o reparacién general: montar y desmontar
la m

Juego de plezas para perforar y colocar los ojetes delN 4
Juego de piezas para perforar y colocar los ojetes delN 3
Juego de plezas para perforar y colocar los ojetes del N 2

Juego de piezas para perforar y colocar los ojetes del N 1

et dne  devna. o cicacion d 15 ojetcs l

Juego de piezas para perforar y meter ojetes en os
clorres para corsés.

En ol pedido debers indicarse exactamente:

a) ¢l nombre y numero de la méquina y la cantidad de piezas pedidas.

2 Cdios et ‘equipo, conformo a 1o nstn de rquipo v la cantidad do equipos Individusles,

&) Giase, tension ¥ frocuencia de la corrlente elctrica (monofésica, difésica, triffsica o continua).

0. condiciones de-sabajo que. pueden Infiuir sobre el equipo elécirico (temperatura del embiente, humedad,
tropical).

&) Rogamos 56 nos hng: saber qué material seré empleado y se nos faciliten muestras de ojetes.

Teniendo en cuenta

e eSpondn slempre a Ta Gitima_sjecucion y por ello no son obligatorios.

mejoramos constantemente nuestros productos, los datos técnicos y el grabado no

0K 36t a-dp - 5408 5E¢ 04 - 660

Kovo
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@ UPPER LEATHER SKIVING MACHINE No. 01146/P5

© OBERLEDERSCHARFMASCHINE, ERZEUGUNGS-
Nr. 01146/P5

® MACHINE A PARER LES DESSUS No. 01146/P5
© MAQUINA PARA REBAJAR LOS CORTES N. 01146/PS
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UPPER LEATHER SKIVING MACHINE No. 01146/P5

This machine s used for skiving edges of components made of upper leather such as cowhides, call, kid, artificis!
leather, etc. The machine Is well suited for clean skiving of components not only with seraight edges and larg
curves ‘bt sl of components with smal curess uch 2 buckles for buckla foamwen, vampe variovs ormAmEnts
e In addtion o ol siing of the components the machne can 3o sl ehar o e thicknesses elcher
stralght o obliquely, for Inst. straps

equest we <an. supply specal eqipment for skiving componenes for burning.

DESCRIPTION OF WORK
The materil is skived by means of bellahaped cutter and s fed against the edge of the knife by 3 feeding roller
situated Inside the cutter and pressing the materisl aguint the gulding foot, The cdge of the materil Is led by
means of  gulde, Different slant and the widch of the skiving can be sec by means of hand screws on the feeding
mechanism, guide and the guiding foot. Work on the machine i easy and safe.

TECHNICAL DESCRIPTION

The machine consists of two Independent units: 3) of the skiving machine proper, b) a stand Inside of which the
exhaustor and mechanism separating the waste Into larger ploces and dust are locate

The machine s of rigid construction.

The machine s of welded metal sheets with extractable casters for easy moving.

The exhaustor and the equipment for separating waste Into larger pleces and dust Is located in the stand.

The shafes of the machine run In roller bearlngs

The bell-shaped cutcer s firmly attached to an independent shaft which Is connected to the driving shafe by means
of 3 peg coupling enabling to advance the cutcer after grinding to lts full utllization.

‘The whetting of the cutcer Is performed by means of a grinding attachment which can be adjusted by a hand screw.
This arrangement enables the grinding disc to be fully utilized. The shalt of the driving wheel is driven by means
of bevel gears and a bele. The cutter can be sharoened during operation of the machine. The machine Is driven
by means of an electromotor and two endless rubber-textlle Vobelts (one for the driving of the machine and the
other for driving the exhaustor), 3 third bele drives the feeding and grinding mechanisms.

The working space s llluminated by 3 bullt-In low volage lamp.

Individusl parcs of the machine are exchangeable, thelr dimensions are In the metric system and arc made to tole-
rances conforming to the ISA Standard Specifications

MAIN TECHNICAL DATA
Output of the machine depends upon the shape and size  Dimensions of the machine with stand

of the skived components. I 1000 mm (33
Specd of the cuccer 3800 r p. m. 450 mm (1° 6)
Clrcumferential speed 27 misec. (89 fe/sec.) 1200 mm (3117
Feeding speed Is variable from 0.7 to 1.7/sec. Welght 168 kg (370 Ib)

(approx 2 to 5 fr) Velume of seawerchy packing 0735 co. m. (28 o1 fe)
Working height 940 mm (37°)

STANDARD ACCESSORIES SUPPLIED WITH THE MACHINE
Tools for maintaining the machine In operation, bulltIn lamp 24V or 36 V. switch and fuse box, electric fittings
on the machine and a power supply cable.

Electromotor 0.7 kW 2800 r. p. m

Normally we supply an electromotor and electric outfic for three-phase a. c. 380 V, 50 cfs for normal surroundings
and conforming to the Czechoslovak Electrotechnical Standard Specifications.

We can supply according to customer's wish a machine for different voltages and frequencies at extra charge.

WHEN ORDERING A MACHINE THE FOLLOWING SHOULD BE STATED:

3) Name and number of the machine and number of units required,

b) Type, voltage and frequency of the electric current,

©) Working conditions which might Influence the clectrical outfle of the machine (. e. ambient tempersture, hu-
midity, dusty surroundings, troplcal climate, etc).

As we are constantly Improving our machines the descriptions, Illustrations and data given hereln may differ in some
deail from the latest model of the machine and are, therefore, not binding.
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OBERLEDERSCHARFMASCHINE, ERZEUGUNGS-Nr, 01146/P5

VERWENDUNG

Dic Maschine wird zum Randerschirfen von Oberlederteilen aus Kalbs: und Rindsleder, Chevreau (Zicgen- und
Schafleder), Kunstleder oder Shnlichem Matorlsl sowle zum Scharfen von Texcllien, Filz usw. verwendet. Ausser
Tellen mit geraden Randern und grossen Bogen Kénnen auf der aschine auch solche mic Klnen Bagen, i Spin-
gen fur Verzlerungen Art ot und sauber gechir warden. Auser
dem Schrigschirfen von Ledorcailrindern l3sst sich auf dor Maschine auch das gerade oder schrige Spalten, z. B. von
Ricmen suf leicha Ssrke durchlGhren. Aul Wansch ksnn <ins Sonderelrichuong um Sehirien won Goereilcindenn
die gesengt werden sollen, gellefert werden.

BESCHREIBUNG DES ARBEITSVORGANGES

Das Macerhl wird durch el sich drehendes glockenformiges Messor geschirl es vird an die Messershnelde durch
Im Innern des Messers angeordnete, das Material an den Fihrungsfuss andrickende Transportwalze befordert
Der Malnrh\nnd yird von loem Fhrunpuick geuhrs, Dlo unterichiedichen Sevaetuinie ond “oreen Konnen
4 Fahrungsfuss eingostalic werden. Die Arbeic an

o M e e g gefahrlos,

TECHNISCHE BESCHREIBUNG

Dle Maschine besteht aus zwel selbstindigen Einhelten: 3) aus der elgentlichen Scharfmaschine, b) aus dem Gestell, In
dem elne Absaugeelnrichtung und Abliorteralage zum Scheldon dor grssersn Sdcke vom Saub untergabracheind
Das Maschinengestell Ist aus Blech geschwelsst und an selnem Untercell mit elner Rollvorrichtung zur Erleichterung

Das glackenformige Messer ist auf einer selbstindigen Welle befestige, diese Welle st mic der Antricbwelle durch
cine Stiftkupplung verbunden, dia den Vorschub des Messers nach dem Schlclfen und dessen vollstandige Ausnitzung
ermégliche.
O3s Schicifen des Messors orfolge mic Hilfe elner cnstellbaren Schlcifeinrichtung, die durch clne Handschraube ge-
e wird und vollommenes Ausnitzen der Schielfschelbe zulisst. Die Kielne Schlelfschelbenwelle wird von elnem
Ricmen angetrieben. Das Messer kann auch wahrend dor Arbelc der Maschine ge-
Masehinenantricb erfolge von einem Elekiromotor aber zwel endlose Gumotextilkellriemen,
denen der cine zum Maschincnantrieb, der andere zum Antrieb der Absaugeelnrichtung dient, eln dritter Rie-
Transport. und Schielfelnrichtungen an.
Der Arbeltsplatz auf der Maschine wird von elner cingebauten Niederspannungsleuchte erhele.
Dic cinzelnen Maschinentcile mic Abmessungen Im metrischen System und Toleranzen nach den ISA-Normen sind
auswechselbar

TECHNISCHE HAUPTANGABEN
Die Maschinenleistung ist von Form und Grésse dor  Arbeltshohe 940 mm.
8ig. Abmesiungen der Maschine anscilssich Gesall
X450 Hohe 1200 mm
Gewicht der Maschine etwa 1
Transportgeschwindigket vorstellbar Im Berelche Schiffsraumbedarf der Oberseeverpackung 0735 m®
0.7—1.7 misek

NORMALZUBEHOR, das zusammen mic der Maschine gellefert wird

Werkzeug zur Instandhaltung der Maschine, In die Mschine eingebaute 24- oder 36-V-Leuchte; Schalt und Siche-

rungskasten far den clekerischen Strom, zur Maschine gehdrige Elektroausrilstung und Anschlusskabel.

Elcktromotor: Lelstungsaufnahme 0.7 KW, Drehzahl 2800 U/

Normalerwelse werden_ Elcktromotor und Elektroausrdstung fur Dreiphasenwechselstrom (Drehstrom) von 380 V
50 Hz Frequenz nach den Tschechoslowakischen elektrotechnischon Normen geliefert; winscht der

K le Maschine mit Elekeroausristung far eln anderes Stromsystem oder nach anderen Normen, wird der Prels.

untarschied gesonder i Rechmung gorile

BEI BESTELLUNG MUSSEN STETS GENAU ANGEGEBEN WERDEN:
3) Benennung und Nummer der Maschine sowle Anzahl der pesllten Sucke;
) Art, Spannung und Frequenz des elektrischen Stromes (Ein- : Drelphssenwechlsron, oder Glelentrom):

die Einfluss auf die Gar Maschin haben Kommeen (1B, Umgebongucom
ratur, Feuchtigkelt, tropisches Klima usw.). ¢ ' s

Ds wic unsere Erzeugnisse ssndlg verbessern, stimmen Seschrelbung, Abbildungen und Zahlenangaben icht Immer
genau mic der loczion Avsohrung, der Maschine oareln und ind Saber wverbindien. ‘

MACHINE A PARER LES DESSUS No. 01146/P5

EMPLOI

La machine serc & parer les bords des pléces de culr 3 dessus, boxeall, vachette, chevreau, simili-culr etc. alnsl
qu'h parer les cissus, feutres etc. Elle permet de parer bien ot proprement non seulement des pléces & bords drolts
et & grands arcs, mals aussl des pidces 4 petits ares, telles que boucles de chaussures & boucles. empelgnes, divers
ornements etc. En dehors du parage des bords des pldces, I machine pout servir également & refendre ot & couper
de blals par exemple des hnléres,

Pour le parage des bords des pldces & rafralchir, nous pouvons livrer sur demande un équipement spécial.
DESCRIPTION DU TRAVAIL

La matidre est parée par un couteau rowatif en forme de cloche. Elle est amende au tranchant du couteau par un
rouleau entraineur, monté 3 I'intérieur du couteau, qul Iappule contre le pled-gulde. Le bord de fa matlére so dé-
place le long d'un guide. L'angle et la fargeur de travall peuvent &cre réglés & Vaide de vis de réasge moncées
sur le dispositlf d'amenée, sur le guide et sur le pled-guide. Lo travail sur cctce machine est s0r et facll,
DESCRIPTION TECHNIQUE

La machine consiste en deux ensembles indépendants: 3) Ia machine 3 parer propremont dite, b) le support abritant

Faspirateur de poussiéres et le séparateur de déchets.
La machine es¢ de constructlon stable.

Le support de la machine est s0udé en tole et son socle abrite un dispositlf roulant facilitant son déplacement. Dans
s,

Le couteat, en forme de cloche, est monté sur un arbre Indépendant accouplé 4 I'arbre de commande un secoupe:
ment 3 ergot, facllicant le déplacement du couteau émoussé et pormettant son exploltation optim

Le couteau ese af0cé sur un disposc 4 affcer spécil, réglé 3 faide d'une ois & main et pormettant Fexplltation
parfaite de la meule 4 affiter L'arbre de la meule est entrainé par un engrenage conique et une courrole. Le couteau
peut Gere affdté pendant fa marche de Ia machine. La machine est commandée du moteur dlecrique par deux cour-
roles trapézoidales sans fin en caoutchoue et tissu (dont I'une sert & la commande de Is machine et 'autre 3 I'entra-
nement de Faspirateur de poussidres). Une trolsleme courrole entraine los disposielfs d'amenée et daffdage.

Le poste de travall do la machine est éclairé par une lampe 3 bas voltage Incorporé dans la machine.

Les différentes pitces sont interchangeables, de dimenslons suivant le systbme métrique, ot répondent aux tol-
Fances admises par ISA,

PRINCIPALES INDICATIONS TECHNIQUES
Lo rendement de Ia machine est fonction de I forme  Hauteur de cravall 940 mm.

Dimension do s mchine (ssec uppord) longur 100,

profondeur 450, hauteur 1200 m

Vicesse périphérique du coutesu 27 misec. Polds 168 kg enviror
Vicesse d'avancement réghable de 0.7 4 1.7 misec. Cubage de Tombalige mariime 0735 ms
ACCESSOIRES NORMAUX livrés avec Ia machine.
Outillage nécessalre 3 I'entredien de I machine. — Lampe de 24 ou de 36 V, Incorporée dans fa machine. Coffret
de couplage et & coupe-circuit, Installation électrique correspondante et cable de branchement. Moteur électrique
de 0.7 KW, 2800 tmin,
Normalement, la machine es livrée, avec moteur et équipement eseigus pour courne lermal ciphast de
380 V, 50 pérlsce. pour amblance normale, aux norm; (Es).
S e it désire recevol f machine Gqulpie povr on coursnc dn vommon ¢ 4o fréquence différences, la différence
de prix sera facturée & pare,

PRIERE DE PRECISER DANS LA COMMANDE

) s desigaation e le No. de I machne ail que e nombre do pices commances:

b) fa sorte, la tenslon et fa fréquence du courant dlectrique;

0 s condicons de wraval pouvant nfluer sur 1équipement lectrque de s machine (ar ex. température amblan-
te, humidité, climat tropical etc.).

Nos machines écant sans cesse perfectionndes, Ia description, les llustrations o les Indications numériques peuvent

différer du dernler moddle liveé et sont de ce fait données sans engagement pour nous.




MAQUINA PARA REBAJAR LOS CORTES N. 01146/P5

EMPLEO

La méquina slrve para rebajar los bordes de los cortes de cuero, boxealf, vacuno, cabritlla, simill-cuero, etc. asf como
para rebjar los tejidos, fleltros, etc.

Pormite rebajar debida y limplamente, no solo plezas con bordes rectos y muy bombeadas, sino también plezs
poco bombeadss tales como clerres para calzado de clerre, empellas, diversos adornos, ecc. Ademds de rebajar los
bordes de las plozas, Ia miquina puede servir Igualmente para rebajar y cortar bleses, por elemplo, correas.

Para rebajar los bordes de las plexas, podemos suministrar sobre pedido un equipo especial.

ESCRIPCION DEL TRABAJO

€l materlal es rebajado con una cuchilla rotativa en forma de campana. Es guiado en el filo de la &uchilla por un
rodillo transportador, montado al Interlor de Ia cuchilla, que lo presiona contra el pie-gula. El borde del material
se desplaza a lo largo de un gula. El dngulo y la anchura de trabsjo pueden ser regulados por medio de tornillos
de regulacién montados sobre ¢l dispositivo de conduccidn, sobre el gula y sobre el ple-gula. EI trabajo sobre esta
miquina es seguro y ficll.

DESCRIPCION TECNICA

La méquina conslste en dos grupos Independientes: 3) la mdquina para rebajar propiamente dicha, b) el soporte que

alofa el asplrador para el polvo y el separador de desperdiclos.

La miquina es de construccién estable.

Bl soporte de la méquina es soldado, de chapa y su pedestal aloa un dispositivo movil, que facilita su desplaza-

miento. En el soporte van montados un aspirador de polvo y un separador de desperdicios.

Los drboles de [a miquina giran en cofinetes 3 rodillos.

La cuchilla, en forma do campana, va montada sobre un drbol independiente acoplado al drbol de accionamiento por

un acoplamiento a perno, que facilita el desplazamiento de Ia cuchilla embotada y permite su explotacion sptima.

La cuchilla es afilada sobre un dispositivo de afllar especial, regulado por medio de un tornillo 3 mano, que permite

Ia perfecta explotacién de la muela de afilar El irbol de la muela es accionado por un engranaje cénico y una corres.

La cuchilla pucde ser afilada durante la marcha de la miquina. La miquina es accionada desde el motor cléctrico

por dos correas trapozoldales sin fin de caucho y telido (una de las cuales sirve al acclonamiento de 1a miquina y Ia

otra para Ia propulsién del aspirador del polvo). Una tercer correa acclona los dispositivos de conduccion y de

afilado.

El emplazamiento de trabajo de la miquina es alumbrado por una limpara de bajo voltaje, incorporada en la mi-
ina.

quina.
Las diferentes piczas son Intercambiables, de dimensiones segin el siscema métrico y respondiendo a las tolerancias
admitidas por ISA.

PRINCIPALES DATOS TECNICOS
€ rendimiento de f miquina depende de la forma y  Altura operatoria 940 mm.
del tamano de las plezas rebajadas, Dimenslones de la miquina (con soporte)
. Velocidad de rotacién de la cuchilla 3800 rev/min. longleud 1000, profundidad 450,
Velocidad periférica de fa cuchilla 27 miseg. altura 1200 mm, 168 kg, aproximadamente.
Velocidad de avance regulable de 0.7 2 1.7 miseg. Volumen del embalaje maritimo 0735 m*

ACCESORIOS NORMALES SUMINISTRADOS CON LA MAQUINA

Herramientas necesarias para la manutencién de la miquinalimpara de 24 o 36 V, Incorporada en Ia miquina. Caja
¥ cable de enchufe. Motor eléctrico de 0.7 kW, 2800

revimin.

Normalmente s miquina es suministrada con motor y equipo eléctrico para corriente alterna trifésica de 380 V,
50 perlseg. para amblente normal, conforme a las normas electrotécnlcas checoslovacas (ESC). Si el cllente desea re-
cibir Ia miquina cquipada para una corrlente de tensién y de frecuencla diferentes, la diferenca de precio serd
facturada on mis.

EN EL PEDIDO DEBERA INDICARSE EXACTAMENTE

2) 12 denominacién y el N, de la miquina asf como el nmero de plezas pedidss.

b) Ia clase, tensién y I frecuencia de Ia corrlente eléctrica,

<) Iss condiclones de trabsjo que pueden Influlr sobre el equipo elécerico de Ia miquina (por ejemplo, temperatura
amblente, humedsd, clima tropical, ete.

Dado el que nuestrss miquinis son constantemente perfecclonadas, la descripcion, los grabados y datos numiricos
no corresponden siempre al Gltimo modelo y por cllo son sin compromiso alguno por nuestra parte.

KOovo
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SILO|

de Bdtiments Industriels et Agricoles de Budapest

IPARTERVY !

Leentreprise Soccupe de chague branche d'études de plans, et de constructions industriels et agricoles, aussi des tdches
ausiliares, p. ¢. la technologie de Vindustrie du bitiment, etc. D'autres branches de la technologie sont élaborés
par entreprises spéciales, en collaboration avec la notre.

medicamentenfabrik

Les travaux de caractéres différentes sont élaboré par des sections suivants :

des

@ porcon. Industric mintere of contrales léetriques

centres de transformation

machine-tool factories

Burcau, Fabriques de machines, Z¢ machine-outils, industrie chimique

appareils
fabrique Pharmaceutj que

Burcau. Industrie du batiment

SPINNING MILLS

Bureau. Industries légires et usines de travaux de précision |

fabrique

Bureau, Téchnologie de Pindustrie du btiment

usine de dé corticage

Bureau. Ftablissements préfabriqués

i
|
Organisation du Bureau d’Etude

Bureau. Batiments agricoles

Bureau. Industrie agricole

00000060

control rooms

WEAVING AND

Clhague bureau est indépendamment organiss et se compose de sections, qui sont : architecture, statique, installations
(canalisation, chauffage, électricité, ete. etc.) organisation du chantier, calculations et analyses financiels.

tabackbeérbeitungsbetri ebe

scientifique

Des Sections suivantes desservent Pentreprise entier :
Section téchnique. Typisation de membres et détails de construction. Rédaction de notre révue

technique et d’autres publications techniques, p. e. collections de détails et plans typisés, traductions, etc. .

b [ Section de constructions en acier et en aluminium. .

¢ | Section de constructions civiles, travaux souterrains, glodésie, etc.
Ls travaus sont dirigés et coordonnés par un directeur, sollicité par quatre ingénieurs en chef (architecte, ingénieur, -
ingénieur de machines, ingénieur organisateur).
Notre personnel dépasse le mille.

typisées

TOOL  FACTORIES
confection

scientific Tesearch institutes
recherche

fabriques des machine-outils

_power plants

agricoles

SOCIETE HONGROISE POUR LE COMMERCE DES INSTALLATIONS D'USINES
AUDAPEST v DOROTTYA UTCA 6 (HONGRIE| BUDAPEST 51 B P 36
vous présent le Bureau dEtude de Banmonts Industriel & Agricoles de Budapest, le plus
considérable de son métier en Hongne, por ses plans édifs

instituts

a
®
d
B
|
3
8
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/.
FABRIQUE D’AIGUILLES
DE CHEMIN-DE-FER )
Construite par portiques préfabriqués. Le grand hall est 3 3 nefs
219 travées de portiques 4 4 pillers. o

Dimensions
portées = 19,55 m, 21,55 m, et 19,55 m
hauteurs = nef = 9,10 m
= niveau inférieur du lanterneau de la nef centrale =
C413.25 m
travées = 9,00 m
.. 10,034 m?*
L. 99735 m?

La nef centrale est chevauchée par un lanterneau suivant I'axe lon-
gitudinal. Dans chaque deuxiéme travée des nefs latérales, — des
fanterneaux ont été aménagés 3 la méme maniére.

Les portiques, les lanterneaux et la toiture (plate) ,aussi les chassis
des fenétres sont en béton armé préfabriqué. Les poutres des voies
des grues roulantes sont monolithiques: les parapets des murs
latéraux sont en brique.

Les éléments préfabriqués sont

1. Portiques 3 deux poteaux (3 ferme en consolé vers la nef cen-.

trale) encastrés dans la fondation monolithique.

3Bt

2. Portiques du lanterneau (assis ‘aux bouts des fermes en porte-
3-faux, agissant comme membres de connection aux nefs latérales. .
Liés ‘aux portiques No. 1. par accemblages rigides. :
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3. Toltures en hourdis 3 nervures, i travées de 9,00 m agissant
comme poutre & deux appuis pendant la construction et comme
poutre & plusleurs appuls aprés I'assemblage. Liés aux cadres par
assemblages rigides. .

23t

Les portiques ont été préfabriqués sur place, couchés sur le flanc
et en utilisant la ndppe’du dallage: les autres éléments dans un
atélier spéclal, aménagé sur le chantier.

L'emploi de portiques préfabriqués en une piéce diminuait le
nombre. des articulations & un minimum: il y en a 6 par portique
y compris les 4 articulations au dessus les fondations.

Le levage a été desservi par une grue-derrick a 40 t: on évitait
les torsions désavantageuses et transitoires pendant le lévage par
un arrangement 3 fixages pour diviser les charges. Les membres
de molndre importance furent emplacés par une grue  pneu et
2 flache.

Débits des matériaux par surface et par volume

* A préfabrication .
_ béton .. . 0155 m¥m? 00154 mYm®
acier ... . 1950 kgim* 196 . kg/m?®
Totale B
' 0,24 ‘m¥m? " 0,02 mfm?
2560 kg/m* 257 kg/m®

2 Lovge do poriases Sune wine & il de chemin de fer

3/ Vo incriure ol do a fabrique
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CHANTIER . La construction est caracterisée par I'emplole de portiques polygonaux préfabriqués.
NAVAL  LUatelier 4 deux nefs symmetriques est & 14 travées de portiques & 3 poteaux.

Dimensions .
portée des nefs = 2x21,70 m
hauteur: poutres 3 +10,78 i, niveau inférieur de lanterneau = +16,02 n
Le lanterneau chevauche 13 travées. Chaque nef (2 travées de 9,00 m) a été équipée de deux
grues 3 5 t, sur ponts roulant. B
Surface totale . 5918m?
. 73481 m?
La construction entiére, donc portiques, toitures horizontales, poutres de_souténement des
voies des grues, panneaux des lanternaux et chassis des fendtres sont en béton armé préfabriqué.

Les membres plus importantes sont

1. Portiques 3 3 poteaux 3 membres polygonales. Subdivisés en 5 sections, somme suit:
a) éléments latéraux i section en |, 3 la forme d'un F,  consoles, encastrées dans les blocs
de’ fondation. *
Deux éléments par portique.
12,7 ¢

b) éléments moyens 2 la forma d'un Y, & consoles bilatérales, encastrés dans les blocs
de fondation. .
Un élément par portique.

Poids ...

i S gy = E 3 Q i o, <) Portique 3 2 poteaux (ossature du lanterneau) 3 assoire aux consolgs des portiques
! 3 & " . g - en F et en Y et liés par assemblages rigides. i
i l 2 A ; Deux éléments par portique.

71 §

i
I[ o i g Al 1 ] K 2. Toitdre en hourdis & membrures, 4 travées de 9,00 m agissant comme poutre & deux appuis
5] A!,» L . dh ey ; L. =] pendant fa construction et cqmme poutre & plusieurs appuls aprés I'assemblage (sssemblages
4‘ Swaiathy ; | ; N i rigides). s
: = R § " Poids . C28t
3. Poutres de souténement des voles des grues, section en I, liés par assemblages rigides aux
consoles des poteaux.- g e

Les membres des portiques ont été préfabriqués sur placé, couchés sur le flanc et en utilisant
Ia nappe du dallage: les autres éléments dans un atelier spécial, aménagé sur le chantier. Le levage ™~
a écé desservi par une grue-derrick & chenille et 3 20 ¢ et par une grue 3 10 t.

Debits de matériaux . .

A préfabrication béton . . 01819 mym? 0015537 mfm®
acier . L8228 kgm 2,608 kg/m?® '

Totale béton . . -03062 mym* 002478 m¥m?

. acier .. L3878 kgm 3138 . kg/m?

4] vue inerieure dun *
hall & construction
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L'difics est une unité de cing nefs, aménagées’pour les trémies, la
chauferie, Ia station hydraulique, a salle des machines et la station
dappareillsge électrique. C Jes portiques — aux travées

" de 9,00 m — se composent de 6 partles, construits de 22 membres. Les
portées sont en ordre cité ci-dessus: 13,05 m, 26,50 m, 8,00 m, 23,00 m
et 9,00 . La hauteur de la chaufferie est 34,60 m, celle de la salle des
machines 22,60 m. o :

Les membres de Ia toiture, les cloisons, les planchers intermédiaires et’
les voles des grues 3 ponts roulant sont tous préfabriqués. Les anciennes
méthodes de construction n'ont été employé que pour quelque

planchers et pans de mur. Les deux grues de la salle des machines
sont a 50 t.

Surface totale . 15,122 m?
Volume totale . 408112 m*
Les membres préfabriqués sont les suivants:

1. 6 poteaux par portiques, en lames fori ant section en |, aux plus
économique dimensions, — encastrés dans les blocs de fondation.

283604 ¢
2. Poutres (fermes) transversales dé la chaufferie, liant 4 poteaux, mais-

ne chargeant que les deux moyens et s'allongeant en portes-i:faux
e < 2 Y 2 :
jusquau dessls des poteaux latéraux.

3. Poutres (fermes) de la salle des machines, encastrées dans les poteaux

de la station hydraulique, chargeant par articulations les poteaux de la
salle des. machines; s'allongeant en portes-i-faux au dessus de la station .
de I'appareillage eléctrique. -

333t

5/ Gontse ehrmoutcirius en consracion
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4. Poteaux et poutres de la station d'apparelllage électrique.
6,0—10,0¢

5. Poutres de la vole des grues, agissant comme poutre continuelle, mais,
construite par eléments 3 deux appuies. .
20,00t

6. Hourdis de la tolture de trés large dimensions, & portées de 9,00 m:
une construction 2 deux appuies pendant le montage, mals agissant comme

"o le aprés I" i liés aux poutres
(fermes) des portiques. . !

poutre bl

21t

7. Pans de mur 3 nervures, agissant comme lames verticaux.

Les poutres et poteaux ont été préfabriqués dans la proximité de ['em-
placement finale, couchés sur fa semelle. Une installation pour la pré-
fabrication établie sur le chantier fournissait les éléments de poids,

“ moyens.

Deux grues accouplées et 3 35 t servaient au levage des éléments des
portiques de la salle des machines et de la chaufferie. Lendant le levage,
les poutres ont été maintenues par des griffes agissant dans I'axe des
points d'appuie. Une balangoire assurait le travail simultané des grues
pendant le levage des poteaux. Les hourdis de Ia toiture et les pans de
mur ont été levés par des grues  flache.

Debit des matériaux -
parsurface  ‘par volume

Eléments péréfabriqués: béton ..:.. 04238 mm?  0,0157 m?fm*

. acler . 507239 kg/m?  1,8792 kg/m?

Total: é | 05898 m¥fm? 00219 mYym?
! 56,6847 kg/m?  2,1000 kg/m® - "
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=

7] Emplscement dun poseas dane portise par grucs embranches

8/ Empicement dhourts do o el hermiu pritabiqus
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CENTRALE " Le corps du bitiment se compose de 4 nefs & destinitions différentes, donc au stockage de -
THERMO-._ charbon, 3'la chaufferle, & la station hydraullque et ¥la salle de machines. -
.VELEC,TRIQUE ** Les portées des nefs sont en ordre cité cl-dessus: 8 m, 28,1 , 11 m et 27,30 m.

Hauteurs: chaufferie = 35,40 m, salle de machines = 26,60 m. .

La grue & pont roulant desservant le montage. des alternatures est 3 1680 ¢
Surface totale ....... . 14.869.m*.
: 464264 m* .
Les portiques, la toiture, les pans de mur, la plupart des murs de séparation et les poutres de
souténement des grues ont été préfabriqués: les planchers sont monolithigues. ‘

Les membres Importantes de [a construction’ préfabriquée sont :

1. Poteaux encastrés dans les blocs de fondation, & treillis Vierendeel.
36,6—59.1¢t -

2. Membres horizontales des -portiques  treillis;. fermes. au-dessus des halls de chaufferie et
de machines, allongées en portes-a-faux ai-dessus des halls de stockage de, charbon-et de,la
station hydraulique.iLongeur des ‘portes-a-faux 8 m et 1 m. .

Poids ... B i, 467.etST2%

3., Poutres de souténement deé ponts roulants, composées de deux lames, la lamie wverticale

3 treillis et fa lame -horizontale & treillis Vierendeel. Ces poutres 3 section L et  deux appuls

agissent aprés ['assemblage comme:poutre & plusieurs appuis. * S e ale ol o a il D
1o . Poids -

4. Toiture en hourdis & nervures, 3 travée de’9 m,
la construction. et; comme poutre 3
. Poids- .

plusieurs :appuis aprés 'assemblage.

5. Panneaux de mur, dont les. résultantes horizontales se transmettent: aux parapets et aux
poutres supérieures. ;

fons pour 1és dondiits de I'sérage et du chauffige.

Débits de matérieux: . . . IR
(par m? de.la surface)  (par'm? de la volume)
En préfabrication béton . ....1.... 03860 m*fm2. 0,01253 m¥jm?*
. Cadier . 54,8353 kgfm? 1,779 Kglm? "
béton ... e 0,521 m?jm?’ 0,01792 m?fm?
friosevbriac P acier .. 65,9632 kgm? 21404 kglm?

9/ paues et e
ot e s
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sty

ATELIER DE
- :MENUISERIE A" -
PLUSIEURS ETAGES:.
Un batiment  plachers. &' grande charge (2000-kg/m?), 4 poteaux en-béton armé et *
éntiérement préfabriqués, aux articulations simplifiées et fixées 3 la ‘soudure,
Le bitiment est & deux nefs, larges de 7,75-m, aux travées de 547 m. **
Lés Eléments de In construction sant

* 1. Poteaux A section quadrangulaire et constante; d‘consoles bilatérales pour recevoir

-les fermes.

- Polds = 89, . ¢

2.-Poutre-maitresses, & hauteur. de 75 cm, largeur supérieuire 20 cm, largeur posté:
‘rieiire:35 cm,,munies d'ailerons pour I'assise des hourdis: ‘Aux extrémicés; Ia poitre
se retréeit sur une longueur de 15 cm 4 .iifie, épaisseur de 15 ‘cm, donc P'armature
sort 3 jour pour &tré [ié par soudure & arc & I'armature softant du pilier.

Poids =37t ° ‘ : : .
3. Hourdis.de" plachers & 140194 cm ‘(paisseur-6 cm), ¥'nervures, 3 encastrément””
par les,ailerons des poutre-maltresses. kes sous-poutres formées par les intervalles
entre-les hourdis, & armement et remplissage, postérieur, résultent en un'systéme
de plachers & plusieurs appuis, agissant aussi-par-un eritretoisement Tongitudifal'du-
batiment. iR e R R

o o Poids =175 .

»Les poteaux ont été préfabriqués sur_place, les autres membres de-la construétion -
dans n atelier spécial, aménagé sur le chaitier. Une grue & chenille et 3 10 t. fit le

tevage, " : L

+ wagons entideement préfabriqué
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ENTREPOT A STOCKAGE
D’ENGRAIS ARTIFICIEL

Une constriction.eh arc:d, wetlicen béton,armé préfabrlqué 3 une pnrtée
de 46,00 m et Aifleche de=24,00 m., . . i e on o

, Lentrepdt d'une longueur,de 126,00 m et a s contrdt par 24 cadres
¥ surface suffisante pour le stockage de 90 000 ¢. d'engrals artificil.
I'ar¢ a été congu en rapport avec I'angle du talus naturel du matériau en stn(kage 3
la formation statique devient économique et le, vide, au-dessus.des stocks:est.
" minimal.
5,800 m .
3.000 Mty ;5

A e ,

Construction

i *
. amragées & travées de 9,00 mia trellis en béton armé, sulvant la résultante” " -
des charges“zsentlon constante. Hauteur 140em, section des semelles 80/20cm,

10, Lovige des
ot e
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& trellis (polds == 40 ) ont été couchés sur le flanc, pour assurer une préfabri-

cation economique et de bonne qualité, mais i sections minimes.

Ls préfabricatién se fit'sur place, pour minimaliser'le5 travaux de levage — et
eh deux étapes: T e L b X

1. redréssement des voltes sur la semelle, -

2. 1" des voltes par mouy vertical.

Le redfessement a été éxécuté par treuils 3 main, munis de preneuses spéciales. .
Le levage simultarié des deux demi-volites se fit par une paire de grues 3 35 t.
Les palssances des volies Fappuyaient pendant e levage sur camions-ro

sur ralls, pour faciliter I3 manosuvre et pour que la charge des grues ne
dépasse qué 2/3 de la charge totale. L'économie de Cette construction peut
dtre jugée' par les débits de matériaux et du temps requiert pour la

construction.
e
Enrapport i 1,00 m?'de surface’
.-Béton .
acier .
coffrage

Au cas d’une construction monolithique

LT R —

" 13/ prtsaracts pour te levage v dun debie
Cergras et )

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8




Declassified in Part - Sanitized Co oved for Release @ 50-Yr 2013/11/22: Cl.

‘1 HALL
PREFABRIQUE
D’UNE USINE DE
L’INDUSTRIE
LOURDE

14 pssembiageichevtdopoutrs
el prétriaut-dn
hall de montage d'une.
febrigue de machines

15/ Vue iirieure’ di Bt do

montage d'une fabrique ..

de machines

1043R002700060013-8

Hall-a-plusieurs nefs, 3 grande portée et équipé de grues,2 grnndes charges. La portée
des nefs est 24 m, la hauteur est 30 m: le nef latéral est 2 une portée de 10 m: cette- -
derniére nef est 3 plusieurs étages, d'une hauteur totale de 15 m. .

On a équipé chaque,grande nef de deux grues 3 voles parailéles et 3 niveaux Juxtaposés;
fa charge du pont roulant supérieur est 2x100 b celle du pone Inférleur est 2x25 ¢,

La travée des portiques est 9 m. . \
. Surface. totale . : 6.000 m?
Volume-. .. 150.000 m* *

Les membres du grand hall sont:
1. Poteaux doubles & dmes doubles, encastres dans les blocs de fondation.
2x33=066t
2. Poutres de souténement des voies des ponts roulants (b charges utiles de 25 et 15 1) &-
assoire par articulations sur les consoles des poteaux, 3 travées de 9
Poids .
3. Construction de la toiture, donc fermes 2 portée de 9 meet hourdis 4 portée de 4, 20m.
Poids .....

Les poutres de souténement des-ponts roulants i charge utile de 100 t sont 2 treillis en
acler, aussi‘les poutre-maitresses des nefs 3 portée de 24 m. Les poutre-maitresses &
treillis aux portées de 10.m (nef latérale) sont en béton armé préfabriqué. Les poteaux 3
3me double ont été préfabriqués en deux piéces (3 division longitudinal), couchés sur le
flanc et dans la proximité de I'emplacement, en utilisant la* nappe de béton dv dallage. -

9c

Deux.grues & fléche et 3 35 ¢ effectuzient le levage: leur travall a été coordoniné pour
redresser, lever, virer- et emplacer les poteaux |ume|és dans leur blocs de fondation &
calice supérieur.

Un_treillis en acier 4 griffes, dusmbualt les charges tran5|(e!res pendant Iemplacemen\:
Le Jumelage des poteaux a été achevé par des boulons monolithiques. L'armature des’
boulons 3 aciers laminés a été fixé par soudure 2 arc & I'armature correspontant et sortant,
A Jour des poteaux.
Le levage des membres de poids moyens 3 &6 achevé par une ghiie 3 mat. Débits deo
matériaux par m? de la surfice :’

béton = 0,31 m¥jm

st
ciers de consxru:tmn et ronds a béton = 54 5 kg[m’

Une économie de 20% peut &tre demotrée en faveur de la constraction prelabrlquee en”
béton armé, comparée 4 la méthode monolithique.” ! . - :

Une économie de 25,4%, en acier peut.étre demontrée en comparant la_construction en - °
béton armée préfabriqué 3 la construction en acier.

On économxsa!: 0,31 m*/m? de bois en cuﬁrzges et echafaudages

La durée de la construction état [a motié de celle qui ait ¢ requiret par 13 méthode -
monolithique.
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Hfique .et 'origindl de: poutres-ditreillis IE DE FER

N Tt : NV R R

o . ERlRIE- IR

e
a

Les memhrurgs des' t' Illls sont aussi les memhrures des ienétres latérales du lanterneau.

Les-ralts obliques, ymmatriques et paralléles contribi 3 Iaspec:

ar:hlte::urzl du batlmenl
M

Surface .

feiisions: portée = 24 4 1274 12 in et 18 £18 m tfavée

- 4 el - .7 <t
; Les éiéments en Béton :rmi préfabriqué de ia construction sont
1 Pcteaux astreillis, encastrés dans les hlocs de fnndatlnn 2 calice.
2. Pcutres k2 trelllls, Ixées aux po:eaux par amculatlcns mi- rlgldes. Eolds des poutres de

24on e longueur =305, ", i A

Leufs hzuteui'(ﬁ,SO m).a ke decem‘un'é'pz'r les dimerisions éxigées des surfaces translucides.

3. Toiture en hourdis 3 nervures (150)(600 cm) & deux appuis. Sans encombref I’ am’e‘des

poutres. ces hou s'attachent almrnatlv ent sur les semelles supér!eures et mféneures

“les giéments [mpnr(ants ont'6t6 préfabriqués sur place, com.és au flanc. Le redressement,

Jevage et emplacement a éé’ exécute a mouvement Cunt uel pzr grues dem:k L 20 t.

Le levage des grandes outres nécessltzuc le :ravall Slmultane deux grues. our les autrés

memhres une grue suff alt. Une usine spécxale de préhbrlcatlon fournissait les hourdis de
: la (olture. qul furent emplaces par une grue 3 ﬂeche -

LT JTN B T e PR o -

Lo - § . 16/ Empiacemen du parois lakéral
Débits de matériaux par 1,00 m? de surface . . ) -/ G nceriens a::: l"onI::nE

07  préfabriué .
R 17/ vus e

fonderic
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HALL A GROUPES
DE COMBLES SHED
D’UNE USINE

DE PALIERS A BILLE

18/ Consirucion dun bl n siis de
o e de”palrs 5 il

19/ Comsrucion de pautrefermes 3
et one wine de parmpes & vide

Le hallest une série de nefs,  cravées de 9,00x12,00 m. Construite par 3 éléments
en béton armé et préfabriqués en uline spécialisée, dans la proximité du chantler.
Surface ......... TP
Volume . 45,000 m?

Les membres de la construction sont:

1. Poteaux bifurqués en V inverse, encastrés dans les calices de fondations mono= .
lichiques.

’
Poids = 5 t.

2. Poutre-maitresse (portée = 12,00 m) en'treillis, constituant des chassis de fenétres,

3 croisillons dans les travées finales, pour consolider I'action jumelée des semelles,

3 repos articulé.

Poids = 8 t.

3. Toiture (des shed) en hourdis 3 membrures. Portée = 9,00 m, largeure = 1,50 m.
Emplacement incliné, & repos articulé sur les semelles supérieures et inferieures des

poutres no. 2.

Poids = 3 t.

Les poteaux et-les poutres ont été préfabriqué sur flanc, sur une nappe de béton,
les Hourdis par coffrages en béton. Les poteaux et les poutres ont été transportés
et emplacés par grues & portique, tandis que des grues & chenille suffisaient au levage

des hourdis. ' . -

Debits de matériaux, par 1,00 m. de surface

013 m
14,00 kg

Débits de matériaux, par 1,00 m? de surface au cas de construction monolithique:

béton = 0,18 m?, acier = 15,00 kg, coffrage = 0,018 mm?.

CIA-RDP81-01043R002700060013-8
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Ecable en béton armé préfabriqué, btle 3 maintes reprises et & l'entiére satisfactlon du clientéle: * BATIMENT
‘méthode rémarquable par I'economisation totale du coffrage. | .- . POUR

La construétion chargée est Indépendante des murs: elle consiste en portiques en béton armé  LIELEVAGE
préfabriqués & travées de 4,40 in, se composant de membres & transportation facile et fabriqués by A NIMAUX,
entiérement de membres & transportation facile et fabriqués entiérement en usines spécialisées. EN BETON

La tolture est en hourdls 3 membrures.

. ARME
. .. 1,100 m?
s,l;rhf]a;‘i 5500 me PREFABRIQUE

Dimensions: largeur = 11,00 m, hauteur moyenne = 6;
Les mémbres de la construction sont: .
1. Poteaux i section carée 3 encastrer'dans le calice des blocs de fondation et & consoles pour
assemblages rigides.
Polds . : 1,200 kg
2. Poutres 3 section carée et diminuante envers la faite. A la faite & assemblage articulé; le repos
au console faisant assemblage rigide, & deux vis .
. Polds . .
3. Toiture en hourdls 3 membrures'd'une hauteur de 18 cm. Surface = 50430 cm.
Polds ... . g 440

Débits du materiaux par mﬂ_dn surface
Béton .
Acier 182 kg

A construire en 12 jours ouvrables.

La construction de ce genre de bitiments éxige Iemploi de membres préfabriqués en usines HANGAR
spéciales. Ces membres doivent étre dimensionnés & faciliter le transport et le levage. Ce biti-  D'UN ETAB=-
ment, 3 4 membres de consgruction, peut &tre utilisé comme hangar 2 tracteurs et aux plus gran-  } [SSEMENT
des machines agricoles (combines, etc.) et aussi comme un dépdt agricol ou industriel.

. " st DE MAINTIEN
Par la repetition de la travée de 8,00/5,16 m on obtient un bitiment de toute surface préétablie. DE MACHINES
La hauteure minimale est 4,20 m, l'Im:II‘nfi(ion de la toiture est 3%, AGRICOLES .

Les membres de la-construction sont

1. Blocs de fondation, & calice.
Poids = 1,2 t. . , .

2. Poteaux sectlon carrée & encastrer dans le calice des blocs defondation, éta consoles bilatérales.
Poids = 0,95 t. . RV o Lo :

3. Poutre-maitresses sectionnée en | et & semelle inférieure suivante la chainette.
Poids = 1,30 t. PN . 2/ préfabriqué

4. Tolture en hourdis 2 membrures, 3 repos articulé. . U g o
Poids = 0,47 t. o . sericole, Consaruce

o . don préfabriqué on

Débits de on vine,spécsing -
‘béton = 0,12 mmf, acier= 13,5 kg/m?. - . . 22 syl

* 20/ sadiment 3 aibvge
d'ani .
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HALL D’UNE FABRIQUE '
A MACHINE-OUTILS

Construction en éléments préfabriqués en béton armé, aux sections

Iés plus économiques.

Dimensions:
hauteur = 11,50 m (grue & pont roulant 4 travée de 10,0 m) _
largeur = 9,00 m :
Niveau des rails du pont roulant = 44,00 m' et +6,40 m

Surface . 16140 m?
Volume .. 157.300 m?

Membres de Ia construction

1. Portiques en béton armé, & ‘poutres  treillis et 3 poteatx 3

23/ Lovsge de porioves dun l, enciremen préfabeiut
en construction en treillis

26 Empicemns des aceneaus an bll coprae e sl
enirement préabries ‘
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treillls Vierendeel, entiérement préfabriqués.
Poids .. :

2. Lanterneaiix 3 surface de 4,40/9,00 m, & travées de 9 m composant
des poutres continuelles, systéme Langer.

Poids .

3. Toiture  hourdis de 110600 cm, & isolation en briques poreuses,
adhérant 3 la construction, Les hourdis joignent les niveaux supéri-
eurs et inférieurs des poutres du lanterneau. -

Les portiques ont été préfabriqués sur place, en_position horizon™
tale: levage fait par grue-derrick 4 flache spéciale.
: P

Les lanterneaux et- hourdis ont été préfabriqués dans un atelier
spécial, aménagé sur le chantier. Une grue & portique et une -
grue & chenille et 3 flache servirént au transport et au levage. ~

Débits de matériaux (par surface totale)
béton = 0,15 m® (exemptant les fondation's et les poutres ~
de souténement des voies des grues)

acier = 17,0 kg (exemptant les fondations et les poutres
de souténement des voies des grues)
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USINES DE um‘nuux DE L’INDUSTRIE
U nAﬂuEN'r

26/ rasrique go e
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Un bureau spécialisé de notre entreprise s'occupe

exclusivment des ces usines. .

Nous donnons des plans entiers, donc pour: i _

construction _des édifices, et sl ceux de I: .
de

nerle, — soit pour les réconst c(lons

d u:lnes arriérées, oy, pour des. éubllssements

Au: cours' des ‘derniéres “années...noUS. *avons,

construit des fabriques de ciment 3 procédés'secs

et humndes. 2 fours: rolatl(s etfixes’ o oV



A’ voir photo 26. d'une de nos plus moderne

et considérable fabriques, a-four vertical et &

procéds sec..

* Nous avéns des Expériences approfondies dafis

Pindustrie de préfabrication du béton'irmé, p.

e 3 3 fabrication de poutres et’Hourdis
précontraints, traverses dé chemin de fer pré-
contraints, (Usines établies plusieurs fois aix
pays étrangers d’aprés nos plans), tubes en béton.
armé,dalles en, ciment et en marbre broyé.

Nous ajoutons ‘encore quelque photos. (de 29
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§558388855583580

Y WY PO TRRER # |

. 27/ Reservire  sehlich de 2400 m*

28 Ventiteurs 4 eylons sl
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4 31), d'une usine  membres de construction en .
béton léger. Pour dés usines’céramiques, nous.
avons aussl éxécuté des travaux réconstructif,
ce, métler éialt_toujoirs assez. développé en’.

Hongrie et fort anciennement établie.

Cis travaux se rappértent depuis la fabrication” p
de fa vaisselle en grés Jusqu'aux solateurs én *
porcellaine 3 hiute tensicn et_embrassent la
totalité de cette industrie.-

- Yoire les photos 32, 33.- de quelque travaux de

réconstruction. - -/

29/ sin i ne tbiqun i de sincrcdons d Bcimsne
LYV p————

31 nphcemer s panen, s I aporisers
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FOURS A CHAUX

34/ Vue drune usine 3 fours 3 chaux, comtrucsion en béton armé
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Le régime moderne des fours & chaux doit &tre 3 un procédé -

d'alimentation et de transport constant.

Les deux nouveaux fours & chaux d'aprés nos plans suivent ce _
principe. Ces fours d'une hauteur de 35 m et fond ovale (6,60 4,40,
m) alimentent au niveau supérieur. La combustion 3 gazogéne
des fours est telle, que le matériau cuit complétement pendant. _
la déscente, et en passant par une région inferieure 3 aérage
frigorifique, la chaux teinte quitte le four 3 40°—50° C,

donc en état transportable. .

Les technologles des deux usines sont identiques, mals leur con-

structions sont differentes. La premiére, 3 une batterie de 4 fours
est 3 ossature en béton armé: 3 la deuxiéme, les passerelles ont -

4té assises sur consoles encastrées dans les enveloppes méme.

Les niveaux d’alimentation (+35,40 m) sont latéralement decou-

verts, mais 3 toiture, pour accomoder la charge des fours. A fa”

premidre usine, le broyage et le triage se falt sur place et le

matériau passe par une grue drageuse  benne preneuse 3 un tonn¢

dans la deuxiéme usine le broyage et triage se fait dans la carridre:
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Notre bureay,donnait 3 industrie miniére des plans

de maintes bitiments, aussi pour, les établissements &

58 grandes dimensions:* .

L desservzge des-puits e it par des salles d'accro-
‘chage; de’ transport, de’ rouhs. de stations de machines,’
“de ventilateurs," compresseurs. "de transformateurs, de
redresseurs, des @tellers de” reparmon et de mamtlen,
des tours, de depression, dépds, etc, et “par des bitl-
ments ’?dmin_isr.ratv]{vs‘e\:yszoz‘iz‘\.l)‘(, tg[_s que ‘bains, stations

de sauyetage et médicales, puis par les, batiments pour

le triage. et nettoyange du. charbon, etc.

Chaque type de ces bitiments a été:soigneusement

e(udlé par notre bureau 8t ces. recherches resulla(ent




‘desservir un- éablissement Industriel” (dans-sa ‘proxi:
mité) et une grandé cenitiale, thermiquel pis. lés
livraisons quotidiens.” La station *est” construlte -au
dessus des voles du chemin de fer, 3 ossature en.béton
-armé, aux pans legérs et 3 trés large fendtres — con-
 trairement donc 3 la méthode précédente de construire

ces; batiments 3 charpente d'acier.

Pourtaht les nivesux du triage et de broyage sont & :

planchers enacler: cette “construction™ (assise”"sur

consoles des potéaux eh-béton armé) permet tous les

" changements Gui peuvent Siirvenir par *des altérations

téchnologiques. B R A
Le charbon arrive par culbuteurs de wagons et par
Voie- suspendue ‘au diveau diipérieur et descend par

glissoires aux niveaux successlfs: avance par bandes

transporteuses et passe par les trieurs et-nettoyeurs ~

" aux silos de stockage transicoire, pour &tre déversé

dans les wagons sur-balances. 3 pésage automatique.
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nhmnrrsr Les gusme..: de. bauxites en\Hongrle §e:rangent: parmi_les plus-riches du monde.: Depuls leuF:
DE LA explojtation, jusqu' la fabrication deprodults en aluminium, on sugcéda 3 érabllf toutes les i
Mﬁ'rnu.um: tallations industrielles et des plus’ dévélnppées‘

ET DE : :
LINDUSTRIE A volre ‘phots 43, diune: sérle de silos &stockage deterres alumineuses, ‘constriltes pour. né’ -

" pPALUMINIUM  Pouvelle usine, qui a éé disposée en ,pavillons”, pour, xécuter en bitiments Séparées chaque
procédé diférent. Ce systéme'est & et facllite le PP de Pusine. Les bati-
ments son en béton armé monolithique. D'aprés les expériencesles plusrécentes, nous émployons
au liew des mélingeurs méchanisés des doseurs dair géants pour. économiser.sii Ia volumie ‘otale
de'l'usine.

" Pour la plupart les constrictions sont :cmb!nées dossa(ures mé:halllques ec de. béton armé.
La métallurgie de-Palum exige ‘une base La base"de |'équipet
ment éléctrique de.la fonderle est la station.dé, redres;lnn du courant: Ce type de bitiment est .
une des tiches spéclales ‘de rotre buruu et lés installations ont éte mainte fols éxécutée
Pinduserie hongrolse. ‘ -

Voire photos 42. d'une sall€ de redresslon. Nos fonderies d'aluminium emplofént un courant de "
30000—60 000 Ampires, La,construction de.ces bitiments est’en quelque, égards-identique 3
.celle’des tr:ns!crmaceurs en rél|l$an( une bonne vAsIhIII(é le- facile malnt!en de la propreté-et
une aération par hanisé.

Voyez la photo 40. d'un_hall & fours 3 electrodes & décharge automatique, arrangés en quatre
rangs et qui sont alimentés par le passage moyen. L'aluminium obtenu des fours'est deversé dans
les réservoirs 3 vidage & vide; é suit une ligne de.transportation suprés des mirs [atéraux pour ;
rfiver dans Ia fonderie qui touche au hall des fours. - :

Ces deux halls sont entjérement. préfabriqués: la construction est uné ossature 3 pcmques en. .
: béton armé, comme la ml(ure ec les pans_ des murs. 3 ; ¥

gaz. dchappant desfours’ (nxyde de.carbon, flioF et des fumées) méuvent par éxffage, ¢
ire, par aération naturel (bales  persi e par ventilation’ méchanisé, L'air froid ‘entre -
par les copdults encastrées dans e planchers. L'ar aspiré du hall ese foreément corrompi et
doi & pirifié pour passer esits par uné cheminge & hauteur coriidrable; poi e s dés!
"_ridrer la végétation environnafite. s S %

! Les lingots? passent dans les faminoirs, dans Tes ‘sinés 3 fubes, & Girage 3 feuilles et feuilles. -
minces, etc. qul travaillent Paluminium’et ses alliages. Nos fonderies Sont capables’ de produ\re
e Ialuminium d'une pureté de 99, 99°,,, itlise pir_des lifinolfs  feuilles.

sements téchiliqués et dela ¢
Nous acceptons des orders

1, des usines; fonderies d'aluminium dés lamifi
fant Palurminium o ses alllages.
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onstraction en portiques préfabriqués 3 poteaux a trellis, e béton armé. i'ateler HALL D'UNE
: : . " FONDERIE
est symmatrique, & deux nefs, 3 51 portiques (3 3 poteaux). !
e . pordaves & g D’ALUMINIUM |
Dimensions: portée des nefs = 20,1 m, hauteurs = 13,07 m sous I'axe central, et

16,80 m sous les poutres du lanterneau. '

Travée des portiques 8,70 m.

Un lanterneau continuel sult I'axe des poteaux moyens.

Lossature; donc les portiques, les éléments de la toiture et les pans de mur sont
erftibrement ¢h béton armé préfabriqué: la construction des grues et de leur

. ponts est en acier. K

Surface du batiment ........ e 18212
Volume totale . 254.248 m*
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Membres de la construction préfabriquée: i .-

1. Portiqué 3 poteaux en deux unités..Un & deux poteaux et P'autreid up poteau:

 La division du'systéme statique:ést 2 la proximité du moment zéro auprés du‘poteau’

moyen. La-bafté horizontale du portique. deux-poteaux s'allonge en porte-faux
au dessus du poteau moyen. )

Poids du_portrique & 2 poteaux L897e

Poids du portrique & 1 poteaux 222t

2. Doubles portriques du lanterneau, indépendants des portiques de l'ossature.
Poids des' cadres " .. 2x265t

3. Grandes lames & membrures de la toiture,  portée de 9,00 m, 3 deux appuis en
état de construction et & plusieurs appuls aprés I'assemblage final. Liées 3 l'ossature °,
par articulations rigides, pour transmettre’les moments.

Poids d'une_ unité

4. Panneatix portants et & fenatres, fixés au piliers.

Les portriques ont été préfabriqués sur place, aboutissant & leurs fondations, sur flanc,
et en utilisant la nappe'du.dallage eh béton. Les éléments de dimensions moyennes,
les lames (hourdis) de la tolture, panneaux et éléments du lanterneau.ont été pré-

fabriqués daris un atellcr spécial, aménagé sur le chantier, .

Le levagé des portiques se fit par une grue-derrick & 50 t. Pour éviter des tensions
transicoires, un treillis intercalé et 3 plusieurs attaches effectuait yne division com? -
pléte des charges. Le levage et I'emplacement des hourdis et des panneaux se fit par *

uhe grue 3 fleche.’
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Débits de matériaux de la conetruction, -
© 10,4834 mym? 0,013 m¥m®
2,76 kglm? 1973 Kg/m®" ©

 Enpréfabrication .
L.n .béton i

acier .

Suale | 2 .
" béton . 70,2547 mijm? 0,018 m¥jm®

2976 (kglmt - 2,116 kgl

e P
2 D
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CENTRALES
rns/nun-ﬂ:crmeu:s

Au'cours des derniéres années un nombre considerable de centralés.
thermoélectriques ont été édifiées diaprés nos plans, qui desservent

le réseau national.

‘ Celle, dont nous Inséront photos 44, est,3 combustion de charbon .

pulvérisé 3 un rendement de 88%.

trémxes sont aménagées dernere Ies :haudléres d lc| le charbon

facile.: i TTREY

Etant'suberflu e placer les trémiss au”désds des chad

- chaufferie”t 3 hdliteur contindél: En ‘placarit les broyeurs

© les tréiniés;"on’augietitait encure Aeconorié d" enccmbreme

on a’dé:lde pourles cheminées en’ hrlque, (unepour chaudleres) -
o Les.chaudié-

“par ralsons £ s

res sont.a foyers.trés larges; 3, trés incliné; & préchauf- -

feurs et & surchauffeurs.
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Des salles deIapparelliage’ pour basse -tension:— régle locale 3
04KV = longent l¢, niveau da sof de'la chaufferies les transfor:
mateurs sont & poste extérleure.

L'aérage de la-centrale’ st méchanisé:

L'acéds auxniveaux de la chaufferie est facilité par un ascenseur.
Les planchers de’Ta chaufferie’ (3 dallage ‘extra-dure et 3 charge
*Glle de 1500 kg/m) sont indépendntes de.Ia construction das
chaudigres, T
Par économie, on ‘aménageait les réservoirs dans les vides de la
chaufferie: I préchauffeurs et les stations de pompes (3,entrain-

tement élécirique et 3 yapeur) sont dans fa.salle de machines, Les *

préchauffeurs, sont; 3. ration eurs de chaleur). . -

La sous-centrale (donc une turbine a contre-pression, des pompes
et.le transformateur de vapeur) ést 3 une éxtrémité de la salle
de machiries: & I'autre éxtrémilté aboutit la yole du/chemin de fer,

desservant la centrale.
N PN

45 sue de conmandi

46/ Voe wtune centrate hermaidtecique prifabriqiée
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Des salles de'apparelllage’ pour basse tension. == régle.locale 3
0:4kV-= longent le niveau du’sol de'la chaufferie; les transfor:
mateurs, sont & poste extérieure. g

Usérage de 14 centrale et méchanisé: *

" L'accés aux"niveaux de la chaufferie est.facilité par un ascenseur.
6. planchers de la’ chaufferie . ext '

 Gtlle de 1500 kgjm?) sont indépendantes de Ia construction das

Par- éconontie, ‘on. aménageait les réservoirs dans les vides de la

" chaufferie: les préchauffeurs et les stations'de pompes (3 entrain-:

<" tement éléctrique et ¥ yapeur).sont dans la.salle de machines. Les *

.sont 3 ra d .de chaleur).

La sous-centrale (donc une turbine 3 contre-pressioh, dés pompes

sformateur. de vapeir):est 3 une éxtrémité de.la salle’

dé iachines: ¥ ['autre éxcréité abouitit.|a vole di chemin de fer,

desservant.la centrale.
N KT

45/ s de commnde
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48] Vow wune canirte shirmo-ieivique srtabrie
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*"La salle de machines sers 3 5 curbines (et dynamos), fabrication =
LANG, Budapest, type BBC. Cette salle et celle'de Ia chaufferie’ -

sont & un trés.abondant éclalrage, naturel. - ¥

“eau des tours de réfrlgerat n, sert au_ condensateurs S rég
- !nterchangezble et situés au dessous. des, turblnes une enveloppe

d" alr tourhlllanznc refrodlc les, alternaceurs a 3000 (ours/mmute

Par raisons les salles, de I'app: o pour haute
tension longent:la;salle:de ‘machines. Devant‘elles sont les- postes

extérieurs des. transformateurs, des Iiégulateurs de

\

47] st to s o et tarmo-Bcrin
o/ rttarate
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:entr;les meuunmmnuinanmnm_ez centralo: 3 chautfage  PETITES CENTRALES
THERMO ELECTRIQUES
.

Ces centrales difierent de celles 3 grande capacité, qui desservent \

les résaux natlonaux: elles sont établies pour satisfaire 3 bésolns

moyens et & cause de cela leurs dimensions ec rendemens dolvent
stre délimicés. Pour la plupare, elles constituent des centrales 3
chauffage; ot Ia production de fa vapeur est le but principal et

1a” production’ de I'énergle électrique est presque un produ(:

auxiliaire. B

Les centrales & chauffage et les centrales industrielles utilisent Ja

" vapeur échappant de’la turbine pour e chauffage, et paF cette
“cause il y fat Insiailer des turbiries 3 cntre pression, 2 éxlgences
réstrelntes d'ead réfrigérative.

¢ centrile thefmique & contre-pression, dont nous insérons
photo 48 suffit a chauffer ‘éc donner du Cotirant 3 une cité uni-
versitaire,’y compris ses bitiments &'habitation.

La chiufferle est équipée d'une chaudiere & 4,5 t/heure, de deux .
chaudieres 3 9 t-heure et d'une chaudiére 3 20 tjheure. On 2

prévu’ de I'encombrement libre pour pouvoir augmenter l2 pro-

duction.
L'enleveme des cendres est me:hzn é.

L salle des, machines aboutie 3 Ta chaufferie. On a installé une -
turbo-génératrice '3 contre-pression, ¢ 2300 kW. La salle des
machines est.équipée dune grue pour Vassemblage 3 15 t. Les

epurateurs, les reservoirs, et les salles d'apparelllage pour courant

3 haute tension et les posteé de commande one été aménagés 3

hivesix SipériEis; S et

Clest une construction 3 porthues en béton armé, aux pans de

brique. Le bitiment s'intégre convénablement & l‘ensemble archi-

teétural de la cité universiaire.

Notre bureau achevait avec suceés des plans de centriles thermiques
“..3 contré-pression semblables 2 la decrice, et aissi’des blen plus

cons[dérables. pour dés pays exrhgers.

Decl . o
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49] Tour- i itisration, <onsce .t st
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Ces tours 3 tirage naturel adoptent en général la form
avantageuse d'une hyperboloide de rotation. Une de
nos grandes centres thermoéléctriques & condensation

2 été équipée de 3 tours de réfrigeration de la forme
dite, haute de 65 m, en faisant circuler 20000 m?
d'eau par heure. -
Dans une pérode plus récente, pour économiser
I'échafaudage et le coffrage, nous avons préféré de
construire ces tours & surfaces plus simples, qui sont
le double cane et le cylindre.

Des tours 3 double cdne ont été construites pour les
industries chimique et pour les fonderies.

La construction de tours de réfrigeration cylindriques
donnalent les meilleures éxpériences. D'aprés la
théorie des courants, I'effet de tirage est plus avan-
tageux aux cylindres vides qu'aux hyperboloides — et
on peut employer un coffrage 4 glissement perpétuel
aux cylindres, — méthode rapide et économique.
Ainsi la construction d'une tour de réfrigeration d’une
hauteur de 65 m ne durait que 20 jours ouvriers, sans
ayant bésoin d'échafaudages ou de coffrages.

Des tours de tirage artificiel d'aprés nos plans sont
pour la plupart 3 10 cellules en béton armé et 3 8
cellules en béton armé préfabriqué, aux surfaces
utiles de 100 m? par cellule. Chaque cellule est munie
d'un ventilateur de 5,60 m en diamétre 3 120 tours
par minute, de fabrication hongroise. -
Une tour de réfrigeration 2 8 cellules fait circuler
10,000 m® d’eau réfrigerant par heure.

Ces tours A tirage artificiel n’occupent qu'une surface y
minime du terrain et sont de’la derniére economie,
donc trés recommandables aux centres thermiques.
Les -surfaces. évaporateur sont plans ou ondulés, &
lames en fibrociment (3 amiante). Nos usines de -

~~porcelfaine et nos-ver: s _tiennent les disperseurs

et pulvériseurs d’eau en stock 3 livraison immédiate. - i
Nous acceptions volontiérement des ordres pour des _
plans entiers, et nous sommes aussi.bien préts ¥
conseiller nos clients dans le choix convenable de ~

tours de refrigeration.
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POSTES ‘DE
TRANSFOR-
MATEURS

Le progrés de nos i électriques

ments, le plus sensiblement au cours des dix derniéres années.
Sr

Les postes de transformateurs d'aprés rios plans doiyent X

- du réseau national, d’autre part elles doivent accomplir

)

Le réseau national et coopératif a/
Tout les postes du systéme'national ont été baties d'aprés’nos plans

et 420/35/20 V..Pour I3 plipart, nous'ayors'un spparelllageiélectriqie’
e la'ténsion‘de 35'KV-4 ‘cardctére cl t i

ceux. pour uiie plus haute tension sont des postes extérieures;

ement al Mais ces, principes n'o! yaleur locale, etay casd!

S

tiede, nos travaux pouricette

-la¢ coRstruetion, (Pans! 3 ar
‘Ansformateurs, porte

52 vue imrieure dune
O e e

" 53/ saadon extérieur
de auss sensin 2w
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Dans la branche de Iindustrie des machines et machine-outils, nous avons achevé des plans pour  ATELIERS.DE
. CONSTRUC-

. TION DE
Fabrique doutillage de préclsion- MACHINES

Fabrique de pompes 3 pétrole.

des usines entléres, dont les plus Importantes sont:

Fabriques de machines agricoles:
Fabriques de radlateurs en tdle.
Fabrique de concasseurs et de broyeurs:

Atellers dé construction pour I'industrie lourde et légére.

Aellers de construction de Wagons, etc.

De tous ces travaux nous insérons des photos 54, 55 ure fabrique & concasseurs et e broyeurs,
dane fabrique de tubes et d'un atelier de construction de wagons, en décrivant quelque détalls
de Ia fabrique de broyeurs.

Cet établissement se compose d'une fagonnerie 3 tourneurs lourds, des usines 3 forgeret 3 étirer,
et d'atellers 3 machine-outils et d'assemblage.

Le hall central & 3 nefs  un volume total de 60000 m, est desservi de grues & poRts roufant.
Pour assurer le transport méchanisé des piéces lourdes, les hangars des matérlaux et des produits
fins furent disposés auprés ‘des,pignons Cas derniers sont desservis par une grue 3 portée de
32 m & pont roulant, 3 voie surelévé, portée d'une construction en béton armé.

Auprs du coté latéral du grand hall se rangent les atellers auxiliaires, bureaux. Ja salle de chauf-
ferle et la centrale thermique, tous 2 niveau du sol. Un bitiment 3 Il écages pour bureaux,
 garde-robes, et bains joint le grand hall en angle droit. La vole dacces de P'usine aboutit 3 ce
_bitiment, dont le fefectoire sert 3 500 personnes et les bains  500. On peut passer du grand
hall 3 ces derniers établissements par des corridors et éviter les intempéries éventuelles.

En contruisant les fermes du grand hall, les, &xigences des grues & points roulant 3 portée de 20m
dans chaque nef ont été sérieusement considerées. La nef centrale est surmonté d'un lanterneau
(systéme ,,moniteur*) pour assirer un bon éclairage: la toiture des nefs Jatérales est percée de

lanternes.. ) .

Le plan de situation est reserré, aux voles de circulation courtes, en assurant un faclle devéloppe-
ment futur. . '

Au cours d'une ordre étangére on considéra le plus sérieusement dans chaqie branche des tech-

nique du bitiment et de P'installation les éxigences du client. 54/ usina de broyeurs
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‘Au cours des dernidres années, nous avons éxecuté des

plans pour la réconseruction de malns usines, grandes
et moyennes, et nous avons achévé, les plans et la
survelllance des travaux de construction d'une usines
deo-1a plus grande- dimension. De ces travaux nous
donnons la description des suivantes: [a reconstruction
d'une usine 3 nitrates, et de la construction d'une
grande nouvelle combinat. Au combinat, I'azote atmos-
<férique passe par une synthse' 3 ammonlaque: ce
prodult devient par des procédés les plus récentes
 Pengrats artificel. (Compressions et témpératures trés

hautes.). Lo B X .
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) . R USINES DE L’INDUSTRIE
. . o CHIMIQUE :

Au cours des dernibres années, nous avons executé des
plans pour 15 réconstruction de maints usines, grandes
et moyennes, et nous avons achévé les plans et la
surveillance des travaux de construction d'une usines” : -
de la plus ‘grande dimension. De ces. travaux nous
donnons la descripton des sulvantes: a reconstruction
dune usine  nitrates, et de I construction dure
grande nouvelle combinat. Au combinat, 'azote atmos-
. férique ‘passe par une synthise 3 ammoniaque: ce
prodult ldmenc'im des procédés les plus récentes
“Pengrats arifidel. (Compressions ef témpératures trés
. hautes.) R .

¥111331153 31010108

56/ combime chimtaus
57] contios iimiase
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Dians la premiere usine,on obtient Uhydrogéne du soke

e, houllle brune, dans,la:seconde usine on ['obtient

de lignite, d'eau et dair; Ily 3,encore des différences |

3 Iégard,de.la désulfurisation du gaz, des,comprgsseurs
de gaz et des procédés d'absorbtion de I'acide nitreux;

mais, tout cela: est,'de moindre ,imporgance., Liusine

L'emplacement, de.ces, usi

* situation_des mines de lignite e;de,Ja:h
la sityation. diune grande usine dont nous nous:occy:

déterminée par la proximité
PR TRRTNARS!

b 3

ne réconstruite sont.monolithi-
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Ta constructlon de la nouv:lle usiné ‘emploie toutes
les muhodes, aussi.la préf:bricnlon eni"béton arme;’
. de grande importince ' ay 'dépst 'de Iengrals (Volre
chaplzre isur‘les' méthodes de :onslructlon) Un® grand
Hall"en “béton 3 (salle dés compresseiiis'j pour la
synthése) a étéconstrult 3 la: méthode monolithique,

"2 deux riefs et d" une hatiteur-de 20 m, Les travaux

" de Tondation' de trois compresseurs géints mérltent

. -, quelque atteition. Les autres “batiments, au nombre

: T "de 40, sont trés diflerents par ralmnx zechnuloglques

Nous a:cepmns vclontleremen: des ordes pnur toure
sine” chimique,

donc pour'13 thehnaogie, pour fa

i achiriefie e, l'outlllage &t pour' la‘conitruction des

ba_tlments.

59/ station ascise suiiizue 4ans une drine d'enghat ar

-Yr 2013/11/22 :
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USINE A REPARATION
ET. MAINTIEN DE MACHINES

AGRICOLES

-sert & I'exaimination, répa- R

Vateller de 600 m* est

L'usine dont, nous inséFons photor .

fation, et maintien de m:chmes gricoles.

equipé pour le démontage réparation et réassemblage simultané

4 e 55 machines, qui suivent une bande drassemblage: Ce bitiment

dst completé par des grablissements aukiliaires et administratifs,

volr bureaux, garde-robés, lavabos, hangars 3 dépots et 3 nettoyage,

503 hecraire de terrain pave. L€ biciment de Iisine & une volume

de 12300 m* 2 &té constrult en 2 mois: Tes travaux étaient facilités

par une préfabrication au chantier. Les éléments de la conseruction

<ont’: portiques en béton armé: monolichiques. oints par-poutres

préfabriquéds; plachers 3 ‘nerviires préfabriquées-en béton ‘armé
et remplies de brigues poreuses. Les pans de mur sont en briques.

Les Bitiments de moindre importance sont en moéllons bruts

.d‘extnmon Jocale: toutes les couvertures 3 couches dé carton

bitumineux et de gravier; les dallages en asphalte (3 cause des
cclaboussements dhuile et d'essence) et en béton- - ¢ . '
Lrusine est munie d'eau courante, T'atelier de nefty2Ee dispose

de la lesive chaude et froidé. Le chauffage est'a vapeur 3 pression

* bass; 3 distribution supérieure. Les ateliers sont chauffées’ par’
des thermo-yentilateurs. Nous “avons éxéciité des plans pour des

. gouzaines d'usines de destination parailles.

Declassified in Part - Sal
nitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81
B -| -01043R002700060013-8

61/ wsioe 3 reparation en maintien demackines it

CIA-RDP81-01043R002700060013-8

ALY

13



Declassified in Pa oved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

-batiment est & configuration degagée; désirable pour:

ménager un entourage beau et salubre.
BN 5 e ane fpean vt s e v sl el
lise sur- deux:
1oty ot53%
e t

Gr

seniblage: des instrumentiest achevé:a laiterminaison. -
oo aan -

“4¢a.bande du . ‘étage;, d'ol’1ES Thstrdi

" dent automatiquement

dremballage et au- d
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Notre bureau éxécutait des plans de plusieurs filaterles.

Nous sommes capables de décider-d'une certitude suffisante sur les variantes de solutions tech- ~

nlques ec économiques, d'aprés le nombre des bobines et d'aprés 12 sicuation proposée d'une
_usine. -

" Une filaterle construite aprés nos plans est 3 36,000 bobines: elle est aménagée 3 un seul niveau:
Je trajet, du matériau suit la forme &un U. Les plafonds sont suspendus et ‘parcourables, la cen-
trale thermique.est située au centre de Pédifice et la climatisation s'établit par surcharge. L'éclal-
rage est artificiel, Volre photo’ 64. d'une vue intérieure.

Une autre filaterie 2 notre construction est 3 53 000 boblnes. Elle a été aménagée 3 plusieurs
érages, cé qui résultait 2 dfminuation des surfaces, ceux dés travaux de fondation, et surtout
celle des toltures-et de tant d'autres surfaces. tellement susceptibles & P'ensolelllement et aux
autres Influances climatiques. Léclairage naturel, parvenant latéralement est suffisant. Les salles
3 climatisation différentes peuvent étre séparées, La salle de retorderie est climatisée par aspira-
ceurs, les autres aeiiérs ont des climatiseurs individuels. .

Des monte-charges 3 ‘mouvement constant. servent au trajet vertical des matériaux. Une
flaterie nouvellement construite d’aprés nos plans (3 45 000 bobines), est disposée 3 un niveau
e, en employant les solutions les-plus o dernes. Les salles de filacure sonc 3 éclalrage éléc-
trique, les autres 3 I'éclairage naturel. - .

Lefplafond suspendu n'est pas parcourable, donc ¥installations encascrées, mals facilement acces-
sibles dren bas. La salle climatisée est chevauchée longitudinalment d'un corridor pour abriter
les arrangements de h/ climatisation 3 6 compartiments.

Cette solution satisfait toutes les exigences avec la plus grande &conomie.

La filaterie dont les plans-nous occupent pour:le _moment, représentera une nouvelle étape au
point de vue téchnologlque et economique. Les salles climatisées seront au premier étage, les
non climatisées au rez-du-chaussé et A é&clairage ‘par la tolture translucide. Cette disposi-

¢ ikl : .
le transport pneumatique du matériau passé par la premiére groupe de machines au

FILATERIES *
ET RETOR-
DERIES
DE COTON

fu-chaussé, et Teprise par la cardeuse 2u prefiler étage, sans avolr bésoin de monte-charges.

Les-fls sur bobines descendent,par glissoires: Jes bobines montént par paternstres.

Le:trasport- perpétuel; l€ plus sérieux désavanitage ides filateries & plusieurs niveaux est donc
gyité, tout en, jouissantide 12 c_o{nﬁgurn}(onﬂpresque/‘cubique‘du batiment, 3 surfaces minimes.
D'aprés les expériences, Ja constructiop’ sera &conomique, les travaux de fondation médiocres,

aussi ceux des plachers supérieurs. Leé grues pour le levage des membres de la construction seront’

des types légéres, aussi & caise des hauteurs peu considérables. Le systéme de climatisation est
subdivisé. Les plafonds seront suspendus. . -

Nous sommes cofivaincus de <avoir donner des plans’ satisfaisant toute démande de Ia filatire ~

, moderne.

64 vun ittar dune
filaterie & 36 000

193331531111111131%
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Latslier dont. nous, dofnons,

ES s & 25T 005 0o SOMRSRS L1
DE VETEMENTS  de machinerie'aux méthodes |

technologle remarquable.

Les_matériau

aotzogald ol 2ovs
ci par. monte
RUETROIINON $ICQZN5TS

sesmalshEonYnuel o5 2houtic b

passer ensuite par les éta
pitces sur les séries de
b Eaen 8

shozsa; baTdES e ranspors méchal

2o ROTER LSS LEPATIEUIS. 3| O

Sves arryentienlr
u niveau du rez-de-chiaussé, pour passerpar une exavvmazio’n, :
1',95629G 586116090 Q3RAINCINY GRsiLGINaTY #) S3001
T : e

ure
A gRiNge
t a5

i
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Vellez vofr quelque types d‘entrepé(x 3 ;uln‘ Eifiés d'apris ENTREPOT A ‘GRAINS

fos ‘plans:
Entrepst dc stockage de ’r-n- a sémance ‘Ip‘rlmcnuh

. Erlgé pour e stockqe des grains de betteraves. La disposition
cenrailsée du plan facilite 'économie des transports horizontaux.

les gralns arrivent ‘et pmen: en camlons La salle 3 manipulation
au ‘rez-duchaussé ést aui niveau des: plate-formes de’ char;emen:.
lés ‘plateforines sous marguises: :

tocka;e “des (ra|ns “est aménagé dans uné p:nle du rez-du-

chaussé et zux quatre étages.’ Les grains ensachés™sont entassés,
d'autres gnlnx Versés “dans les silos"2’ compartiments variables.
Lé" transport est desserv! de monte-charges et de paterndtres.
Toute la manlpul:ﬂon = retourmge. déballage, peuge. nettoyage
et époussetage est mechanisée. Les machines A nettoyage effectugnt
.un, traftement. préalable et continuent aprés un trlue Jusqu'au
degré requiert pour xralns kY :émence \

Construction en béton armé monall!mque et aux hourdis pré-
hbrlqués, K pans de muF en brique.

. :mnm e n«ng- de gnln-; aum‘-zoo -gou .
Bm e sé{les pout des mum agricoles. A dlsposer :uprés des
voies de chemin He. fer 3 vole normale ‘et;3 vole étroite et’aux
plate-formes de'chargement de camions. Le rez- -du‘chaussé est au
niveau.-des plate-formes et sert 3 la reception ‘et 3:la’ livralson,
aussi A salles.de manipulation et 3 dépots de molndre.importance.
Les'entrepdts sont aménagés au,sou-sol et aux quatre étages.pour
gralns, ensachés, ou, versés, dans les slos, La -manipulation est
_méchanisée La reception des grains déversés s fat par Ia glissolre *

‘E)i:t;llln‘l de a ‘me fans le silo du sou-sol.

67/ Entrapte de stockage de rains & sémance expérimentile

sallées d'aprés les éxigencés fodiles: : & seduivasilatint Sl

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8



Declassified in Part - Sanitized Ct oved for Release @ 50-Yr 2013/11/22: Cl,

b
1
!
b
s
f

e

vt

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

1043R002700060013-8

La reception des grains ensachés, est, desservig, d de balances K13
castrées dans les plate—{orme:. Des ment:-charges tentlnuent le
tran:port Les| Ilvrzlsons dé’ gnlns deverxés pxr(ent p:r 'des g!lnolres

"raversan des*Bifinces” auto-

zvan:a;eusement fes mxhlnes de trznxpur: vel
tion de la pnus!lére est évkée p:r l lnstaumon

“Entropt’ pour 1o stockage o 406 -g-m

Les phte -formes Ionxant les cotés Iztér:ux des suloxppourvrzcevelr

‘emmagasinage ‘se3fait

pmem au moulln plr. an :ube 3 chute, sol

> Au cas éventuel diné livralson dans'Gne utre direction; u}i Wiy

tagestéléscopique sert  déverser:les grains dans Jes wagons.-bine
série;de silos-3.18 compartiments cyundrlqu;s. et3y10:com|

 ments & section-carée ‘et disposésientre les:premiers; serventiau’

uocka'gem'rame lat ; surhagei'ét
‘igralsbn est” méchaniséel Le- :ransport Vértichl estidesserviipar -
-dés bindes transporteu €ux niveaus; abotitlssaRt UK pater-
natres, ces derniers ‘sitiés dans la partie:surelevé du baciferit,
qui ‘est orienté’ vers le- moulln et-sert 3. ahrlumles. nettoyeurs.
R s oifvénabled les trinipbrieurs'sont mu‘ idasp
a7 237006 Ry
d: pousslére
iss:
ssat
513 0
ure en bélon 'rrmé mono
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(upxué = 1500 wqom) Erl;é pour le, s(ockx[e de b|és. grains
‘et gralnx,‘légumlneux. On’a prévu une plate-forme de, reception
par camion. La lm]urlcé des livraisons arrlvem en

un triple rang de fate-formes.

¢ par umuom parviennert ¥ ce
s dansles pl:te-lorm:s des camio

A Ia nvral:on les (r:lm passent p:r balances, au(om:thues et par
glissoires 3 emboichure téléscopiques dans les wagons. . s
Le: Ilvuhom ennchées entrent et sortent par. le nlle de mani-
pulation Am!nlgée au niveau des plateformes.

Le transport. lnurleur ést desservi de glissoires et de ;.miom- !

&léctrique 3 levage par monte-charges.

ie uoclage des ns ensachés et entassés au zot-l de 1000 wagons
est aménagé aux: plan:hels, le-reste. des grains — au total de 500
‘wajons ;- est versé’ dans les.silos.” it -

des grains sont isés, 3 cofm-

Le mmpon etla'm
mandes xuwmulque. ‘La partie_ majeure du transpoft. se (:II p:r A
glisoires. hélycaldales et par, bandes de cransport., .

Entre les silos et le“corps du bitiment de stockage &6 aménagéla
. tur de'XI. tagés pour abriter les transporteurs verticaux (pater--
‘nazru. 3 bennes):.et les installations. de nettoyage des-grains..
mmumon téchnique sert aux travaux sulvants: m:ttoyi[e pré- .
able'” division, et triage, nettoyage final: application des’ gaz , . R T . . pade ‘:;'7:;
entrepds et dans les silos, séchage, dépous-- : . : R4

Les-grands enérepdts-aux grains emxhéx sont munis de fenttres
otiyrage et fermegure simultange et automatique, pour assurer -

3 A section carrée sont en béton armé 3

arties. du ‘bitiment 3 ossature en béton armé, 3 pans

- en brique: e pl.chm a;unae :h:rge s
e champuncn :

Declassifi '
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La plupart de ces stations a été édifié d'aprés nos plans typisés, -

dont nous avons &laboré ur nombre considérable de variantes, -

dong pour hangars & racedurs,charrues & moteur, sémole faich- =
moto-baueuses,‘ etc '

‘L maintien &t la réparation dé'ces i &GS dessarie ¥ ées -

Iy
{5 Sotlaux, de

e

‘stattond Zentralisés, qul sont:complltés’de atiment:
ma|sons 'l hab!tatlons Collectives-et-dé” aisons” d¥ familles.

‘USINE A PELER LE RIZ -Cette usi ;péleitet 3 fittoyer'du"riz a.
: ‘mixité d'dn dépsn de uockage. -

‘Ce $ystemé d aménagement aplusieurs étages ved
pouvbir: ranger- les; machines ‘en  ligne »verticaler'quiz
" conséquamment partla.gravitation. :
vojr parcouru,une branche dutraitment, le riz'est.retrans-
porté au IV. étage par des elévateurs: le travail terminé, le. riz
: péle et glacé est ensaché au rez-du-chaussé. Il a fallu étudier soign

1SS CirCONEAACER de | parcesquee feantrai

qualkauf du' riz he'se:peut.faire: qu‘a I’ éclzn'zge <naturel. ‘A cette
" causeles dnurs latérauxsont;percés de trés Jarges fenétres.. Leclai.

donner Péquiyalent, ¢ COmplec

<K autede Tiinflammabilicé des pélupes:dufriz, des: conduics
cendie sont préyus en nombres suffisants.

" ‘La comstruction du btiment est monolithique, 3 ossature et”~
souspoutres en béton armé, 2 une charge utile de 800 kgjm®. Une”
groupe de bains et de garde-robes ccmpletent Iusine.,

§
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" Nos “entrepbts servent au 's‘(éékzge de denrées 168 plus” diverses,
done aux frults et légumes 3 +6°,3 fa viande réfiigerée i —20e,
"Des gléries 3 remyemion ac:elerée ont &6 Jnstallés pour
les yiandes,, munis de; :angéla:eurs :uwma: ues de grande per-
fection. Par la réfrigeration accelerée les viandes ne perdent
qu'une fraction lnfme de poids et ne souffrent nul changement de~
qualité. Up des entrepdts de.notre construction mérlte peut-étre |
quelque atcention:  une capacieé de 350 wagons et.3 plusieurs
érages,ce bitiment.a écé, équipé d'aprés la méthode decrite. Ses
batteries réfrigerateurs-sont disposées par étages ‘et aboutissent
dlrectement aux-salles de refrlgeratlon L'|So|at|nn est en lidgge.

Un autre 1rand =mrepac en état de conscrucclon 3 550 wagons
démontre “de nuuvelles solutions techniques. :En y.arrangeant.| les .
salles. frigoritiques suivant la, gradatlon des_ t=mpératures, on
pouvait“placer;les batterlesfrigorifiques’ ‘en dehors du bmmenn
La frigorification 'effectue par des conduits d'air. lci nous -employ-
ong”pouir I’|so|at|on du-Wellic" —du papler‘ondulé etimpermé-

. Lérllfce expcsé par sa seuition 3 un ensolelllem:nt erds vif, ;era'
3/ 11abri de brises:soleiles (lames 3 sersiennes) espacés des:parols,

assurant” alnsi”'une perpétuelle :lrculztlcn d'air e( un ombre

i est tré

de glac 3

maintien, garde-robes, bains et bureaux.

73] entrep ioritase A 30.usgons

T4] s g et s 58 o o
e ocsmaninion
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USINES LAITIERES -

produl(e laitlers:
ot AN
ations -pour iregeptionei (4épdt. de- lalt,(: capaclte de.500.
desfermiers -~

" 3 refriger

'Indlvlduel;

Pusage de coopératl(s et de fermes en collbbratioh, N cap::lté
. w8

de fermes -dune situation, ‘désavantageus

e dal i 1 1

’fu..spm Hittaid) dame vefrigare ¥URE

est dlfﬁclle

ac n, du(‘[

2, manuten(lon et, fal

RHACY

76 sate ¢

Sansvan 5
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5 Usinie litiére pour‘v!ll:s, pout la- distribiition seulel A cipz:lté
deZO 30,000 litres. sk e e the
6: Usine laltlére pour villes, pour la distribution et ega“satlun
de proddlts Jaltiers, & capacité de 20 000—30 000 I; Voire: «photo' 75.

76, d'uhe’de ces uslnes. construlte d‘aprés nos ‘plansii ™+t 2"

7. Usine laitiére pour grandes villes, semblable 3 la pre:édente,
mals ne falsant pas de dlstrlhutlun Capacité luurnallére 60—
100 000 Hitrés. - :

8. Usine de late pulvérlsé 3 Pusage.de centres de production de
communication rélativement difficile. Equipé de tambours;séchoires
ou de pulvérisateurs, selon les dimensions. de la prcductlon.

Cipacltés'”:nvlmn 36000:1, -£:7 i

Y RELK]

ioup

9. Us|nes pour Ia prcdu:[lon de caseine - et, du sucre laiteux.

Uslne ‘individuelle ou coordonnée 3 dautres.

%

Nortis ‘acceptdnis volontidrement des ‘drdres pour-tout genre dé

pldns ‘cGhcarnant les usined laltidres,y compris’ pour* bitifents

auxiliaires, comme dépdts, mﬂons de ccmpresseurs, Iaboramlres.

«

se\mm

Kbattoire-3ré

\
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i

Cet établissement spéclallsé e notre Industrie pharma: s

cologigue aété &ifié 3.une. disance convénable du
centre d'habitation, dans_un salubre et bel entourage.
La grand bitiment de fermentation 3 hals et plusiéurs
étages occupe le centre du site, entouré de statons de

presseiifs, de filération, de sépa et d'extrac-

o
g v A
. L'établissement est complété, de grands™lab
biologiques et chimiques, des stations germinatrices et
" dercontrale; de’btiients d'adminisiration, dé I'atélier
advinainen, de salles' pout Vemballage et de’dépots.
Les édifices sont 4 Gssituré en Bézon dfmé 4K ins

de mur en brique, la ménuiserle est en aluminium.
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Lédifice est aménagé pour centaines de laboratoires et
2 6t6 équipé de conditionnement d'air méchanisé, d'un
éclairage maximum et Impéccable et aussi de toutes

les dispositions pour assurer une hygiene parfaite.

Les laboratolres blologiques et chimiques sont dés-
servies de salléé d&'réfrigéracion ‘et dautres ¥ tempé-
r;‘mre"mnm‘m‘(ch'e;mase.‘uq\;es)';'&é;‘:éllu‘es‘s': iés,
detaions gevminatrices.
R S ST
Dans: ype: aile; latérale (du batiment se trouvent les
. sections de Fadminstration, les salles d’emballage, puis
Jes garde-robes, bains, réfectoires et autres aménage-
neis il et 1§ salle de ébitérerc :
s e R ol
¢ est complété,d’une;centrale thermo

celiers;dé, maipglen, des écables spéales

Le site ‘est abor Sni boisé et 'séparé par une. |
riche végétation de son entourage.

La construction du batiment est 3 ossature, 4 pans de

briqués, & parois chermoisolateurs: la menuiserle est
métallique, le dallage en cautchouc. L'appareillage et

. Ia disposition des laboraoires est la plus récente.
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) ; FERMEN: 4t le'séchisge aturel des feulllés de tabac évicontribuerit considérablé-
esaamTATEUR xn»ment3une-améliorisation de leurs qualitées.

“ET ENTREPOT
DE TABACS

Lo e ngmes ideis et e A ol

aazndae

Les f3Bacs'dmmagatinés dans des chambres closes peuvent &tre fermentés en 2 semaines, en subls-
sant une aération convénablement:humifiée chaufiée, désséchéérer: méme refroldieirivcommande
automatique par Instruments observateurs et régistrateurs, selor

et toujours en accord avec les substances aromatiques qui caractgrisent les dlﬁér ntes feullles.
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dans son; genre une.des..

- . Taote AT
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urs'Supérieurs en arts,
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le dessale d'un laboratorie de recherches sidérur-
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Lelaboratojre dont.nous insérons quelque photos (86;
87, 88) est destiné aux recherches de Pindustrie sidé;

rurgique et de.'aluminium, et-fut, biti en 1950—51.

portant fonctions sont: mésures et essales_

laboratolres, , dustriels, laboratsires de

travaux .de
e R

régie, centrale thermique et électrique.

On ‘2 donc separt sur I'aluminium de"

ceux concernant la sidérurgie.
On  aussi séparé les laboratdires-de ‘précision de ceux -
aux travaux mi-industriels et auk essaies 3 vibration.
On préyenait - des.encombrements:°a dispasition

future. pour pouvoir établir-au bésoin "des grands




©rPs du batiment est parei:
. éllemen:‘ monolithique, le reste3 ossature en bétop

laboratoires collectifs, Le c

+ Amépour es: groypes semiindusiriels. Ly section

2dministrative et des faborgeojres Individuels est e

CONSEFUCEion mixte: fes haiss sont préflbriques g
béton armé (portiquss, Potres et hourgis auX arées,

remplis de’ briques poregsss),

R S e
Un nombre considérable d'autres laboratojres’ 3 res

cherche, industrie|

Font été‘consfmit-‘ﬁd'ﬂpré& nos
plans,
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tion pour tout usage et tout rendement:

||| ‘lln“ous entreprenons ['établissement des projets la réalisation et I'exporta-
|l

d'installati ge et
de triage,
d'installati ts pour le

des minerais,
conformément 2 la technologie la plus appropriée et la plus éco-
nomique, avec les machines et équipements les plus modernes,

d'installati pletes et équip ts pour le
des minéraux industriels,

d'installati letes et équi pour le

P quip

du charbon.

Nous modernisons vos installations et vos procédés de traitement et nous augmen-
tons leur rentabilité.

La conception des installations de traitement est due a nos meilleurs ingénieurs
spécialistes, forts d’une vaste expérience. Les projets sont élaborés soit sur la base
d'une technologie de traitement fournie par le client, soit suivant un schéma de
traitement que nos ingénieurs spécialistes établissent sur demande de fagon & con-
venir le mieux 3 la nature du minerai ou du minéral industriel en question.

Des laboratoires et des ateliers d’essai bien équipés sont & notre disposition pour
I"élaboration des procédés. Cela nous permet de proposer & nos clients, d'une part
les procédés de traitement les plus modernes et répondant le mieux a la nature
du minerai, qu'il s'agisse de traitement par gravitation, flottation, amalgamation ou
au cyanure de potassium, ou encore par la combinaison de ces procédés, et d'autre
part, des machines et installations convenablement choisies et dimensionnées.

Les machines et équipements sont fabriqués dans nos usines spécialement profilés
3 cet effet. Ces derniéres ont un grand passé et une longue expérience dans la fabri-
cation des machines et équipements pour le traitement des minerais et des minéraux.
Notre organisation commerciale ainsi que nos ingénieurs spécialistes sont a la dis-
position des intéressés pour les aider 3 résoudre de la maniére la plus moderne et
garantissant le meilleur résultat, leurs problémes relatifs au traitement des minerais

et des minéraux métalliques.
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|||||III||||n des établissements hongrois de grande capacité pour le traite-
II if

ment des minerais comp en voie d'aché , peut ser-

vir d'exemple a I'application des principes les plus nouveaux

et des procédés les plus évolués. Schéma souple adaptable aux variations

de la minéralisation des filons, conduite a gravitation de la pulpe,

machines et équipements les plus appropriés caractérisent cette usine.

d

Le procédé d'enrichi les r s optima, la position des
concentrés ont été établis par nos ingénieurs au moyen d’essais sectionnés
et continus, et I'installation fut congue sur cette base.

La mine est située & une altitude de 500 métres, dans une montagne boisée.
La minéralisation se présente en filons encaissés dans les roches érup-
tives décomposées. Minéraux métalliques: galéne, sphalérite, sulfure de
zinc ferrugineux, pyrite, calcopyrite (actuellement en faible quantité mais
s'accroissant vers la profondeur), peu d'or et d'argent. L'or et l'argent
sont surtout liés a la galéne, mais les autres sulfures contiennent également
de petites quantités de métal précieux. La gangue se compose principale-
ment de quartz, de carbonate de chaux et de matiéres éruptives alté-
rées. Les 2000 m?d’eau que nécessite par jour I'usine d’enrichissement sont
fournis par un ruisseau dont les eaux sont grossies par un barrage de vallée
d'une longueur de 200.m et d'une hauteur en couronne de 17 m. Le bassin
ainsi formé sert de réserveir 2 300 000 m? d’eau.

L’énergie est assurée par une ligne circulaire de 35 kV permettant un
approvisionnement bilatéral. L'usine d’enrichissement est construite sur le
versant de la montagne 3 proximité du barrage. Elle se compose de trois
groupes de batiments principaux: de la soute de minerai brut, du batiment
servant au concassage et des halls de broyage et de concentration. Le trans-
formateur et la station de distribution électrique sont logés dans un bati-
ment spécial. La soute jumelle pour le minerai brut, d'une capacité con-
sidérable, est creusée dans la roche et sa disposition souterraine empéche
le gel du minerai méme par le plus grand froid.

La voie ferrée de la galerie principale, longue de plusieurs kilométres,
aboutit aux soutes de minerai brut. La charge des wagonnets tirés par

locomotive diesel est vidée dans les soutes par des basculeurs circulaires
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SCHEMA D'UNE USINE POUR LE TRAITEMENT DES MINERAIS COMPLEXES, EN VOIE DE CONSTRUCTION

automatiques. Un transporteur  bande, d'une largeur de 800 mm et
d'une élévation de 15°, se déplagant dans un corridor souterrain magonné,
transporte le minerai des soutes dans le batiment de concassage. La dis-

tribution uniforme du minerai sur le transporteur & bande est effectuée

par un alimentateur réglable 3 chaine. Dans le batiment de concassage,

les cc s primaires et daires et les installations de criblage les
plus modernes sont groupés de fagon & permettre une bonne vue d'en-
semble et un accés facile. Le concassage primaire se fait au moyen d'un
concasseur 3 machoires a simple effet, type Ganz, tandis que le minerai
concassé d'une grosseur de grains de 50—20 mm est soumis au broyage
secondaire dans un granulateur 2 cdne rotatif, dernier modéle de la Fabrique
de Concasseurs (Apritogépgyir). Avant de passer dans le concasseur &
méchoires, le menu est séparé par un vibrateur qui, travaillant en cycle
fermé avec les concasseurs, retourne i ceux-ci les grains dépassant 8 mm.
Dans le cycle de concassage-criblage, le transport du minerai se fait par
des systemes de bandes réglables, actionnées par des moteurs montés en

tambours.

Les marceaux de fer parvenus dans le minerai sont éloignés par de puis-

sants aimants. La commande de toutes les machines se fait depuis les élec-

tromoteurs individuels au moyen de courroies trapézoidales. Le verrouillage

automatique des machines de concassage et de criblage régle la cadence

de leur mise en marche, ce qui exclut toute surcharge ou I'obturation de

certaines machines. Le dépoussiérage parfait assure la pureté de I'air

dans le batiment de concassage et protége la santé des travailleurs.

En prévision de 'augmentation de la production, la capacité de I'installa-
tion de concassage est le double de la capacité actuelle de I'installation de
broyage et d’enrichissement.

Le minerai ayant subi le concassage primaire, magasiné en quatre soutes,
est chargé par un alimentateur sur le transporteur a bande, se déplagant

dans le corridor souterrain d'une largeur de 600 mm, qui le transporte

dans le hall de broyage de la section de flottation. Dans le hall de broyage

se trouvent placés au méme niveau les broyeurs a boulets de 1,80 2,50 m

et de 2,40 2,50 m, le broyeur 4 boulets de 1,25 1,25 m servant au broy-

. Alimentateur & chaine 5. Broyeur & cylindres 10. Jig (Duplex) 4. Appareil de prise
. Tamis vibrant 6. Table de triage 11. Cellule Unit d'échantillons
. Concasseur  michoires 7. Alimenitateur a disque 12. Conditionneur 15. Epaississeur
4 simple effet Ne VIIl. 8. Broyeur & boulets 13. Cellule i 16. Fil b
. Granulateur rotatif 9. Classificateur & riteau de flottation
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age fin du produit mixte de zinc, les classificateurs mécaniques accouplés aux précé- . L o, X
8 P 9 | Avant la flottation, chaque groupe métallique est conditionné dans des agitateurs
dents, ainsi que I'entonnoir pour I'épaississement et I'égalisation de la pulpe. Clest o . o .
' 9 P P 8 P 4 de 1600 mm de diamétre. La flottation de tous les groupes métalliques a lieu en

ici que se trouvent également les réservoirs de préparation et de distribution des . . . . i o,
9 3 Prep R bain basique. La flottation de la pyrite se fait par I'addition sectionnée de NazS.
réactifs. Les deux grands broyeurs a boulets peuvent &tre couplés paralléelement ou . o L e
En ce qui concerne le zinc, le produit mixte étroitement combiné a l'intérieur
en série. Devant ceux-ci, un poidométre enregistre et additionne automatiquement i A . .
avec de la pyrite est transporté par une pompe 2 diaphragme dans le petit broy-
le poids du minerai. Un appareil de prise d'échantillons  sec, également automatique, N ) , '
eur & boulets aux fins de broyage subséquent. Le rejet est échantillonné de
prend continuellement des échantillons. Entre les broyeurs & boulets et les classifica- . . " . .
fagon continue par un échantillonneur automatique; une table type Ferraris sert au
teurs nous avons intercalé un jig 3 deux compartiments et une cellule de préflottation A
contrdle visuel.

Usine pour

le traitement

du minerai de zinc
plombifére en veic
de construction

Broyeur & boulets
en cours
de montage

4 air inférieur, en vue d’éviter les pertes en mé ' i - £ . - : :
P étal provenant d'un broyage excessif. La distribution des réactifs se fait au moyen de distributeurs automatiques. En hiver,

Les deux appareils travaillent avec de I pulpe dense. Dans I'overflow des classifica- I'eau de flottation est chauffée par un systéme de chauffage central
teurs, la grosseur des granules est, j K 0, — i fe h I Srmicei s 5
8 granu » jusqu'a concurrence de 70%, de — 200 mailles. Les concentrés s’écoulent par gravitation dans les épaississeurs, d’oli des pompes a

Les broyeurs a boulets so X 8 i i 5 " - 5
4 nt capables d'assurer cette finesse méme pour le minerai diaphragme les refoulent dans le réservoir des filtres & vide. Les concentrés (cake)

le plus dur, tout en travaillant avec un rendement convenable. La pulpe classifiée

tombent dans des soutes d’ol ils sont évacuées pour le transport dans des camions.
et épaissie par un cbne égalisateur coule, par gravitation, dans le hall de flottation. Le tailings est transporté par des pompes systéme Wilfley dans un étang a boue.
La fl . . el . . PR

ottation des trois groupes métalliques se fait en rangées de cellules mécani- D’ici, I'eau s’écoule dans le ruisseau aprés purification mécanique et biologique, de
ques 2 air inférieur, type Ganz, de dimensions identiques. sorte quelle ne le souille pas
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Usine modernisée pour le traitement de la pyrite cuivreuse

La mine est située dans une des montagnes de Hongrie, riche en beautés naturelles.

citons comme exemple Iinstallation d’enrichissement d’une de nos

"i“ llI"our lamodernisation et I'agrandissement des usines déja existantes,

mines de minerai.

La minéralisation se présente sous forme de massifs en andésite altérée et contient.-

de la tétraédrite, de I'énargite, de la pyrite et une faible quantité d'or et d’argent.
La gangue est de I'andésite quartzeuse et argileuse. L’or est principalement li¢
a Iénargite et & la pyrite. Il n’y a pas d'or libre. La dispersion des minéraux
métalliques est variée, notamment la répartition de la pyrite est trés fine,

L'usine de préparation est construite a proximité de la mine, sur un versant couvert
de foréts.

Le minerai est transporté au basculeur circulaire de la soute en wagonnets & une

tonne tirés par une locomotive diesel. De la soute, un alimentateur 4 chaine (1) le met

Declassified in Part - Sanitized Copy Approved for Release
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sur le crible vibrant (2) qui sépare, avant le granulateur Ganz (3), les grains
inférieurs a 40 mm. Le granulateur concasse au-dessous de 40 mm. Au bas
du granulateur, un transporteur 4 bande porte le minerai sur le vibrateur &
deux plates-formes (4) travaillant en cycle fermé avec le broyeur a cylindres
gros (5) et fin (5). Le minerai broyé au-dessous de 8 mm tombe dans une
soute de 100 m?.

Avant les broyeurs 2 cylindres, un puissant aimant enléve du minerai les
morceaux de fer. Les chemises en acier au manganése des broyeurs 2
cylindres sont égalisées pendant le service par une affiteuse montée sur
un support. Les poussiéres, se formant au cours du concassage sont aspi-
rées par un dépoussiéreur.

Par un des orifices de sortie de la soute de 100 m?, un tiers du minerai est
distribué par un alimentateur 2 secousses (6) sur une bande transporteuse
transversale qui I'achemine vers la nouvelle soute d'égalisation de 20 m®
de I'ancienne installation de broyage.

Les soutes de stockage rendent le secteur de concassage indépendant de
la partie ou se fait le broyage de la pulpe.

Depuis les soutes de stockage, le minerai concassé est porté aux moulins
par des alimentateurs (7), ce qui assure une alimentation uniforme. Auprés
de chaque soute, un poidométre i tambour enregistreur (9) et un
échantillonneur automatique (8) garantissent le contrdle du poids et
I"échantillonnage correct.

L'installation de broyage se compose d’un nouveau broyeur i boulets de
2,40%¢2,50 m et des anciens broyeurs 2 boulets de 1,80X1,50 m et de
1,803,0 m (10). Chacun de ces broyeurs est couplé avec un classificateur
a deux riteaux (11). Le nouveau grand broyeur moud deux tiers du minerai
et travaille en cycle fermé avec son ciassificateur. La finesse des granules
du débordement est, jusqu'a 70%, de — 200 mailles.

Une pompe a pulpe type Wilfley de 3" éléve la pulpe débordante dans les
épaississeurs de 12 m @ (14).

Le nouveau systéme de broyage est couplé en paralléle 3 I'ancien, dont

@ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8
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actuellement seuls le broyeur Ganz de 3,0 m et son classificateur travaillent avec
la méme finesse de broyage. Le moulin & boulets de 1,50 m et son classificateur con-
stituent des réserves.

Le débordement des classificateurs travaillant avec des broyeurs & boulets de 1,80 m
de diamétre est élevé au distributeur des épaississeurs de 12 m par un couple de
pompes centrifuges. L'overflow du classificateur, d’une densité de 320—400 g/, est
échantillonné de fagon continue par des échantillonneurs automatiques.

La pulpe épaissie, élevée a I'aide de pompes & diaphragme, est envoyée par gravi-

Concasseur
& machoires avec
alimentateur & chaine

tation dans le hall de concentration ot elle est soumise 3

La ) une flottation collective.
a flottation se fait en bain neutre. La pulpe se répartit d’abord entre les deux rangées

de cellules des appareils de flottation mécaniques & air inférieur, type Ganz (16).
€. Pour chacune

Chaque rangée comprend 8 cellules qui produisent du préconcentr.
des cellules de 100051000 mm, la commande a lieu depuis un moteur individuel par

intermédiaire d’une courroie trapézoidale. Les deux dernires cellules des rangées

Ganz ainsi que la machine de flottation 3 16 cellules, 3 air inférieur systéme M. S. (17)

couplée en séri écé
pl n série avec las précédentes, donnent un préconcentré qui est transporté

roved for Release
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dans les épaississeurs de 12 m. Le précon-
centré est recyclé dans des cellules finisseuses
turbopneumatiques (systéme Ganz), ce qui
permet d’obtenir un concentré contenant en-
viron 5% de cuivre et 409, de soufre. Ce con-
centré, aprés avoir été épaissi, passe par le
filtre, et le tailings est refoulé par une pompe
sur le déversoir & boue.

Les réactifs utilisés sont le xanthate buty-
lique de sodium (120 g/t) et le phlotol (80
g/t). En cas de minerai fortement kaolinisé, on
ajoute un peu de silicate de potasse (verre
soluble).

Le rendement moyen de la flottation est le

suivant:

Cu Fe Au N

Alimentation ... | 0.67% | 5.85% | 280 g/c| —
Concentré . . . | 511% | 34,229 | 1610 g/c| 40,169

Tailings ... 0,09% | 2,099 | 0,88 g/c
Rendement en poids | 11,559, - - -
Rendement

en métaux ... 88,10% | 68,449, | 6641 g/e| —

Le concentré refoulé dans le batiment de
filtrage est épaissi dans une cuve en tdle de
4 m diamétre (19), d'oli une pompe i dia-
phragme I'éléve dans les réservoirs des filtres
a vide (20). Des filtres, les concentrés (cake)
d’une teneur en eau de 9 a 129 tombent
dans des réservoirs. D'ici, ils sont évacués au
moyen de bennes et transportés en camions 2
la station de chemin de fer. L'eau purifiée de
I"épaississeur et I'eau de flottation seront re-
prises par une pompe rotative en vue de leur
réutilisation pour la flottation.

Un réseau de canaux en planches répartit le

tailings de I'installation de flottation, d'une

iin Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8
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actuellement seuls le broyeur G
la méme finesse de broyage. Le n
stituent des réserves.

Le débordement des classificateur
de diamétre est élevé au distrib:
pompes centrifuges. L'overflow ¢
échantillonné de fagon continue

La pulpe épaissie, élevée a I'aide

tation dans le hall de concentrat
La flottation se fait en bain neutre
de cellules des appareils de flot]
Chaque rangée comprend 8 celly
des cellules de 10001000 mm, I
I'intermédiaire d’une courroie t:r
Ganz ainsi que la machine de ﬂot&

couplée en série avec las précéd

0 Alimentateur 4 chaine
© crivie visrane

© crnncenr

@ crive vibran:

o Broyeur & cylindres
o Alimentateur & secousses
@ Aimentaceur

© crancionneur

© rocomce

@ srorewr 4 bouies

0 Classificateur 4 deux riteaux
0 Echantillonneur de pulpe
0 Pompe rotative pour pulpe
o Epaississeur

@ Pompe & diaphragme

m Appareil de flotcation mécanique Ganz
o Appareil de flottation mécanique SM

@ Appareil de flottation turbopneumatique Ganz

@ Filtre 3 vide
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Broyeur a boulets avec classificateur & réteau

Concasseur & machoires avec tamis vibrant pour I'élimination du menu

ved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

Rangée de cellules & air inférieur, type Ganz

densité de pulpe de 450 g/l environ, parmi les compartiments du déversoir i
boue, dont les talus se construisent des grains du tailings méme. L’eau purifiée du
déversoir s’écoule dans le ruisseau, tandis que la matiére plus grosse se déposant
dans les compartiments est employée, en état desséché, comme remblai de mine.

La quantité d’eau de 1200 m® par jour, nécessitée par I'usine pour le traitement des

minerais, est assurée par un lac d’une capacité de 80 000 m® formé par un barrage de

vallée latérale, d’oli I'eau est élevée dans le réservoir d’eau de 80 m? de I'installation
d’enrichissement par une station de pompe 2 télécommande automatique. L'appro-
visionnement en énergie de I'usine est assuré des deux cdtés par une ligne circulaire
de 35 kV.

L’usine pour le traitement des minerais est complétée par un laboratoire bien équipé,
un atelier de réparations de machines, un magasin, un bain et une cantine pour les

ouvriers,

Declassified in Part - Sanitized pr Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8



iy 'usine pour le traitement des minerais au cyanure de potassium congue
| selon le schéma ci-dessous se caractérise par un haut rendement, une
il

uite de cyanure et une grande souplesse.
e du minerai d'or quartzeuX a teneur

mnil] consommation réd

L'usine, d’une capacité de 200/t par jour, trait
nerai ne contient qu'en traces du c
je prépondérante de l'or est finement

en pyrite de 5 a 8%. Le mi uivre, du plomb, du

zinc, de I'arsenic et de I'antimoine. La part!

une petite partie est liée 2 la pyrite. L'argent est réparti

dispersée dans le quartz,
principalement sous forme de sulfures et

Un concasseur 3 machoires et des broyeurs 3 cylindres et a c&

de sulfosels.
nes broient le minerai

brut & une grosseur de grains inférieure 3 6 mm.
it en deux phases. Aprés le broyage gros, un concentré de pyrite

Le broyage se fai
moyen de flottation, concentré qui sera traité

enrichi d’or et dargent est gagné au
La pulpe restante est finement broyée par un broyeur &
lant en cycle fermé avec un hydro-classificateur,

en usine métallurgique.
boulets 2 chambre de décharge, travail
jusqu'a concurrence de 85%, 3 une finesse de grain de — 74 microns. L'addition du
cyanure s'effectue dans le broyeur fin ol 45% de la teneur en or minerai se dissol-

vent. Aprés broyage fin, un épaississeur 3 5 chambres décante la solution riche en

or, dont on précipite 'or et l'argent aprés filtration et désaération dans un appareil
de précipitation, type Merril-Crowe, au moyen de poudre de zinc, et les recueille
dans des sacs-filtres sous forme de boue d'or.

Aprés décantation de la solution riche, les boues soutirées de I'épaississeur sont trai-
tées en 6 ou, si nécessaire, en 9 agitateurs travaillant en série, avec introduction d'air
comprimé. Ces boues seront ensuite lixiviées dans 3 agitateurs-épaississeurs avec le
liquide pauvre refluant de I'appareil Merril-Crowe. Des filtres a tambour 2 vide
éliminent la solution de cyanure de la boue lixiviée. Avant I"évacuation des tailings,
celui-ci est encore lavé par des arrosoirs.

La récupération de I'or est de 93—95%, celle de I'argent de 82—85%,, la consomma-
tion de cyanure de potassium est d’un kilogramme par tonne de minerai, la consom-
mation de zinc est 3 peine le double du besoin théorique calculée sur la base dela
teneur en métaux précieux. Une balance automatique sert & mesurer la qu-antité du
minerai traité; la prise d’échantillons de minerai, de pulpe et de solutions, servant
au contrdle, est également automatique. Par suite de la haute automaticité, le ser-

vice n’exige qu'un personnel restreint.

roved for Release
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1y es principes technologiques les plus récentes et les exigences les plus pous-
||| sées de |'économie se font valoir dans la conception d’une nouvelle usine
il de concassage et de traitement de minerais.

L'installation de concassage sert & broyer et & classifier du quartzite  une grosseur
de grains convenant 2 la fabrication des briques siliceuses. Des soutes de stockage
spacieuses permettent un travail sans heurts des groupes de broyeurs méme en cas
d’obstacles éventuels dans le transport. L’emploi de broyeurs et de tamis fermés,
i I'aspiration parfaite des poussiéres de tous les endroits ol celles-ci se forment, garan-
tissent I'air pur de lieux de travail et protégent contre le danger de silicose.
La carriére située sur la croupe du mont exploite I'affleurement du massif de

i quartzite,
L’usine de traitement se trouve 2 la station du chemin de fer industriel construit
dans la vallée, et elle est reliée 2 la mine par un téléférique fonctionnant par gravi-

tation. Le traitement sert, d’une part, 4 broyer le quartzite 4 une grosseur de grains

50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

Yue de l'usine de concassage-criblage de quartzite

de — 4 mm et a classifier ceux-ci dans des limites étroites, d'autre part, a réduire
considérablement le contenu excessif de baryte (4—59%,) se trouvant surtout dans
les fissures fines du quartzite. L'effet de friction se produisant lors du broyage use
les surfaces barytiques se détachant le long des fissures, et la baryte fine, s’enlevant
par le frottement, s’enrichit dans les fins de — 0,3 ainsi que dans la fraction des
poussiéres aspirées & 25—30%, tandis que la teneur d'environ 19 en baryte, restée
dans des classes plus grosses, n'est aucunement désavantageuse dans la fabrication
des briques siliceuses.

Les broyeurs gros travaillent 8 heures, les broyeurs fins et les tamis 16 heures par
jour. Les cycles fermés garantissent la grosseur de grains voulue. Les machines sont
commandées par des moteurs électriques individuels.

Le transporteur 2 bande est actionné par un tambour 2 aimant qui éloigne les mor-
ceaux de fer parvenus dans le produit.

Le produit d'une finesse de — 0,3 ainsi que le produit en poussiéres d’une finesse
de — 0,1 mm, séparés par des multicyclones, sont recueillis dans des silos. Des silos
spacieux servent également au stockage des autres classes.

L’usine sera encore complétée d’une installation de flottation en vue de |'extraction

du bar);te des produits fins de 0—0,3.

Concasseur

& machoires systeme
Ganz, avec
dépoussiéreur
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Broyeur & cylindres Ganz

Tamis vibrant entiérement fermé et cyclones dépoussiéreurs
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Quel est le pourcentage des morceaux tout-venants dépas-
sant 5 cm?

Situation et conditions de transport de la mine et de I'usine
projetée?

Quelle est la configuration du sol? L'usine sera-t-elle con-
struite sur terrain plat ou sur un versant?

Une esquisse indiquant les lignes d'altitude faciliterait con-
sidérablement notre tache.

Quelle est la quantité d’eau disponible (m?/h)?

L'eau sortant de la laverie peut-elle &re conduite quelque
part et oli?

. Quelle est la quantité journaliére (en tonnes) du minerai a

des offres détaillées pour le traitement de vos minerais ou . Quelles sont les exigences relatives a la grosseur de grains

'I ' fin de pouvoir vous soumettre des propositions techniques et traiter et de combien d’heures est la journée de travail?
A

T

au questionnaire ci-dessous.

minéraux industriels, nous vous prions de bien vouloir répondre et 2 la qualité du concentré?

Désirez-vous le maximum de mécanisation?

Les réponses seront considérées comme strictement confidentielles. L'usine peut-elle &tre reliée 3 un réseau électrique déja
1. Minéraux utiles du minerai (du minéral industriel)? existant?

2. Gangue (matiéres souillantes) se trouvant dans le minerai Caractéristiques de I'énergie électrique (tension, nature du

(le minéral industriel)?

courant, périodes)?

(Seulement en cas de minerais auriféres.) L'or est-il présent 15. §'il n'existe pas de réseau, quelle est la source d'énergie
sous forme libre ou liée, ou sous les deux formes? Dans ce entrant en ligne de considération?

dernier cas, quelle est la proportion de répartition? Si I'or . - Dans le cas oil des essais auraient été effectués relativement au traite-

est lié, a quelle minerai I'est-il principalement? ment de votre minerai (minéral industriel), priére de nous en communi-

Le minerai 3 traiter est-il trés dur, d’une dureté moyenne quer les résultats, méme s'ils sont négatifs.

ou tendre? Le minerai est-il argileux (kaolinique)? Pour élaborer nos propositions, nous avons besoin d'un échantillon de

Priére de communiquer aussi I'analyse chimique et minéra- . minerai brut d’un poids de 20 kg environ, en état non broyé et représen-

logique compléte d’un bon échantillon moyen, si une telle tant la qualité moyenne.

analyse est 4 votre disposition. Pour des essais continus, en usine, nous avons besoin, suivant le cas, de

5. Quelles sont les dimensions maxima des tout-venants? 300 2 2000 kg de minerai d'une qualité moyenne.
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me““flm“ws fabriquons et exportons:
|

| Des ins=lizzions complétes pour le traitement des minerais et des miné-

L ]n]hm. rewx industriels, pour tout usage et tout rendement;

Des machines ex équipements dernier type, tels que:

limezs 2caniques, difiérents modéles, pour tout rendement

broysurs gros, secondzires et fins, pour toute matiére, dans toutes les dimensions
ez pour tout rendemant

machines de broyage 2 sec pour matiéres de toute consistance

broyeurs 3 boulets et tubes broyeurs pour le broyage par voie humide

broysurs 2 boulets pour l2 broyage continu sec, avec classificateur a air, ou pour
broyage seczionné

cribleurs, tamis vibrants, de la construction la plus moderne

dassificzreurs 2 rizeaux ou 2 spirale

2ppereils de lavzze ez de lixiviation, laveurs 2 tambour, laveurs (log-washers) a un
ez 2 deux arbres

52cs 2 piston et jigs simplex et duplex

w2bles 2 sscousses, pour gros et fin, 2 haut rendement

callules ez rangées de cellules pour la flottation, systémes pneumatique ou mécanique,
2 2ir iniéricur

zgiizreurs ex conditionneurs

PRI g

D en Towies

et pour tout usage

2ppareils de filerzzion, filres 2 vide, en exécution 3 tambour et i disque; filtres-
presses

installations de sichege

équipements méczniques pour I'amalgamation et la lixiviation au cyanure
installations pour i'aspirazion et la séparation des poussiéres

hydrocyclones pour le débourbage et I'épaississement

séparateurs de suspension lourdes pour le traitement des minerais et du charbon
installations de transport, de stockage et de chargement

pompes 2 eau et 2 pulpe

échantillonneurs automatiques pour prises d’échantillons par voie séche et humide,

doseurs de réactifs, balances d’enregistrement, etc.
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CLEAN AIR = GOOD HEALTH = (Prime

Produet

From the remotest times man has been compelled to have
recourse to heating against the inclemency of weather. It has
taken thousands and thousands of years to cover the long
road from the primitive hearth to the ingenious channel
heating of the Romans and eventually to the central and

radiant heating of our days.

There had for a long time been no comparable development
in what is today called the conditioning of air — that literally
vital substance. Not in fact until the later industrial era at the
end of the last century did air conditioning gain ground,
while its scientific principles were laid down only quite

recently. Ph and engineers

pooled efforts to establish the particular set of factors that
were to conduce both to the biological and the indus-

trial optimum in the condition of air.

The answer, then, to the problem of air conditioning evolved

from two entirely different demands.

Routine ventilation methods will not generally give a feeling
of ease to people crowded in a confined space. The call for
special equipment is the more pressing under climatic condi-
tions of widely discrepant atmospheric temperature and
humidity, which hit great highs during the summer months,
Such equipment is required to maintain, independently of
external factors, air conditions most favourable to ensure
equable heat at work or at rest, in the home or en route, —

the foremost safeguard of good health.

At the present stage of development no laboratory, no

operating theatre or maternity ward, in fact no public health

can go without adeq air ioning; nor

can it be missing from the modern theatre, concert hall or
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studio. Moreover, it is increasingly coming to

offices and homes.

The ““‘comfort-purpose’ air conditioning equipment
has been scientifically and experimentally evolved
to keep the quality of air in a confined space within
what is termed the zone of comfort by automatic
regulation. It offers facilities for guarding against
untoward extremes of temperature by varying
the predetermined ratio of temperature to hu-

midity as a function of external temperature.

Designed in response to an entirely different
need, the industrial type of equipment, which
is occasionally made part and parcel of a manu-
facturing process, is called upon to ensure the
good and uniform quality of the products. The

demand made on the equipment varies with the

particular application in the iron, textile, paper
and chemical industries, food and tobacco process-

ing, telecommunication and precision mechanics.

Lack of air conditioning involves a direct hazard to
personnel health through adverse working condi-

tions, as well as a technological disadvantage.

(1) Fresh air
(2) Fresh air valve
(3) Preheater

(4) Mixing valve
(5) Filter

(6) Bypass

(7) Drip cup

(8) Water basin
(9) Calorifer

(10) Outlet

(11) Pump

(12) Washing space
(13) Molisture trap
(14) Indicator

(15) Indicator
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(16) Ventilator

(17) After-heater

(18) Air input

(19) Air exhaustion

(20) Temperature
indicator

(21) Actuator

(22) Air-release valve

(23) Foul air

(24) Actuator

(25) Regulating compressor .
(26) Cooler compressor
(27) Container

(28) Brine tank

(29) Pump




The process of air conditioring is shown in the

schematic diagram on page 4.

On entry through a valve-controlled vent fresh air
is mixed with air exhausted from the room. The

mixing ratio is self-regulated.

Mixed air proceeds through filter cells to the pre-
heater and thence to the air washer. Now, passing
through the after-heater or the cooler as the case

may be, it is fan-driven into the distribution system

into the air- itioned room.

and

Special pumps provide the water supply of the air

washer.

The air humidifier piping consists of fire-zinced steel
tubing. The bronze centrifugal sprayers are easy to

clean and replace.

A dirt trap inserted in the system makes for safer
operation. The working of the equipment can be
observed through a spy-hole by aid of a low-voltage,

watertight lamp.

The densely-ribbed cooling and heating elements
mounted over steel or copper pipes receive an anti-

corrosive coating,

To de-dust or de-gas air, maintain temperature and
humidity at a predetermined value, and adjust these
factors to technological requirements laid down for

a particular process, involve a design task that is

straightforward in certain cases and exceedingly

intricate in others. Anyhow, the job of elaborating
an equipment most suited to a particular duty neces-
sarily relies on intimate familiarity with prospective

working conditions and close calculation.

An air conditioning equipment of competent

design and workmanship will go a long way

towards

maintaining room air temperature

and humidity in weather-independent condition.
Pneumatic or electric controls take care of
fully automatic regulation.
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The axial or spiral-case type ventilators, generally
V-belt driven, can be incorporated directly into the
pipe system. The high efficiency of the machinery
makes for economical operation. Equipment design-
ed for use in concert halls, studios or hospitals
embodies extra-silent and vibration-free moving

parts.

Cooling, except in areas with water of appropriate
temperature in ample supply, is by means of a
special cooling equipment.

The Ganz Works have for over 20 years been
building their motor railcars known all over the
world complete with automatically controlled air
conditioning equipment.

With their output range of 10—100.00 keal/hour,
the MAVAG pumping sets and the cooler compres-
sorsofthe“April 4" EngineeringWorks

meet every requirement.

For less exacting duties hand-controlled heating and
humidifying units of simpler design are available.
Besides the needful volume of fresh air, foul air
exhausted from the rooms is, after purification, re-
diverted into the system — a provision making for

minimizing overheads.

50-Yr 2013/11/22 : C| 1043R002700060013-

Air cleaned of soot, dust and other impurities
will, by an equipment of this type, beheated or
cooled tothe required temperature and h u mi-
dified or de-humidified according to
need. Thus the unit caters for the dual duty of
heating in winter and cooling in summer.

The air-way system is generally from zinc-plated
sheet steel or, alternatively, from asbestos sheeting.

Another method is to construct built-in air ducts.

Distribution of air, accomplished draft-free by
means of suitable louvre grills or blower heads, is
adapted to the specific architectural layout of the
building.

Deposits incident to earlier models are here dis-

pensed with.

The enclosed questionnaire is intended to obtain
the facts whose knowledge is essential for the execu-
tion of any particular order.
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AND WEIGHTS

APPROXIMATE SPACE REQUIREMENTS

of room to be for

Capacity Floor-space AIR-CONDITIONING BOX

air-conditioned engine room Length Width
cu. m. m m

Height

Weight
ke

600 3.0%5.0 3.2

500

3.0x50 3.2

700

3.0%5.0 3.2

900

4.5%5.5 34

4.5%5.5 3.4

4.5X%5.5 3.4

5.0%6.0 35

LIST OF ILLUSTRATIONS

4 Air-conditioned auditorium of a theatre

q Casting bay without modern air conditioning

4 Air conditioning centre in @ maternity hospital

4 Air humidifier and washer

q Pump station and switchboard

4 V-belt driven axial ventilator

4 Ganz-built Freon compressors

d Local heating and humidifier equipment
d Modern textile mill with concealed ductwork
q Ductwork of an obsolete equipment

wm o b Bunmmi—_5 1
3 .V v 'x. .
bl E G emwe o q Textile mill with free distribution conduits

e alids
%om’o-we © P VIPPPTIITRIWIOT
. ey e As A AAd
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For the filtration and cleaning of air,
besides the well-tried oil-coated filter
elements, dry filters complete with
easily replaceable inserts are available.

The filter cells are arranged vertically
or at an angle on their support frame.
Their maintanance is simple.

Entirely noiseless, the built-in ventil-
ators make through high efficiency for
low power consumption.

Our comfort-purpose air-conditioning
units, always adapted to the character
of the building, distribute fresh air
noiselessly and draft-free, while the
industrial types help manufacture by
ensuring optimum technological and
health conditions.

Questionnaire

roved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

© Application

(2) For comfort purposes
(b) For industrial purposes

o Requirements

(c) Temperature (tolerance in centigrade degrees)
(d) Humidity (tolerance in terms of percentage)

o Description of building or room to be air
conditioned
(Please submit plan, if possible)
(e) D ions and arr of windows, doors and
blank walls
(f) Structural details

o Service conditions

(g) Number of persons co-present

(h) Output and synchronism of the incorporated machinery

(i) Current consumption of daytime lighting

(k) Description, surface and insulation of heating conduits
within the rooms

(I) Heat output or consumption, as the case may be, of alter-
native heat generators (open fire, steam, gas)

@ rover data

(m) Kind and voltage of available current

(n) Kind, temperature and pressure of available heating
power

(o) Cooling water availabilities (amount, temperature, pres-
sure)

Q@ ‘Location

(p) Conditions of fresh-air intake
(r) Available space for air conditioning centre
(s) Available space for air-ducts

@ ciimatic data

() Limit values of dry and humid air temperatures in sum-
mer

(u) Limit values of dry and humid air temperatures in winter

(v) Insolation

(2) Prevailing direction of wind

HUNGARIAN TRADING COMPANY FOR FACTORY EQUIPMENT
BUDAPEST V. DOROTTYA U. 6 = P.O.B. 36 BUDAPEST 51 = CABLE ADDRESS' KOMPLEX-BUDAPEST
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Besides

AIR-CONDITIONING

equipment

KOMPLEX-BUDARPEST

supplies

all kinds of

REFRIGERATING

plants
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PROGRAMME
D'EXPORTATION
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|. CENTRAUX, INSTALLATIONS ET POSTES TELEPHONIQUES

P P
Centraux 4 batterie locale (BL)
Centraux & batterie centrale (BC)

Centraux P
Centraux du type 7-DU
Centraux du type 7-A2

Centraux & batterle locale (BL)
Type SLB-4
Type SLB-6
Type SLB-30
Type SLB-100
Centraux & batterie centrale (BC)
Type SCB-8
Type SCB-12
Type SCB-20
Type SCB-60
Type SCB-120

Type STB-6
Type STB-010
Type STB-11
Type STB-25
Type STB-35
Type STB.55
Type STB-50/250
Type 7D-PBX

ou privés ...

ou privés 10—11

Centraux téléphoniques interurbains manuels . ..

Centraux Interurbains 4 cordon
Centraux interurbains 4 clés

Centraux i
Installation sélective semi-automatique du type LB-55
Centraux auxiliaires généraux
Central téléphonique auxiliaire pour maisons de rapport
Installations de dispatcher

Type CB-20

Type STD-24

Type STD-36

Type STD-48

Type STD-60

en série

Postes téléphoniques ... ..
Type CB-555
Type LBU-1
Appareils téléphoniques pour mines
Appareils téléphoniques encaisseurs

oved for Release
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1. SYSTEMES TELEPHONIQUES ET TELEGRAFIQUES
PAR COURANTS PORTEURS

Instaliations téléphoniques par courants porteurs sur lig-
nes en fils nus aériens ..

Installation téléphonique 4 3 voles du type BBO-3

Installation téléphonique 4 12 voles du type BSOJ-12

porteurs sur

installations télégraphiques par courants porteurs .

Installation télégraphique & 24 voles du type VT-24

Installations pour cibles Hertxiens ..

Installation micro-ondes & 24 voies du type PM-24

E des i pour circuits
chargés en cible

. EMETTEURS ET EMETTEURS-RECEPTEURS
RADIOPHONIQUES

Emetteurs de radiodiffusion 3 ondes courtes et moyennes
de grande puissance ................. cerenes ceaene
Emetteur de radiodiffusion 3 ondes courtes de 120 kW
Emetteur de radiodiffusion i ondes moyennes de 140 kW
Emetteurs de radiodiffusion 3 ondes ultra-courtes modu-
1és en fréquence
Emetteur de 250 W du type FR-22
Emetteur de 1 kW du type FR-102
Emetteur de 3 kW du type FR-302

. GENERATEURS INDUSTRIELS A HAUTE FREQUENCE

Générateurs pour chauffage par pertes diélectriques ..
Type DG-1
Type DG-2
Type DG-5
1 par
B L. T P

. APPAREILS DE MESURE

Appareils de mesure de télécommunication
Psophométre TM 5410 .

Hypsomatre TM 5115

Pont d'impédance TM 5210

Appareil de mesure d’harmoniques TM 5310

Voltmétre pour mesurer en hautes fréquences TM 5113
Nivaumétre TM 5114 et TM 9110

Diaphonomatre TM 5400
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CENTRAUX A BATTERIE LOCALE (BL)

Les centraux BL sont constitués par des meubles 2 commutateurs multiples 3 1 ou a 2 positions d’opératrices.
Sur le front d’un meuble de ce type, on trouve la section de multiplage comprenant les panneaux verticaux
des réglettes de Jacks locaux et interurbains, la sonnerie et les clés permutatrices du courant d'appel et

de la batterie. Le plateau horizontale du meuble sert comme platine de clés.

A une seule position 100 lignes d’abonnés locales et 6 lignes interurbaines peuvent &tre reliées. En cas
d'application de plusieurs positions d’opératrices, ce sont les jacks de renvoi, qui, en association avec

les lampes d'appels, assurent la coopération des positions individuelles.
Pour chacune des positions 8 dicordes sont mises & disposition.

En cas de la mise en communication d'un nombre assez élevé d’abonnés, il peut &tre avantageux d'avoir
recours & la séparation du trafic local et interurbain. A ces fins, un meuble interurbain est 4 livrer ol les
jacks locaux se trouvent également multipliés. Les circuits peuvent &tre congus de fagon, que I'opératrice

interurbaine puisse & volonté rompre les i locales évi assurant ainsi la priorité

pour les liaisons interurbaines.

— g

s
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CENTRAUX

du type 7-DU

Les centraux du type 7-DU sont du systéme Rotary, excellemment applicables comme
centraux téléphoniques des villes plus ou molins grandes. La possiblilité de coopération
dans le réscau local & plusieurs bureaux et de I'insertion dans un systdme de sélec-
tion interurbaine automatique est assurée,

Les centraux du type 7-DU sont extensibles de 100 & 10 000 abonnés, mais I'applica-
tion la plus économique s'effectue en cas d'un nombre d'abonnés de 500 i 5000,

Les organes de commutation utilisés sont: des relais, des apparells pas & pas et des
chercheurs 4 100 broches 3 entrainement commun. Au cours de I'établissement des
communications, des circuits enregistreurs entrent en jeu, conformément au systéme
4 commande indirecte.

Les lignes d’abonnés sont reliées aux arcs des chercheurs primaires et i ceux des
sélecteurs de ligne, Pour I'obtention d'un concentration convenable, on utilise des
chercheurs secondaires. En faveur d'une répartition plus uniforme du trafic, I'équipe-
ment comporte des chercheurs-séls inés, capables de i soit
comme chercheur primaire, soit en sélecteur de ligne. En cas d'un trafic extrémement
fort d'une grande ville, il est plutét recommandé I'application des centraux principaux
du type 7A-2.

La tension des batteries est de 48 volts,

—
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B
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CENTRAUX
du type 7A-2

Les centraux du type 7A-2 sont du systéme Rotary, qui ont été construits pour
satisfaire aux exigeances de la commutation en cas d’un trafic de grande ville.
La possibilité de coopération dans le réseau local i plusieurs bureaux et de
I'insertion dans un systéme de sélection interurbaine automatique est assurée,
Le foncti le plus i se réalise & un nombre d'abonnés au
dessus de 4000, comme par exemple & 10—20 ou 30 000.

Les organes de commutation du systéme sont: des relais, des combineurs, des
chercheurs i 200 broches et des sélecteurs 200 ou 4 300 broches, ces derniers
4 entrainement commun.

Les lignes d'abonnés sont reliées aux arcs des chercheurs primair-es et i ceux
des sélecteurs de ligne. Au cours de I i des des
circuits enregistreurs entrent en jeu, conformément au systéme 4 commande
indirecte,

La tension des batteries est de 48 volts.
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entraux téléphoniques manuels satellites ou privés

CENTRAUX A BATTERIE LOCALE (BL)

Type SLB-4

Commutateur 4 clés sans cordons du type BL pour la
mise en communication de 4 lignes locales et de 1 ligne
de transit interurbain. Possibilité de deux conversations
locales simultanées entre les lignes locales. Une conversa-
tion locale peut &tre possible, méme si les deux autres
lignes locales sont occupées par une communication
Interurbaine. Maniement facile, exécution  table, boitier
en métal. La tension de batterie est de 3 volts.

Type SLB-6

Commutateur BL sans cordons pour la mise en communi-
cation de 6 lignes locales et de 2 lignes de transit inter-
urbaines. L'équipement peut &tre adapté pour 2 lignes
Interurbaines, 5 lignes locales et 1 ligne jumelée, ou
pour 2 lignes interurbaines et 8 lignes locales. Sur désir
spécial, le commutateur peut &tre 3 livrer sans lignes
interurbaines, mais équipé pour 10 lignes locales.

Les commutations s'effectuent d'une fagon trés simple,
par I'emploi des fiches fausses en matiére isolante. Le
nombre des conversations simultanées est 4, ce qui
signifie, que tous les postes peuvent &tre simultanément
mis en communication. Exécution de table, en boitier
métallique, La tension de batterie est de 3 volts.

Type SLB-30

Commutateur BL i cordons pour le montage au maximum
de 5 panneaux verticaux. Par panncau, les organes de
ligne de 10 lignes locales ou de 6 lignes interurbaines
terminantes ou de 3 lignes de transit sont équipés. De
cette maniére I'équipement le plus convenable aux
exigeances locales peut &tre utilisé jusqu'au maximum de
50 lignes locales, sans lignes interurbaines. En cas de

I fon d'un équi partiel, le

reste extensible par le simple montage ultérieur des
réglettes convenables. 8 dicordes sont 4 disposition, qui
assurent I'écoulement du trafic, méme en cas d'utilisation
d'un équipement complet. Exécution murale, en armoire
stabile en bois. La tension de batterie est de 3 volts.

Type SLB-100

Commutateur BL & cordons pour le montage de 12
panneaux verticaux. Un seul des panneaux contient les
organes de ligne de 10 lignes locales, de 6 lignes inter-
urbaines terminantes ou de 3 lignes interurbaines de
transit. Par I'exploitation convenable de ces panneaux,
on assure la capacité la plus économique, conforme aux
exigeances. Cette capacité s'éléve sans lignes inter-
urbaines jusqu'a 120 lignes locales. Les organes de ligne
de renvoi de 12 lignes sont également montés sur le
commutateur, qui rendent possible, méme en cas d'un
nombre de ligne dépassant la capacité maximale, la coopé-
ration avec les autres meubles commutateurs. Le nombre
des dicordes de connexion dépend de I'équipement.
Pour I"équipement final on a & disposition 16 dicordes
qui assurent sans défaut I'écoulement du trafic le plus
fort 4 attendre. Exécution en armoire stabile en bois.
Dimensions: 154X65X86 cm. La tension de batterie est

de 3 volts.
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CENTRAUX A BATTERIE CENTRALE (BC)

Type SCB-8

Commutateur BC i clés pour la connexion de 2 lignes BC ou automatiques urbaines et de 8 lignes locales. Possiblité de 3
conversations simultanées, Les appels urbains et locaux se présentent sur des lampes de signalisation. La mise au point des
Circuits assure Ia rupture commandée par le bureau urbain et la garde automatique des circuits. Exécution de table en boitier
métallique. La tension de batterie est de 24 volts.

Type SCB-12 .

Commutateur BC 4 clés pour la connexion de 3 lignes BC ou automatiques urbaines et de 12 lignes locales. Possibilité de 5
conversations simultanées, Les appels urbains et locaux se présentent sur les lampes de signalisation. La mise au point des
Circuits assure Ia rupture commandee par le bureau urbain et la garde automatique des circuits. Exécution de table en boftier
métallique. La tension de batterie est de 24 volts.

Type SCB-20

Commutateur BC 4 clés pour Ia connexion de 5 lignes BC ou automatiques urbaines et de 20 lignes locales. Possibilité de 7
Comvarsations simultanéet, Les appels urbains et locaux se présentent sur les lampes de signalisation. La mise au point des
Civeuits assure Ia rupture commandée par le bureau Urbain et Ia garde automatique des circuits. Exécution de table en botier
métallique. La tension de la batterie est de 24 volts.

Type SCB-60

Commutateur BC & cordons pour le montage de 8 panneaux verticaux. Un seul de ces panneaux contient les organes de com-
mutation de 10 lignes locales et de 5 lignes BC ou automatiques urbains. L'équipement s'éléve au maximum 4 80 lignes locales
ou 4 10 lignes urbaines et 60 lignes locales. L'extension s'effectue par le montage ultérieur des panne:ux_nécessalrex. va non]hre
Ges conversations simultanées est de 16. L'appel urbain est pourvu d'une signalisation de lampe et celui provenant d'une ligne
locale se présente par des voyants optiques. La mise au point des circuits assure la rupture commandée par le bureiu urbzén
et la garde automatique des circuits. Exécution en armoire de dimensions de 140%76X72 cm. La tension de batterie est de
24 volts.

Type SCB-120

Commutateur BC & cordons avee deux positions dopératrices pour le montage au maximum de 14 panneaux verticaux. La
capacité éléve 4 20 lignes BC ou automatiques urbaines et 100 lignes locales, ou sans lignes urbaines 3 140 lignes locales. En
o un équipement monté partiellement, Iextension se fait par le montage ultérieur des panneaux nécessaires. Les dicordes,
au nombre de 28 au maximum, assurent I’ du trafic sans d méme en cas d'une exploitation & capacité
vavimale. La mise au point des circuits assure Ia rupture commandée par le bureau urbain et Ia garde automatique des circuits.
Exécution en armoire de dimensions de 16876120 cm. La tension de batterie est de 24 volts.

Remarque:
Les dimensions mentionnées sont donn

(o]

ées 2 titre d'information. Nous nous réservons le droit de modifications.
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@enlraux téléphoniques automatiques satellites ou privés

Tous les centraux automatiques de ces types assurent les services suivants:

Trafic local entiérement automatique

Commutation automatique des communications de départ urbaines

Commutation des communications d'arrivée urbaines par P'intermédiaire de |'opératrice
Possibilité d'appel local pendant la suspension de la conversation urbaine

Possibilité de transfert des communications urbaines

Prise des appels de nuits par le poste déterminé a l'avance

Type STB-6

Exécution murale pour la commutation de 2 lignes urbaines et de 6 lignes locales, avec un seul circuit
de connexion. Commutation & I'alde de relals. L'appel urbain entrant peut étre regu par n'importe quel
poste désigné. Fonctionnement sur accumulateurs de 24 V, 15 Ah.

Type STB-010

Exécution murale pour la commutation de 10 lignes locales. Possibilité de 2 conversation simultanées.
Commutation par des relais et des apparells pas & pas. Fonctionnement sur accumulateurs de 24V, 10 Ah.

Type STB-11

Exécution murale pour la commutation de 3 lignes urbaines et de 10 lignes locales. Possibilité de 2 con-
versations simultanées. Commutation par des relals et des appareils pas a pas. Pour la réception des appels
entrants urbains, une boite de manoeuvre est a disposition, qui peut &tre montée auprés du poste désigné.
Eonctionnement sur batterie d'accumulateurs de 24 V, 15 Ah.

Type STB-25

Exécution en armoire pour la mise en communication de 5 lignes urbaines et de 25 lignes locales. Possibilité
de 4 conversations simultanées. Commutation par des relais et des appareils pas 3 pas. Pour la réception
des appels entrants urbains, un poste d'opératrice est mis a disposition. Foncti sur accumul; s
de 24V, 30 Ah.

N 3 T
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Type STB-35

Exécution en armolre pour la commutation 3 désire de 5,7 ou de 10 lignes urbaines et de 50 lignes locales.
Possibilité de 6 conversations simultanées, Commutation par des relals et des apparells pas & pas. Pour
la réception des appels entrants urbains un poste d’opératrice séparé est misd disposition. Fonctionnement
sur batteries d'accumulateurs de 24 V, 35 Ah.

Type STB-55

Central satellite composé de 1 ou de plusieurs armoires entralnement commun, pour la mise en com=
munication 4 désir de 5, 10, 15 ou de 20 lignes urbaines et de 50, 100, 150 ou de 200 lignes locales. Possi-
bilité de 12 conversations locales par 100 lignes locales. Commutation par des appareils du type Rotary.
Pour la réception des appels entrants urbains, un poste d'opératrice séparé est mis 3 disposition. Fonction-
nement sur accumulateurs de 48 vV, 70—200 Ah.

Type STB-501250

Utilisable pour desservir 50—200 lignes locales et 5—28 lignes urbaines. Les circuits de 50 lignes locales
sont logés dans une armoire formant une unité. Le central est, par Pemploi de ces unités, extensible
jusqu'a 250 lignes. Une armoire parellle contlent les circuits des lignes urbaines. Au maximum, les organes
de 7 lignes urbaines peuvent y &tre montés. Les circuits communs du central se placent dans une armoire
séparée, qui, en cas de I'extension finale de 50 lignes, peut atre mise 3 part. Puisque le central se trouve
constitué de ces unités, I'équip est trés éc ique et | jon 3 la capacité désirée reste toujours
assurée. Le nombre des conversations simultanées s'éléve 2 8 par 50 lignes. Commutation par des sélecteurs
pas  pas. Le poste d'opératrice est maniable par des boutons-pressoirs. La protection contre la poussiére
et humidité est assurée par la construction des armoires fermées. Fonctionnement sur batteries d’accu-
mulateurs de 48 volts de capacité convenable.

Type 7D-PBX

Central contenant des btis couverts, équipé selon désir jusqu'a 2000 lignes locales, purvu de lignes urbaines
et de circuits de connexion de nombre nécessaire. La commutation se fait 3 I'aide des appareils de com-
mutation 2 entrainement commun du type Rotary. Le meuble d'opératrice est a1 ou 3 2 positions confor-
mément a I'équip monté. Foncti sur batteries d'accumulateurs de 48 volts de capacité
convenable.
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CENTRAUX INTERURBAINS A cLES

Centrauxinterurbains sans cordons en liaison avec le central automatique principal, pourvus d'habi-
tude d'un meuble 3 4 positions d’opératrices. Sur désir spécial, un méuble & 2 positions est aussi
3 livrer. Les réglettes de lampes et de clés de 2 circuits de préparation et de 8 circuits de connexion
se trouvent montées par position. Des bitis séparés contiennent les relais et les appareils de
commutation des circuits.

e it o G

Le circuit de préparation assure I'exploitation économique des lignes interurbaines, car, si plusieurs
abonnés ou lignes interurbaines se trouvent maintenus en attente d’une communication inter-
urbaine, 'opératrice peut, 2 I'aide de ce circult, avertir I'abonné qui s’en suit et le garder en
attente. A la fin de la conversation interurbaine en cours, 'opératrice a la possibilité d'établir
tout de suite la nouvelle communication en agissant sur une clé, sans faire attendre la ligne
interurbaine.

La durée des conversations est mesurée par compteurs chronomatres montés sur les positions
d'opératrices. Le compteur mis en marche par I'opératrice, s'arréte automatiquement 2 la fin
de la conversation.

es tables de renseignement, ainsi que tous les autres accessoires nécessaires pour le central
nterurbain, sont également & livrer.
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@emraux téléphoniques interurbains semi-automatiques

.IVNSTALI.A'I'loN SELECTIVE SEMI-AUTOMATIQUE
du type LB-55

Dans les réseaux téléphoniques ruraux exploités en systéme BL, la possibilité d'établissement des com-
munications n'est en générale que restreinte, parce que par exemple la nuit ou aprés le temps de travail
de I'opératrice du central rural, les services sont en suspens. Pour remedier  cet inconvénient, I'installation
du type LB-55 rend possible tout le temps Ja mise en communication de 4 abonnés par central rural, Cela
signifie & proprement parlé I'automatlisation partielle des réseaux téléphoniques ruraux de systéme BL,
de Iinstall les entre tous les centraux appartenant

car, au cours du
au réseau sont établies par I'opératrice du central principal de ce réseau.

Au central principal de I'installation 10 lignes peuvent atre reliées, et A chacune de ces lignes 4 centraux
satellites, représentant 4 abonnés chacun, peuvent appartenir. Le branchement des centraux satellites aux
lignes peut se faire soit en série, soit en étolle et il est méme possible de placer plusieurs satellites en
une méme localité. Par suite de ce qui fut dit plus haut, I'installation est capable de desservir en somme
160 abonnés appartenant au maximum 3 40 localités. L'opératrice centrale mentionnée peut faire I"appel
sélectif de n'importe quel abonné, elle a méme la possibilité d’en appeler 2 la fois plusieurs pour la réalisation
d'une: conversation en conférence. Chaque abonné peut appeler I'opératrice centrale.

L i ala place de de I'opératrice centrale est constituée par un bati de construction
fermée, oil sont montés les circults nécessaires de commutation et de contrdle, ainsi que les unités d'alimen-
tation fournissantes les courants nécessaires pour toute I'installation. Les centraux satellites se composent
en somme de 8 relais montés dans une boite en exécution murale. lls n’exigent aucune source de courant,
ni de maniement.

Pour I" i des il est nécessaire d'avoir une batterie d'une tension de 60 V.
Celle-ci est en général a disp alaplace de de I'opératrice centrale pourvue d'exploita-
tion télégraphique usuelle. Si cela n'est pas ainsi, le béti central peut étre 3 livrer muni d'une unité d'ali-
mentation de 60 V, dont le fonctionnement s'effectue & partir du secteur. En cas d’une panne du réseau
d'énergle, un vibrateur se met en marche, assurant ainsi I'alimentation de I'installation sur les batteries
de 48 volts du bureau.

@eniraux auxiliaires généraux
CENTRAL TELEPHONIQUE AUXILIAIRE POUR MAISONS DE RAPPORT

Clest essentiellement une installation, qui réunit les lignes d'abonnés d'un terrain restreint d’habitation,
par exemple celles d'une maison de rapport, et qui établit les communications vers le central principal
3 l'aide de peu de lignes de connexion. L'économie en cible réalisable ainsi dépasse largement les frais
de I'installation, sous condition que la distance entre I'installation et le central principal s'éléve au molns
42,5 km.

Une partie de I'installation, le central de maison, se loge dans la maison de rapport. Son fonctionnement
est contrdlé par les circuits de contrdle placés au central principal. L'équipement entier est d'une exécution
a enlﬁcher. Les pannes en service se présentent automatiquement, grice aux circuits d’alarme employés.
Le central auxiliaire de n:aison du type 5/20 permet la mise en communication de 20 abonnés a travers

5 lignes de ion. L fichable rend possible de n'utiliser que I'équipement nécessaire

aux exigeances, par exemple, en cas de 12 abonnés, il suffit n’enficher que 3 unités d’abonné et 3—4 unités
. P

deligne de Le du central auxil de maison n’exige aucune source de courant,

ni d’opératrices.

L'installation est par I'emploi des organes supplémentaires extensible jusqu'a 10 ligne de connexion et
a 60 abonnés.
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Central satel!ite du type LB-55

Partie du central principal -
du type LB-55 .
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Type CB-20 Types STD-24, STD-36,
STD-48 et STD-60

Appareil de tzble 3 clés, adapté aux services téléphoniques
du dispazcher d'une usine moyenne. Outre les 20 postes
zpperzenzat 2u réseau dispatcher, 2 lignes urbaines (ou
Jocates ds ceatral de T'usine) peuvent &tre reliées 3 Iap-
sereil. Le dispatcher peut se mettre en communication
rzpidement et s2ns 2ucun inconvénient avec tous les pos-
s raccordés 3 son réseau. Les conversations ne peuvent
2ere rompues que par l'intermédizire du dispatcher. Les
conversztions sont secrétes, mais le dispatcher peut appe-
ter plusieurs postes ou groupes de postes en conférence.
Le dispazcher a la possibilité d'interrompre s2 conversa-
<ion Jocale ou urbaine et aprés avoir parlé sur une 2utre
ligne locale ou urbaine, de reprendre la conversation ini-

rizle. A une conversation en cours locale ou urbaine, il

peut 2ussi brancher des autres postes locaux.

Lappareil est disposé dans une boite méwallique de 25
%30% 30 cm de dimensions, la tension de barterie est de
43 volts.

Les postes téléphoniques utilisés dans le réseau dispatcher
euvant arre sans cadran d'appel, du type BC. A I'zide
de ces postes, le dispatcher peut &tre appelé par le décro-

chage du microtéléphone.

BUDAVOX
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gnstallations d’intercommunication en série

Dans les entreprises et bureaux, il est préférable de pouvoir mettre les lignes urbaines 2 la disposition
de plusieurs postes locaux. Il arrive égal souvent, que ['exige se présente qu'on puisse établir
rapid une entre quelques postes locaux, sans qu'on ait recours 3 manoeuvrer le
cadran d'appel. Ce sont les install d'inter en sérle qui satisfont 4 ces exigeances.
Les installations assurent les avantages suivants: mise en rapide 2 b P ir, manie-
ment simple, présentation agréable, dimensions réduites. Du point de vue de la transmission des con-
versations, elles satisfont aux recommandations du CCIF.

Les services principaux sont: les postes locaux exécutent I'appel entre eux par bouton-pressoir; la ligne
urbaine BC ou automatique peut &tre reliée 3 n'importe quel poste; pendant la suspension de la conversation
urbaine il est possible d'entretenir une conyersation locale secréte; les conversations urbaines sont secrétes;
possibilité de surveillance et de priorité pour les postes désignés a I'avance; possibilité de mise en con-
férence des postes; connectant I'installation 4 un central satellite, rappel et transfert des communications
peuvent &tre réalisés.

L'alimentation en courant s'effectue selon demande soit par une unitée d'alimentation branchéesursecteur,
soit avec accumulateurs de 12 volts. Pour charger les accumulateurs il peut y étre monté un redresseur du
secteur ou un pont d’alimentation alimenté & partir du central principal. La consommation a vide est
minime, 1—2 kWh par mois.

50-Yr 2013/11/22 : CIA-RDP8
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INSTALLATION D’INTERCOMMUNICATION
du type ITS 26/M

Cette installation fut construite pour le raccordement de 2 lignes urbaines et de

6 lignes locales. Elle comporte 6 postes et leur boite de raccordement, I'armoire

annonciatrice pourvue d'une unité d'alimentation et des postes de surveillance au

nombre désiré.
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(I)osles téeléphoniques

Type CcB-555

en boite en matiére synthétique noire ou en
ns sont placés dans une boite fermée,
son récepteur et microphone sont du type capsule
lon moderne s'adaptant & tous milieux.

Poste automatique de table, couleur. Les organes intervenant

3 P'établissement des communicatiof
Sa sonnerie est 3 une seule bobine et de haute sensibilité,
tre la poussiére. Présentatl
e tension de 24, 48 ou de 60 volts.

protégés ainsi contre Phumidité.

et de haute qualité. Protection efficace con’

Il peut étre appliqué 3 des centraux d'un

Sur désir spécial, le poste peut atre 3 livrer avec bouton de renseignement et 3 la place du cadran d'appel
un faux disque peut &tre monté. L'isolement en cotopa des cordons résiste bien 3 'humidité. La livraison
en exécution spéciale pour les tropiques est également possible avec des cordons & isolement en PVC.

Le poste satisfait aux recommandations du CCIF.

Rapport d'impulsions du cadran (rupture: fermeture)

pour type DA .. 1:15-20
pour type DB 1:18-22
Vitesse du cadran .. 10 impulsions/sec +10%
Résistance du bobinage de la sonnerie 1100 ohms
2 kgs

Poids de I'appareil
Emballage: 50 piéces par caisse de 200 kgs, 0,76 m*

Type LB u-1
en boite de matiére synthétique noire
ans une boite fermée, protégés ainsi
son récepteur et microphone

en série ou en dérivation,

Poste de table 2 magneto pour la mise
ou colorée. Les organes nécessaires 3 la commutation sont logés d
contre 'humidité. Sa sonnerie est 3 deux bobines et de haute sensibilité,

psule et de haute qualité, Protection effic
oderne, ué au long de P'appareil. L'isole-

Phumidité. La livraison en exécution spéciale pour les tropiques

n PVC.

ace contre la poussiére .

sa magneto est forte.

sont du type €2
et 'humidité. Présentation élégante et m
ment en cotopa des cordons résiste bien 3
avec des cordons 3 isolement e

avec microtéléphone sit

est également possible

Le poste satisfait aux récommandations du CCIF.
Puissance maximale de la magneto pour 3 tours[sec 4 watts
Résistance du bobinage de la sonnerie 2% 1000 ohms.
Tension de la batterie .. 3 volts
3 kgs

Poids de I'appareil ...
Emballage: 25 piéces par caisse de 170 kgs, 0,70 m*
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dppareils ‘téléphoniques pour mines

Type LBB

Apparell téléphonique 2 magneto pour mines, d’une exécution étanche 3 I'eau et protégée contre le grisou
et I'explosion, conformément aux normes de la VDE. La boite de I'appareil et celle de la batterie sont
en fonte, le microtéléphone est' cordon en caoutchouc, qui reste imperméable m&me en cas du plongeon
complet dans I'eau. .
L'appareil satisfait aux recommandations du CCIF.

Puissance maximale de la magneto ....

Résistance du bobinage de la sonnerie . ... 2x1000 ohms

Tension de la batterie . ... 3 volts

Poids de I'appareil ....

Emballage: 4 piéces par caisse de 180 kgs, 0,64 m*

Type CBB

Appareil téléphonique automatique pour mines, avec cadran d'appel, d'une exécution étanche i l'eau,
protégée contre le grisou et I'explosion, conformément aux normes de la VDE. La boite de I'appareil
est en fonte, le microtéléphone est 2 cordon en caoutchouc, qui reste imperméable méme en cas du
plongeon complet dans I'eau.
L'appareil satisfait aux recommandations du CCIF.

Rapport d'impulsions du cadran, selon demande . 1:1,5-22

Vitesse du cadran 10 impulsions/sec £10%

Résistance des bobinages de la sonnerie . . 2x500 ohms

Poids de I'appareil . 24 kgs

Emballage: 4 pieces par caisse de 130 kgs, 0,35 m*
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ns teléphoniques par courants porteurs
en fils nus aériens

TELEPHONIQUE A 12 VOIES

BSO0J-12

par courants porteurs de haute
ent de 12 voles additionnelles sur
s exploitée déja par 'installation
les et par un systéme & courants
ation en quatre types (BSOJ-A12,
bi-D12), une différerice exclusive
ervalle et décalage des fréquences
R nise sur la ligne. L'emploi de ces
la mise en service de plusieurs
ame trace, sans risquer la diaphonie
¢ 3 modulation de vole directe,
5 cristaux de haute stabilité, avec
chacune des deux directions de
r6le entidrement automatique et
Alimentation avec les batteries
crices de 130 et de 24 volts, ou
installation d'alimentation livrée

terminale appartenant & un seul
pris le bici des signaleurs 500/20

Bl s bicis producteurs des porteurs
rs systémes; un autre bti con-
peut étre équipé pour & systémes.
end un biti, sur deux autres bitis

sont montés les organes de ligne pouvant &re équipés pour
quatre stations répetrices.

Toutes fréquences porteuses sont engendrées  partir dun
mtre-oscillateur contrdfé par quarz. Les batis du systame
producteurs d'harmoniques Sont pourvu® d'un systéme de
cecours et le fonctionnement, en cas d'un dérangement,
du permutateur de systéme est automacique. Les pannes
sont signalées par des circuits d'alarme.

Chacune des voles téléphoniques peut &re exploitée avec
un systéme télégraphique & fréquences vocales & 24 voies.
Les stations répetrices intermédiaires peuvent &cre du type
sans surveillance. Une station répetrice de contréle peut
assurer la surveillance de 1 ou de 2 stations répetrices de
ce type.

L'installation satisfait aux recommandations du CCIF.

Bande des fréquences audibles transmise 300—3400 Hz
Bande latérale totale sur 1a ligne ... 36— 143 kHz
Portée (entre 2 stations terminales) ... 160— 200 km
Distance des stations réperices .. ... 80— 160 km
Tubes ..venee EF6, PTEM1, SA/102D, SP42
Hauteur des btis . 3200 mm
Surface de base d'un biti - . 520 320 mm
Poids par biti . 250-350 kg
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INSTAI.I.ATION TELEPHONIQUE A 3 VOIES

du type BBO-3

Ce systéme téléphonique par courants porteurs &
3 voles permet I'établissement de 3 voles de conver-
sation additionnelles sur la paire en fils nus aériens
exploitée déja par Pinstallation usuelle 3 fréquences
vocales et éventuellement par un systeme télépho-
nique par courants porteurs 2 12 voies. Réalisation
en trois types (BBO-S3, BBO-T3, BBO-N3), une
différence exclusive étant entre eux dans I'intervalle
et décalage des fréquences de la bande latérale
transmise sur fa ligne. L'emploi de ces divers types
rend possible la mise en service de plusieurs sys-
témes 2 3 voies sur fa méme trace, sans risquer fa
diaphonie intelligible. Fonctionnement 3 modula-
tion directe, avec une fréquence pilote pour chaque

direction de transmission, avec contrdle automa-

tique de niveau. Alimentation soit avec des batteries

de 130 et de 24 volts, soit sur secteur. L'instalfation
de la station terminale ou répetrice intermédiaire
se compose de deux bitis ol sont également montés
fe redresseur du secteur et les signaleurs 500/20 Hz.
Les dérangements sont signalés par des circuits

d'alarme convenables.

L'installation correspond aux recommandations
du CCIF.
Bande des fréquences audibles
transmise «....oo e ... 300—2600 Hz
Bande latérale totale sur la ligne 6,3—30,3 kHz
Portée (entre deux stations ré-
petrices) .
Domaine du contrdle pilote ...

Tubes ... EF-40S, EL41-S, ECCBO-S, PTE-11, AZ-21

Hauteur des batis . 2560 mm
Surface de base d'un bati ...-- 520% 320 mm
Poids par bati .....oooreen .. cca 250 kg
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quie"en cible. Fonctionne! ula 3
G fitres de bande 4 cristaux de haute seabllité, Toutes
porteusés sont engendrées 3 partir du'mé e maltre-oscilla-
ducteur d'harmoniqué.est pourvis:d'un systéme de
de-dérangeme permutateur,
sont signalées’

me. X
J¢s céiéphoniques peut &tfe exploltée avec un systéme
3 fréquences.vocales 3 24 vole:
de’la station terminal€ app un_seul systéme se
: e, biti des sighaleurs_500/20 Hz, de 2 bitis; deux
cearit les I de groupé et |
re équipés A 6 et 3 12 fystdmes, respectivement.

&diaire sont montées sur ui

520320 mm
200—300 kg

=

|
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nstallations télégraphiques par courants porteurs -

INSTALLATION Cette installation permet d'établir 24 voies télégraphi-
TELEGRAPHIQUE
A 24 VOIES

du type VT~ 24 lations téléphoniques modernes 4 plusieurs voies. L'ali-

ques duplex soit sur fils, soit sur une des voies des instal-

mentation s'effectue soit sur secteur ou bien avec les

batteries usuelles des stations répetrices. En cas d'alimen-

tation sur secteur, des redresseurs incorporés fournissent
la tension de plaque de 130 V, de manipulation de 60 V
et on y prend la tension alternative de 24 V pour le

ffage. En fonctic ¢ sur batteries, on dérive la
tension de manipulation de 60 V également des batteries
usuelles de 130 V et 24 V des stations. Si la tension de
batterie des stations s'éléeve 3 220 V, on aura besoin
des batteries séparées de 60 volts. L'installation contient

un circuit de contrdle automatique des niveaux.

La construction de I'installation est d'une présentation

moderne en armoire en métal, avec portillons a deux

battants. Une seule armoire contient toutes les platines
pour 12 voies télégraphiques et ainsi, I'utilisation indé-
pendante est également possible. La station compléte &

IOT I

24 voies se compose de deux armoires. Les platines indi-

viduelles sont construites de la fagon la plus moderne,

en exécution enfichable.

Sur ordre spécial, la livraison d’un émetteur de signal
3 enficher dans llarmoire et produisant un signal carré

de 50 Bauds, est également possible.

Linstallation satisfait aux recommandations du CCIT.

Méthode d'exploitation par courants de repos
Vitesse de manipulation max. 50 Bauds
Distorsion télégraphique, mesurée a une variation

de niveau de max. 0,7 N et avec le texte

d’essai du CCIT max. 7%
Intervalle du contrdle automatique de niveau: 0,7 N
Hauteur de I'armoire 2735 mm
Surface de base c.... 560250 mm
Poids par armoire s..... cca 200 kg

De -
classified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8



Declassified i - i
ed in Part - Sanitized Cop oved for Release 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

gnslallaiions pour cables H ertziens Recepteur: ......... superhétérodine 3 controle automatique de fréquence
Fréquence moyenne . ... 30 MHz

INSTALLATION MICRO-ONDES A 24 VOIES I:rgeur de bande . " upérieure & 4 MHz
ntenne: .....ooeee " s -

du type PM-24 A ramteme e . paraboloide & a||me2r;ta;::n dipdle de 2 m @

A I'aide de I'installation PM-24, Il est possible de réaliser 22 liaisons duplex radiotéléphoniques simultanées Largeur de radiation .

entre deux ou plusieurs localités de distance considérable. Chachune des voies téléphoniques permet la

transmission des signaux télégraphiques ou phomrélégraph(ques. En dessus des 22 voies téléphoniques

une voie de service assure ]a mise en communication de n'importe quelle station avec les autres. g:

Par I'utilisation des installations sur cibles Hertziens, on 2 |2 possibilité de réalisation d'un réseau de

tr i épendant des & et des liaisons des Administrations. )

On peut entre deux stations terminales intercaler 2 ou 3 stations de relais et ainsi la portée peut s'élever

3 200—300 km. Les installations mises une fois en service n'exigent en générale aucun maniement.

Le fonctionnement s’effectue sur secteur. Sur ordre spécial une source de courants de secours & fonction-

nement automatique peut étre & livrer.

ource de courants d’alimentation
a fonctionnement automatique

La source de courants d'al fon 3 fonctl a ique est appelée & augmenter dans un
degré considérable la sécurité de service d'une liaison de télécommunication, entre autres de celle réalisée
L'installation applique un systéme de modulation d'impulsion en position. Les décalages de temps sont par les Instal!atlons PM-24. Grice i cette source, lors d’une panne du secteur, P'énergie électrique destinée
réalisés 3 l'aide des lignes & retard. aux Installations alimentées, ne manque m&me pas pour un instant. La source de courant fournit une
La construction de I'installation en armorie est telle, que les platines contenant les organes des circuits tension alternative de 220 V, 50 pps. Uinstallation compléte comprend les suivants:

peuvent y étre introduites comme tiroirs. Coffret de commutation

L'installation d'une station terminale est constituée par: 1 armoire micro-ondes, 2 armoires multiplex, Batteries de 110 V, 120 Ahs

2 antennes réflectrices en paraboloide et leurs lignes d'alimentation, et une unité de raccordement de ligne. Convertisseur rotatif, constitué par moteur-générateur asynchrone et moteur en dérivation
La station de relais se compose de 2 armoires micro-ondes et de 4 antennes réflectrices en paraboloide 3 courant continu

pourvues de lignes d’alimentation. 2 stabilisateurs 3 courant alternatif

22 voies téléphoniques 2 agrégats de charge 3 moteur 3 essence de 5 Chx

Nombre des VOIS ..oonversresneeeereresrss
1 vole de service Données principales de service de la source de courant:
1 voie de synchronisation Puissance en service permanent 2 kW
Bande des fréquences audibles transmise . 300—3400 Hz Stabilité en tension . +0,5%
Bande haute fréquence 1900—2200 MHz Rendement .. 57"’° :
Emetteur: Durée de la permutation . 0 sec
Puissance de créte d'impulsions 2 w Durée de service 3 recomman .. . 6heures

ﬂicromoniteur

Le micromoniteur comprend tous les appareils
de mesure non contenus dans I'installation PM-24
méme, mais nécessaires 3 son contrdle en ser-
vice, 4 sa mise en service, 4 I'échange en service
des pitces déteriorées et aux réparations moins
importantes. Les appareils de mesure sont mon-
tés sur un bati roulant, facilement amovible de
fagon qu'ils en peuvent &tre facilement retirés.
Leur maniement se fait toujours du méme coté.
Le micromoniteur comprend les appareils de me-
sure suivants:

1. Appareil de mesure pour contrdle des
unités micro-ondes

Antenne artificielle

Ligne d'alimentation & fente
Amplificateur sélectif

Psophométre et niveaumétre
Lampemétre

Instruments 3 main

No oD

Declassified -
ied in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R0027000601
B - 013-8



y

(

/4

Declassified in Part - Sanitized Cop

mefteurs de radiodiffusion & ondes courtes
et moyennes de grande puissance

EMETTEWR DE BIAEH'QBGFFUSSQH A ONDES COURTES DE 120 kw

W merreur die miio de 120 W 2 ondes couTses
ffux comsTnitt jpour faire parvenir lle programms
nnﬂm;iknniguemustélo(gnés.rﬁmm =ncon-

que lles ioms péniodigues de 2
prapagation des ondes aouress &xigant — 20
ffonzrion diz lltheure llomlls — lle changemant de
lla firéguenze de [lémission mame plusieurs fois
gparjour. il furdunz imporzance primordiale d'en
assurer Ik possibilis? mapide. L2 solution de ce
proilgme 2 &5 midlisée dans c2mte installation
par wn célEacord comvenzble.

L2 constnugbion &2 Mémertenr est d'un sysieme
manghloc. Son encombrement réduit assure I'ex-

& du bt

mznde spidizle — également pos-

iazoggz;xi‘lr’ivjltnt
raliel
2 it

t das moyennes. La construction de I'émet-
teur est d'un systéme monobloc moderne et d'un
encombrement réduit. Par 'emploi d’une instal-
fation auxiliaire assurant la mise en paralléle de
deux ou plusieurs émetteurs, il devient possible

_ utilisant la méme antenne — de multi lier la

Puissance de sortie mesurée entre 6—12 MHz:
120 kW
Intervalle de fréquences: 6—22 MHz
Accord en fréquences: continuel par moteur
Sabilicé en fréquence:
sous contrdle a quarz £ 1x10-¢
en auto-excitation & 5x107°
Bande transmise: 30—10 000 Hz max. £ 1,5dB
par rapport a 1 kHz
Distorsion non-linéaire pour M = 90%
3 100—4000 Hz: inférieur 23%
3 60—9000 Hz: inférieur & 4%
Niveau non-psophométrique de bruits (pour une
modulation de 100%): —60 dB
Impédance de la ligne d'alimentation: 300 ohms,
3 4 fils symétriques
Niveau d’entrée de modulation pour I'obtention
d'une modulation 100% sur 600 ohms: —10dB
Rendement: cca 40%
H 000—3x15 000 V £5%
e

avec une unité de contrdle spéciale de haute
stabilité & 1x10 7
Distorsion non-linéaire pour M = 90%
2 120— 4000 Hz: 3%
a 60—10000 Hz: 4%
Bande transmise: 30—10 000 Hz max. & 1,5 dB
par rapport & 1 kHz

Niveau non-psophométrique de brults (pour une

puissance émise.

Puissance de sortie: 140 kW

Intervalle de fréquences: 525-1605 kHz
Stabilité en fréquence:

sous contrdle 3 quarz £ 5x107*

en auto-excitation %1 x10—*

dulation de 100%): ~—60 dB
Niveau d'entrée ds modulation pour I'obtention
d'une modulation 100% sur 600 ohms: —10 dB
fmpédances de la ligne d'alimentation: 150—300
ohms, ligne aérienne, asymétrique
Rendement: 50%

Tenslon du secteur: 3% 5000—3% 15000V +5%
50 Hz £ 1 Hz

Approved for Release
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(')}‘meueurs de radiodiffusion
a ondes ultra-courtes modulés en fréquence

Types FR-22, FR-102 et FR-302
lles émecreurs modulés en fréquence assurent Ia possibilité d'une réception de haute qualité sans brouillage.
|z base de lz série d"émecteurs est celui de 250 W du type FR-22, comprenant tous les circuits de
contréle, de réglage et d'alarme nécessaires 3 "émission. Ainsi, en dehors de son emplol individuel, il peut
acre utilisé comme étage de contréle des émetteurs plus grands. La construction des unités est uniforme
en cabine normalisée.
TYPES D'EMETTEURS: FR-102 FR-302

Puissance (mesurée sur la ligne d'alimentation) 1 kW 3kW

Intervalle de fréquences 87—100 MHz  87—100 MHz 87—100 MHz

Scabilicé en fréquence (sprés marche de 30 min.) 41 kHz +1 kHz +1 kHz

Impédance de sortie (réglable entre 50—70 ohms) 5152 51,5 @
Systéme de modulation MF MF
Déviation de fréquence 475 kHz 475 kHz 475 kHz
Bande transmise par rapport 3 1 kHz entre 30—15000 Hz +14d8 +14d8 +1d8

Constant de temps du prérelévement .. 7545 ps 7545 ps 7545 ps

So4Spus | S0£5ps S5 s
- Distorsion. non-linéaire_pour. modulation 100% (mesurée sans, prére-
lavement): .
430100 Mz . . : L A%, 1% 1%
410015000 Hz .. . AT 1 . a9,
 Niveau de-Bluits: .
’ MF objectif . i oo _sods’ | 60’ —60dB
ME subjectif - . T_jpd  ° —7048 - 0B .
_MA gbjectf . e 50 dB. —50dB ~50dB.
L MA subjectif . . v sSeep el v _epds - - —60dB —60 B
MA miod. 31 kHz pour mod. 100% . tevei.. . 0dB kg8 40 dB
" Tension du'secteur” oo JUUTTO L. 20V 459, 3KB0V 5% IX380V 5%
’ 5041 Hz 5041 Hz 5041 He

Consommation sir secteur ©....5.. v “1,6 KYA bk KYA 10,5 KVA

R 1. . 2090 mm
750 mm- © . 2250 mm

isiierrerss T . 650 mm © 60 mm -
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énérateurs pour chauffage par pertes diélectriques

Le séchage des corps isolants, le préchauffage ou fagonnage des matériaux synthétiques & chaud font tous
avantageusement appel 4 l'utilisation des générateurs pour chauffage par pertes diélectriques. L'avantage
considérable de I'application de ces générateurs résulte du fait, que le chauffage du matériel isolant est
uniforme et rapide, méme en cas d'¢paisseurs plus grandes. Ce mode de chauffage se base sur les pertes
calorifiques qui apparaissent par I'absorption d'énergle dans les corps isolants soumis & un champ électrique
alternatif de haute fréquence. De cette fagon, la chaleur prend sa naissance directement dans la matiére
3 chauffer, d’ot réduction considérable de I'énergie et du temps nécessalres au cours du fagonnage & chaud
des corps isolants.

DG5S

5 kW

7 et 9 MHz
7 kV
15A

200 mA

3380V, 50 Hz
cond. neutre

12,5 kVA

1 kW

0,85—0,9

de 2 sec

a 6 min.

DG |
1-1,5 kW
28 MHz
3,4 kv
1A

DG2

1.5 kW
27 MHz
3.4 kV
1A
100 mA
380 V, 50 Hz
1 phase
45 kYA
0,7 kW
0,85-0.9
de 2 sec
a3 min.

TYPES

puissance utile max. (selon couplage)..-
Fréquence de travail .

Tension de plague max.

Courant de plaque max.

Courant de grille max. .

Secteur ..

100 mA
380 V, 50 Hz
1 phase
45 kYA
0,7 kW
08

de 2 sec 3 3 min.
ou de 0,03 sec & 4 sec

& i)
, U, — g
[T

P s
Puissance max. prise du secteur . d
Consommation & vide

Facteur de puissance .

Minuterie incorporée avec des temps variable entre

Dimensions:
Hauteur .
Largeur .
Profondeur

1135 mm
550 mm
770 mm
220 kg

1190 mm
550 mm
770 mm
220 kg

1540 mm
1100 mm
1300 mm
700 kg

énérateur électronique pour chauffage par induction
du type 1G-30

L'utilisation des générateurs électroniques 3 haute fréquence pour chauffage par induction au cours des
divers procédés de traitement thermique des métaux assure I"économie la plus grande.

En plagant les matériaux d'une haute conductivité électrique — des métaux — dans la bobine inductrice
1 haute fréquence des générateurs, ce n'est qu'une couche superficielle qui se trouve chauffée, car I'effet
de peau se présente. Augmentant la fréquence de travail, cette couche superficielle diminue en épaisseur.
En cas d'un temps de chauffage plus long, la chaleur se propage — 1 cause de la haute conductivité thermique
des métaux — vers l'intérieur du corps 3 chauffer.

Par éq en choist < bl la fréquence, la puissance et le temps du chauffage, on
arrive au chauffage des couches d’épaisseurs les plus diverses. La piéce peut méme &tre chauffée 3 coeur et
la fusion totale peut aussi facilement &tre atteinte.

Les terrains d'applications les plus importants sont: la trempe superficielle ou locale, le recuit, le revenu,
ou préchauffage pour 3 chaud, fusion (sous vide ou en atmosphére protectrice), agglo-
mération des poudres métalliques, séchage, émaillage, brasage, soudure, etc.

Puissance utile max. 25 kW

Tension de plaque max.

Consommation d'eau (de la conduite d'eau)

max. 30 ljmin

5A
Courant de grille max. 08 A
Consommation 3 vide 4,5 kW
Alimentation sur secteur de 3380 V, 50 Hz, avec con-
ducteur neutre
70 kW
0,85

Courant de plaque max.

Puissance prise du secteur max. . .
Facteur de puissance en pleine charge cca

Minuterie & 3 positions incorporée:
temps de commutation le plus court cca
le plus long  cca

profondeur
Poids

0,25 sec
50 sec

2600
1800
1800
1500

- . .
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DIAPHONOMETRE
T™M 5400

L'appareil de mesure TM 5400 sert & mesurer des affaiblis-
sements dans les systémes de transmission dont la bande
de fréquence s'étende de 100 Hz 3 100 kHz. Il est tout
spécialement applicable & la mesure de I'affaiblissement
télé- ou paradiaphonique provenant des installations,
des cibles ou lignes aériennes, par la méthode de com-
paraison. On s’en sert ensuite pour déterminer la con-
stante de propagation sur cibles chargés ou lignes homo-
glnes avec la méthode de compensation.
Intervalle de fréquences de mesure: 100 Hz—100 kHz
Limites de mesures:

18 N jusqu'a 1 kHz

12 N jusqu'a 100 kHz
Précision:

£0,1 N jusqu's 10 N

+02 N au dessus de 10 N

roved for Release

HYPSOMETRE
TM 5115

L'hypsomatre portatif TM 5115 sert i effectuer des
mesures en relation des installations par courants por-
teurs & 12 voles sur lignes en fils nus aériens et sur les
liaisons ainsi exploitées. L'appareil comprend des circuits
d'émission et de réception. Différents niveaux de pulss-
ance peuvent &tre émis ou mesurés sur clrcuits symétri-
ques ou asymétriques d'une impédance de 600 ou 125
ohms.

Le circult d’émission comprend un oscillateur 3 une
lampe dont le débit peut &tre étalonné par une résistance
variable sur un instrument i redresseur sec. Le circult
de réception est un amplificateur 3 deux étages, précédé
par un transformateur d'entrée et par des circuits de
réglage de I'entrée. Le niveau reu se présente sur un
instrument i redresseur sec.

Le fonctionnement de I'apparell de mesure peut se
faire soit i I'nide de I'alimentation normale des stations
répetrices dont la tension continue est de 130 V et
19—~27 V, soit sur batteries convenables.

Circuit d'émission

Niveau d’émission: de 0 4 —40 dB par rapport 3 1 mW,
sur circuits symétriques ou asymétriques de 125 ou de
600 ohms.

Précision:

10,2 dB, relative & I"émission de 0 dB,
10,5 dB, relative i I"émission de —40 dB.

Circuit de réception

Niveaux regus: de —20 dB 4 425 dB, par rapport 1 mW,
sur circuits de 125 ou 600 ohms.
Impédance d'entrée: cca 20 kohms.
Intervalle de fréquence: de 10 kHz & 150 kHz
Précision: 40,5 dB entre 10 et 150 kHz

40,25 dB entre 30 ec 120 kHz

NIVEAUMETRE
TM 5114, TM 9110

Cet appareil de mesure (TM 5114) a été constrult pour
pouvoir effectuer des mesures de niveau dans les systames
par courants porteurs 4 12 voies sur lignes aériennes
dans lintervalle de fréquences de 60—600 kHz, L'appareil
de mesure et sa source de courants forment deux unités
portatives,

L'unité d'alimentation (TM 9110) fonctionne sur secteur
monophasé de 110—150 ou de 200—250 V, 4060 Hz,
H lov.xnk un courant continu de 6,3 V, 1,6 A et de 280 V,

mA.

L'unité réceptrice comprend essentiellement un com-
mutateur de limite de mesure, un transformateur d'entrée
et un amplificateur & contre-réaction a 4 étages, puis
un redresseur spécial et un instrument & cadre mobile,
Intervalle de fréquence de mesure: 60—600 kHz.
tendue de mesure: mesures de niveaux et des affalblicse-
ments de 23 dB 3 —55 dB par rapport 4 1 mW, sur
circuits symétriques ou asymétriques de 125 ohms.
Précision:
+0,5 dB entre 5 dB et —10 dB.

r 2013/11/22 : CIA-RDP81-01043R00270006001

PONT D’IMPEDANCE

™™ 5210

Le pont d'impédance TM 5210 permet des mesures
d'impédances dans les clrcuits symétriques sur fréquences
audibles ou porteuses.

Le transformateur différentiel et les séries de condensa-
teurs ainsi que les séries de résistances sont applicables
Indépendamment et séparément & des autres fins.

Pour son utilisatlon, le pont exige un oscillateur ainsi
qu’un indicateur externe.

Régime utilisable: 200 Hz—150 kHz

Décades de résistances: de 0,1 4 11111 ohms

Série de condensateurs: de 60 pF 31, 111 puF avec variation
continue par condensateur variable.

Mesures d'impédances: mesurable toute impédance
symétrique 3 la terre dont la partie réelle ne dépasse
pas 11111 ohms et dont la partie imaginaire est inférieure
31111 pF.

PSOPHOMETRE
™™ 5410

Cet appareil permet la mesure de la tension psopho-
métrique des bruits provenant des circuits divers. Son
emplol comme voltmatre & lampe est également possible,
ou en combinant celui-ci avec le filtre d'octaves incor-
poré, on obtient un analisateur.

Le psophomatre a été divisé en trois parcies. L'une des
unités comprend deux filtres pour les circuits télépho-
niques et radiophoniques. Les filtres satisfont aux
recommandations du CCIF.

La deuxiéme unité est un voltmétre 4 lampe calibré,
dont la courbe de réponse est droite en 3 dB dans la
bande des fréquences s'étalant de 50 Hz 3 15 kHz.

La troisiéme des unités contient un filtre d'octaves par
lequel on peut effectuer I'analyse du spectre des bruits.
L'appareil comme psophomatre correspond aux recom-
mandations du CCIF. Utilisé comme voltmétre & lampe,
sa précision dans la bande de fréquences de 100—10 000
Hz est de 1 dB.

APPAREIL DE MESURE D’HARMONIQUES
T™M 5310

L'appareil de mesure d’harmoniques est portatif, il 2 été
construit pour la sélection de la deuxiéme harmonique
3 la sortie de amplificateur & mesurer, lorsque fa fré-
quence de base est de 60 kHz.

Cet appareil sert spécialement & mesurer le contenu
d'harmoniques des amplificateurs dont le débit se trouve
entre 15 et 36 dB au dessus de 1 mW et qui sont fermés
par une résistance de 125 ohms. Lorsqu'il est connecté
i hypsomatre TM 5115, il mesure les harmoniques
entre 15 et 80 dB. )
L'appareil peut étre alimenté 4 partir de P'équipement
d'alimentation usuelle d'une station répetrice de 130 V
et de 19—27 V.

Précision:

La précision de mesure du contenu d'harmoniques est
de 1 dB, sans comptée celle de 'hypsomatre utilisé.

B
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VOLTMETRE POUR MESURER
EN HAUTES FREQUENCES

™ 5113

Le voltmatre TM 5113 a été construit pour les essais
de service executés sur I'équipement producteur des
porteurs de groupe dans les installations par courants
porteurs 4 12 voies sur lignes en fils nus aériens. C'est
i 4 redresseur sec main, en boite métalli

Linstrument posséde deux limites de mesure: 0—2,5 V
et 0—5 V. L'intervalle normale de fréquences s'étend
de 200 kHz & 600 kHz, mais son utilisation — avec une
exactitude réduite — en autres gammes n'est également
pas exclue.
Précision:
Entre 200 et 600 kHz 5% de sa déflection totale
Entre 10—200 kHz et 600—1000 kHz +10%, de la déflec-
tion totale
Impédance d’entrée

3 100 kHz min. 1 kohms

4 600 kHz min. 400 ohms
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BUDAVOX

SOCIETE DE TELECOMMUNICATION BUDAPEST
BUDAPEST, VII.,, TANACS KORUT 3/a . TELEPHONE: 426-549
LETTRES: BUDAPEST 62, B.P. 267 . TELEGRAMMES: BUDAVOX, BUDAPEST

-2 Miltdnyi Miklésné - 38137 - Révai, Budapest (F. v.: Povérny Jend)
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. MUTOMATIONGOF THE —RURAL TELEPHONE NETWORK

a) the traffic per day and per subscriber exceeds a single two-minute call,

C I;:.’)
]
< | 5 automatize the rural telephone network. Obviously, every instance has to be considered
= .
| 5 on its own merit. With traffic increasing between two different exchanges, the number
«
c~;l 2 of junctions has to be increased which calls for the employment of more operators or
c,".'l 2 else for the installation of additional mechanical switching equipment. In this case the
-
c 1 5 performance and wages of the operators on the one hand, and the capital and maintenance
Chy ’ . ; ) .
b ) costs of the automatic equipment on the other, are the main economic considerations.
¢y
C;: 2 With manual exchanges the subscriber is usually kept waiting before the call is established,
ggl 3 but for this very reason the traffic handling capacity of the exchange can, by the con-
-2 P et
Ca| centrated effort of the operator, be temporarily increased to meet abnormal conditions.
=D
2| In case of automatic switching the delay involved in setting up a call must be comparatively
)
In the following lines the questions of rural teleph network jon are discussed. T:I ) short, or (in no-delay working) completely dispensed with. As soon as traffic has increased
x|
After considering the practical and economic conditions a general description is given, ':l 2 to such an extent that the effective call time of the junctions, notwithstanding the short
. ) e . . .
in which the problems connected with the planning of automatic networks and unattended - 3 delay permissible with automatic switching, approaches or surpasses the performance
C i : P .+ : .
exchanges are dealt with. Then follows a description of the working principles and :‘l 5 of the operators, the automation of the rural network is indicated. Thus automation is
. c e . :
special features of the rural 7-B system. In the summary the possibilities of further r-l q probably economical if between two different exchanges there is
development are outlined. c : 3 a) a required minimum traffic,
N #*
2 . . .
¢ | b) a required minimum number of lines,
. : N -t .
e smaller units of a country-wide telephone system are the rural networks handling [ . ) ) '
Th y P 4 | S and an automatic system whose capital and maintenance costs are lower than those of
the traffic between communities situated within the same economic or administrative ¢ | ’ . . e .
c 2 manual service. In general, economic calculations tend to show that automation of a
district. With the advent of automatic telephony and in the wake of the increasing | X o R
[ rural telephone network is economical if
demands, the problem of the automation of rural telephone networks has actuall |
) P P e 2
arisen. At the present time the problem is boiled down to economic considerations, c I»;;.
: . N | D) b) the number of lines between two different exchanges is more than three,
for its technical aspects are already as good as solved. The large telephone factories c l,» i !
. . - e operators amounts to 15—18 calls per hour, and the effective
coping with the existing demands have evolved various automatic rural telephone net- c- I'-/) c) the performance of the op P ’
c. I',‘J call time of the lines to 25—30 minutes per hour.

work systems and rural exchange types. The only question to be decided is: when to
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" It is worth pointing out that even if a network fails to meet the economic requirements

of automation, it does not follow that manual service is, in that particular instance, the
best solution. It is quite possible that concentration of the operators and partial-automation
(auto-manual system) will.yield better results. Such auto-manual (semi-automatic) systems
are, however, not in widespread use, and in importance they are not comparable to auto-
matic exchanges. Namely, at the actual rapid rate of growth in traffic it can always be
expected that where the auto-manual system would be economical today, it would be
outgrown by tomorrow, and the installation of a fully automatic exchange indicated.
It is also possible that the necessity of automation does not arise from economic reasons
alone, but from other, e. g. administrative considerations. Even in this case full automation
seems to be the most advisable solution.

In the light of what has been said above, the adoption of machine switching, i. e. the full

automation of a network has to meet the following requirements:
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a) Obviously, the solution is only economical if the operator staff in the district exchanées
can be dispensed with, and such non-attended exchanges are given maintenance
attention by a common mechanic. Naturally, this requires highly reliable operation
of the automatic equipment at the district exchanges.

b) The automatic equipment has to be simple and low-priced, without including any
special element, so that the maintenance staff of the city exchanges should also be able
to provide for their maintenance.

c) The adoption of the register i. e. delay system is advantageous as, especially in case
of small line groups (rural exchanges), even a modest increase of the delay results
in a considerable gain in performance in view of the expensive connections.

d) The exchanges should fit in with the existing city exchanges, requiring as far as possible
no alterations in the latter.

As it will subsequently appear the above requirements are necessary, yet by no means

satisfactory conditions of ensuring the perfect suitability of automatic equipment. Namely,

an investigation into details reveals further requirements. At any rate, the Hungarian-
made automatic equipment for rural telephone networks to be described in the following
pages has been designed with an eye to those basic réquirements. Before going into the -
details of design, some fundamental considerations in connection with planniv;g and
maintenance have to be referred to. These are special and at the same time general

problems of rural telephone networks.




The size of a network s, as a rule, determined by the area of the administrative or
economic unit concerned. On a country-wide scale, however, there evidently is an
optimum size rural telephone networks should grow to which depends inter alia on the
number of subscribers and exchanges, and the cost of connecting cables and automatic
equipment. The cost of the junctions between different exchanges represents the bulk
of the expenses involved in setting up a rural telephone network. The bridging of greater
distances, hence the use of repeaters, is generally not required, and the junctions consist
of open wires or else of loaded or unloaded cables. The chief economical factor in determin-
ing the limits of a rural network is the minimum line cost involved. Naturally, due con-
sideration has also to be given to the cost of the junction routes of the rural network as
compared. with that of the long-distance junctions. The network should, at its greatest
extension, whithout the insertion of repeaters, provide for satisfactory speech transmis-

" sion. Depending on the attenuation of the cables used, that limit can be some 100—150 km.

2. SIZE OF THE NETWORK AND
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NUMBER OF THE EXCHANGES

The size of the network is, however, limited by other considerations. First of all,
it has to be borne in mind that not only speech but various signals are tgbggsransmitted. -
To realize the principles laid down in chapter 1, i. e. those of simplicity and functionality,
it seems advisable to maintain, within the rural network, the direct current signal trans-
mission, employed at the local exchanges. In this case the circuits are simple, and no signal
transformation is required for outgoing calls from one exchange to another. The distance
that can be bridged by direct current loop signals being, however, rather limited, the
repetition of the signals from exchange to exchange has to be taken into account, The
systems actually adopted with local exchanges provide for adequate signal transmission
through a line of 1400 ohms loop resistance which, with the usual city cables, represents
a distance of about 20 km. The distance can of course be increased by the repetition of
the signals, yet it must not be forgétten that the number of signal repetitions cannot,

owing to signal distortion, long ' connecting periods, etc. be increased indefinitely.
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The size of the network is even more limited by the permissible attenuation of the
connections. Namely, according to the international recommendations of the C.C.LF,
the attenuation of a telephone connection should not exceed 4,6 nepers. Deducting from
that value the attenuation of the subscriber’s apparatus and line, further of the different
transit exchanges and trunk connections, it appears that the permissible attenuation
of the rural telephone network lines cannot exceed 1,5 nepers over the longest line.
Considering that the longest line in the network may consist of 4—5, possibly of 6 line
sectors, the average attenuation of a single sector will be about 0,3 neper. This circumstance

has a decisive influence on the size of the network.
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The number of exchanges cannot be increased beyond a certain limit. An increasing number
of exchanges calls for more junctions and, consequently, for more cable sectors connected
in series, which invariably leads to connections of high attenuation. The tracing of the
boundaries of a network is likely to bring up the question of the handling of border traffic.
Although traffic of two abutting rural networks is chiefly routed to their own centres, it
may happen that on their borders there is séme traffic between two adjacent exchanges
(belonging to different networks). If there is sufficient traffic to warrant a separate route
it can be handled directly, nevertheless it is more advisable to determine the boundaries

of a network with a view to reducing border traffic to the minimum.
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From the economic considerations expounded in chapter 1 it follows that the smallest
rural exchange that is still worth automatizing, should serve about 20 subscribers (3 lines,
each with 25 minutes effective call time, and an outgoing call per day and per subscri-
ber). This traffic is distributed over all the other exchanges of the network. In practice,
approx. 80 per cent of the whole traffic is routed towards the centre of the network.
Traffic between the different rural exchanges is of very small proportions.

Moreover, supposing even a proportional distribution of traffic over the different exchanges
of the network, there will hardly be sufficient traffic between any two points of the
network to justify the installation of a direct connection, as most exchanges only have

20—100 subscribers. Fig. 1.

As a direct result of the small exchanges and little traffic there is a considerable fluctuation )

y " . . It follows from the above considerations that a high concentration of trunk traffic within
of traffic on the lines. The statistical regularities taken as the basis of traffic calculation g

. - . . the network (inter-exchange traffic) is an essential requirement. This means that traffic
with the large exchanges not always apply to district exchanges where a high concentration

of traffic has to be reckoned with. It may happen that the bulk of the daily traffic initiated from the district exchanges should be carried to the main exchange by common

(perhaps as much as half of it) has to be dealt with in a single “peak’ hour line groups. In this way, the line groups are larger in t.he direction of the increasing

traffic, that is, near the main exchange; only a minimum number. of junctions is installed

ULVULUUULUULUULUU

in the network; and the large line group can deal more easily with the fluctuation of

U

traffic. Thus the installation of rural telephone networks is generaily based on the principle

* of star (radial) connection, as it is called (see Fig. 1). Main exchange A is at the same

time the geographical centre of the network. Round the main exchange, the network is

|

U u VU

divided into sectors |, Il and Ill, each of which hasa separate centre exchange (B, C and D).

3

These exchanges concentrate the traffic of the district exchanges to be routed toward

s

)
(v}

" other parts of the network. Junctions AB and AC carry the joint traffic of several

i
(8}

\

exchanges. It appears that such a concentration of traffic produces considerable saving

i1

LUV U UL

in the number of lines especially in case of traffic of low absolute value. An important
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factor if one considers that, as mentioned earlier, the cost of the lines amounts to a sub-
“stantial part of the capital costs of the network. Naturally, the concentration of traffic
is not an object in itself, as it involves an increase of trunk traffic within the network,
This is, however, offset by the saving offered by the larger line groups. At any rate, the
limit of concentration should in each particular case be found after due deliberation
with due regard to the principle that the running of lines has to suit the geographical
situation of the exchanges (e. g. the type of network with the exchanges connected

in series is not always applicable.)
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NUMBERING SCHEME

In a telephone exchange network, the establishment of a trunk connection generally
needs more digits than that of a local one. First the called exchange has.to be determined,
then the particular subscriber within it. In networks carrying concentrated traffic,
as shown in Fig. 1 where several transit exchanges may participate in a single connec-
tion, it is not sufficient to de.termine, at the st;srting point, the direction of the called
exchange, but it is necessary to determine the direction to be chosen in each subse-
quent transit exchange. In case of three transit excﬁanges this means three extra
prefix digits as compared with the local call number. Depending on the switching
system employed, these éxtra digits are either dialled by the subscriber himself or
produced by a separate control e;quipment. Thus the local call number of a subscriber
will not be identical with his number used for long-distance connections. For this reason

the call' numbers have to be arranged according to a certain scheme.
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c | - The numbering scheme has an economic significance only in the so-called direct-controlled
c | b) system where the calling subscriber himself controls the direction-selector stages by
c = 2 dialling the prefix digits. It is to be noted that, while in the direct-control system
: c l"j in case of stage engagement the call will not be completed, in the register system
¢ | ; the dialled digits will be stored and the call’ completed eventually. In register-type
, In practice two numbering systems have evolved: the so-called open z | ) systems the actual call number, i. e. the impulse trains which are ﬁecessary to control
‘ and closed systems. The characteristic feature of the open numbering c l D the selector stages, can be rendered to a certain extent independent of the dialled
: scheme s that the local and long-distance call numbers are not identical; c : 2 digits. In this case namely, there is a possibility to translate the call number dialled by
i in case of a long-distance call a suitable number of digits are to be c | 3 the subscriber. Between the dialled and the translated i. e. actual call number a logical
; prefixed to the subscriber’s local call number to control the direc- I Z connection is merely required, while the number and value of the used digits is optional.
% tion selector stages of the transit exchanges. In this case, however, it :: | 5 Being of the register type, the automatic network described here operates with trans-
‘i must be indicated by the calling exchange whether the dialled first ¢ [ lation. In this system, irrespective of the numbering scheme adopted, the most favou-
l digit is the first digit of the local call number or that of the prefixed 24132 c :—D' rable solution can be chosen for a given case. For instance, in Fig. 1, the number of
~ numbers. Hence, a transfer code digit is required to indicate whether ) < 2 the exchanges not exceeding ten, each exchange requires a single prefix digit only.
| the call is a local or a long-distance one. % i 2 Let, for instance, exchange “K” be denoted by the digit 5, then dialling digit 5 in any
Q In the closed numbering scheme there is no difference between the Z ‘”) exchange, the translator circuit produces the office code digits for all the transit ex- -
: subscriber’s local énd long-distance call number,.a\s the former in- c | B changes from -the callmg exchange to exchange “K”.
; cludes the digits necessary to control the direction-selector stages. c l[:"") In this case the numbering scheme can be'a closed scheme, where the local and long-
| In this case the local call number may include several, otherwise c I:D distance call numbers are identical and consist of the same number of digits in each
superfluous, digits. < ]:Z exchange. This number is then transformed by the translator circuit into’an actual call
l z l—-p number of open numbering scheme. . V
¢ I:-;f) In practice, the situation is not as simple as’in the above exam‘ple, since a network rarely
c ,I‘.Z’J includes less than 10 exchanges, and generally a separate transfer code digit has to be
CLOSED SYSTEM < [f"’ reserved for outgoing calls from the network. For this reason, the prefix (indicating
[= L the exchange) is generally a two-digit number. '
c 2
‘ %\ )»vé e 24132 fr°

0o
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5. NUMBERING

dialled number selected call number
in exchange -
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numbering field is not practical since it would increase the number of the required prefix

digits and thus render translation more complicated. On the other hand, if a compar-

atively large number of small rural exchanges operate in the network, occupying

many hundreds fields, the introduction of the 5-digit numbering scheme may be con-

sidered, even if the actual line capacity of the network does not exceed 10,000.

Naturally, any hundreds numbering field can be exploited more economically if the

el
D
2
2
2
]
o)
2

capacity of the exchange in question Is near its maximal exploitation. Also, the

L

application of a five-digit numbering scheme allows the extension of the network

without any major difficulties, more than repaying the slight additional expense

required in setting up the installation.

The numbering does not make use of the digits 0 and 9 as first digits, for these are reserved

Youuu

Fig. 2 showsthe numbering of the network seen in Fig. 1, in accordanl:e with the

i

as transfer code digits for outgoing calls from the network. It may happen that border

4

O

above principles. (The numbering of the network is in the closed numbering scheme;

Anpaaaan

traffic, referred to above, also requires a separate transfer code digit.

\T

the subscriber’s call. number includes the prefix digits.)

(3}

%

" —

When determining the actual call number, i. e. the value of the impulse trains controlling

T
[§]

For instance, the characteristic number of exchange “K"” is 42; the actual call number . .
) the connections, the following is to be kept ‘in view: If possible, the office code digits

Y

produced by the translator circuit of exchange “E", e. g. for subscriber line No. 35 of

——
W \L“) \_)

should be low. Not only are short impulse trains more reliable but reduce switching

exchange “K” is given in the illustration on the next page.
g 4 pPag

. PN time as well. The shorter impulse trains, i. e. the lower digits should mark the directions
From the system of numbering it also appears that the hundreds range is;the smallest P ' ¢

Q0000

numbering field required by ‘even a 20-line exchange. Any further subdivision of the carrying highest traffic.
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It has already been stated in chapter 2 that the extension of the network is limited by
the permissible attenuation on the lines which must not exceed 1.5 nepers even on the
longest line. With the boundaries of the network being known, this factor determines
the diameters of the cables to be used. When choosing the suitable cables, it has to be
considered that, though the cross section of the lead can be reduced by loading, the
transmissible frequency band is also narrowed down at the same time, and the wave
resistance of the line will not be exactly 600 ohms. Consequently, the loaded- sections
have to be matched with the unloaded ones. Naturally, the insertion of matching units
increases the attenuation of the connection.

In view of the limited values of attenuation at disposal, all possible sources of loss are to
be carefully eliminated on the lines. As in most places direct-current signals are used

the installation of repeater coils, which increase attenuation, is dispensed with.
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¢the installation of repeater coils on junctions exposed to power troubles is inev-
ifable. The above-mentioned ref!eccion losses have to be eliminated by matching especially
on account of the fact that the junctions may also meet repeated lines. Matching can
be effected by auto-transformiers or by matching four-poles, which do not disturb the

direct-current signal transmission. The subscriber lines do not require matching.

At any raté. a cable network should be planned to meet exigencies for a longer period
since its extension is much more difficult than that of aerial lines. Economic calculations
show. that it is not worth laying cables for a line group that consists of less than ten lines,
and that the aerial solution is more economical even up‘to 15 lines, yet in the latter case
considerations of working safety may give preferencé to cables. Another factor to be
considered is that development near the centre of the network is relatively quicker than

in the outlying parts.

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8



f
|
I
|
|
i

7. SIGNAL IR-HNSMISS-IUN

As it has appeared from the foregoing, several arguments support the use of direct-current
loop signal transmission on the lines of the network. In this case, the establishment
of long-distance connections does not require more types of signal than that of local con-
nections. One essential circumstance, however, is to be considered, namely, that the
junctions between the different exchanges are of the double-wire type (speech wires only),
consequently all signals can only be transmitted through the speech wires. Hence the
signal-transmission system adopted has to establish, sustainand release the connection on
the speech wires.

This involves more exacting demands on the sensitivity and operating conditions of the
receiver relays. As in this signalling system the only variable quantity at disposal is the
intensity of the loop current, the number of discernible signals is rather limited. Name-
ly, owing to line resistance, and for the sake of the working safety of the receiver relays,
only three values of current intensity, such as full current, current break and e. g. half
current, can be resorted to. Various kinds of signals cannot be distinguished by relays.
For this reason, the signal receiver circuit must be such as can, depending on the dif-
ferent phases of the connection, unambiguously determine the meaning of the received
signal.

As detailed in the following, the rural system employs two kinds of signal trans-

mission on the trunks between the exchanges :
a) D.C. signal transmission
b) 50 cps A.C. signal transmission
Both A.C. and D.C. trunks allow bothway calls as well as signal transmission.

Fig. 3 shows a sketch illustrating the application of the direct-current signal-transmission

system in a section of the connection including two exchanges. Should the call proceed
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from A towards B, the transmitted signals consist of interruptions of the sender-side
battery and earth, which, on the receiver side, are received and transferred by relay +s”,
avoiding the signal-repeater bridge, to the next line section, in direction C. The back
signals are generated by varying the loop current so that relay “AB", receiving a signal,
shortcircuits the high-resistance relay “H" (15,000 ohms) in the loop, thus only relay
S" of 500 ohms remains in the circuit. On receiving this signal, relay “AB” energizes in
exchange A, and shortcircuits relay “H" of the preceding line section. Thus, through
the series of signal-repeater bridges, the signals reach the initiating and the terminal

exchanges respectively.
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Direct-current signal transmission between exchanges presents problems not encountered
with in case of local connections. Distortion of the signals may arise both as a result of the
line’s distorting effect and because each signal is carried by the speech wires, with the
feeding and signal-repeater bridges adding to the distortion. In the system described, the
distﬁrting effect of the signal-repeater bridges is excluded by their being cut out from
the line during transmission of the critical signals. Condenser-type signal-repeater bridges
will accordingly meet the case for all their marked distorting effect. Line distortion
itself is composed of attenuation and reflective distortion. It is as well to bridge the
contact of the impulse senders by a matching RC element so as to dispense with re-
flective distortions.

The first measure to be taken for the elimination of distortions is a proper adjustment
of the receiver relays. Relay types with a minimum gap between their operating and
releasing current intensities are accordingly preferable as being of the highest efficiency
in minimizing distortion. This also justifies the adoption of polarized relays. For further
reduction of signal distortions, impulse correctors correcting the incoming signal impulses

to minimum length are applied in the receiver circuit.
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In certain cases signal transmission of 50-cps alternating current is substituted for direct-

current transmission in the netwo;'k’s lines. This is of especial importance

a) on lines too long to permit the use of direct-current transmission,

b) on loaded cables,

c) on lines exposed to power disturbances,

d) where an increase of the number of junctions is planned between two exchanges, the
insertion of repeater coils enabling phantom circuits to’ be formed.

== 0”2

The system, however, involves certain disadvantages :

a) the repeater coils produce additional 'attenuacion,

b) signal transmission is complicated by the necessity of transforming the direct current
signéls in each transit exchange, '

c) the signal system is not continuous, as it consists of longer and shorter impulses, to
the detriment of the simplicity of signal-sender and receiver circuits.

Fig. 4 shows a sketch of 50 cps alternating-current signal transmission.

Sender relay ““S™ applies a 50 cps alternating-current signal to the line, which is received,
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XCHRANGE TYPES
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Various types of exchange have bezn referred to in the description of the network

VOV ULVDUVLUVOLVOLVLULUY

illustrated in Fig. 1. It has appeared that the elements controlling long-distance connections
are so designed as to fit the local exchange without the need for alteration in the latter.
This means that the city exchanges of the network are self-contained local units supple-

mented by certain circuit stages for long-distance connections.

et alatal ety

The main exchange of the network is an independent city exchange of 2 maximum capacity

e

of 10,000 lines, connected with the rural exchange, i. e. the whole of the circuit stages
establishing long-distance connections. The toll exchange of the network, for establishing

outgoing calls, is also incorporated. Thus, every long-distance call initiated by, or directed

to, any exchange of the network, goes through the main exchange.
Other city exchanges on the network, such as collecting and centre exchanges, are designed

on the same principle except for the absence of an incorporated toll exchange. Their rural

l

I
s
f
L.
!

exchanges are of the same design as those of the main exchange.

The rural exchanges of the network are tandem-district. exchanges with maximum
line capacities of 50 or 100 linés. In certain cases there' is a possibility of enlarging the
line capacity of tandem-district exchanges up to 200 lines. In villages, however, with
at least 200 subscribers to be ;onnecte‘d into the _aufométic service it is more con- -

venient to build a city-type exchange.

Construction of exchanges with less than 50 lines seems unreasonable, as automa-

tion costs are not compensated for if the traffic is too small. In such a case a semi-

ifi ion: ; automatic solution seems more economical.
through a rectifier connection, by bridge-connected receiver relay «I”. Back-signalling .

is accomplished in the same way. : b In principle, the district exchanges are not independent. Although capable of separately

" Here again distortion of the signals may arise. The receiver relays applied are of the polar- setting up its local calls, each tandem-district exchange invariably resorts to'the near-

* ized type and impulse correctors are also interpolated throughout the receiver circuits ‘ " est city exchange to avoid any loss of time in case of an occasional trunk call
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Two types of district exchange have been designed. One is a district type, which does
not admit of connection with further exchanges. The other is the tandem district exchange
(in the figure marked by a spot) which leaves room for connection of district exchanges
as the last stage. v

Theoretically, any number of city exchanges can be connected in series, yet the bermissible
attenuation and the increase in switching time (i. e. signal repetition in each transit
exchange) set a limit on that number. The number of outgoing directions on the transit
exchanges is, in theory, optional, even in case of tandem district exchanges. In practice,
their number, too, is limited, partly by the capacity of the direction selector grades,

and partly by considerations of numbering and prefix selection.
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9. SWITCHING SYSTEM

The circuits of a rural exchange incorporate the same elements as those of local ones :

100-point finders

11-point markers and

relays.
The circuit types applied are: direction-selector stages, translator circuits and trunk
circuits. ’
To bring the performance of an automatic network with even relatively low traffic up
to the efficiency level of manual service, bothway traffic is called for cﬁ the lines, with

the trunk circuits located at the line terminals capable of switching both ways.

The rural exchanges on the network being uhattended, simplicity of design is a primary
requirement. Registers and translator circuits are therefore dispensed with, and long-
distance calls initiated by a district exchange are controlled by the register and translator

circuits of the nearest city exchange. This system has certain additional advantages.

For one thing, the high cost and short busy periods of register and ‘translator circuits
render them (Ot; costly for use in low-traffic rural-exchanges. For another, concentration
of the register and translator circuits in the ity exchanges reduces the number of control .
signal repetitions, and con’sequenﬁly the switchiﬁg period. E. g., the' dialling of the number
of the long-distance call initiated from exchange I on the network (Fig. 1) direct in the ~
register circuit of exchange C, saves repetition of . the control signals in exchanges -
H and C. o '
The junction diagram of the main exchange, together with circuit types ap;}licabje in rural

exchanges, is shown in Fig. 5. The outgoing calls are transmitted from the arc of the first

group finder to the rural exchange, i. e. the second group-finder circuit. The translator

circuit connected with it, on receiving from the register circuit the prefix digit character-
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istic of the called exchange, performs the requisite selection of directions in the transit
exchanges. The translator circuit first sets the rural second group finder for a trunk
circuit running in the called direction. The signal-sender and receiver elements, and the

signal repeater bridge are located in the trunk circuit. The trunk circuits are designed

to handle bothway calls. Outgoing calls necessarily engage the incoming section of the
trunk circuit and viceversa. When the call reaches the called exchange, the translator
circuit reléases. The setting of the group and line finders of the called exchange is
controlled by the register circuit of the initiating exchange storing the complete call
number.

In case of incoming calls from a register-type city exchange, an incoming group selector
connects with the trunk circuit. This group selector having no separate control circuit
comparable to that of the group-finder circuits of the local stages, both the relays and
the markers required for storing the transmitted digits are mounted in the circuit
itself. In case of a terminal incoming call, the incoming group-finder circuit selects a
second group finder, while for a transit call, a transit direction. Hence, the multiple of
the incoming group finders corresponds partly to the multiple of the local first group
finders, partly to- the rural second group finders with the trunk circuits of local
direction unconnected with the arc.

Since these trunk circuits are connected to the arc of the local second line finders, the
local link and register circuits connect with calls coming from a district exchange. Un-
equipped with register and translator circuits, the district exchange makes usé, in.
handling the calls, of the circuits of the nearest exchange (parent exchange). The regis-
ter circuit of the parent exchange stores the call-number digits dialled by the subscriber.

Connection in terminal calls is accomplished as with local calls. In the case of a transit

call, the rural second group-finder and translator circuits connect through the first group

finder, the further course of connection proceeding as with a local call. With the call
routed back to the calling district exchange, the trunk circuit and the local link and

register circuits release after the receipt of the first two digits.

The same principle underlies the design of collector and centre exchanges (Fig. 6). If the
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as a final finder for incoming calls. Hence, in case of an outgoing call, the switch “TK”

capacity of the exchange is below 1000 lines, the local second group-finder stage can be

hunts for the caller and the trunk circuit connects. The connected trunk circuit simultane-
omitted.
The junction diagram of rural exchanges is shown in Fig. 7.

Attached to a bothway trunk circuit is a finder acting as a line finder for outgoing, and
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Declassified in Part - Sanitized Co roved for Release

ously connects with a control circuit and’ starts the second line-finder circuits of the
parent exchange. . N

With the register circuit of the parent exchange connected, the caller receives the dialling
tone. The progress of connection up to the present stage is shown in F{g, 8.
The‘digit; dialled by the subscriber are simultaneously received by the control circuit
of the district exchange and the register circuit of the parent exchange. If the call termi-
nates in the city exchange, or is transited to another exchange, connection proceeds in
the manner of calls initiated by a local subscriber of the parent exchange. In this case the

control circuit of the tandem-district exchange is released as superfluousi

. called, on the impulses determined by-the.last two digits received. .
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In case of local calls, as

intimated to the control

circuit of the district ex-

chaﬁée by the first two

digits (prefix digits),. the

control circuit connects

a local link circuit — then

receives the two remain-

ing digits. The local link

circuit is provided with

a line finder and a final

finder (Fig. 7). Depending

on the position of switch

“TK", the control circuit

_ sets the line finder to the

Fig. 9. - calling line, and Fhe fi_nal

o : o finder to the’ subscriber
In" the meantime, the trunk circuit is released to make ‘way for further Aoutgoing or

incoming calls. The sketch of the local connection is shown in Fig. 9. .

_ As stated, there is another type of district exchange, the tandem-district exchange to

which further district exchanges can be connected. Its design is identical with that of the

former except that its control circuit is suitable for the selection of the direction of
incoming calls. Fig. 10 shows the establishment of connection when the transit exchange

is a tandem-district exchange. - . o
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parent exchange. The first two digits which are at the same time prefix digits (see num-
bering in Fig. 2) determine the direction of the call. If the call is to be routed to some

hlich

other exchange, the estat

1t of the cc ion proceeds as if a subscriber of the

city exchange had initiated the call. In this case, being no longer required, the control

d 1 d

circuits of the district and t district exchanges are r

If, on the other hand, it is a local call, the control circuit of the district éxchange breaks

the connection in the outgoing direction and connects a local link circuit through which

it establishes the local connection in the manner described above.

If the call is routed to a tandem-district exchange, the control circuit connected here
registers the local call from the prefix digit received, the same as if the number had been
dialled by a local subscriber. It therefore breaks the connection to the city exchange
and connects a local link circuit. On simultaneous indication from the first two digits

that the call is an outgoing one, the control circuit of the district exchange releases.

In case of outgoing calls, switch “TK" of the district exchange hunts for the caller and the
control circuit connects as described above. Switches “TK” of the tandem-district
exchange start simultaneously (Fig. 10) and one of them connects with the calling line.
The trunk circuit of the transit exchange also connects with a control circuit and at the
same time starts the second line finder of the parent exchange. With the register circuit
connected, the subscriber receives the dialling tone.

At this stage, the digits dialled by the subscriber are stored simultaneously by the control

circuits of the district and tandem-district exchanges and the register circuits of the
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The control circuit of the tandem-district exchange also receives the remaining digits
and sets the line finders of the local link circuit in the way described above. The establish-

ment of the connection in this case is shown in Fig. 11.

In conclusion, the call m(ay happen to be routed to another district exéhanlg'e connected
to the tandem-district exchange. In such cases, the initial phase of the establishment of
the connection is along the same lines as that of a call routed to the tandem-district ex-
change. Here again, the control circuit of the tandem-district exchange regi'scers a local
call, hence it breaks the connection to the city exchange and connects a local link circuit.

Since, however, the prefix digit received intimates to the control circuit that the call
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has not been originated by a local subscriber, it repeats after setting
the link circuit switches the third and fourth digits towards the called
exchange. The establishment of the connection is shown in Fig. 12.
With calls arriving from the city exchange to the district exchange,
and the control circuit of the tandem-district exchange registering
transit calls from the received prefix digit, the circuit sets switch
“TK” in the called direction. The trunk and control circuits of the
called district exchange connect afterwards. The control circuit of
the tandem-district exchange also receives the other digits and re-

peats the last two-towards the district exchange. Accordingly, the

control circuit of the district exchange sets switch “TK” to the called

subscriber.
The complete junction diagram of the network shown in Fig. 1 is
given in Fig. 13. Alternating-current signal transmission is only

applied between city exchanges, as‘lndlcated on the junction diagram.
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The incoming group-finder circuits having a common multiple with the local first group
finders, it is essential for the incoming group finder to receive, in case of a terminal call,
a number corresponding to the local 10,000 digit range. This at once raises a problem in
respect of exchange B of the network, whose first digit, according to the numbering
scheme, is 5. The numbering also shows that this digit is not characteristic of the B
exchange alone. Hence, another digit is required to ascertain if the call is a terminal or
a transit one. In this case the incoming group-finder circuits are to be made suitable for

the reception of two digits.

The assemblies required for instepping the two digits are contained in the incoming
group-finder circuit. The latter has no separate control circuit, as opposed to the
group-finder stages of the local part. In the equipment under discussion, the relays

and marker switches for storing digits are located in the’ circuit itself.

Translator circuits being allotted two digits, the numbering field, in case of a 4-digit scheme,
cannot be divided into units below 100. On the other hand, it may happen that a single
digit is sufficient for the translator circuit to unequivocally control the establishment
of connection. E. g., if exchanges A or C are called, they are fully defined by the first
digit alone, and so is exchange D, provided the first digit is 6. If it is 7, two digits are
called for. In such cases the translator circuit takes one digit from the register. As a
general rule, it is not recommended to spread the incomplete numbering fields over
diverse directions, considering that a more rational arrangement may effect a reduction
in the holding time of the translator circuits. Such reductions are invariably worth
making since there is nothing to be gained by taking up both digits in the translator

for the sole purpose of leaving two in the register.

Besides the radial junctions starting from the main exchange, a direct junction — a short
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cut —, may on occasion be taken between two centre exchanges (e. g. under heavy
traffic conditions). The introduction of short-cut junctions, however, calls for caution as,
on the one hand, they tend to complicate translator-circuit operation, and on the other,
there are few line groups in the network that will make cross connections (direct
links) pay. Their establishment, if a decision to this effect has been reached, requires
the following conditions to be met:

a) the use of the short cut is confined to the exchange triangle connected directly to it
and is barred in case of connections starting from, or terminating in, other exchanges.
b) It should invariably handle direct traffic between two interconnected exchanges and

the traffic overflow routed to the main exchange.

In cross connections, the translator circuit operates by changing over the original control

digits to the new direction. In the translator circuit each short-cut junction is provided
with a separate relay.
Direct junction can be established between two adjacent centre exchanges belonging

to different sectors (border traffic). It is not available for other exchanges of the network.

The translator circuits of the two centre exchanges are interconnected in the manner

/
CIA-RDP81-01043R002700060013-8



of two exchanges on the same network, with the restriction that the first digit of the
call number is different from that in any of the sectors.

The rural network should be adaptable to the national automatic network. Difficulties
here involved require for their handling full conversance with the national network.
Metering presents a major problem. The equipment is easy to provide with facilities
for the determination of toll-call tariff by means of the translator circuits. With the call
ticket printing system prevailing in the national network, conversion to it in the rural
networks may be indicated. This raises the issue of identifying the individual subscri-
bers of the rural exchange. We have devised a solution for exchanges connected by a
minimum of two junctions to the network. Neither is there any difficulty in using, on
the long-distance junctions of the rural network, a repeater, which, to the best advant-
age, should be located in the main exchange as a final amplifier. The matching of the

lines requires particular care.
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10. INTERCONNECTION -MATCHING-

The interconnection of the exchanges involves the problem of appropriate matching.
Each exchange being a self-contained unit with local circuit stages, interconnection of
two units requires their respective signal systems to be coordinated. Accordingly, the
circuits concerned with long-distance connections and located in different exchanges
should, for the quickest possible establishment and release of connections, transmit the
signals both ways over the lines. As a further problem, the handling of bothway traffic
on common circuits demands provisions to prevent a clash of opposite calls, and entry of
a further call into the connection under release. As the lines are of the double-wire
type, it is necessary to transform certain signals even with the local signal-transmis-
sion system retained or to introduce for suitable matching new signals not used for local

connections.

Matching difficulties are mostly removed in the trunk circuits. As stated in the foregoing
description of direct-current signal transmission, transfer of signals from exchange to
exchange is by repetition. The signal repeater bridges are inserted accordingly in the
trunk Circl;its, leaving room for the regeneration of incoming signals. On the other hand,
the need arises to ensure correct repetition of signals so as to avoid the additive effect
of distortions resulting from repetitions in series.

The starting signal, in respect of the terminal circuit, passes for an engaging signal so as
to ensure that the other end of the line is engaged as soon as possible to avoid a clash of
opposite calls. Even so there is no precluding the contingency of clashes. Incoming calls
should generally be given precedence considering that they have already engaged one

junction at least.

The ready signalling of the selection signals and the answer signalling of the called party

is as with local connections.
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Following are the signals used in the rural network:

(forwards)
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starting and engaging signal
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2 dialling tone (backwards)
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(backwards)
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5- ringing or busy tone (backwards)

ringing (forwards)
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7 called party answers (backwards)
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8 metering (time metering) (backwards)
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10 acknowledgement of release (backwards)

D e

I

n N

A A R AN A T s o A NN o JEN o NN o B o e WA W'e B A BN AL

(\Oﬁ(‘\qf\nnﬂ(‘qf\

AUAWAVARAVARATAY

VAYAY

Low-frequency signals are transmitted between the exchanges without repetition. As a
rule, ringing is generated on the spot instead of transmitted. The need for transmission

of ringing is restricted to trunk calls. .

Metering, another transmitted signal, is set forth in detail in the following chapter.
As stated, 50-cps alternating-current signal transmission is not a continuous system, all

its signals being transmitted in the form of impulses. The signals used are the following:

1) starting or engaging signal, one short impulse
2) dialling tone (low frequency)

3) selection signals

4) acknowledgement of selection signals

5) ready signal

6) ringing or busy tone (low frequency)

7) ringing (short impulse train) .

8) called party answers

9) metering

10) release (long 50-cps signal)

11) acknowledgement of release

Transmission of the ringing current is also by 50-cps impulses.

Control of long-distance calls raises the question of release. By a forwarded signal via
the c:onnection. release is originated by the calling party. With the signal passing through
several signal-repeater bridges, release in the terminal exchange only starts after a -
certain lapse of time. As a result it might occur that a later call entered, before com-

pleted release, into the junction under release in the originating or some intermediate

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8



exchange. To avoid this, release is effected backwards, i. e. no trunk circuit will
release unless it has received the release signal of the next trunk circuit.

The matching of trunk circuits raises certain considerations of safety.

1) When designing trunk circuits in unattended exchanges, care should be baken that
there is no relay connected to the battery potential on the line in the home position
of the circuit, to avoid overheating or burning. of the relay in case of ground short-

circuit.

2) The engaging signal should, as far as possible, be originated with battery potential,
and invariably with positive signalling on one or two wires, to obviate imitation by line
short-circuit.

3) No call should be allowed to enter a fused trunk circuit.

4) In case of breakdowns in the trunk circuit the other end of the line should be engaged.
To keep down useful connection and release times to a minimum is another important
consideration in matching. In this system where the selection of direction is not invariably

on decades by free hunting, and where delay is permissible, the existence of several transit

exchanges may considerably extend connection time. Hence in defining the size of the

network proper care should be taken to minimize permissible losses. Another drawback

of long connection times is the increase in the holding time of the register circuits.

‘Accordingly, when connecting an existing exchange to the rural network, the necessity

may arise to increase the number of register circuits over a proportional level.
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M. METERING

In this network, multiple time and zone-metering is provided for the long-distance calls,
with the calling subscriber paying a tariff proportional to the distance and duration of
the call. Since the multiple metering energizes the local message register cf the subsriber,
there is no need to enlarge the subscriber units.

In the city exchange the distance of the called party is determined by the translator, '
and in the tandem-district exchanges by the control circuits, which invariably receive the
prefix digit of the called exchange. As these circuits release at the end of the connection,

the tariff corresponding to the distance must be registered in one of the speech circuits.

[x¥alals] . T : >

-l
T J-IN EVERY 34 min.

IN EVERY 279 sec.
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There may be four tariff divisions in the network; registration is by means of all the oper- connection, the first metering phase only starts ten seconds after the answer of the called

ating combinations of two relays. The tariffs used comprise: party to give the caller time to establish identities free of charge.

.
7 | 10 The ability of a metering circuit located in a certain circuit stage to operate in various
one

Zone |l 10 (5)
Zone il 16 (8)

connections demands restriction to one of the number of metering circuits taking part
in a connection. The metering circuits are located partly in the rural second group-finder

X . . circuits of the city exchanges, and partly in the trunk and local link circuits of the tandem-
Zone IV 20 (10) metering impulses per 3-minute
. . . o . district exchanges. In case of a call originated by a city exchange or its district exchange,
intervals, depending on the distance. The circuits are able to register reduced night
i . L . o . the metering circuit located in the rural second group finder is operative. With calls
tariff by the impulses indicated in brackets. The circuits are designed to permit modifica-
. . . X . . routed from a tandem-district exchange or from. a district exchange connecting with it
tions of each tariff by simple jumpering, and of the ratio of night and day tariffs. The tariff
. towards the city exchange, the metering circuit is at the main-exchange end of the trunk
registering relays are located in the calling exchange.
circuit of the tandem-district exchange; with subscribers of two district exchanges

The duration of a call is clocked by metering circuits which are controlled by a master . o o
speaking over a tandem-district exchange the metering circuit is in the local link circuit

clock making contact every two seconds. The standard metering interval of 3-minute
of the latter.

type is open to readjustment.

The metering circuits are concentrated in the network, with no metering circuit in the

districts. The arrangement affords higher economies as a more profitable user of circuits,

and a saver on master clock numbers. The call for fewer clocks to be synchronized makes

for enhanced accuracy. This, however, involves the necessity of transmitting metering

signals to the district exchanges over their speech wire and, in fact, with the call in progress.

Transmission is by 50-cps alternating current, in a simultaneous simplex way, to avoid

interference with the course of the call.

Metering circuits leave room for restricting the length of a call. By adequate jumpering,
any long-distance conversation can be interrupted at 6, 9 and 12-minute intervals. They
provide, moreover, a warning tone signal which is received by the calling party ten

seconds before each metering phase. To save the subscriber from losses in case of a wrong

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8



Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

12. TRAFFIC RECORDING

In rural telephone networks the continuous and correct recording of traffic is far more
important than in an independent exchange. Such small exchanges and line groups are
liable to involve marked traffic fluctuations which easily lead to overloads. Overload on

a single junction may jeopardize the whole network. -

In general, traffic recording in a network presents greater difficulties than in an exchange,
the quantities involved being traffic vectors instead of absolutes. The difficulty is aggra-
vated by the mixing up of traffic vectors, owing to high traffic concentration, by the

complicacy of separating them.

The ideal case would be if the overall outgoing and incoming traffic distributed over
the several exchanges were measurable. This is, however, not possible, moreover the
measurements are not even sufficient to enable the calculation of the missing values
on their basis. The problem has been met by recording the busy periods of the groups
and directions in the circuit stages, parallel to traffic as the basis for ascertaining

bottlenecks in the network.

As the district exchanges provide not only such data which can be recorded in the transit
exchanges, traffic is not checked in these exchanges, except the local traffic recording.
This is also advantageous, as most of the traffic exchanges are city ones, where continuous
supervision is provided for, consequently permanent recordings are easily made.
The list below includes the vaiues determinable by recordings, and the places of re-
cording. .

- 1) Total outgoing traffic of the exchange (rural second group finder)
2) Total outgoing traffic per direction (trunk circuit)

3) Total incoming traffic per direction (trunk circuit)

(Terminal ‘and transit traffic cannot be separately recorded.)

4) Traffic of trunk circuits per circuit

5) Busy period of circuits for a particular direction (trunk circuit)

6) Busy period of a group (rural second group finder)
Traffic recording is supplemented by the counting of long-distance calls. Here accurate
recording is easier to achieve as the calls can be counted in, the translator circuits per
exchange. The following data are ascertained in the translator circuits:

1) Number of calls per exchange

2) Number of outgoing (toll) calls
A comparison of these data with traffic readings gives a fair estimate of overall
traffic on the network.
The circuits also leave room for the control of traffic through facilities for counting the
total number of multiple metering impulses. The message registers may be checked

comparably.
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13. FAULTS AND FAULT ALARMS

prevent it from engaging the junction of the parent exchange by its continuous calling.

In the city exchanges of the network, interruptions are signalled in their local stages. c n
= A special call number is reserved in the exchange for the maintenance staff to find out

Since district exchanges are not permanently attended, arrangements must be made c .
the blocked line. With the mechanic calling this number, the presence of a short-circuited

to give warning to the maintenance staff in case of a breakdown. Hence, interruptions
line in the exchange will result in busy tone, and its absence in ringing tone.

occurring in_the tandem-district exchanges are signalled to the nearest city exchange
Short-circuited junctions between the exchanges must also be signalled — an easy task

over one of the idle lines. According as the fault threatens total breakdown or just a .
in case of trunk circuits operating with direct-current signal transmission, for the short

minor disturbance, it is signalled to the parent exchange by red or green light respectively.
circuit of a line appears in the exchange in the form a call.

With lines using alternating-current signal transmission, the signal sender is supplied over

a low-voltage stage (Fig. 14.). As a result, if the line is short circuited, signalling involves

in the 10 V wire a current intensity high enough to blow the fuses.

The signal transr;'aission is maintained until the trouble is repaired. The line is, however,
periodically released for the reception of calls to the parent exchange.

Moreover, the line equipment connected to the subscriber lines of the tandem-district
exchanges lends itself to blocking the line. Accordingly, should a line be short-circuited,

the line circuit disconnects it from the exchange after the timing of the exchange to
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The circuits-of the rural exchange, like those of the local exchange, are mounted on bays

of normal height. The bay arrengement of the main exchange differs from that of the

e

i

s

i

plibrn

Fig. 15.
centre exchange for considerations of economy. The two types of bay u;a:d in the main
exchange are shown ‘in Fig. 15. The rural second group-finder bay unit comprises two
relay bays and a switch bay. The rural second group-finder circuits and the translator
circuits associated are mounted on one of the relay bays. The capacity of a bay is 20 second

group-finder circuits and two translator circuits. The same, bay accommodates the trunk

terminal circuits of the district exchanges, 18 at the outside. The other relay bay is equipped

with the metering circuits. 30 such circuits can be mounted on a bay.

" On the other bay unit are mounted the trunks running towards the city (centre) -

exchanges. This unit includes a relay and a switch bay. The bay admits 12 trunk
circuits operating with alternating-current or 24 trunk circuits operating with direct-
current signal transmission. The incoming group finder switches are mounted on the

switch bay.

There are also two types of bay units in the centre or collector exchanges; the rural
second group-finder bay unit comprises two relay bays and a switch bay, and the other
bay unit a relay bay. 14 rural second group finders, two translators and a maximum of
18 trunk terminal circuits of the district exchanges are mounted on one of the relay bays
of the former bay unit. 30 translator circuits can be located on the other bay. The relay
bay of the other bay unit is equipped with the trunk circuits running towards the main

exchange and other city exchanges respectively.

The district or tandem-district exchanges, mounted as self-contained units on low-type

bays, are located on a ‘pedestal-type rack.

The tandem-district exchange unit consists of three parts:

" a) right-hand relay and swiccﬁ bay
b) left-hand relay and switch bay

c) rack with drive

The three units may be supplied piecemeal for on-the-spot assembly.

The line circuits and message registers of 100 subscribers, the trunk circuits running

towards the district .exchanges, the local link- and associated metering circuits are

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8



Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

mounted on the left-hand relay bay. In addition, a test board is also mounted on the
bay for accommodation of the operator's call and control assemblies.

The operator has an automatic line at her disposal: she is enabled

a) to switch on any motor for continuous running,

b) to change over to the spare ringing and tone circuit,

c) to change’ over to the spare impulse-sender cifcuit,

d) to switch off th'e. transmission of fault alarms and change over to the lamps mounted

on the board.

The motor-starting and tone circuit, and the ringer and tone tranformers are also mounted

on the left-hand relay bay.

The switch bay of the right-hand bay unit is equipped with the bothway trunk and

control circuits, and the fault-alarm circuits. The ultimate capacity of the bay includes

8 bothway trunk and 5 local link circuits.

The main and circuit fuses are mounted between the relay and switch bays, and so are

the test jack strips for traffic recording and circuit test purposes.

- The exchange is provided with an operating and a spare motor. In case of a breakdown,

there are’ facilities for automatic changeover to the spare motor.
Both sides of the relay bays are furnished with dust-proof covers.
Measurements:

height approx. 2550 mm

width approx. 2050 mm

depth approx. 350 mm

The equipment is shown in Fig. 16.

The district-exchange unit consists of two relay bays and of a switch bay in between.
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The three bays are mounted on a common rack. The driving motors which also provide

the ringing and tone currents are located at the bottom of the rack.

On the left relay bay are 50 line equipments and message registers, the local link circuits
and one of the control circuits. The right-hand relay bay is equipped with the trunk
circuits, the other control circuit, and the remaining auxiliary circuits.

The ultimate capacity of the exchange will include 50 subscriber lines, 4 bothway trunk
circuits and three local link circuits. The exchange is fitted with a test board, same as
that of the tandem-district exchange, where the calling line, the corresponding changeover
keys and the signal lamps are mounted.

The two driving motors are suspended at the bottom of the rack. There is automatic

switchover to the spare motor in case of failure.

Both sides of the relay bays are protected by dust-proof covers on each panel.

Measurements:
height e'xpprox. 2050 mm
width approx. 1200 mm
depth approx. 500 mm

The equipment of the district exchange is shown in Figs 17 and 18.

The direct current for the operation of district exchanges is supplied by a low-capacity

48 V storage battery. The battery is charged by a dry rectifier.

Each district exchange is provided with a distribution frame for the incoming subscriber

lines and trunks. The lines possess carbon lightning arrester fuses and test jack

strips.
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15. EXTENSION POSSIBILITIES

Should the 4-digit system appear to be inadequate to meet requirements, conversion
to a 5-digit scheme is easy to accomplish, the circuits being suitably designed. If conversion
to the 5-digit scheme is necessary either because there is an excess of small exchanges
in the network, or because numbering fields below the 100-mark are required for
distribution, there is a call for the extension and modification of the translator circuits
and rural second group-selector stages. -

Coin-box stations can be connected to any exchange on the network. These, however,

are cut off from long-distance traffic.
The circuits are tested by aid of a portable test equipment.

Changeover from day to night tariff and vice versa is automatically effected from the

main exchange at a given time,
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B GENERAL

- The' 7D-PBX automatlc telephone system has been developed for subexchanges

* . within_the 7-D’system. The switches of the exchange, mounted on bays, are driven
-+ - from the vertical shaft, located on the bays. by means of transmlsslon gears The shaft
(-~ -of the switch_bays is driven by the harizontal shaft located at the bottom of the row.
" _The shaft of .the row is* driven by an _e,lec;romgcor over a reduction worm gear.
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tutions, etc. “with"a, llne capacnty ranging from 300 to 2000. With line capaqty
) _.below 300, this system’ would beuneconomical, excepting -some “special cases; “€.’g. -
~an. automatlcally cooperatlng exchange network. In the latter case,;type STB 055 or

c) automatlc transfer of calls . onglnated by extensmns or subexchanges connected

tolthe’ clty main exchange
:d) .automatic- escabllshment of ccnnectlons between exchanges formlng a umform'

(closed) numbermg scherne by means of trunk circuits’.

e) calllng of extensions located far from the exchange: by means of 50-cycles ;
slgnal transmission . .

f) sbecial services (e. g~ matic lo.r" 'oma;ic [ S :V;ithrl.'B

exchanges or lines, priority calls, etc.).

Subexchange for ‘small Iocal traffic; 12 Ilnk ‘circuit: per 100 IInes. each statlon belng

. “suitable for handllng on an average and per peak hour: 1.5 orlglnated EBHC (2 mlnute
- ll) and the _same number of termlnatmg EBHC ‘ ; -

< ‘on an. averagé and per. station - 1.1 EBHC bothway calls
’ Subexchange W|th 12 uty-llne-flnder flnal-flnder circu
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Possibly occurring defects, blown fuses, etc. are registered by alarm equipment which
will produce various acoustical or optical signals for the maintenance staff according
as the defect requires urgent intervention or not.

2000 SETS _
Maintenance work is based on preventive tests. On the whole, smaller subexchanges
(up to 400 lines) are tested manually by means of a simple testing equipment. For
800 SETS testing larger subexchanges automatic testing equipment, being far more economical,
is built in. In both cases any testing procedure may be used.

The number of calls handled by the subexchange is recorded by registers.

Connections are quickly established. Supposing continuous dialling and a period of
average loading, a local call is established in about 8.5 seconds. Effective call time
(from the dialling of the last digit) is about 2—2.8 seconds.

Subexchange with 15 city-line-finder final-finder circuits per 100 lines, for handling
on an average and per station 2.1 EBHC bothway calls.
Subexchange with 20 city-line-finder final-finder circuits per 100 lines, for handling
on an average and per station 3.2 EBHC bothway calls.
Subexchange with 24 city-line-finder final-finder circuits per 100 lines, for handling
on an average and per station 4.3 EBHC bothway calls.
Exchanges originally designed with 10 city-line-finder final-finder circuits per 100 lines
can be completed up to 12 circuits, and exchanges originally designed with 20 circuits
can be completed up to 24 circuits, without any additional space requirements.
The above data shall be understood with P = 0.003 grade of service, according to
Erlang's B formula.
As regards the numbering scheme, subexchanges up to 700—800 line capacity are
of the 3-digit type, for higher line capacities of the 4-digit type. Operators handling
incoming city traffic, and the maintenance staff of the exchange can be called by a
1-digit call number. All distant subexchanges not of the 7D-PBX type where the call
is signalled by the closing of a loop and where the call is originated by the usual dial,
can also be called by dialling a 1-digit number. (In this case the call number of the
station of the other subexchange is to be dialled on hearing the dialling tone of this
latter exchange.)
In foolproof operation the 7D-PBX system meets the latest requirements. Under
adequate working and maintenance conditions the number of defects is negligible,
nor do these endanger the general operation of the exchange and can be repaired
at short notice. There are no difficultsto-adjust circuits or mountings requiring
\ particular maintenance. Only best-quality materials being used for manufacture, the
normal service life of these subexchanges extends to minimum 15 years, not infrequently
reaching 20—30 years with adequate maintenance.

Figure 1. 7D-PBX switchrack with' bay
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The soldering point nearer the frame is used for con-

2. SWITCHING ELEMENTS

The 7D-PBX automatic telephone system makes use of the following three switching
elements:

o

necting the ribbon cable (multiple), the other for con-
necting the junction cables. Actually, the 100 terminals
form two terminal rows located one above the other,

.

single-motion finders, continuously wiped over by two single, electrically

[

i o
single-motion step-by-step switches (markers), interconnected brushes spaced at 180° apart. In con-

relays.
With exchanges of a small city-line capacity, a few step-by-step line finders may also

formity with their connecting functions, the switches
are of the 5—6-pair-brush type in 7D-PBX relation.

[ U

Though 50-point or combined 50 and 100-point
finders are also employed, they either belong to auxi-

be employed. Having, however, a subordinate function and being few in number,

(v}

they are not among the generally used switching elements, and a detailed description
liary equipments or serve the connection of the register,

v L

is not necessary.
and have no strict main-circuit function. These switch-

NP Ao N ANADD

d e e e — — ——— —

2.1. FINDERS

. es are identical with the 100-point switches in every
All switching groups of the exchange consist of various types of driven finders (line,

respect, the only difference being that all or part of

AN

group, and final finders).

[V G AN V)

their brushes are of the double type and they con-

In construction, the finder comprises two main assemblies, a) arc assembly containing tinuously wipe over the same 50 terminals

w

the contact banks, and b) brush carriage wiping over the contact banks. Line wires

. . ' ) o € ping The finders located above each other are driven by a

or junctions between the switching elements are connected to the terminals of the . . . :

bl continuously rotating vertical shaft over a gear drive.

arc assembly.

4 The flexible gear rigidly connected to the shaft of the
.

The contact bank is mounted on the massive die-cast frame of aluminium alloy finder brush carriage is bent in home position from the

and contains 100 terminals, each provided with 2 soldering points. rotation level by the clutch magnet of the finder

through an armature set by a spiral spring. When

Figure 2. Finder

the magnet assembly energizes, the electromagnet

f\(\"\ﬂ’\‘\.'\_(\’\{'\

overcomes the spring pressure, the gear returns to its rotation level, meshes

UL UL L UL UL

with the gear fixed to the driving wheel and the brush carriage rotates. The rota-

g

tion velocity of the brush carriage is 45 contact terminals per second in case of normal

b

shaft revolution. The time of a full revolution is 2 seconds. Brush motion is smooth,

vibration and shock-free. Contact pressure is min. 40 g. The finder requires mini-

NN

mum maintenance confined to periodical readjustment of the magnet air gap.

[}
(SRS

Finders can be used as line, group or final finders. Selection directions cannot exceed

'y

10 in number, but within a given direction a finder is suitable for the connection

(g}

b

of more than 10 trunk circuits.
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energized, the switch makes a step, the strained spiral spring releases

—

2.2. MARKERS

In 7D-PBX registérs and control circuits, markers are used
for number-recording purposes. According to the functions of
the circuits, they are of the 4, 5 or é-level type. The markers
are elastically suspended, their operation is vibration-free.

\
I

and turns the ratchet wheel mounted on the rotor shaft assembly

\

\
(SRR}

by means of the driving pawl elastically mounted on the armature.

v

The marker comprises four main parts:

\
U

arc assembly,
rotor assembly,
feeder brush assembly,

U U

stepping mechanism assembly.

The arc assembly consists of 4—6 contact banks (levels).

1

'
(O V)

Each contains 11 contact terminals made of phosphor bronze.

\
\
U

prpanneonenan
v

The rotor assembly consists of a number of phosphor-bronze

1
v

double brushes mounted on a spindle driven by the stepping

"

mechanism. The brushes may be either of the double type,

w—l

U

]

0N

o
U v

in which case both wiper ends, spaced at 180° apart, wipe

over the same 11 terminals; or of the single type, in which
case the brushes spaced at 180° apart and forming electrically
interconnected brush pairs wipe the terminals of 2 contact

L
Lv]

banks (22 terminals). (-l:3 ;
- The connecting tips of the brushes may be either bridging C’:rlj ‘
- or non-bridging. The bridging brushes establish contact with C-ji 2 |
e e " the next terminal before leaving the previous one. On the c‘!") 1’
other hand; when then non-bridging brushes are used, adja- CI 2 i

cent terminals are not shortcircuited so that when the brush 'l“"?

leaves a terminal, the contact ceases. Proper contact is se- )l"y)

cured by the min. 12 g brush pressure on the terminals. ilﬁ

: -

The phosphor-bronze feeder brushes, their ends being pro- ,I_)

vided with wiping springs, secure proper sliding contacts (] )

with the brushes. G2

-

The stepping mechanism assembly consists of a magnet, 1’]_,)

a ratchet wheel and a driving pawl. On the magnet being de- E‘L” Figure 3. Marksr

Z
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2.3. RELAYS _

The 7D-PBX system has adopted the well-known flat-type relay. In this relay tensile
forces and kinetic conditions adequately match magnetic conditions. In spite of its
low consumption, the relay has a swift and safe operation. Appropriate contacts are
secured by the double-contact split springs, with a min. 20 g contact pressure per
spring. It is readily adjusted and retains adjustment values even after prolonged
operation.

The springs are of top-quality phosphor bronze which shows neither ageing nor in-
elastic transformation even after prolonged operation.

) Contact materials, depending on the current, voltage and self-induction voltage con-
ditions of the circuit closed by the contact, are alloyed silver, palladium-silver or
pure palladium. They are designed not to take up dust so as to secure safe continuous
contact. Relay springs closing with adequate lift is another factor securing appro-
priate contact. Namely, the relay is so designed that energization does not stop

Figure 4. Relay
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instantly when contact has been established. In home position the air gap be-
tween the iron core and the actuating armature is such that after contact has been
made the springs will move together until energization is completed. During this
common movement their surfaces rub against each other which ensures vibration
and spark-free contact, and, at the same time, helps to clean the surfaces and to
remove occasional dust particles or dirt.

Time of relay operation amounts to 10—50/1000 sec. operational time or 10—300/1000
sec. release time. These time limits are fixed during manufacture and need no further
adjustment.

Compared to the number of flat relays, only a negligible number of special relays are
mounted; the testing relay, however, which makes the switches stop at the required
spots, deserves mention. This relay is very sensitive and its operational time ranges
from 3 to 7/1000 seconds. It can be easily adjusted and retains proper adjustment
practically indefinitely thanks to its constructional features (short armature travel,
short contact springs, etc.).

It is to be observed that in spite of the ready adjustment of the relays, the circuits
of the 7D-PBX system are not equipped with relays operating under delicate con-

ditions.
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3. JUNCTION DIAGRAMS
AND GENERAL OPERATION
OF 7-D STANDARD EXCHANGES

Figures 5 and 6 present the junction diagrams of subexchanges fitted with standard
equipment. Figure 5 shows the junction diagram of a 500-line exchange where all
500 extensions are of the unrestricted type. As regards local traffic, the subexchange
is suitable for handling on an average and per extension 2.7 originated EBHC calls
and the same number of terminating calls. In main-line traffic, it is suitable for handling
2.1 EBHC bothway calls so that only 3 out of 1000 calls are delayed for a short time
(P = 0.003 according to Erlang’s formula). The subexchange is connected to the city
main exchange by means of 40 bothway main lines and 20 main lines handling out-
going calls only. Figure 5 demonstrates that all special circuits (false-call circuit, release
circuit, operator’s circuit, sometimes even the faultman’s circuit, as well as all circuits
signalling the engaged condition of the main lines) are connected to the arc of the
1st group finder (.GF) for simple operation’s sake. Extensions connected to the sub-
exchange call each other by means of a 3-digit call number, and the incoming city
calls are also transferred this way. The call number of the operator and the main-
tenance staff is of the 1-digit type. Outgoing city calls are originated by depressing
the push-button located on the apparatus.

wn ccl
lizunk circuifs To operato

Figure 5. Junction
diagram of the 500-linc
standard 7D-PBX
subexchange
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Figure 6. Junction diagram of the 1500-linc standard 7D-PBX subexchange

In Figure 5 the junction diagram of a 1500-line subexchange can be seen where 1200
lines out of a total of 1500 are of the unrestricted type. The exchange is designed
for small local and heavy city traffic. The exchange is suitable for handling on an
average and per extension 1.5 originating EBHC and the same number of terminating
calls as well as 1.9 EBHC bothway city calls on an average and per unrestricted ex-
tension. Because of its higher line capacity, this exchange is also provided with a 2nd
group finder stage (II.GF). The extensions of the subexchange can call each other by
means of a 4-digit, and the operator by means of a 1-digit call number. City outgoing
calls are also originated by depressing the push-button located on the apparatus.
The junction diagram shows that the I.GF groups form, instead of thousands, five
hundreds groups for increased efficiency of the final finders since, especially in this
case, the number of link and final-finder circuits per 100 lines would rise from 12 to 18.
As the junction diagrams demonstrate, the transfer of the outgoing main-line calls
and that of the incoming main-line calls are partly effected over the same switches.
The combined line-finder final-finder (JLF—JFF) operates as a line finder in case of
outgoing main-line calls, and as a final finder in case of incoming main-line calls.
As regards the establishment of outgoing main line calls, the junction diagrams in
Figures 5 and 6 somewhat differ from each other. In Figure 5 the outgoing main-line

RDP81-01043R002700060013-8
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calls are always set up over the line-finder final-finder circuits and switches, and are
connected to the main line through the outgoing finders (OJF). Should all the out-
going main lines be engaged, the outgoing call is set up over one of the bothway
main-line circuits (JF). Essentially the outgoing main-line finders form a call concen-
cration as well as an overflow system with the bothway main-line finders, ensuring
the full exploitation of the main lines.

According to the junction diagram in Figure 6, the majority of the outgoing main-line
calls are set up over a single switching stage. In this case maximum exploitation of
the main lines is ensured by the 200 unrestricted extensions being connected to the
arc of a normal 100-point line finder, and further, by the single-stage outgoing main-
line finders (DOJF) forming an overflow system with the bothway main lines over
the combined line-finder final-finders. Namely, in this case less outgoing main-line
circuits are provided than required by the outgoing traffic, thus ensuring the high
exploitation of the outgoing main lines. If all the outgoing main lines are busy, the
outgoing call is set up through the stages JLF—JFF and JF. This switching method is
highly economical especially in case of subexchanges of high line capacity and heavy
main-line traffic.

Calling-back line finder (CBLF) and group finder (CBGF) serve local-call purposes
besides holding incoming main-line calls and transferring the main-line connections
with the operator’s cooperation.

3.1. JUNCTION DIAGRAM OF LOCAL CALLS

Local calls (one extension calling another) are set up over the switches LF, L.GF
(occasionally I.GF) and FF. Special ‘calls (e. g. calling the operator) established while
holding up a main-line conversation (call-backs) are set up over special stages CBLF
and CBGF and over the IL.GF and FF circuits.

The establishment of these connections is controlled by the register circuit and control
circuits of the Il. group-selector and final-selector circuits.
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3.1.1 EXTENSION CALLING ANOTHER EXTENSION

On the receiver being removed from the hook, the calling hook closes and the line
circuit of the extension starts the link finders (LKF) of all free registers servicing
the extension searching for an idle link circuit. On finding one, the registers make
it busy and the calling line is being hunted for with the line finders (LF) starting to
rotate. The finder which locates the calling line circuit first stops and engages it. All
other link finders and line finders stop simultaneously. The caller extension then hears
the dial tone indicating ‘that the office circuits are ready to receive his call.

The time required for locating the caller is identical with the total rotation time of the
LKF and LF switch pair
which has the shortest
rotation travel.

The arrangement of the
system is so simple that
the link circuit consists of
one relay only. For the
function of this relay see
Figure 7. While establish-
ing the call, the relay in
back condition connects
the talking wires of both
the calling extension and
the holding circuit to the

register; so the call is mon-
itored. by the register.
The call having been estab-
lished, the relay energizes
before the. disconnection .
of the register, interconnects the talking wires of the caller and the called, and
cransfers the holding to the calling side of the final-finder circuit.

Figure 7. Function of link circuit in establishing connection

Caller’s dialling interrupts the line loop, making the impulse. relay (Ibr) release as
many times as the number of impulses sent over the line for each dialled digit.
In accordance with the series of impulses sent ubsequently for the thousands, hun-
dreds, tens and units digits (SM1000, SM100, SM10, SM1), the impulse relay will make
the marker, storing these values in turn, step.

In case of a 3-digit call number the first direction is selected and the 1st group finder
(I.GF) setafter dialling thefirst digit. With a 4-digit' call number the same takes place

1043R00270006001
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on dialling the first or the second digit. In setting the L.GF, the system has the advant-
age that setting Is effected by the register alone, without making use of the control
circuit. For the instepping of the digits and for the setting of the L.GF see Figure 8.
The L.GF is set as follows. The register closes the circuit of the electromagnet of
I.GF: 1.GF rotates. The test relay connected to brush *c” of marker SM1000 on arc
«g" of the L.GF, i.e. earth connected to the winding of this test relay, indicates the
proper selecting of direction. The idle circuits are signalled by the battery potential
applied to terminals *i"” of L.GF. As soon as the .GF finds a free IL.GF of FF circuit in
the indicated direction, the test relay in the register circuit operates and 1.GF stops.
Selection, now engaging-the control circuit also, continues. If the numbering scheme

the circuit is selected. The register closes its selection circuit through the talking wires
of the I.GF and over the windings connected to a battery or earth of the impulse
relay (Isr) of the Il.GF circuit. In the register an outer pulsing corresponding to the dial
impulses connects with relay Ir. Ir sends impulses and interrupts the selection circuit
by means of its break contact, and makes marker SMS step by virtue of its make
contact. SMS counts the number of interruptions of the selection circuit.

On each interruption of the selection circuit, impulse relay (Isr) of the I.GF circuit
releases and, sending earth impulses, makes the marker of the control circuit (SMIT)
step. When marker SMS, following the interruption of the selection circuit, has
reached the terminal which corresponds to the position of marker (SM100) which in
turn had been made to step by the second impulse train sent, the operating circuit
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_ Figure 8. Instepping of dial impulses and first.selection Figure 9. Selection

=

of Hkr closes. Hkr shorts the contacts of Ir interrupting the selection circuit, Isr remains

of the exchange is of the 4-digit type and has a.I.GF switching:stage, then, in-
Y g-stage, then; In-accordance held in the ILGF circuit and sends no further impulses to the control circuit.

with the second digit; the II:GF selects the proper FF group (hundreds). The II.GF circuit
makes the attached I.GF.control circuit hunt for the ILGF circuit. Figﬁre 9 shows how

1282

b
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I.GF control circuit connects test relay Str to the brush of SMIL, thus marking
the direction to be selected on the arc of I.GF, and closing the circuit of the magnet
of switch ILGF. If the IL.GF rotating in the marked direction stops at the first idle
final-finder circuit indicated by a battery potential which is connected to terminal *i",
Str starts operation In the control circuit and ILGF stops. The final-finder circuit
becomes engaged. In the ILGF circuit the relay operating spring nest (4) energizes
and extends the talking wires and with that the selection fundamental circuit to the
final finder. Meanwhile the fundamental circuit temporarily breaks down and the control
circuit of IL.GF releases (for further establishment of connection see Figures 6 and 9).
The final-finder circuit used makes the attached final-finder control circuit hunt for
the former. Then the fundamental circuit closes again over the windings connected
to battery or earth of the impulse relay of the final-finder circuit.

Meanwhile in the register circuit marker SMS swiftly returns to normal with the aid
of the stepping circuit closed over the interrupter contacts of marker SMS. The relay
engaging spring nest (2) operates simultaneously and connects relay Hkr to the
brush of marker SM10. Relay Hkr releases. Relay Ir operating and releasing in accord-
ance with the dialling impulses, again interrupts the fundamental circuit and makes
marker SMS step. On each interruption of the fundamental circuit, the impulse relay
of the final-finder circuit releases and, by means of earth impulses, makes the marker
step which, in turn, marks the 1st points of the required decade on the arc of FF.
In the final-finder control circuit there are two markers. The one hunts for the final-
finder circuit participating in the establishment of the connection, then, having
received the tens digits, returns to normal and performs a number of steps according
to the units digit, finally marking the called line on the arc of FF. The other, after
a number of steps in accordance with the tens digit, marks the first point of the
corresponding decade on the final-finder arc. ‘

The marker switch, having stepped on the impulses of the tens digit, marks the first
point of the corresponding decade with its brush connected to earth and, on reaching
the marked terminal, the test relay of the control circuit operates and FF stops.
Now the marker which indicates the terminal corresponding to the units digit is
made to step by the impulse ‘train of the last digit. The marker having stepped,
FF rotates again and, on reaching the terminal marked by the marker’s brush which
is connected to earth, the test relay of the control circuit operates again, and the
final finder stops at the terminals of the called extension. Now the called exten-
sion is tested for engaged condition and either it is rung (if not engaged) or an “en-
gaged” signal is sent back to the caller. The control circuit releases. Should the last
digit of the call number be ,,0”, FF does not start a second time.
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The ILGF and FF control circuits serve 10 ILGF and 6 FF circuits respectively.
Yet there is no need ever to wait for a control circuit, as only those ILGF and FF
circuits can be engaged whose control circuits are free. The average operation
time of the control circuits is 1.5 and 2 sec. respectively.

The register will only repeat i. e. send out the first digit in a long-distance dialling
system when the call is routed towards a foreign exchange.

If the calling party dials the number of a dead line, the FF control circuit will
change the marking and start the final finder again, connecting it to the dead-line
tone circuit.

In case of a call routed towards a PBX group compris-

ing several extensions to be called by the same call num-

ber, the first extension being engaged, the final finder will

start again making engaged tests at every extension of the

group, and will eventually connect to be engaged, the caller

the first free extension. Should all extensions of the group

will be notified accordingly.
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3.1.2. SPECIAL CALLS -

For special calls generally 1, occasionally 2-digit call numbers are reserved.

Special call numbers are provided for ringing the operator or the maintenance staff.

In these cases, the register sets the 1st group selector to the first idle operator’s
or faultsman’s circuit. = R

local calls, apply here also. The operator’s and faultsman’s circuit will

préyide for the microphone supply of the calling extension, connect ringing-
ene to the caller and either light up the call lamp on the operator's desk,

back
or ring.

p the maintenance staff. Call signal stops when the faultsman answers.

3.1.3. FALSE CALL, CALLING A NON-EXISTING NUMBER,
PREMATURE RELEASE, RELEASE

Should a line be shorted or a handset not. replaced for whatever
reason, the register and the link circuit will connect with the line:

nect a dialling tone to the extension. Should no dial impulses be sent.
within 8—12 seconds, the register circuit will indicate_ the false-call
circuit on the arc of the L.GF. On the L.GF stopping at the first
. idle false call circuit, the register releases but the link circuit is
retained. Optical and acoustical signals — e. g. repeated flashing of the ““engaged’”
lamp belonging to the link circuit involved in the connection — are sent
to. the maintenance staff. . - ;

The maintenance staff of the exchange has the means to warn the owner of
. the false-calling line by sending out a sharp *alarm” signal. In case the false call
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is due to a shorted line, the latter will be temporarily disconnected until the fault
has been repaired with the aid of a line test to be described later.

Should a non-existing call number be dialled, the call will again be routed to the false-
call circuit but in this case the operator will ask the caller to dial the correct number.
The operator, or in the former case the “alarm” signal, are connected by key
changeover.

Should dialling impulse trains not follow each other within 8—12 seconds, the
call is again routed to the false-call circuit.

Should caller hang up or break off in any other way while the connection is being
established, the register and all other circuits participating in the connection will
release and return to normal.

Should the establishment of the connection break off for any reason during the group
or line hunting after an 8—12 sec. timing, the register and all circuits involved in the
connection will release. Should, however, the blocking key of the register circuits remain
depressed, the calling line alone is released after the timing, the register and the
circuits involved remain connected. This condition is indicated by the *“engaged”
lamp of the register involved in the connection which will light up dimly to help
locate the trouble. On resetting the blocking key, all circuits release.

An established call is released by the caller, the circuits being held from his side.
Should the called party replace and take up his receiver again, the connection will
not release, provided the caller has not hung up in the meantime. However, after
a certain timing, the release may be originated by the called party by means of the
“delayed back-release circuit”, even without the caller having broken off. Should
the called party not replace his handset on the caller having released, he will shortly
receive the dialling tone sent out to call initiators. Should he omit to dial, having
merely forgotten to, the exchange will signal a false call and the operator will send
out the “‘alarm” signal warning him to replace his receiver.

Following a release, the circuits are set free within 100—200/1000 seconds, excepting
the final-finder circuit where the interval is increased with the time required for
FF to return to normal.
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3.2. CITY CALLS

Main-line traffic to or from subscribers as well as other subexchanges connected to
the city main exchange is handled by the subexchange over special switching units
which perform the following functions:

1, establishing the outgoing main-line call,

2. transferring the incoming main-line call,

3. call-back and call transfer.
Switching principles are on the whole identical with those enumerated in the chapter
on local calls. The process itself can be easily followed in the junction diagrams of
Figures 5 and 6.

3.2.1. ESTABLISHING THE OUTGOING MAIN-LINE CALL

If the subscriber of an unrestricted extension wishes to initiate an outgoing main-
line call, he starts by lifting up his handset and waits until the subexchange, as in
the case of local calls, makes the calling station be hunted by a link circuit associated
with a register which will connect a dialling tone to the caller. Then he will depress
the earthing push-button located on his set. Upon this a pair of contacts closed by
the button connects earth potential to wire “b” of the line, enabling the register
to control the setting up of the outgoing main-line call. In effect, the register indicates
the calling line over the brush and arc terminal of the link finder and those of the
line finder on the arc of the combined city-line-finder final-finder (JLF—JFF) or on
that of a direct outgoing finder, should such be employed. Simultaneously, by virtue
of the marking potential, the idle finders start operation, only those finder groups
starting, however, which belong to the hundreds or two hundreds group of the
calling extension.

To make matters clear, the two types of connections are treated separately; the call
set up over two stages will be treated first. This connection is shown in Figure 5.

Among the rotating JLF—JFF switches, the one that reaches the marked terminal
irst will stop, its circuit become engaged and control the further setting up of the
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Starting ceases, and the other hunting finders also stop. The JLF—JFF circuit marks
itself on the arc of the finders of the city outgoing main lines (OJF) by means of a
battery potential and provides for their starting. All idle OJF switches rotate. The
OJF finder reaching the marked terminal first, will stop. The OJF circuit shunts the
relay holding the circuit in the register, and thus the register circuit and the local
link circuit release. Meanwhile the other rotating OJF finders also stop. Then the
OJF circuit closes the main line over a loop of high impedance but low resistance,
initiating thus a call in the main exchange. Upon the dialling tone coming from the
main exchange, the calling party dials the call number of the wanted main exchange
station. The OJF circuit repeats the dial impulses towards the main exchange. The
OJF circuit over its supervisory relays provides for the microphone supply of the
calling subexchange extension. These relays monitor and start the release, too. From
the dialling on, the connection process is the same as if the call had been initiated
by a station directly connected to the main exchange. If all the OJF circuits are busy,
the outgoing call is routed to the bothway circuits. In this case the JLF—JFF circuit
starts the bothway city-line finders (JF) and marks itself on their arc. In all other
respects the bothway circuits set up the outgoing city calls exactly as the OJF cir-
cuits do.

If the outgoing city connections are set up by single-stage circuits, as shown in
the junction diagram of Figure 6, the connection is established as follows: the two
hundreds groups of the unrestricted extensions are connected or multipled to
the finder (DOJF) of a direct outgoing main line. Should one of the 200 extensions
initiate an outgoing main line call, the marking potential connected by the regis-
ter marks the calling extension on the arc of the finders DOJF in the aforemen-
tioned way, and starts these finders. The DOJF circuit which reaches the marked
terminal first, shunts the register, closes the main-line calling loop, i. e. sets up
the connection in the same way as the OJF circuit does.

Should all circuits be busy in the DOJF circuit group serving the 200 extensions,
the marking potential of the register is applied on the arc of the JLF—JFF finders
serving the hundreds group of the calling extension, and these finders start hunting.

@ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8
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By means of certain combinations the key-sender transforms the keyed digits
into codes by connecting ground over four wires to the code relays in the operator’s
register circuit. The relays of the digit
trains are actuated by the above code -
relays storing the thousands, hundreds, tens
and units digits. Each storing-relay chain as
well as the code unit consists of four re-
lays, marked 1, 2, 4 and 6. If the digit 1 is
keyed, relay No.1 will operate; digit 2
will actuate relay No. 2 and so forth, If
other than the above digits are keyed, two
or three code relays will operate simulta-
neously. If, for instance, the keyed digit was
8, relays No. 2 and 6 operate, and if it was
9, relays No. 1, 2 and 6 energize.

The JLF—JFF switch’ now involved in establishing the connection marks itself on
the arc of the JF circuits and starts them. The call is completed in the already de-
scribed manner.

It is to be mentioned regarding the DOJF finders that, although the line wires of
200 extensions are connected to their arc, they differ from the other finders of the
exchange only in their level number. Fully to exploit the outgoing main lines, the
number of DOJF finders is determined to ensure the 40—45 minutes utilization
of the main lines during peak hours.
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3.2.2, INCOMING LINE CALLS

A call having arrived from the main exchange and signalled by a ringing current, the
A.C. line relay operates in the main-line circuit (JF) and makes the call lamp of the
JF circuit receiving the call light up on the operator's desk.

AN A AP

In routing an incoming city call, finder JF

operates as a 1st group selector. All the JLF—JFF circuit groups are connected to
its arc, ‘each representing a direction. That is why there are as many directions con-
nected to the arc of the JF finder and the operator’s register has to discriminate as
many directions as there are unrestricted hundreds groups in the exchange. But the
number of directions never exceeds 20, i. e. the number of unrestricted extensions
may amount to max. 2000. Should the number of all JLF—JFF circuits of the ex-
change exceed 100, the JF switches being of the 100-point type, the JLF—JFF circuits
must be subgrouped on the arc of the JF finders.
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Depressing the answering key of the circuit, the op-
erator connects with the calling party. A 300ohms re-
sistance loop connects simultaneously with the line
termination of the main line, upon which the main
exchange disconnects the ringing tone. The opera-
tor having entered the circuit, an idle operator’s
register starts hunting for the JF circuit used by the
incoming call, and on having found the latter, a red
lamp lights up.

The operator having been informed about the exten-
sion desired by the main-line party, keys the required
call number. Namely, for quicker call transfer pur-
poses, the operator’s register is designed for keying
of the call numbers. These registers have been
designed for the 3 or 4-digit call-number systems.

The JF finder is set by the operator’s register by means of marking applied over the
contact combination of the first set of storing relays in case of a 3-digit call number,
and of the first and second set of storing relays in case of a 4-digit orie. JF will then
rotate until it finds an idle JLF—JFF circuit within the marked direction.

N,
|

This being over, the JLF—JFF circuit makes itself be hunted by the control circuit of

its group. Finally, the operator’s register sends out the impulse train corresponding

to the penultimate and last digit over the fundamental ‘circuit of the selection.

In principle the control circuit of the JLF—JFF circuits is identical with that of the =
FF circuits establishing local calls,.and the JLF—]FF connects with the called line in
the same way as the FF does in case of a local connection. The only difference is that -
the ringing current is not sent to the called extension by the JLF—JFF circuit but

by the JF circuit. Having keyed the call number, the operator can disconnect herself -

" from the connection by resetting her answering key.
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While the ringing tone is on, the supervisory lamp associated with the JF circuit
involved in the connection lights up on the operator’s desk until the called extension
answers. Should the called extension be busy, the lamp will flash. The operator will
request the main-line calling party to wait, and then, resetting her answering key,
will disconnect herself from the connection. On the called extension having cleared,

n

C L L u

v

and the marking voltage becomes connected to the arc of

the main-line connection transferred later sets up automatically. If the called exten-
sion is engaged and a previously connected main-line call is already waiting, besides
the flashing of the lamp the operator will also receive an acoustical warning signal.
In this case she will ask the calling main-line party to repeat the call later, and

v

switch LKF by a frorit contact. Owing to the closed loop,
~acommon starting relay becomes energized over the back
contact and, consequently, the LKF finders of the local
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will disconnect the established connection with a clearing key.
By means of the listening key she may inform the talking party that she wants
to connect a city call,

By depressing the monitoring key, the operator may step into any conversation
in progress, but not without the talking parties receiving an acoustical warning signal.
This “secrecy” tone can be heard whenever the operator steps into an already estab-
lished connection. The tone is easily perceptible without disturbing the conversation.

3.2.3. CALL-BACK, CALL TRANSFER

Should the need arise for a local conversation in connection with a main-line incoming
call, this can be performed without disconnecting the main-line connection.

The subexchange extension party, having requested the main-line subscriber to wait,
will depress the earthing button of his set. The pair of contacts closed by the earthing
button temporarily earths wire “b™ of the line whereupon the main line disconnects
from the local extension without causing a release in the main exchange as the main-
line termination remains closed by a loop. The extension connects with the call-back
line circuit associated with the JF circuit.

The relay of the call-back line circuit is given a closed loop, therefore it becomes
energized in the first stage of operation. Now the back contacts are not released

&

c
c
C
C
C
c
c

NEANN,)

0N

-

R R

=

u

registers hunt for the idle link circuits. The connected call-

back link circuits hunt for the JF circuit which is in call- .

back condition, by means of the call-back line finders (CBLF).

When it has found the marking, the register circuit becomes

finally connected and the relay of the call-back line circuit

is fully energized. Its back contactsare released, and starting

stops. The local substation is given the dialling tone. In

principle the establishment of the call has proceeded up

to now along the same lines as in the case of a local connecticn. Further setting
up of the call-back proceeds now over’the same switching stages as in the case of a
local call but for the call-back group finder (CBGF).

The extension party having finished his local conversation once more depresses the
earthing button of his apparatus. The JF circuit disconnects from the call-back line
circuit and the’ extension is reconnected to the main line. The condition of the JE
circuit corresponds to that preceding the call-back.

Should the extension party want to transfer the connected incoming main-line call.
to another extension, he effects another call-back. On receiving the dialling tone of
the “local register, he' will dial the operator’s special number, e.g. 9. Then the JF
circuit is earthed from the ‘operator’s circuit over one of the brushes of the CBGF

_switch connected to the operator’s set and over the call-back Jine circuit, making

the call lamp, which belongs to the JF circuit calllng the operator and located on the
operators desk, flash.

The operator depresses her answering key.. The calling-back extension asks her to
transfef the main-line connection to a determined extension and hangs up. The JF
circuit is now in the same condition as it was at the arrival of the main-line call.
The operator keys the number of the required extension and the call is transferred
as already described in chapter 3.2.2. in connection with the transfer of the incoming
main-line .calls..
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3.2.4. GENERAL REMARKS

No operator service being available at night, means are provided to automatically
transfer the incoming main-line calls to predetermined extension(s) (e. g. porter's
lodge).

This does not hinder, however, the local or outgoing main-line calls of the extensions
connected to the. night service. If such an extension is just proceeding with a local
call when an_incoming main-line call arrives, the connection is not set up and the
main-line party receives the ringing-back tone. The extension party having finished
his local call, connection is established.

- Practice having shown that call-back and call-transfer facilities are generally not

required in the case of outgoing main-line calls, only bothway ¢ity circuits (JF) are

provided with them. Should they be required even for outgoing main-line calls, the

subexchange will be designed with bothway main-line circuits (JF) only.

The operator of the main-line position can originate outgoing main-line calls:and
transfer them. to any one of the extensions. She can also suspend the transfer of the
main-line call and proceed with it some: time later. During the suspension period
she can receive and ‘transfer other main-line calls. Should, on transferrlng the main-
line call, the operator key a wrong number, she can release the establlshed connection
by means of the clearing key and. then repeat the transfer.
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3.3._COOPERATION WITH FOREIGN EXCHANGES

Telephone networks entirely composed of 7D-PBX system subexchanges can co-
operate automatically by means of a uniform (closed) numbering scheme. In addition,
7-D subexchanges can cooperate automatically with all automatic subexchanges
where the call is initiated with a calling loop and standard dial and the working
voltage is 48 V. In this case the call of an extension connected to the forelgn exchange
is originated through double dialling.

Besides, the subexchange can cooperate with manual CB and.LB exchanges so that
the latter can be called and calls originating from them transferred automatically.

3.3.1. AUTOMATIC REMOTE DIALLING

Figure 10 illustrates a telephone network of uniform (closed) numbering scheme,
consisting of 7-D system subexchanges marked A, B, C and D. The exchanges are

Numbering
7000-2999

Numbering
6500-6999

Numbering
3000-4999

Numbering
5000-6499

+Figure 10. Network of 7D-PBX subexchange with uniform (closed) numbering scheme
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interconnected by trunk circuits operating with D.C. or A.C. signal transmission,
depending on the distance of the exchanges and the efficiency of the connecting line.
D.C. signal transmission can be used up to 1200 ohms loop resistance, or in case of low-
loss lines up to even more. With 1.7 N line attenuation, the A.C. signal transmission
is still satisfactory with suitable adaptation conditions. In case of A.C. signal trans-
mission, the line is connected over line transformers. 50-cycles A.C. and 60 V ter-
minal voltage are applied for signal transmission. In practice, connections can be
safely established within 150—160 km distances with this signal transmission on loaded
cables or open wires of high quality.

In case of lines equipped with repeaters, care must be taken to transmit the
50-cycle signals at the repeater station. This is done by a special circuit cutting
off the 50-cycle signals from the line to be amplified. A polarized relay is actuated
by the incoming signals. The 50-cycle signals are transmitted to the amplified side
of the line by another relay operating according to the frequency of the polarized
one. This unit may be used with 2 and 4-wire repeater systems. Because of the
distortion of impulses, no more than one or two repeaters should be inserted.
There are two types of D.C. trunk circuits in the 7D-PBX system: bothway and
single-way outgoing or incoming trunk circuits. Which should be preferred, depends
on prevailing circumstances and economic considerations.

Trunk circuits operating with the A.C. signal transmission are of the bothway type
in all cases.

In the telephone network illustrated in Figure 10 the directly interconnected ex-
changes call each other directly. Should all direct trunk circuits be busy, the call can
also be set up indirectly. For instance, if an extension connected to exchange A
calls an extension connected to exchange C, under normal circumstances the con-
nection is set up by means of one of the trunks interconnecting exchanges A and
C. Should they be engaged, the call will be automatically routed to exchanges D
or B, and from there transferred towards exchange C. There is no impulse dis-
tortion in case of indirect connections, for with transit calls the signal transmission is
effected by means of new impulses generated by an impulse sender.

In the following the procedure of establishing a call routed towards a foreign exchange
is described and can be followed on the junction diagram of Figure 11. For easier survey’s
sake, the sketch does not show the switches of the main-line (city) facilities of the
subexchange.

The number dialled by the caller makes the register perceive that the call is routed
to a foreign exchange. If the call is routed towards exchange A, C or D of the
network illustrated in Figure 10, this will be perceived already after the instepping
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Figure 11. 7D-PBX subexchange with long-distance dialling

of the first digit, and the register will immediately set the L.GF to one of the trunk

" cireuits of the desired direction. The engaged trunk circuit sends a calling signal to
* the foreign exchange. Upon this signal the termination of the trunk circuit in thé

foreign exchange makes itself be hunted by the register. This accomplished, it sends
back an answering signal to the calling exchange. On receiving the answering’ signal
the register of the calling exchange sends four impulse trains corresponding with the
call number to the register of the foreign exchange over a fundamental circuit similar
to that described in local-call relation (see chapter 3.1.1.). Having instepped all the
digits, the register_sets up the connection through the trunk group finder (TGF),
in the same way as it did in case of local calls (see chapter 3:1.1.).

If the call is routed from exchange C to exchange B or vice versa, the LGF will
be set only after the receipt of the two first digits, since the register can only deter-
mine on the basis of these two digits whether the call is a local or an outgoing one.
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3.3.2. DOUBLE AUTOMATIC REMOTE DIALLING (TIE-LINE CCT)

If the 7-D subexchange is in cooperation with an exchange other than of the closed
system (for instance STB 055), connection is set up according to Figure 12.

Figure 12, 7D-PBX subexchange with tie lines

- The foreign exchange is called with a 1-digit call number. Then the 1st group finder
hunts for an idle tie-line circuit of the desired direction. The tie-line circuit of
‘the local exchange closes a calling loop. On this signal the tie-line circuit of the
foreign subexchange starts the registers. The call is .established asin the.case of a
local call (see chapter 3.1.1.) on the basis of the second dialling of the calling party.
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3.3.3. COOPERATION WITH MANUAL EXCHANGES

If the 7-D subexchange cooperates with a manually operated
CB subexchange, the latter is connected to the arc of the
7D-PBX final finder and line finder. In this case the CB-
system manual exchange operates as a subexchange of the
7D-PBX, and has a main-line connection with the: 7-D sub-
exchange. Calls are established, semi-automatically.
LB-system ‘exchanges are connected to the arc of the
7D-PBX final finders by means of adapter circuits. Hence
calls routed to them are automatically established. These
calls, as well as the incoming LB calls are signalled by A.C.
ringing, and routed to the operator’s desk over adapter
circuits. The operator transfers the LB calls using the same swltches as described
in the case of incoming main-line calls (see chapter 3.2.2.).

3.4. SPECIAL LINES, MAIN LINES

Should long-distance lines with a loop resistance of over 1200 ohms be connected
to the 7-D subexchange, means are provided to repeat the impulses with a long-
distance line-adapter circuit at an intermediate place provided with a current source.
They can also be provided with adapter circuits calling with 50-cycle signals, in
which case the signal transmission will be satisfactory up to 1.7 N line attenuation.
50-cycles signal transmission can also be used with long main lines. In this case, in
the main and subexchanges, the line circuits of the main lines will be completed with a
signal-rectifier adapter circuit.

3.5. SPECIAL FACILITIES

The 7-D subexchange can be supplied with offering facilities which enable the:
operator or the maintenance staff to call an extension even.if the latter is engaged
in either a local or a main-line call. In other words, in urgent cases spch a’'connection
can be offered with the operator’s cooperation. ) :

“The exchange can also be supplied with preference circuits. These circuits form

essentially a simple separate exchange. ' Extensions-provided with. preference circuits
can also connect busy lines whose connections have been set' up by the normal
switching stages of the subexchange. Accompanied with the “secrecy signal, they can
step in and talk as third parties and can also break down the existing connections.
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three-phase alternative and the second with direct current. In case of A.C. mains
or phase failure, the motor-starting circuit changes the driving motors over to
D.C. and places in service the D.C.-driven tone generator instead of the A.C. one.

4. AUXILIARY CIRCUITS
AND EQUIPMENTS
"OF 7-D SUBEXCHANGES
These <ircuits do not ;;articipate in establishing the connect,ion_s but their function
Tis important as regards the general operation of the exchange. Their sundry functions
jqﬁlude the signalling -of troubles, the performing of tests,-the swift connecting of

exchange personnel, etc. False-call circuit and operator’s circuit have already been
deseribed in the chapter on the ‘establishment of the calls.

SAFETY AND ALARM EQUIPMENTS Subexchanges are supplied through a
safety system. The fuses form stages providing in order of importance for the safety
of the mains rectifiers, the battery, switchracks, bays and ultimately of the circuits.
For quick trouble-spotting, the system cooperates with the general alarm equipment.
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The general alarm equipment signals all troubles occurring in the exchange. By
lighting lamps mounted behind glass windows provided with inscriptions and located
in prominent places it shows where and what sort of trouble occurred. Blown fuses
are also indicated by signal lamps mounted on the switchracks and bays. Troubles

. FAULTSMAN'S CIRCUIT lts pﬁrpose is to obtain priority attention of the
requiring urgent repair are signalled by a special alarm bell.

‘maintenance staff. It connects with the arc of the L.GF, hence its call number is of
the 1-digit type., It signals by lighting up 2 lamp or by ringing.

BUSY CIRCUITS For signalling the engaged condition of the main lines in case
of an outgoing main-line call, that of the trunk circuits in-case of a call routed to
a foreign exchange, and the busy condition of the operator’s and faultsman’s circuits.
They are connected to the arc of the L.GF. Should all these circuits be busy, marking
is automatically changed over to the busy circuits. .

RELEASE CIRCUIT Should all false-call circuits be busy ‘when another false-call
is made, it will release the connection established up to the register after the usual timing.

agpeootoone
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INTERRUPTER CIRCUIT For interrupting the engaged,
ringing-back and ringing tones necessary.for the operation of
the “exchange, and for generating the timing impulses. It es-
sentially consists of contact spring nests moved by cam discs.,

MOTOR AND' TONE GENERATOR STARTING
AND CHANGEOVER CIRCUIF, Driving motors and
tone generators providing the ringing and tone currents for
the operation of the 7-D subexchange operate continuously
- only during peak hours. At night or .in the low-traffic periods
the driving:motor and the tone generator connect only in
«casé of a’call. The connection'is autématic. Driving motors
can operate’ from. both D.C. or A.C. Tone currents are
generated by. two. motor generators, the first operating with

The alarm equipment gives forth signals in the following cases:

Blown fuses, ringing current failure, irregular revolution or stopping of the driving
shaft, blocked register or control circuit defect, unsuccessful starting.
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LINE-TEST CIRCUIT For detecting faults in case of apparatus or line failure
and for making preventive tests. The following tests can be made by depressing the
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various keys: Line test from the M.D.F. to the apparatus. Line test from the M.D.F.
to the line circuit. Test per wire with foreign earth and battery. Leakage test per wire.
Measuring of line resistance. Dial test by means of the dial-test circuit. Tone and speech-
transmission test. Ringing test.

DIAL-TEST CIRCUIT For testing the dial impulses of the extensions. The appa-
ratus of the extension can be connected to the circuit by a flexible wire over the
test-jack strip of the'M.D.F. On the apparatus the ,,0" digit is to be dialled.

The normal duration of the impulse train is signalled by a lamp, its too short or too
long duration by a set of three lamps in each case.

ROUTINE-TEST EQUIPMENTS The subexchange can be tested automatically
or manually. The automatic routine-test circuits of the equipment serve to auto-
matically test certain circuits, circuit types, or the whole of the subexchange. On
spotting a faulty circuit, the routine-test circuit gives an alarm signal. In case of busy
circuits, it either steps on or waits a while and, should the circuit still remain busy,
it gives an alarm signal. Tests of suspicious circuits can be repeated several times.

The manual test is performed with a test box which is connected to the circuit to
be tested by means of a flexible wire. The test bears on operation in general.
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5. CONSTRUCTHION -
OF 7-D SUBEXCHANGES

All the circuits of the subexchanges, excepting the motor-starting.
circuit, are located on bays. The bays are mounted on switchracks.
The subexchange and the lines are interconnected on the distributing
frame. Height of bays: 2200 mm; height of switchracks: 2500 mm.

5.1. BAYS

The two types of 7D-PBX bays are the relay bays and the switch
bays. Relay bays are equipped with the relays and markers of the
circuits. The relays and markers are mounted on panels provided
with dust covers to prevent dust from penetrating the contacts. As
another dust-preventing measure, the relays are mounted with their
springs standing with edge upwards. A terminal strip is located on
top of the bay, to one side of which are soldered the outgoing wires
of the cable form mounted behind the bay, and to the other side
the switch cables interconnecting the bays. The circuit fuses, the bay
main fuse and the alarm lamp signalling the blown fuses are located
on one side of the bay. The test panel is placed in the middle of
the bay. The jacks for the manual test and the busy lamps of the
circuits are mounted here.

The relay bays are protected on their backs by “dust-proof covers.
The relay bays can be mounted upon the switchrack in a simple .way'
by fixing' them at the lower end by means of claws and at the.
upper end by means of section steel fastened to the iron frame.
The finders of the circuits are located on the switch bays, mounted- |
on top of each other. The vertical shaft driving the finders and led” .
by 5 or 6 bearings rotates before the finders. The line or final finders .
handling the same hundreds extension groups and the arcs of the finc :r's,
hunting for the same trunks or junctions, are multipled by ribbon
cables. The switch cables interlinking the switch bays are shaped into
crowns and connect with the terminals, i.e. with the r‘ib,bc:n}:bgh'le.n
In case of exchanges provided with automatic routine circuits, the
routine connecting strips are mounted beside the bay. This equipment

contains also a break-down jack and a busy lamp. .

DP81-01043R00270006001
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5.2
SWITCHRACK
AND SHAFT

The switchrack for
locating the bays is
an iron frame made
of section irons. The
switchracks mounted
in rows are stiffened
between each other.
The cable supports
leading the switch ca-
bles, the tone wires
and feeders are lo-
cated on top of the
racks. The horizontal
shaft, running in self-
aligning bearings, is
at the bottom of the
rack, fitted with the bevel gears driving the switch bays. The driving motor makes
the horizontal shaft rotate through a reduction worm-gear drive. The shafts are
prevented to rotate in the wrong direction by couplings. The rows are provided
with their own illumination and low-voltage soldering-cup connectors.

5.3. MAIN DISTRIBUTING FRAME

For connecting the lines to the subexchange. It may be of the wall-type or accessible
from both sides. Lines are connected to easily controllable glass-tube fuse strips.
The line wires of the exchange are connected to the test jack strips of the distributing
frame. The purpose of these test jack strips is to test and disconnect the faulty lines.
Test jack strips and fuse strips, i. e. the exchange and the lines are interconnected
by twisted and impregnated wire pairs. These enable quick load distribution, change
of numbers and occasional redistribution necessitated by line changes.

A main distribution frame may also be shipped in which the line fuses are combined
with the test-jack strips. The outer lines are connected to a simple clamp strip
whereas the exchange side is connected to the combined fuse-test jack-strip equip-
ment. Accordingly, dimensions of the main distribution frame are smaller. They are
designed so that they may be mounted upon the wall or accessible from both sides.

Declassified in Part - Sanitized C oved for Release
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6. POWER SUPPLY

The 7-D system subexchanges are supplied by 48 4+ 2 V direct current. This direct
current is generated by a selenium dry rectifier. Should the capacity of the sub-
exchange exceed 1000 lines, the current will be generated by selenium rectifiers and
a rotary converter. The suitably filtered and rectified current supplies the exchange
directly or through storage batteries. The power supply of the exchange is illustrated
in Figure 13. In normal conditions the power supply is of the floating type, i.e. a
rectifier equipment and also a storage battery are connected to the bus bars of the

Figure 13. Power supply of a 7D-PBX subexchange -

" exchange. In case of overload, the necessary current is supplied by both the rectifier
and the storage battery. In low-load conditions, however, the rectifier not only supplies
the working current, but charges the operating storage batteries, too.

@ 50-Yr 2013/11/22 : CIA-RDP81-01043R00270006001




The subexchange is provided with two storage-l;attery groups.able to keep the ex-
change in operation for 24 hours with battery supply only in case of mains failure.

t A storage-battery group comprises 26 cells, 23 main cells being connected to the
i floating system, and 3 auxiliary cells connected only in case of battery operation.
. The capacity of the storage batteries is detcrmined by the average consumption per
i o day and line. This, depending on the load, amounts to 0.4—0.5 A.H. The operating
and resting storage-battery groups alternate every week; the storage-battery group
out of service rests in charged condition. - ’

Up to 1000 lines Eapacity, the charger consists of selenium rectifiers only, and they
are designed for max. 20, 40 or 60 A current supply. For line capacities over 1000,
the charging equipment includes a max. 60, 100 or 120 A selenium rectifier and a
max. 100 or 200 A generator.

The front plate of the selenium-rectifier cabinet forms a switch and a test board. The
equipment also comprises the cells generating the 60 V, 0.1 A line-measuring potential.
The working voltage is automatically kept within 49—51 V by a Pintsch regulator and
by transductors. A filter chain cares for the humming-free operation of the charger
.system, keeping noise level under 2 psophometric mVs. Mains or phase failures are
signalled by optical or acoustical alarm signals.

The six-position operating switch is designed to exclude all misconnections.

The chargers operate from a 50-cycle A.C. mains; two types are .manufactured, one
for 3x380/220 V and the other for 3x190/110 V. -

l
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c o The small structural height and moderate weight of the 7D-PBX system enable the
c o installation of the exchange in any public building or flat.
c o Figure 14 shows the arrangement of a building erected for housing a 500-line 7D-
c PBX exchange. The part showing the switchroom includes the bay equipments on
i the switchrack. The auxiliary circuits of the subexchange are also mounted on the
c -2 bays but are not indicated in the drawing. For optimal exploitation’s sake, the power
c 2 plant of the subexchange is built into the wall so that the front plate of the cabinet,
[ which forms the switch and test board of the equipment, faces the switchroom while
c = the mountings and cabling can be reached from the technician’s room.
c 2 With exchanges of over 1000 lines capacity, besides the premises indicated in Figure
c D 14, the usual practice is to secure a separate room for the power plant (selenium
¢ charger, motor generator, tone generator) and one for the operators off duty.
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®  AUTOMOBILE “MOSKVITCH - 423,,
" TYPE UNIVERSEL

L'automobile «Moskvitch-423» type universel, de
petite cylindrée, est la version utilitaire de la voiture
standard * «Moskvitch-407». La «Moskvitch-423» peut
étre utilisée comme voiture de tourisme pour le trans-
port de quatre passagers (y compris le conducteur) et
d'une charge de 100 kgs ou comme voiture utilitaire
pour le transport de deux passagers (y compris le
conducteur) et d'une charge de 250 kgs maxi.

La «Moskvitch-423» est identique a la «Mosk-
vitch-407» en tant que moteur, divers ensembles du
chassis et le reste de 1'équipement a 1'exception des
ressorts et des pneus. On utilise dans le modéle 423
des ressorts spéciaux se distinguant par une largeur
accrue des lames et une rigidité plus grande et cal-
culées pour une charge plus forle. Les pneus sont
renforcés et également calculés pour une charge elevée,

La «Moskvitch-423» est établie pour les conditions
routiéres et climatiques les plus diverses et se distin-
gue par la simplicité et la commodité de la conduite,
n'exige pas de main—d'ceuvre important pour son
entretien et est trés économique en éxploitation.

La construction de la suspension et des roues assure
a la voiture une marche trés souple et une bonne tenue
de route; combinée avec des siéges confortables pour
le conducteur et les voyageurs, la présence d'un dis-
positif de chauffage de la carrosserie et d'un dégivre-
ur sur le pare-brise—tout ceci contribue a rendre cette
voiture trés: confortable.

La possibilité d’accroitre sensiblement le coffre
a bagages, ainsi que les dossiers basculants des si(ges
AV permettant de transformer ces derniers en couchet-
les, rendent cette voiture particuliérement aple a des
longues randonnées touristiques.

Pour augmenter la surface et le volume du coffre
i bagage le coussin du siége arriére est basculé en
avant et fixé en position verticale tandis que le dos-
sier du siége arriére basculé également en avant, est
fixé en position horizontale. Dans cette position du
dossier, son coté arriére se trouve étre en prolonge-
ment du plancher du coffre & bagages.

L’accés au conpartiment a bagages se fait par una
porte aménagée dans le panneau arriére, munie d’unc
poignée & serrure et s'ouvrant sur le coté gauche.

La-roue -de secours avec son pneu est logée hori-
zontalement sous le plancher du coffre a bagages.
L'outillage et les accessoires de la voiture sont placés
dans un évidement spécialement raservé a cet effet.
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CARACTERISTIQUES TECHNIQUES

CARROSSERIE & auto-porteuse, toul-acier, quatre pla-
ces, cing portes.

MOTEUR i quatre cylindres, quatre temps, & carburateur.
Cylindres monobloc, en ligne.

Alésage, mm

Course, mm . .15

Cylindrée, 1 . .1,3

Taux de compression .7

Pulssance maxi, .45 CV a 4500 tr;mn

Carburant essence & indice d octanc A. 72

TRANSMISSION:

Embrayag R i 4 sce, a amortis-
seur des oscillations de torsions

. . a levier de commande sur la co-
lonne du volant, prolongateur
et deuxiéme et troisiéme vites-
ses synchronisées,

Boite de vitesses

RAPPORTS de DEMULTIPLICATION:

Premiére vitesse . . .3,88
Deuxiéme vitesse . 1,74
Troisiéme vitesse . 1,00
Marche arriére 4,61
ARBRE de TRANSMIS-

SION . . .en tube, & deux joints de car-
dan, le joint & cannclures étant
placé dans le prolongateur de la
boite de vitesses.

REDUCTEUR PRINCIPALcouple conique, a denture spi-

rale, rapport de démultiplication

4,71 5

CHASSIS

SUSPENSION AVANT indépendante, 4 ressorts 4 bou-
din, @ leviers transversaux et
barres de torsion anti-devers

SUSPENSION ARRIERE 4 ressort 4 lames

AMORTISSEURS DES

SUSPENSIONS AVANT

ET ARRIERE . hydrauliques, téléscopiques, a

double effet.

DIRECTION ., . . Vis globigue et double galet.

FREINS:

au pied . . 4 machoires, hydrauliques sur
N les quatre roues. Les freins des
roues avant sont d deux cylin-
dres hydrauliques. Les segments
des freins sont flottants.
a main . ., ... .mécaniques, sur roues arriére.

EQUIPEMENT ELECTRIQUE :

batterie d'accumulateur 12V, 42hA

distribuleur d'allumage , 4 régulateurs automatique cen-
trifuge et a vide de l'avance a
I'allumage et correcteur du nom-
bre d'octane.

génératrice shunt, 200 W.

démarreur électrique, & embrayage électro
dynamique 4 distance et roue
libre.

. .4 élément optique hermétique
semidémontable avec ampoule 3
deux filaments d’éclairage route
et code (60—40 bougies).

AVERTISSEUR sonore . électrique, & vibrations.

EQUIPEMENT de SERIE essuie-glace a deux balais &

- commandg mécanique, appareil -
de chauffage de la carrosserie et
dégivreur du pare-brise, poste de
radio a deux gammes d'ondes
et six lampes, deux écrans pare-
soleil, retroviseur, un vide-poc-
hes, ‘cendrier, deux crochets
porte-manteaux, tapis en caout-
chouc sur le plancher de la car-
rosserie et dans le coffre & ba-
gage, outillage et accessoires.

SYSTEME de REFQIDIS-

SEMENT . . ., . ._. 4 eau, hermétique, & circulation
- " par pompe centrifuge. Radiateur
i lamelles, muni de volets.
Thermorégulateur & soufflet.

SYSTEME de GRAISSAGEcombiné—sous pression par pom
pe & engrenage et par barbotage
Filtrage gros et fin de I'huile

par deux filtres indépendants.

SYSTEME D'ALIMENTA-

. Réservoir de 35 1, disposé & la

partie arriére de 1'embase de la
carrosserie. Alimentation en es-
sence par pompe 4 diaphragme.
Carburateur inversé, doté d'un
économiseur et d'un pont de re-
prise a diaphragme.
Epurateur d'air du type & iner-
tie et & contact, & bain d’huile,
avec filtre en capron formant un
tout avec le silencieux du bruit
d’aspira ion.

phares .

POIDS de la VOITURE A SEC

longueur

largeur

hauteur charge

empattemant

pneus 5,60 15"
voie des roues AV et AR 1220
vitesse maximum km/h 105
consommation aux

100 km (contrélée a la

vitesse économique) 1. . 7,5

)
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MOTEURS SLAVIA DIESEL
a marche lente 5-D8-D12-D15

Ce moteur, & cylindre vertical, fonctionne suivant le cycle & quatre temps. En vue de son ample : ; : e L gms“c;";z:’wg; soge | 9ICVIR
utilisation, le moteur est fourni soit en exécution stationnaire, soit monté sur un chariot & quatre |

roues. L'alimentation se fait par injection du carburant dans une chambre de tourbillonnement. Cet N
aménagement présente I'avantage d'une pression basse d'injection et de combustion, d'un démar- ‘ . BlE s, PN Pression d'injection | kg/em?
rage facile du moteur & froid et d'une faible consommation de carburant. Presque tous les orga- :
nes sont complétement protégés contre la pénétration de poussiéres et d'impuretés. Le moteur con- : g X 1 Capacité du réser-
vient & la commande de machines industrielles et agricoles diverses et de pompes. T i 2 voir & combustible

Contenu d'huile

dans le corter 25

Le bloc en fonte est coulé en une seule piéce. Il est pourvu de couvercles d'accés et porte les
paliers interchangeables du vilebrequin. Ces paliers & gralssuge por bagues sont garnis de

métal Les organes de i sont logés dans le bloc. Le carter
furme bain d'huile.

Diametre et lar-

geur du volant 500/75 550/90 | 680/120 | 800/120

Diamétre et lar-

geur de la poulie 180/135 | 220/152 | 380/200 | 400/205

Degré dirrégularité 127 118

h ble. L

En fonte spéciale i porte les soupapes d'aspiration,
d'é d'injection et le porte-cartouche de demonage

Roids du moteur avec
équipement -

Trés léger, en alliage d'aluminium, & 3 segments et une bogue racleuse. L'axe du piston est
cémenté et fixé dons le piston.

Le coussinet de téte de bielle est gorni de métal antifriction. Le coussinet de pied est en
bronze. Les deux coussinets sont graissés avec de I'huile barbotée puisée par une cuiller fixée
sur I'extrémité de la bielle.

En acier spécial forgé. Les tourillons sont recifes Le vilebrequin tourne dans des poliers
& bogue:

La soupape d'aspiration et celle d'échappement sont en acier spécial résistant oux huu(es
températures. Elles sont commandées par un arbre @ cames, par lintermediaire de pouss

de tiges et de culbuteurs. L'arbre & comes, les roues de distribution et les poussoirs sont grai
sés par barbotoge. Les culbuteurs sont équipés de graisseurs Stauffer

Nombre

de cylindres

Puissonce nominale
L'injection du carburant dans le cylindre se fait por une pompe o I'aide d'un gicleur, dont le
débit est réglable ovec précision.

Alésage

Course

Le régulateur de vitesse, de fonctionnement sir, dose le carburant et mointient le régime
constant du moteur.

Vitesse nominale | tours/min.|

Compression kgfem?
On peut monter le systéme de refroidissement & eou froiche, & eou de circulation ou P ol

a réservoir et tamis. La pompe ify de por une courroie,
est montée directement sur le bloc. La_ ion d'eau de
ues/CV/heure, en une i
sement & réservoir et tomis est monte seulement pour moteurs sur chdssis o roues, et uni-
quement sur demande spéciale. oo ¢ o
voir caleriique infs - | 9/CV/h
ur de 10,750 kcnl/k

Pression

2
de combustion kgfem

Par barbotage. La consommation d'huile, & pleine charge du moteur, s'eléve & 3-5 g/CV/h.
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il kg )
vmunllmvpo!ds l EQUIPEMENT NORMAL:

Espace utile ‘ m volants,

poulie,

réservoir & carburant d'une capacité répondant
& 8 heures de service, avec tuyau d'amenée,
ACCESSOIRES: 1 filtre & carburont,
1 jeu de clefs et outillage necessaire, épurateur d'air (bain d'huile),
1 jeu de piéces de rechange, silencieux d'échoppement,
4 boulons d'ancroge, pompe centrifuge de refroidissement,
1 tivret d'instruction manivelle de démarrage,

S

o SRy

AR wm@%

l'i
a
.

o

Type D5 D15 Type D12 Di5 Tyee DS Type D5 D12 D15 MOTEUR »SLAVIA«

395 490 255 280 L 610 R 50 64 76 A MARCHE RAPIDE

305 405 1200 1300 M 135 K » Type DR 27

390 520 700 750 N 110 t e CYLINDRES 2
PUISSANCE
1500 tours/min.

180 400 180 280 O 500

220 280 650 900 P 75 1000 tours/min.

750 : ALESAGE
COURSE
POIDS NET
POIDS BRUT

et données éri pour nous.

EMBALLAGE
MARITIMB

STEX 033/93/TF-5702 PRAHA - TCHECOSLOVAQUI A Imprimé en Tehécoslovaquie
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MOTEUR SLAVIA-DIESEL A MARCHE
RAPIDE DR 27 ' Prr—— I8 ‘

|
| Slavia DR 27

i
R ' : Nombre de cylindres |

Le moteur SLAVIA-Diesel est un motenr stationnaire, vertical, & 4 temps, & injection du curburant dans une T RS ~

chambre snéclale communiquant avee le eylindre, Cet aménagement offro I'avantage d'une basse pression d'injection | e oy | AX500 toursimin,
et de combustion, d'un démarrage facile méme par un temps froid et d'une consommation réduite. Presque tous 5 1731000 tours, min.

les mécanismes sont entidrement protégés contre la pénd ration des poussidres ot des Impuretés. Ce moteur convient

mm
Al des machines ou ugricoles, des pompes et des géné A

Course mm
en fonte, coulé d'une scule pidce. L'intérleur du carter est accessible par un couvercle latéral Le fond amovible

= < - N
dindrée om

du carter est pourvu de nervures servant au refrodissement de 'hufle Le carter porte les paliers principaux # Cylindrée o

& coussinets garnis de métal antifriction, et contient les organes de distribution et le dispositit de gralssuge. _ -

' i *) Consommation ‘ &/CV b
La partie Inférieure du carter forme réservoir d'huile 2 du carburant ;

Tuyoutene d'échoppement \ D pe.
La chemise interchangeable du cylindre est en fonte spéciale La culasse amovible porte la soupape d'admission

et celle & le de ge et Vinjecteur du carburant. . e *) Cette indication s'entend pour I'opération normale & pleine
) ¢ charge, en des d'un pouvolr
minimum de 10.000 cal./kg. La consommation est garantie
: = avec une tolérance de 6%.
en alliage d'aluminium, pourvu de trols segments d'obturation et de deux bagues racleuses L'axe de piston d une
dureté exceptionnelle, est serr¢ dans le plston

Le palier de téte est garni de métal antifriction. Le coussinet en bronze du pied de bielle est graissé par barbotage. Ity — > POIDS DU MOTEUR

en exécution normale avec équipement normal

Emballage | Poids brut
du moteur maritime du moteur
kg kg kg

c 5 ¢ ¥ Poids net
en acier spécial forgé, & tourillons rectifiés supporté par 2 paliers A couscinets. 7 Type i
de moteur

Cubage
de emballage
maritime
m
La soupape d'admission et celle d'¢échappement sont en acier spécial résistant & hautes températures, Elles sont
commandées par un arbre A cames, par I'intermédiaire de poussoirs, de tiges et de culbuteurs L'arbre i cames,

les roues de distribution et les poussoirs logés dans la boite du moteur sont graissés par barbotage Les culbuteurs
sont munis de graisseurs Stauffer Slavia
DR 27

Le refoulement du carburant dans le eylindre se falt par une pompe. Lo débit du carburant est réglé avee précision

Le régulateur de vitesse rdgle la quantité du carburant injecté ot maintient le régime constant du moteur. » La
vitesse et la puissance du moteur peuvent étre réglées en desserrant ou en resserrant le ressort de régulation.
Par le levier & main il est possible d'effectuer le réglage continu de la vitesse.

Le refroidissement se fait de trois facons différentes par eau courante, par circulation ou par radiateur avec

ventilateur La pompe A cau, montée directement sur le carter, est actionnte par une courroie trapézoidale en

caoutchouc. La consommation d'eau s'éleve, en cas de refroidissement par eau courante, & 20 litres par 1 CV/h,

A une d'eau d'entrée de 15> C. Le systeme de refroidissement par radiateur avee ventilateur n'est R s 555 VOLANTS NORMAUX
fourni que sur demande spéciale. = : z

Les paliers du vilebrequin ct de la téte de bielle sont gralssés sous pression par I'huile aspirée par une pompe - ok i K Moment Irrégularité
A engrenage de la partie inférieure du carter, A travers un filtre. La pression d'huile, réglable a I'nide d'une soupape G Type Nombre Diamétre eyclique
de pression, peut étre contrdlée sur le cadran d'un manomatre. L'axe de piston et les organes de distribution sont X - - de moteur | de volants argeur 41500
graissés par barbotage. La consommation du lubrifiant, 3 pleine charge du moteur, s'¢leve A env 5 gr/CV/h 2 mm

¢ q tours/min,
PUISSANCE o =
Les puissances au frein spécifides en premidre page s'entendent pour le régime nominal et service de 12 heures.

On peut surcharger le moteur de 10% au maximum de sa puissance nominale pendant une heure et de 20% au g - - 4 480/85
maximum de celle-ci pendant une minute.

Les puissances indiquées ont été obtenues sous une pression barométrique de 749 mm Hg dans une enceinte d'une

température de 29.4° C dont I'humidité correspondait A 15 mm Hg de vapeur d'eau Si les conditions d-utilisation Wi 480,130

different des . les subissent les s suivantes 4| 3 R

@) des variations de la pression atmosphérique de 6.35 mm Hg entralnent un accroissement ou une diminution
de la puissance de 1%,

b) une augmentation de la température de I'air de 2.8 C fait baisser la puissance de 1%,

©) la puissance baisse d'autant de fois de 1% que la pression des vapeurs d'eau dépasse 15 mm Hg de 6.35 mm Hg
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EQUIPEMENT NORMAL DU MOTEUR

2 volants

1 réservolr & carburant pour § heures de marche
1 tiltre & combustible

1 manivelle de démarrage

ACCESSOIRES NORMAUX
POULIE 1 feu de pidces de rechange
La poulie pour le type DR 27 n'est montée que sur de- 1 jeu de clefs et d'outils
mande spéclale. Dans ce cas Il faut également commander 1 burette de graissage
Varbre prolongé, le paller extérieur et le chssls en fers 1 boulons d'ancrage
profilés soudés. 1 livret d’instructions

ACCESSOIRES SPECIAUX FOURNIS SUR DEMANDE ET CONTRE SUPPLEMENT:

radiateur type avec et . assise pour moteur et radiateur . arbre prolongé, poulie, palier extérieur

et assise soudée

GROUPE MOBILE SLAVIA DR 27

ifafoclelr . -3 LK LN O
\ ! v

mm ‘ 200 | 227 \ 260 ( 345 \ 130 s 320 ° 180
| i ! i |

780 lIO: 18 | 670 1 32 ‘4501 85 )200 225 ‘ 305 350 | 310

Changements des données techniques réservés.

ROJEXPOR

PRAHA TCHECOSLOVAQUIE

STEX 033/260 f - 5607 - Svet 06 856-56 Imprimé en Tchécoslovaquie
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ESEL type SKODA 1S 110

15 CV & 1500 t/m ou 10 CV & 1000 t/m stationnaire, monocylindre, & 4 temps et injection
directe du carburant dans la chambre de précombustion. Il peut étre utilisé pour la commande

de machines industrielles ou d'agriculture, telles que rouleaux, compresseurs, locomotives &

voie étroite etc, ou bien pour direct avec all Le moteur
fermé est protégé contre les influences externes indésirables.
DONNEES TECHNIQUES
Nombre de cylindres | 1
& 1500 t/m o s
Puissance i
a 1000 t/m o | CARTER
. — monobloc en fonte, portant des paliers interchangeables & coussinets garnis de métal antifriction. Les mécanismes
Alésage mm 110 de distribution et de graissage sont également enfermés dans le carter, dont la partie inférieure forme réservoir d'hule.
Course o 150 _ LE CYLINDRE
: . est & chemise i en fonte if i élioré culasse, boulonnée au cylindre, ren-
Pression de compression kg/em? 38 ferme les Soupapes d'ubdlmissiunhet dl;é:happemen! et celle d'injection du combustible. Les culbuteurs sont protégés par
- - _— un couvercle démontable. La chambre de combustion brevetée assure une ion minimum i
Pression de combustion kg/em? 65 et la puissance maximum.
Censommation de combustible 9/CV/h 185 LE PISTON
Consommation de lubrifiant AV 3.4 en alliage d'aluminium porte quatre segments et une bague racleuse. L'axe de piston est en acier céments.
LA BIELLE
Pression d'injection kg/em? 150 comprend un polier divisé de téte, & partie supérieure garnie de bronze au plomb et partie inférieure & métal anti-
k friction. Le palier de pied est garni de bronze, Les deux paliers sont & graissage sous pression.
Diom. et largeur du volant mm 600/110 VILEBREQUIN
Diam et largeur de la poulie & courroie | mm 200/105 en acier forgé spécial de la meilleure qualité, & axes cémentés, logés dans deux paliers & rouleaux et un palier & billes.
Poids et o 200 SOUPAPES DADMISSION ET DECHAPPEMENT
résistant aux hautes é é ar culbi tiges et poussoirs, arbre & cames et engrenages
Poids brut kg 480 .. G denture & chevrons, garantissant une marche écani de distribution est graissé & I'huile sous
ression.
Cubage de I'emballage maritime =y 0,65 P POMPE D'INJECTION N
amenant la dose écessaire de comb par la soupape d'injection dans la chambre de précombustion.
REGULATEUR, . . .
La quantité de combustible est réglée avec précision par un régulateur maintenant le régime’ constant du moteur.
REFROIDISSEMENT . .

Le refroidissement par eau peut étre assuré de trois fagons: par un courant,d’eau continy, par évaporation, ou par un
radiateur type automobile, avec ventilateur. La pompe & eou, montée sur le carter, est entrainée par une courroie
trapézoidale en caoutchouc. Dans le cas de refroidissement par eau courante la consommation est de 15 litres por
CV/heure, & une température d'entrée, de 40° C. Le réservoir pour le refroidissement par évapordtion et le radiateur avec
ventilateurs ne sont fournis que sur demande spéciale.

CONSOMMATION DE COMBUSTIBLE .
@ la pleine charge et dans les conditions normales 185 grs(CV) heure de combustible d'un pouvoir calorifique minimum
de 10,750 calfkg. Ceite consommation est garantie avec une tolérance de = 59/,

GRAISSAGE .
par un systéme & circulation sous pression, assuré par une pompe & engrenage. L'huile est aspirée du fond de corter
a travers un filtre & lamelles et refoulée dans les paliers principaux, et & travers les canaux percés dans le vilebrequin
et la bielle dans les paliers de téte et de pied de bielle. Le mécani: de distribution et le ré sont lubrifiés par
I'huile projetée. La consommation d'huile en pleine charge s'¢léve & environ 3-4 grs par CV/heure, avec tolérance
de * 10%. Le filtre & lamelles peut étre nettoyé pendant la marche, en tournant sa manivelle.

VOLANTS
Normalement nous livrons un volant de 600 mm de diamétre et de 110 mm de largeur, & degré d'irrégulonité
cyclique suivant: .

" & lo*vitesse de 1000 t/min 1
. & la vitesse de 1200 t/min 1
: & la vitesse de 1500 t/min 1
ce qui convient pour les alternateurs d'éclairage. N
POIDS .

_net du moteur avec un volant et réservoir & combustible

en exéculion normale . . . . . ... ... ... 390 kg
occessoires ... .. ... ... e

_ —
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EQUIPEMENT NORMAL
volant normal
réservoir & combustible pour 8 heures de marche
filtre & combustible .
silencieux
manivelle de démarrage
1 jeu de clefs
1 jeu de piéces de rechange
EQUIPEMENT SPECIAL
fourni sur demande et contre supplément:
Poulie & courroie
Assise pour le moteur
Assise pour le moteur et la machine entrafhée
Radiateur type automobile, ventilateur et courroie
Réservoir pour refroidissement par évaporation,
type normal
Réservoir pour refroidissement par évaporation,
pour pays chauds
Boulons d'ancrage
Mécanisme de démarrage pour moteurs marins
Boite de réversion de la marche pour moleurs marins
Boite de réversion et de réduction pour moteurs marins
Ligne d'arbre pour Hélice plan 9300 — 08

N

nzosv0902

000 som e s

Nous nous réservons de

modifier les renseigne-

ments_numériques et
dimensions.

R
s orerl *

STROJEXPORT ‘ gsﬁzBEO IMP SEﬁE'Ni:

USSR : MOsCOow
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9JIEKTPOABUTATEJU CEPUH MAI
ELECTRIC MOTORS MAII SERIES

Onextpoapuraten cepuu MAII ynotpeGnsiores
npx paboTe B MOPCKHX YCTOBMAX M NMpeAHA3HAYEHbI

Electric motors MAIT series are intended for
operation on sea-going vessels at short-time and
intermittent duties.

Electric motors series MAIT asynchronous with
squitrel-cage rotor are intended for operation from
a th

s CYHOBBIX M cxpaTt
HBIM M NOBTOPHO-KPAT BIM M pa-
GoTeL

OnexTpoasuraTeni cepun MAI — c
KOPOTKO3aMKHYTHIM ~ POTOPOM — MpEAHA3HAYEHDI

anst paBoThl OT CeTH TPeX(Ja3HOro TOKA HanpAXKEHHEM
220 unu 380 g 1 yactoToii 50 ru. dnekTpoasHraTeNn
paccyHTaHbl Ha uenocpenc‘meuﬂbrﬁ TMyCK OT CceTH
TNOJIHOTO HAMPAXKEHHS.

Onekrponsuratenn cepu MAIL xapaktepusyroTcs
Gonbloil neperpy3ouHoit CrnocobHOCTbIO M MaJbIM
p pasrona. p b IMeK-
TpoABHraTeseii pacCuuTana Ha BO3SMOXHbIE YAapbl CO
3HAYUTENIbHBIMH YCKOPEHHAMH.

Dnekrpoasuratenn MAIT nmeiot wects rabaputos
NO BHELUHEMY AHAMETPY.

DAeKTPOMBUraTead MOTYT OBITH BEINOJHEHBI B
O[HO-, IBYX-, TPEX- H YETBLIPEXCKOPOCTHOM HCMONHE-
HHAX.

circuit, 220/380 1/, 50 ¢.p.s. These
motorsare designed for directacross-the-line starting.

Electric motors MAII series are characterized by
their great overload capacity and short speed-up
time. Mechanical resistance of the electric motors is
calculated to withstand impacts having considerable
acceleration.

Electric motors MAIT series are available in
6 sizes depending on their outer diameters.

The electric motors can be manufactured in single-,
two-, three- or four-speed designs.

Otdinarily the electric motors MAII series are
manufactured in water-proof designs, with a hori-
zontal shaft, with one or two shaft driving ends,
with an attached disk brake or without a brake,
with left- or right-hand disposition of the terminal
box.

Puc. 1. Dnexrpoasnratens MATI 41-4

Fig. 1. Blectric Motor MATI 41-4
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OGbiumo 2aextponsurateni cepuit MATT Bbinon-
HAIOTCA  BOAO3ALINUICHHBIMK, C TOPH3OHTAJIbHBIM
BANOM, C OAHMM Ml ABYMA CBOGORHBIMI KOHUAMIl
BANA, C NPHCT R p nan Ges
TOpMO3a, C JIEBbIM IIM NPABLIM PACTIONOKCHHEM
KOpOBKI BbIBOLOB.

Mo *enauMio 3aKa34iKa INEKTPOABHIATEN MOTYT
H2rOTOBJIATLCA C KOP! ii BbLIBOAOB, P!
1Ot CBEPXY, BO (p/IAHLIEBOM HCTIOMNEHIHN, NS MOHTAXA
Ha BEPTHKANBHON CTEHKC AN ANS NOTOJIOMHOTO
KpenneHus.

DnekTponsiratenit 5-ro u 6-ro rabaputos, npea-
Ha3HaYeHHble JUIA JUMITENLHOTO MOBTOPHO-KPATKO-
BPEMEHHOrO PeXHMA PaGOTLI, BLIMONHAIOTCS B 3aKPbl-
TOM c
obayBom.

TMoanoe o6o3HaueHie THNA NEKTPOABHraTeNs CO-
cront u3 GykseHnoro obosxauenus cepun (MATI),
ZIBYX3HAYHOrO WHCNA, YCJOBHO XapaKTepH3yHOWCro
pasMepbl ABHraTeas, W WH(P, yKasbiBAIOLMX KOJH-
4ecTBO MOJI0COB OBMOTKM craTopa. Hanpimep,
anekTpoasiratens THna MATI 21-4/12 umeeT pa3-
Mepbl, XapaKTeph3yoLuecs 4nciom 21 (2-2 seanynua
no AMameTpy M 1-1 jUtina 4is 3TON BENHYMHBL), M
ABE CKOPOCTH, COOTBEeTCTBYIowHe 4 1 12 momocam.

OcHoBHbIE IaHHbIE EKTPONBHraTeNel CEPHH NPHBe-
neupt B Tabnnuax 1—5, ooHAKO, 3THM He OrpaHu-
uHBaeTCH ii; no
KENAHWIO  3aKa3ulka MOTYT GbiTb M3rOTOBJEHDBI
NIEKTPOABHIaTENIN CO CreUHaNbHBIMH XapaKTepHCTH-
xamu. TaGapnThble pasmepbi 3nekTpoasmrateseii
TpencTasnensbl Ha pHc. 3—6.

Declassified in Part - Sanitized Co

Upon the customer’s request, electric motors of
this series can be manufactured with the terminal
box placed on top, in a flange design, for mountin,
on a vertical surface or for fastening to a ceiling,

Electric motors of the 5th and 6th sizes intended
for continuous intermittent duty are made ina closed
waterproof design with blow-over cooling.

The full type-designation of the electric motor is
made up of the letters identifying the series (MA)
a two-digit number characterizing motor dimensions
and figures indicating the number of stator winding
poles. For example, electric motor type MAT 21-4/12
has dimensions characterized by the number 21
(2nd size by the diameter and 1st length for this size)
and 2 speeds corresponding to 4 and 12 poles
respectively.

Basic data for electric motors of this series are
furnished in tables 1—5, but these are by no means
the limits of the possible design versions; upon the
request of the customer electric motors can be
manufactured having special characteristics. Overall
dimensions of the electric motors are given in
Figs. 3—6.

Puc. 2. Snexrponsuratens MAII 31-4 ¢ mickobbiM Topmozom TMO-3

Fig. 2. Electric Motor MATI 31-4 with attached disk brake type TMO-3

2
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CXEMbI COEAVHEHUMA

JIns O1OCKOPOCTIIONO 3/CKTPOABHTaTENs B KOPO6-
Ky BbIBOJOB BBIBONATCA Hauana M KOHubI Beex (as.
Mpu nanpsxenuyn 220 8 dasbl coenunsioTes B Tpey-
roNbHUK, npi Hanpskeuun 380 5 — B 38e3ny.

JIBYXCKOPOCTHOl  3/ICKTpOABHIaTENb MMeEET ABC
He3aBHCHMBbC OBMOTKH npH /11060M COOTHOLIEHHH
4Kcen MOAIOCOB W NpEAHA3HAYeH Ans paboTs TONbKO
oT cer omuoro nampskenus — 220 w380 .
OBMOTKH Ha KaX[1yl0o CKOPOCTb BPaLLEHiHs COEAHHEHbI
B 3BE3y, NPHYEM B 3Be34y GbICTP it
0BMOTKH ACAACTCH BHYTPH MAlINibLl, OT THXOXOAHO!M
06MOTKH B KOPOGKY BBIBONIOB BLIBOAATCA 6 KOHLOB
(navana u koHus! (has). Hanuuue ABYX He3aBUCHMBIX
0BMOTOK MO3BOMIAET NOJIY4aTh HA Pa3jIM4HBIX CKOPO-
CTAIX HE3aBHCHMbIE Apyr OT Apyra MEXaHHYeCKHe
XapakTepHCTiKH. Kpome TOro, fpH ABYX HE3aBUCHMbIX
06MOTKax ynpollaeTcs annapaTtypa ynpaeieHus, W
MCK/IIOYAETCs MnepepbiB B NUTAHHMU NpH nepexoae c
OAHOIi CKOPOCTH HA BTOPYIO. DNEKTPOABHIATENH [0~
nycKaloT MNOC/e0BATENbHOE COEAMHEHHE OBMOTOK,
6narogaps KOTOPOMY NOSBASETCS BO3MOXHOCTb
YMEHbLIATh TOPMO3HbIE FEHEPATOPHBIE MOMEHTEI NPH
nepexone ¢ Gonbwoii ckopocTH Ha Manyio Ges
CYLIECTBEHHOTO CHMXEHHS MyCcKOBOTO MOMEHTa Ha
Manoii CKopocTH.

B TPeXCKOPOCTHBIX 3J/IEKTPOABHraTesX OAHA M3
06MOTOK nenaercs ﬂOJIIOCOﬂCpEK.ﬂIO‘!BCMOﬁ no cxeme:
nBoiiHag 3se3aa — TpeyroabHuk. OT nosmoconepesio-
4yaeMoit 06MOTKH B KOPOGKY BbIBOAOB BbIBOAATCH
6 xoHuoB. BTopas obMoTKa coeaMHeHa B 3Be3fy
BHYTPH ; B KOpOBKY fAeHbI
OT Hee TpH KOHUA.

YeTbIpeXCKOPOCTHOI 3N1€KTPOABUraTelb HMEET NBe
TO/IOCONepeKIoyacMbIe 0BMOTKH MO CXeMe: naBoiiHas
3Be3na — TpeyrobHnk. Kaxnas u3 06MoTOK nepeksio-
yaeTcs C COOTHOleHWeM uncen nostocos 1/2. B
YETBLIPCXCKOPOCTHOM  37IeKTpOABHraTesie B KOPOGKY
BLIBOJOB BbIBEAEHE! 12 KOHUOB (o 6 OT Kaxnoit
06MOTKH).

KonmnuecTso CanbHUKOB 8 KOpoOKe BBIBOAOB pac-
CYMTAHO C YYETOM NPUMEHEHUsS MPH MOHTaXe TpeX-
KusbHOro kabens.

OCOBEHHOCTY KOHCTPYKLIUU
JBUTATEJIER

CraHMHa CTATOpa LWJIMHAPHYECKOif GOpMbI OTIH-
Ta U3 crani. B NEKTPOABHraTENAX C BHELIHUM 06}1)’-

BOM b CTaHUHbL oxnia-
KoM pebpamu, KOTOpLIe, OAHOBPEMEHHO, Cty-
KaT ans ToTOKa O: 0 BO3-

nyxa. C6oky nn \cBEpXY K CTaHHHE NpUBApHBAeTCS
kopo6ka BbIBONOBYL B HixHell 4acTH CTaHMHBI MO4
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WIRING DIAGRAMS

For a single-speed electric motor the beginnings
and ends of all phases are brought into the terminal
box. At 220 I/ the phases are connected in a delta;
at 380 I/ they are connected in a star.

A two-speed electric motor has two independent
windings at any ratio of the number of poles and
is dcsi}ncd for one circuit voltage only—either 220 or
380 V7

The windings for each speed are connected in a
star, the high-speed winding being connected in a
star inside the motor, while the 6 leads (beginnings
and ends of phases) of the low-speed winding are
brought into the terminal box. The two separate
windings make it possible to get on different speeds
independ hanical ct istics. In addition,
with two independent windings the control appara-
tus is simplified and breaks in supply when changing
over from one speed to the other are excluded. The
electric motors allow series connection of the wind-
ings which makes it possible to reduce generator
moments acting as brakes when shifting from the
higher speed to the lower with only an insignificant
loss of starting torque at the low speed.

In the three-speed electric motors one of the
windings is a consequent-pole winding using the
circuit of a double star —delta. Six leads are brought
from the consequent-pole winding into the terminal
box. The second winding is connected in a star inside
the motor and the remaining three leads are brought
out to the terminal box.

The four-speed electric motor has two consequent-
pole windings using the circuit of a double star—delta.
Each winding is reconnected with a ratio of pole
numbers equal to 1/2. In the four-speed electric
motor 12 leads are brought into the terminal box
(six from each winding).

The number of packing glands in the terminal box
has been chosen with a view to using a three-core
cable for wiring the terminal box.

SPECIAL FEATURES
OF THE MOTORS’ DESIGN

‘The stator frame is cast of steel in the shape of a
cylinder. In electrical motors with blow-ove cooling
the external surface of the frame carries cooling ribs
which at the same time serve to guide the flow of
cooling air. The terminal box is welded to the frame
either at the side or on top. In the lower part of the
frame, under the front parts of the winding, are two




n060BLIMH  uacTAMM OOGMOTKH pacnojioxeHsl 1sa
OTBepCTHA [UIS  CTOKA KOHMIGHCATa; OTBEpCTHA
3aKpLITH! CTIEUHANBHBIMI MPOGKaM.

O6MOTKH  ABYXCKOPOCTHBIX anexTpoasHrateneii
2-r0 rabapiTa IMEIOT H3OMIALNMIO KAacca A; 3NIEKTPO-
ZBHTaTeN BCEX OCTANbHBIX raGapiTOB HMEIOT Temnsio-

y OGMOTKH HBIX 2/1eK-
TpozBHTaTENe]l BeeX rabapiTOB HMEIOT TEMIOCTOHKYIO
H30JIALHIO.

Cobpannblii 1 06MOTaHHbIil cTaTOp MOABEpraeTCs
TIpONHTKE H30JIALUMOHHBIMK JlaKaMH, B pe3yabTaTe
yero ero o6MOTKa mnpespallaeTcs B NPOYHYIO
CK/ICCHHYIO MOHOJIHTHYIO KOHCTPYKUMIO, OT/HYAIO-
wmyrocs it Bnaro- M it BIO.

holes for draining off condensate; the holes are
closed with special plugs.

The windings of the 2nd size electric motors of
two-speed design have class A insulation, electric
motors of all the other sizes have heat-resistant
insulation. The windings of single-speed electric
motors of all sizes have heat-resistant insulation.

An assembled and wound stator is impregnated
with insulating varnishes which process results in
making the stator solid and monolithic as well as
moisture and water-resisting to a high degree.

The electric motor rotor is of the short-circuited
type. It rotates in ball or roller bearings which are

POTOp 3eKTPOABHTATENIR—KOPOTKO3AMKHY ThIii. Po-

1 with consistent grease. The shaft driving
end is Providcd with a felt packing. The packing is
dj le which allows to restore water-proof

TOp BpallaeTcs Ha W p
MOALIMNHKHKAX, CMa3blBaEMBIX KOHCHCTEHTHOIt cMa3-
Kkoif. BricTynatowwmii XoHel Baja CHabxeH YIIOTHe-
HueM M3 (eTpa. VNNOTHEHHE HMEET PEryaHpoBKY,
[IaoWyI0 BO3MOXHOCTb MpH H3HOCE (JeTPOBBIX KOJIeL
BOCCT Th X b MOATS-
rHBaHueM GONTOB, KPENAIHX KPBILIKY YIIOTHEHHS.

Momumnuuky snexTpoasurateneii 1, 2, 3, 4u 5-ro
rabapHToB — wwapuKoBle, a 6-ro rabapura — posH-
kosple. IlepeHuit 1t 3aHNil MOALIMMHHKN KaXKAOTO
3NEKTPOABHraTe/IA ONHHAKOBBIE.

JVCKOBBIE TOPMO3A

Cepiisi  3NEKTPOMATHUTHBIX JMCKOBBIX TOPMO30B
Tuna TMO, Takke Kak W CepHs 2/eKTpOABHraTeneii,
COCTOMT M3 LUECTH ra6apuTo&

TexHuueckne NaHHbIE TOPMO30B MpHUBEEHb B
Tabnnue 6.

TopMo3 BCT B i Mt
nBuraTens. BricTynajowas 3a NMpemenbl WHTa 4acTh
TOPMO3a 3aKPHIBAETCA CHEMHBIM KOKYXOM C PE3HHO-
BbIM YIJIOTHEHHEM.

B TopMO3e HMEIOTCS 1BE CHCTEMbI IMCKOB, OAHA U3
KOTOpbIX BpalllaeTcsi BMECTE C POTOPOM ABHraTens
(MOmBWXHBIE MUCKH), a Jpyras He y4acTByeT BO
BpaulaTeNbHOM JBWXEHUH (HENOABIKHbIE Aucku). Y
Te M ApyrHe ZHCKH MOTYT NEPEMEWIAThCS HA HEKOTO-
poe p: B 0CEBOM

TopMO3 MMEET YeThIpe pafHajbHO

condition when the felt rings wear down by tigthen-
ing the bolts uscd to fasten the packing cap.

Electric motors of the 1st, 2nd, 3rd, 4th and 5th
sizes have ball-bearings while size Gth has roller
bearings. The front and rear bearings of an individ-
ual electric motor are identical.

DISK BRAKES

The series of the electromagnetic disk brakes of
the TMO type, similarly to the motor series, com-
prises 6 sizes.

Technical data of the brakes are furnished in
Table 6. !

The brake 15 built in the motor end shield. That
part of the brake protruding beyond the end shield
is covered with a rcmovab%: casing provided with
a rubber packing.

The brake is built of two trains of disks, one of
which rotates with the rotor (moving disks) while
the other remains stationary (fixed disks). Both disk
trains are allowed to move for a certain distance in
the axial direction.

The brake has four radially-arranged electro-

HBIX JIEKTPOMArAMTA, COCTOALIMX M3 TIOABHXKHOH M
HENOABHXHON uacTeii n xartywku. Katywkn aua-
METPanbHO NpOT MaruuToB

NOC/IeN0BATENIbHO; Kak/Aas Napa KaTyliek BKIIoYaeTcs
B pasHble L1 TpexdasHoit cetu. Takas cxema
BKJIIOYEHHS KHBAET KoJebanus CYMMapHOro ycH-
JIHS CHCTENIBEA| MarHUTOB. TeNb-
HOe CriaXxiRElic TyJLCHPYIOIIEro YCHIHS KaXaoro

Declassified in Part - Sanitiz

magnets of a fixed and a moving parts and
a coil each. The coils of diametrically opposite
magnets are connected in series, each pair being
connected to different phases of a three-phase line.
This circuit smoothes down the variations 1n the
total effort of a system of single-phase magnets.
Additional smoothing of the pulsating effort of each
of the four magnets is obtained by means of shielding
turns.

%
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M3 YETBIPEX MArHHTOB JAOCTHraeTcd NpHMEHEHHEM
IKPAHHPYIOLHX BHTKOB.

IMo ueHTpasbHOi OCH MEXAy 3NeKTpOMAarHHTamu
. Ilpn otk. IX 3JIEKTPO-
MarHuTax NOA BO3ACHCTBHEM NPYKHHbI MOABHKHbIC
ZIMCKH MPWKUMAIOTCA K HEMOABHXHBIM M BCE BMECTE
K crenke noawnnuikosoro wuta. Takum obpasom,
no "
KoJlell C AKOpeM M TOMIUMIIHHKOBBIM LUHTOM BO3-
HHKIOT CHAIBL TPEHHS, KOTOPBIE CO3AAI0T TOPMO3HOM
MOMEHT Ha Bajly 3/CKTPOABHTaTENs.

Tpu Bo36y: K AeHHH 3NCKTPOMArHHTOB AKOPb NPUTA-
ruBaeTCA M CKMMACT NpYKHUHY, B pe3yjbraTe 4ero
ocsoboxaaloTcsl NOABWXKHBIE AMCKH. [Ipn cHATHH
BO3GYXICHHA TPOHCXORUT TOPMOXEHHE.

Perynuposka TOPMO3ROrO MOMEHTa OCYLUECTBIISCT-
ca 3aTAKKH c
PerynupoBOYHOI TaHKH.

Per xona 0 MarHu
C fKOpeM, BEJIHUHHA KOTOPOro MEHSeTCs MO Mepe
u3Hoca (PPUKUMOHHBIX JMCKOB, AOCTHraeTcs cme-

A spring is provided on the central axis between
the el With the el g dis-
energized the moving disks, being influenced by the
spring, are pressed against the fixed ones and all
together—against the end shield wall. Thus, friction
forces arise along the contact surface of the friction
rings with the armature and end shield, which pro-
duce a braking moment on the electric motor shaft.

When the electromagnets are energized the
armature is attracted and compresses the spring
which releases the moving disks. With the electro-
magnets disenergized braking takes place.

The braking moment adjustment is carried out by
changing the tension of the spring with an adjusting
nut.

Adjustment of moving magnetic core and
armature travel, the size of which changes as the
friction rings wear down, is accomplished by shifting
the fixed magnetic core.

Manual unbraking is effected by a handle having
an eccentric profile, which presses out the moving

ieHueM 0 Mariu

Pyunoe pacTOpMaKHBaHHE OCYLECTBAAETCA PYKOAT-
KO C IKCUCHT ¢ c
KOTOpOii NPOHU3IBOIMTCA OTKATHE MOABHKHOIO Ma-
THHT TopMo3a # TIOABHXKHBIX

Bmecte ¢ TCs
3anacHble YacTH: KaTyluka, NpYyXHHa, l'lo,ﬂBM)KHOﬁ
nuck B c6ope, KIKOY PEryJMpOBOYHBIIL.

core of the brake and releases the moving
disks.

The following spare parts are delivered together
with the brake:

coil, spring, moving disk assembled, adjusting
wrench.
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Iaﬁnuu.. i - Ta6anua 2
' f able 1 Table 2
. TEXHNUYECKWE JAHHBIE DJIEKTPOJABUTATENE( CEPMI MAM C COOTHOWEHHEM CHHXPOHHBIX CKOPO( - TEXHWYECKUE JAHHbIE DJEKTPOABUTATEJEN CEPUM MATI C COOTHOLWEHNEM CHHXPOHHBIX
TEW BPAUIEHUS 1500/500 06/atun CKOPOCTE BPAIMEHUS 1000/500 06/aun
TECHNICAL DATA OF ELECTRIC MOTORS MAM SERIES WITH A RATIO OF SYNCHRONOUS . TECHNICAL DATA OF ELECTRIC MOTORS MAI SERIES WITH A RATIO OF SYNCHRONOUS
ROTATION SPEEDS 1500/500 R.P.M. ROTATION SPEEDS 1000/500 R.P.M. M
Bea Topsoan C Topwoson | Bea Topaoan | C Topxoaox
wome | S | o st ™ v Kgare | Wihout brake With brake | Cro- Mawew| Kpar- | Without brake With brake
) - e - . Mout- | pocts | Tox [Keopiu-! sane- | Nycxo-| wocts,
ot S tczo | Poxn | noers | - erstopa) wienr | ou | nyexo- 1 ~'mnm,’ Tata- Tan oackspo- | Hneao | Pesi | oo | upa- eratons e wud | poii |nycko- "
2 - - [paGorut,jua aay. | aemn, - |wonerr,xonent, ’ : T oraten noao- [paGoTua, ia pany,| menns, | (a) npi| mout- woeir,| Boro ¢ "
g Aavirens Con || o [ogun| 205 | nucra | wew | sro | Toka | AONSIT | TDORu | owerr | rpoga, . T oo | am| oGt Za"| wocTa | Rraw | A | Toka | JonT | TRORDI: | MoMelT | Tpoa
Size Type of Number| Dury | Deli | Rots- | Sttor | Power | Maxi. Stating| Star Kew ke | ket | ke ! e dlectin o [Numbee| Duty, | Delic | Rota- | Stator | Power | Maxic |Starting|Susting] K04 | &0 | “kear | e
. clectric motor |of poles| i | vered | tion | curren,| factor | mum ' torque, | current| goior | Flecene | Rotor | Blectric | ofpoles| in | vered | tion |current,! factor | mum | torque,| current| poror | Eiectric | Rotor | Electric
! poer, speed, ’;zlﬂ’l' mTwm.‘ ken | o | it moror | Aywheel | movor | power, | specd, | () moment, kg | matio | Gty | ntar | ywheel | motor
, ropom.|ac tgnt moment, " weight, | moment, | weight, | AW | r.pm. |at220V] kgm moment, | weight, | moment, | weight,
. ket ¢ kg Agmt kgl Agm® kg Agm* kg

6 30 22 | 89 | 11,0{ 0,78 54 50| 3,6

|
1
4| 30 | 36|1328| 147|089 | 58| 52| 38 |
— | MAR-21-6/12 020 | 102 | 028 | 153
i
|
!

MAI-21-4/12

12 10 1,2 | 385| 10,2| 0,64 541 54| 19 12 10 1,2 | 385 | 10,2| 0,64 54| 54| 19

!
0,20 102 0,28 i 153
1

H 6 30 3,2 905 | 160! 0,75 95| 87| 4,0
178 MAI-22-6/12 0,29 130 0,37 178
12 10 1,7 | 387 | 14,5/ 0,62 78| 7,81 1,9

4 1 30 5,0 {1370 [ 20,0 0,86 | 10,4| 99| 4,9 '
MAM-22-4/12  |———} 0,29 130 0,37
12 10 1,7 | 387 | 14,5] 0,62 78| 78] 1,9

4|30 | 75|1370 | 300 086 | 145] 130 438 ‘ 6| 30 | 55|95 | 255|076 | 160| 148| 40
MAT-31-4/12 044 | 160 | 058 | 230 | MATL31-6/12  |— 044 | 160 | 058 | 230
12 | 15 | 25| 366 | 168|074 | 11,0 11,0| 20 i 12 | 15 | 251 366 | 168] 074 11,0| 110] 20
1t _ m :
4 130 105 |1375| 39,0| 0,8 | 21,2 192] 50 6| 30 | 75|88 | 31,5/08 | 205| 19,1| 40 |
MAI-32-4/12 - 0,62 | 194 | 0,76 | 2064 MAT-32-6/12 0,62 | 194 | 0,76 | 264
12 | 15 | 3,5| 388 | 275| 0,65 [ 17,7 17,7 2,1 12 | 15 | 3,5 388 | 27,5[ 0,65 | 17,7| 17,7| 21 |
4| 30 | 16,0 (1380 | 57,4| 09 | 31,5| 27,0| 5.1 6 | 30 | 12,0 | 895 | 49,6{ 083 | 31,5 280/ 3,9
MA-41-4/12 —— 1,15 | 260 | 143 | 370 MAML-41-6/12  ——— - 1,15 | 260 | 1,43 | 370
12 | 15 | 52| 370 | 360|073 | 22,4| 220] 20 ’ 12 | 15 | 55| 363 | 36,4| 0,74 | 224| 220| 20 '
v 4 ] v N i i
4| 30 2201380 | 772|091 | 460| 410 55 6| 30 | 160 | 905 | 675[ 080 | 47.0| 43,0| 44 | «
MAT-42-4/12 2 ass | a6 | 13 | 428 MAM-42.612 |- —|—— 15 | 316 | 1,83 | 425
12 | 15 | 65| 385| 40,5| 073 | 280] 27,7| 22 ’ 12 | 15 | 7,0 | 390 | 450( 0,71 | 300 | 297 21 |
; 4 | 30 |30,0 |1365|102,0| 0,93 | 58,0| 515| 49 T 6| 30 |230 | 80 | 88,5( 086 | 69,0| 650 44 !
MAT-51-4/12 —| 1 230 | 440 | 280 | s8s . MATI-51-6/12 | 230 | 440 | 2,80 | 585
12 15 9,5 | 400 | 64,2 0,67 | 520| 520 2.3 ! ’ | 12 15 9,5 | 400 | 64,2| 0,67 | 52,0} 52,0 23 ,
v N R Vo=
; 4] 30 | 385|139 (1280] 093 | 940] 830/ 6,0 6 | 30 | 300|882 |111,0| 088 | 865| 820| 43 |
! MAML-52-4/12 ————]| 305 | 510 | 355 | 655 Mams2612 | | 305 | 510 | 355 | 655
i 12 | 15 | 12,0 | 380 | 69,0| 077 | 61,0| 61,0 23 | ? ! 12| 15 {130 | 387 | 81,5{ 0,71 | 70,0 | 70,0| 24 '
! 4| 30 |550 | 1405 |183,0] 0,91 {1250 980| 6,0 6 | 30 | 40,0 | 925 [149,0| 0,84 |132,0 1120 51 ! ]
MATI-61-4/12 _ ” 445 | 605 | 520 | 812 MAT-61-6/12 445 | 605 | 520 | 812
v 12 | 15 | 18,0 | 382 | 90,0| 083 | 760| 750| 24 | 12 | 15 | 18,0 | 408 | 96,0| 0,74 | 87,5| 86,5| 27 |
| N VI |-
@ 4 130 | 65013952150 0,92 [139,0 (1130 5,6 6 | 30 | 500 | 912 {178,0 0,87 [152,0[130,0| 50
MEQG2-4/12 — ®{ se0 | 703 | 655 | 910 MATI-62-6/12 580 | 703 | 655 | 910
12 | 15 230 | 413 (1320 0,69 (1250 (1230 28 | ! ‘ 12 | 15 | 23,0 | 413 [132,0( 0,69 [1250]1230| 28
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Tabamnua 1 Ta6anua 4
Table 3 Table 4

TEXHUYECKHE JAHHBIE DJEKTPOABUTATEJEN CEPHUH [MAM C MOHHXEHHBIM MYCKOBLIM TOKOM U TEXHUYECKWUE JAHHBIE DJIEKTPOABUTATEJIEV CEPMM MATI HA 380/220 53 B OAHOCKOPOCTHOM
TOBBIIEHHBIM BPEMEHEM CTOSIHKU MO/ NMYCKOBbIM TOKOM MCIMOJHEHNAY HA 1500 ¥ 1000 CUHXPOHHBIX OEOPOTOB B MUHVYTY

TECHNICAL DATA OF ELECTRIC MOTORS MAM SERIES WITH REDUCED STARTING CURRENT TECHNICAL DATA OF ELECTRIC MOTORS MAIT SERIES FOR 380/220 I/ SINGLE-SPEED DESIGN
AND INCREASED STANDING TIME AT STARTING CURRENT WITH 1500 AND 1000 SYNCHRONOUS R.P.M.

Rouyert-| Fea Topxosa ' C Topxoaon Bea Toposa | C Topwogon

O I O L R L thout brake | With brake Mou- | Cro- Kooip- | Maeu- Without brake |  With brake

- | wan- - it nocts | pocts gn- | mane- | Myexo-
Hueno | Pewus | nocts wien | wwil | nofl | Maxo-| Bec | Maxo-| Bee Hneno ua |opame-|  Tok | wient | ekl | boil | Myckonoii | Maxo-| Bec | Maxo-| Bee

Tun onckrpo- | noao- [pagorss fua saay, s, |(a) npu| sou- [Hoxer fom, |, J0f | saee. | i | onex. newipo- | nomo-| Pesus | nany, | wis, | cravopa, | sou- ok, | ol fonexrpo| ofi [onexrpo-|

ABraTens con | mun | xom |oG.uun| 220m | woctn | Krw | Kes o] T |sowent vponun-l sowent [rponu- Aunraeasn con | paGotw | xom |oGrsun a woerw | Krat | Kes a womenr AviraTe-|

o y i
Typeof  [Number| Duty, | Deliv- | Rota- | Stator | Power | Maxi- |StartiogStacting] Permissi- | xonse | xe | ente | o Type of  |Number| Duty iv- [Rotation|  Stator | Power | Maxi- [Strting| Starting [ xpn’| wr | weae| e
clectric motor | of poles|  min cred | tion |curcent,| factor | mum | torque, | current | ble stand- . N electric motor [of poles| speed, | current, | factor | mum | torque,| current,

o, | speed, | 040) moment] g | (1), | g ime | Rotor | Blecrie] Rotor |Elecric el Bt moment,|
0| rpom. |2t 220V kem | at 220V ac stasting, Wheel | motor flywheel kW ) | 0

| urrent, joment,| weight, mement, 'moment,| weight, moment,| weight,

e ! ket 3 kem® K3 | ke | kg | kg

Rotor [Electric | Rotor | Electric
(fywheel| motor flywheel] ‘motor

45" MAM-11-4 259%I1B! 41771 | 0. 2,7 14,0124,2| 0,07 | 55 | 0,10

MATM-21-4/12

54 MAT-12-4 259 ITB| 7,5/13,0 | 0. 59 28,6/49,5 0,17

9 .
B MAM-21-4 3 hours| 6,0/10,4 95 85| 60/105 0,28
MATI-22-4/12 , :

MAM-22-4 8,2/14,2 147 | 11,3 90/156

MATI-31-4/12 MAI-31-4 11,7/20,2] 0,80 | 21,0 | 16,0 | 1221211

MATI-32-4 3 hours| 1465 | 15,3/26,5 30,0 | 26,0 | 173/300

MAI-32-4/12 MATI-41-4 2 hours 1465 1 21,0/36,4| 0,84 | 39,0 | 32,0 | 230/400

MAI-42-4 2 hours| 13,5 | 1465 27,0/47,0 53,0 | 40, 314/545

MAII-42-4/14
-4 MAII-51-4 2 hours| 1470 33,0/57,0 75,8 405/700

MATI-52-4 2 hours| 1470 42,5/73,5 87,0 X 500/865

MAIL-51-4/16

MATII-21-6 820  63/10,9 6,4 19/33

MAI-22-6 850  11/19 13,0 40/69

MA[@/IG }
Y 870 | 15,4126,7| 0,83 | 220 63109

MAl'l»Sl-il
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Tabnuua s Ta6anua 6
Table 5 Table 6

TEXHUYECKHE JAHHBIE 3JIEKTPOABHI "ATEJIEM CEPHI MAN
B TPEXCKOPOCTHOM HCTIOJIHEHMH

TECHNICAL DATA OF ELECTRIC MOTORS MAIl SERIES
THREE-SPEED DESIGN

TEXHUYECKME JAHHBIE JUCKOBLIX TOPMO30B TUIIA TMO

TECHNICAL DATA OF TYPE TMO DISK BRAKES

Kea Topsosn | C Topsozox
Cro- Maren- Kpar- | Without brake | With brake
Mow- | pocts | Tok [Kooppu-| wanb- | Mycxo- | nocts
Hueno woeri, | “upa- |eraropal ment | ‘wail | wofi |myewo-| Maxo-| Bee | Maxo-| Bec | “Topsoanoli Moxent, Maxcnxanuoe
Tun aaekTpo- nomw- | Pewas  [uapany,|wenus, ! (a)npu | souw- woro | poii | omex- | Bofi | anex- | ERO BRI Makensansuas
avirarens ¢ pabotw | Kem |oGuun! 2208 | wocTu | Kra Kea | Toka [ woy PONI-| i b pewainax pacoTh ‘wont nac M wougiocTs, | 1M Maxooit
poTopa, | raeas, potopa 3 i npit cxopocTs cropocTs | noTpeGasieMan | ponycTuwuii | Mosent
Ll I I . Tun Drakdng moment, powane | opauenin, | opaenm, | xarymon, | oR, Tophoss,
Rotor | Electric| Rotor |Elcctric Topsosa ) 8 o/aun o61xun ‘nm e
fiywheel| motor |Aywheel| motor ,
imoment,| weight, [moment,| weight, Type of brake
kemt | kg kg g |

Type of [Number|  Dury - | Row- | Stator | Power ing Starting|
clectric motor | of poles tion | curtent, | factor torque, | current

specd, | () kgn | ratio
r.pom. | 2201

8y
at duty
Maximum | Maximum | Maximum

Maximum Rated
sotation speed, | rotation speed, travel,

0 400/
aun ns

power
rop.m. ropomn consumed by ey
coil,

per hour
I i 60 at duty 400 1B| W

min

409 NB i 20,0 001

MAI 52-4/12/24 - TMO-1
© BHewHuM 06ay-

with blow-over
cooling

MAI-62-4/12/24

¢ piewnin 06ay-
N

TMO-6

with blow-over
cooling

* VKa3aUHAR DENIMIA MOMEITA COOTBETCTBYET Perumant 25 % ITB wau 20 Munyr

30 min * The given value of moment corresponds to duties 259, I1B or 20 minutes

MATL-62-4/8/16 30 min

15 min
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ATIITAPATYPA VTIPABJEHUSA
JBUTATEJIAMM TEPEMEHHOTO TOKA

1Y T IMI HBIMI H
HbIMH KOpPOT yTHIMK ABHTATENA-
MIl [IEPEMEHHOTO TOKA OCYLIECTBAAETCS C NOMOLLbIO
KOMIUIEKTA annapaTypbl, cocToAuweii H3 MarHiTHOrO
KOHTpOJUIepa it KOMaHIO0-KOHTpOJIepa.
KOMINeKTE!  anmapaTyphl H3rOTOBASIOTCA  ANs
HoMHHanbHOTO HanpsxeHus 220 i 380 4.

A. MariuTiele KOHTPOJLIEpbI

MarHuTHEIE KOHTPOJLIEPH! TIEPEMEHHOTO TOKa Mo-

B GphI3r [

npeacrasnsioT coGoii MeTanmideckie wkadp  co

BCTPOCHHBIMU B HHX ANEKTPOMArHHTHBIMH KOHTAKTO-
pami, TEMIOBBIMI pene 1 Ilpyl'Oﬁ annapaTypoﬁ.

C noMOLLBI0 MATHHTHBIX KOHTPOJUIEPOB OCYLUECT-
BAsETCA TMYCK,
H NepeKNIoYeHIe CTATOPHBIX OOMOTOK ABHraTeneii.
KpoMme Toro, npit NOMOL TEMIOBLIX pefe OCYLecT-
BJISETCA 3alUHTA 06MoTOK Asurartens oT 0

roved for Release

CONTROL APPARATUS FOR
A.C. MOTORS

The three-phase, single-speed and two-speed
squirrel-cage motors are controlled by means of a
set of apparatus comprising a magnetic controller
and a master switch.

The sets of apparatus are available for rated
voltages 220 and 380 1.

A. Magnetic Controllers

A.C. magnetic controllers are available in splash-
proof design. The controllers arc metal cabinets with
built-in electromagnetic contactors, thermal relays
and other apparatus.

The magnetic controllers serve to start the motors,
to reverse rotation direction and to switch over the
motor stator windings. Besides, the thermal relays
accomplish protection of motor windings from over-
headng‘ when the rotor is wedged. The magnetic

neperpesa B Cily4ae 3aKJAHHIBAHIA POTOpA ABHTATENA.
B cxeMax MarHHTHBIX KOHTPOJUIEPOB BLINOJIHEH Y3eji
HYNEBOil 3aLITBI, NPENATCTBYIOWMIT CAMONYCKY ABH-

are provided with a circuit of zero
protection which prevents selfstarting of the motor
under conditions of voltage disappearing and then
re-appearing in the main circuit. The control circuits

Ta6nunua 7
Table 7

Tun saruuT-
HOTO KONTPOR-

MowwocTs ynpasanesoro psuratens (kam) npu
HAMpAKEHII:

Rating of the controlled motor (£17) at voltages:

Tok, a 208

Magnetic Rated current, 201"
controller type | A

s fipuxes
3801” Notes

Gonbuwias wanan
cKkopocTh cKopocTs

highspeed | low speed

Gonbusas sanan
ckopocTh cropocTs

highspeed | low speed

Jlns OHOCKOPOCT-
HOTO  mBMraTens

For single-speed
motor

Jns onHockopocT-
HOTO  mBuraTens

For single-speed
motor

C Tpancgopmaro-

With current
transformer

r 2013/11/22 : CIA-RDP81-01043R002700060013-8

Pitc. 7. MarnuTuili kontponsep cepiit TB

Fig. 7. Scries TB magnetic controller

ratesieii NpH HCYE3HOBEHHN M MOBTOPHOI nonade
HAnpsKeHHs B TJaBHOM UenH. Llenn ynpaBieHHS
MArHHTHBIX KOHTPOJIJIEPOB 3aliHlUeHbl  [IABKHMH

of the magnetic controllers are protected with fuses.

Certain designs of the magnetic controlless are

provided with current transformers which supply the
d

in the master switches. The

npenoxpaml're:mmu, HEKUTOPHE ma-
THHTHBIX KOHTPOJIEPOB CHAaGXKaloOTCH ‘Tpancdopma-
TOpami TOKa, OT KOTOPBbIX nony4awT NHTaHHE
amMnepMmeTpel, paSMELuEHHHC B KOMaHAO-KOHTpOJI-
nepax. MarnuTHble KOHTpOJIEPb! BbINYCKAlOTCA B
npenHa: ns

KDpOTKO}aMKHyTHMH OIJHOCKODDCTHI:IMH H OBYX-
CKOPOCTHBIMI ABHTATE/IAMH C COOTHOLICHHEM HilCNia
nomiocos 4/8; 4/12; 4/16; 6/12.

B nepBoM cllyuae B HHX, KpoMe JIHHEITHOTO KOH-
TakTopa, paSMCU.leHbl JiBA KOHTAakTOpa HanpasJeHHs
BpaleHHs 1t ABa TeNJIOBLIX pene. Bo sTOpoM cnyyae
BMECTO JIHHE{HOrO KOHTaKTOpa YCTaHaBJMBAIOTCA
IBa KOHTaKTOpa, 4epes3 KOTOpbIe nosy4atoT nuTaLne
CTaTOpHBIE 06MOTKH ﬂByXCKDpO(TI'HOI‘O ABHraTens.
Yueno TEnJoBsIX pene B 3TOM criy4ae yaemmnaae-rcﬂ
DO 4eThipex.

OcHOBHBIE TEXHHYECKHE NaHHbIE MAarHHTHBIX KOH-
TPOJIEPOB NPEACTABACHD! B Tabnnue 7, rabapHTHbIC
pasMepst — Ha pHCYS.

magnetic controllers are available in designs intended
for controlling squirrel-cage single-speed and two-
speed motors having pole ratios 4]8;4/12;4/16; 6/12.

In the first case they have, in addition to the line
contactor, two directional contactors and two
thermal relays. In the second case, the line contactor
is replaced by two contactors through which the
stator windings of the two-speed motor ate supplied.
In this case the number of thermal relays is increased
to 4.

Main technical data of the magnetic controllers
are furnished in table 7; their overall dimensions are
given in Fig. 8.
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OmBepemusn dns  Bvibodob
Hales for lermunal leads

Pic. 8. FaGapHTHbIE Pa3MEpi MATHITHBIX KOHTPONNEPOB cepitit TH

Fig. 8. Overall dimensions of Scrics T magnetic controllers
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B. Komano-Konrpoaiepst

KoMaHA0-KOHTPOJUIEPbl CAYAKAT AAA KOMMYyTauHn
uencii  ynpabieHis MArHHTHBIX KOHTPOSJIEPOB M
0BecneuHBaloT BKMIOYEHHE KOHTAKTOPOB MO ycTa-

it nporpamme. Ki TPOJIICPbI H3-

B. Master Switches

Master switches are used to switch the control
circuits of the magnetic controllers and to ensure
that the contactors are cut in according to a fixed
programme. The master switches are manufactured
in

I B BOJO:
4TO MO3BONACT YCTAHABAMBATB MX HA OTKPHITOMH
nanyGe. K I TPOSIEpPbI TCA raas-
HOii PyKOATKOli, nMetoweii no nsa paGoumx dukch-
POBaHHbIX TONIOKEHHS B KAXAYIO CTOPOHY OT Hyse-
poro. OT raasHoil PYKOATKH NPHBOAATCA B AelicTBHE

proof design which permits their installation

on an open deck. The master switches are provided

with a main handle having two fixed working

positions on each side of the zero position. The main

handle actuates 5 cam elements which are connected

in the circuit of the contactor coils of the magnetic
11

5 KyNauyKoBbIX JJIEMEHTOB, BK. B uenu
KaTyLUeK KOHTAKTOPOB MATHHTHOTO KOHTpOJepa.

K ITpOsINIEp Csl BbIKJIIOYaTe eM
LienH ynpasJels co CbeMHO pykosTkoii. HekoTopsie
MCMIONHENHS  KOMaHIO-KOHTPOIepoB  cHabxkalotes

TpaMH  H IS LYHT
TENAOBOI 3aWMThL.

TexuuueckHe ~ JAHHBIC  KOMAHIO-KOHTPOIEPOB
cepiin KM-600 npusenens B Tabauue 8, rabaputusie
pa3mepbl—Ha puc. 10.

The master switch is provided with a breaker of the
control circuit, having a detachable handle. Certain
designs of the master switch have ammeters and
push-buttons for by-passing the thermal p i

Technical data of master switches, series KM-600,
are furnished in Table 8, their overall dimensions
are given in Fig. 10.

Tun owrpoanepa P

Type of controller Weight,
eight,
3

TB-11 655| 610 50

TB-21; TB-22 | 870/ 825| 780|

1200/1150|1100|

1550115101450 Putc. 9. Komanno-koutponnep cepin KM-600
Fig. 9. Serics KM-600 master switch

— 19 - ,_/
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|
i Tabmnua 8
1' Table 8
it B Ll [T — Bes
i KolTpoaaepa Number Ammeter scale Weight,
i Master switch of circuits | Rated current, g
il type A
Ee3 amnepmerpa
! KM-609 5 0 | Without ammeter | 22°
. i KM-611 5 20 078 95100 1 a5
|
[
ol
[ !
i “ g
K 53
| %
i oy
[ : oS <
il £2
| ! < S
E N
| f 58
1 e
i
I N
[ |
Al 3
1] =
o i
n
il
i
. i
OmBepcmue
dna Beibodob
Hole for termt-
. nal leaa
k3 g_"
Paspes no A8
Ab section
Pic. 10. TabaputHere pasmepsbi KoManno-kouTponnepa KM-600
FT Fig. 10. Overall dimensions of series KM-600 master switch
- !
Buewropruagar. 3axaa Ne 2037
Ote. Tynnosa, Bonkosa

oLl

]
3
%
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PAJIMONTPUEMHOE YCTP WCrBO
nPB

BceBONHOBOE PAaAHONPHEMHGE YCTPOHCTBO THMA
TIPB ana Ha cynax
Mopcxoro ¢rnota 1t obecrieyfiBaeT ClyXOBOH NpHeM
TenerpadHoit (HesaTyxarouit 1 TOHaNBHOM) M Tele-
onHoit paboTsl.

Panuonpuemuoe ¥ oﬁcnw TIPB npencraspsfer
coBoit naT! cynepr oT-
JeNBHEIMI nepnuM /{i BTOPBIM reupoy aMH

npo-

fal:);xquﬂoﬂ HacT bl — 8 u 455 k2y. /B npueMHOM

YCTpOiiCTBE PHMEAHEHBI SKOHOMHYHBJE TIEHTOJBI NPS-
Moro Haxama (2XK27).

Jluana3oH NpHEMHOTO YCTPOI a TuaBHbLE, Ge3

NPOBANioB  TIOPAXEHHbIX Y4afTkoB oT 12xey 1o .

25 meey, pasbut Ha 10 mompftanasoHos, ¢ 3anacoM
TIEpeKpLITHA B Hauane M KOjlle Kaxaoro Mojnuana:,
30Ha He MeHee yeM Ha 2%/

CocTaB  aMmApATYpPH
9JeKTPONHTAHHA.

Bapuaut N 1 —

Toka. BapuauT ycTpoiifTsa Brmioyaer ¥’ cebs cuenmy-

oulee

TeNb, 3amagHoe HMYLIECTBO K HHCPPYMEHT.
BapuaHT N 2/— nutaHHe ST CETH MNepeMeH-

HOFO TOKA|C BO3MOXHOCTBIO ABAPHHHOIO MHTARHA

aKKyMyJIA¥opoB. BapHaHT yCTpOHCTBA BKJIIOY

ceba

pa
ok AHKH-45
(1 wr.) 1 B2AKH-2,25 (3 wft.) co fM nepemeH-
HOTO 'mnal 3anacHoe HMyIUeCTBO H HRETPYMeHT.

BaprduT N 3 — DnHjaHKHE OT CeTH NOCTOAHHOTO
Toxa, 110!

i 220 6. BIpHAHT COCTOMT H3 p/mo-

TENEM, JBYX

seit OI1-120, mmyxa nui?smﬂo 0 -roxa W HanacHoro
HMYILECTBA) C HHETPYM

BapuaRT Ne|4 — ynrtanHe oT ceTX nocrosHHOrO
ToKa, 110 220 6,  BO3MOXHOCYEIO aBapHiiBers
TIHTaHHA OT\| akKymynafopos. Bappaut skmedaer B

cebs
WA

BHIIPAMHTENEM, b2 a OIT-1,
IMHTOK NOCTOXHEOYO TqKa X 3anjacHO KMyweeTso ¢
HHCTPYMEHTOM, @ \akMe KPMIJIeKT AKKyMfIATOpOB
4HKH-45 & 3 -52)5 (3 ).

Bapuaut M 5\ ngra or 0po
Dr0T BapHaHT COCTYUT \u3|papmqmp) a, IBYX
KOMIUTEKTOB 2l opoB: 4HKH45/(2 mu.),
32AKH-2,25 (6 3afjacgoto €CTBa C HH-
CTPYMEHTOM.

Cxema mpuemunkd. Ramyonpie: yerpolicrgo
IIPB cMOHTHpPOBAHO YIO \Cx¢ 2
'HaCTPaHBAIOLIHMHCA CBAal T
TepBOjt JTaMIIBt xackalg €
OTHENMBHBIM TIepB TE{ePRUMKON,
TpeMs KacKaJamH e
“TOTEI, BTOPHIM J€Tf
JBYMS. KacKajia}

Declassified in Part - Sanitized Cop

RADIO SET ITPB

faph (continuous wave and tonal) and telephone
communication.

The TIPB radio set is a fifteen-valve superhetero-
dyne with the first and second heterodynes separated
and with two if. channels of 8 and 455 Kc/s operating
alternately. Economical directly heated pentodes
(2)XK27) are utilized in the set.

t dips or cluttered

Sub-ranges overlapping at the beginning and end
of each sub-range by at least 2%.
The composition of the set is determined by the
scheme of electrical supply used.
Scheme No 1:A.C. supply, The set contains the
iver, rectifier, spare

parts and tools.

Cheme No. 2: A.CS with provision for
emergency feed from storage batteries:
the i i : radi i
of type 4HKH-45 storage batteries (1 pc.) ai
32AKH-225 storage batteries (3 pcs.) with an
panel, spare parts and tools.

e, and two L.f. ampllfymg stages.

has its maxi wh
anfenna is 15 metre

Approved for Release
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II0 BCEM BOITPOCAM IIPHOBPETEHMS CYZOB
M CYAOBOI'O OFOPYJOBAHUA
OBPAIAWITECH IIO AJJPECY:

BcecoloaHoe oGbeHHeHHe
»CYAOUMNOPT

Mocksa, I'-200, Cmonenckas-Cernas m., 32/34
Anpec ans Tenerpamm: MOCKBA CYJOUMIIOPT

PLEASE ADDRESS ALL ENQUIRIES IN CONNECTION
'WITH PURCHASING OF SHIPS AND VARIOUS KINDS
OF EQUIPMENT FOR SHIPS TO
Vsesojuznoje objedinenije

“SUDOIMPORT”

Smolenskaja-Sennaja Pl., 32/34
Moscow, G-200
Cable address: MOSCOW SUDOIMPORT

Baemrroprasfat. 3axa3 3 206. Ote. IOpranos E. @., Banesa B. A.

. . -‘\
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Haub: YyBCTBH b
TIPB—npH aHTeHHE ANMHOM 15 At
TIpHeMHHK TIpEAHA3HAYEH TOJIBKO JUIS 0
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The receiver Y designed for acoustical reception
of conti wavexQn dulated tel h and also

TOHa. it

leph The receiver output is

diouHOl paboThl. BEIXOX NpHeMHItKa paccyHTail
b JIBYX Tap HH:

DMHHATIEHAY MOIIHOCTh  BbIXOJa —

npH

designed for

phones in parallel. The ratet output capacity is 10 m .

The receiver output voltage With one pair of low-ohm
b at 100 mW is no

pe b TpH H
10 mem ne menee 1,8 a.

OcnaGnenue noMex Ha KaJLHOH 4acToTe 1o
CpaBHEHHIO C TIPHHHMAEMOl 4 OTOH HC MCHCC YCM
B 80 pa3s Ha JCCATOM MOJJHANA3vHE, B 250 paz—Ha
DeBATOM TOmAManasone, B 2000 pas—Ha TNEpBOM,

H H B 5000 paz—
Ha OCTaNbHBIX MOAAHanasonax. Ocnabrennue nomex ¢
TIPOMEXYTOYHOMH YaCTOTOIl He MeHee YeM B 200 pa3
Ha BTODOM H HeTBePTOM NojUiHanasoHax, B 10Q0 pas—
Ha NepBOM NojManasoxe, B 10000 paz—Ha TRETbEM
M LIeCTOM HOAAHana3oHax, B 100 000 pas—Ha ocgank-
HEIX TIOJUIHANA30HaX.

YyBCTBHTEBLHOCT, NPHEMHHKA B DEXHME NpHOMa
He3aTYXaloWHX KonebauHit ¢ TOHQHILTPOM, On]
JleNieHHas TIDH OTHOLUGHHM CATHANA ILTIOC LIyM
hyymy, PaBHOM TpEM, HE Xyke 6 Axs.

B HmeeTCst b PYuHOH

o np TOYHOI YacTOTe B
3 K 1O HH3KO# yacToTe Gonee yem B 100 pas.

HBIX CHTHAJINB H BHKTIOYAIOLIHXCH C IOMOWIBIO TyM-
6nepa Ha IcRenHel MaHETH.

PaZHONPHEMHOIO YCTpOicTBa pac-
CYHTAH Ha TIHTaHHe OT CETH NIEPEMEHAOTO TOKa C 4acTo-
Tol 50 2y +5% M HOMHHANbHBIM Hampsxentem 70,
90, 110, 127, 140, 180, 220 wunu 240 6.

Ta, 4To
HX He +4% npu
HanpsXeHHs NepBRYHON NMHTAOLIEH CCTH Ha 10%.

TlorpeGenne JnexTposneprmn. IIpHeMHHK TTOTPe6-
JISET WO LENH HAKana C BKJIIOYEHHBIM OCBELUCHHEM
mKasI 2 6a, & ¢ BYKIIIOYCHHBIM ocBeluenHem — 1,5 6a.

Hanpsxenne qkkyMynm'opnoii 6aTapen Hakajia —
2,4 6. Tlo Tenw' afofla IPHEMHHK notpebaser 2,4 6a.
Hanpsxenue al
anosa — 120 6.

NpHeMHHKA TIPH|IHTAHAH OT CBOEro paGovero Kom-
TUleKTa aKKyMyjATOpoB — 100 vacos.

Huk — norpepnser 70 éa. IIpu NHTaHHH OT CETH

YCTpO#HCTBO
Tenb W NP — 5fo-

MaJIoT! HbIE
MHEIE JIAMIIB IPSMOTO Hakana THoa 2427 B
Be 15 WIT., OZHA HEOHOBAA Jlamna, KZHOTPOH
A 6115C, IBTHBIH GappeTTep,
felleHHA M MHIMKATODHAs JIAMIOYKA,

ninth sub-range, 2000 times in the filst, seventh, and
eighth sub-ranges, and 5000 times in the other sub-
ranges. _

Interference is reduced at the interipediate fre-
quencies by at least 200 times in the second\and fourth
sub-ranges, 1000 times in the first sub-range, 10000
times in the third and sixth sub-ranges, ang 100000
times in the other sub-ranges.

The receiver sensitivity during reception of gontinu-
ous waves with the tone-filter (for a ratio of signal
plus noise to noise of 3:1) is no less than 6 V.

In the receiver the i.f. amplification may be adjusted
manually by up to 1000 times, and the L. f. amplifica-
tion by more than 100 times. There is also an automatic
volume control for the intermediate frequency working

y less than + 4% when the primary supply
hanges by & 10%.
Energy Consumption. The filament circuit with scale
ighting “on™ consumes 2 V4, and with scale flighting
/“oﬂ"’—l.S VA.

The plate circuit consumes 2.4 VA.

battery voltage for the plate supply is 120

receiver is fed by its working set of storage ‘batteries,
it may work continuously up to 100

"When fed from an A.C. circuit,

(rectifier and receiver) consumes 70//A. When fed
from a D.C. circuit, the radio set (converter, rectifier
and receiver) consumes 250 VA.

The receiver comes with 15 sall size economical
directly heated type 20K27 valves, a neon lamp, a
type 6115C kenotron, a high-voltage barretter, a bulb,
and -an indicating lamp.

OVERALL DIMENSIONS AND WEIGHTS

@ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

BEC M TABAPUTBI

HaumeHoBaHAE y3/ia
Ttem

Pasmeprr, mm
Overall Dimensions, mm

Bec, k2

‘Weight, kg

JMna ynoGersa T
JiepeBAHHEBIE ALIMKH.

PannronpHEMHEAK
Radio receiver

BHRIIpAMATENH
Rectifier

IHTOX NEPEMEHHOTO TOKa
A. C. panel

I[HTOX IOCTOXHHOTO TOKa
D. C. panel

TlpeoGpasosaTe C GHIBb-
TpoM (2 w.)

Converters with filter
(2 pes.)

VxnamoyHslif AMpK Ce3amnac-
HBIM HHCTPYMEHTOM H HMY-
IECTBOM

Packing box with spare
tools and spare parts

AxkyMmysisTopHas Gatapes
4HKH-45 (1 wr.)

Type 4HKH-45 storage
battery (1 pe.)

AxxkymyastopHas GaTapest
32AKH-2,25 (3 wT.)

Type 32AKH-2.26 storage
battery (3 pcs.)

HPOBKH

407 x 505 x 407

370 % 270 x 243

138 x 195 x 100

215%280%x 130

325% 205

502 x 132 x 340

348 x 257 x 163

593 x173 x 168

Y3 TP 0 YCTPOHCTBA YNAKOBHIBAIOTCA B OTACIBHHE
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To facilitate transportation the component units of the set are packed in separate wooden ‘boxes.
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BCECOK3HOE OBDBEAMHEHUE

CYAOUMMMOOPT

c ccCcpP MOCKBA
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F'MPOKOMIIACHI

Das on

BHIMONHENNA PA3AHUHLIX MAHEBPEHIbIX 304aY BCAKOE

COBPEMEHHOE MOPCKOE CYAHO JIOJKHO HMETh FIIPOCKO-
niyeckuii Komnac,

BJO ,,CynoumnopT* MOXeT NOCTaBUTL THPOKOM-

i c
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GYRO-COMPASSES

A gyro-compass must be installed on board of
every modern seagoing ship. .
O “Sudoimport™ is in a position to supply
gyro-compasses of the most modern type, incorpor-
ating the results of long experience acquired in

nacst 0 obpasua, CckoHCTp;

YUETOM OnbiTa 3KCMIyaTauHn rHpoOKOMMNAacoB B Teue-

HHE nocaeaHux Jier,
|y

it komnac MEH 1S OpH-
CUTHPOBAHNSA CYAHA OTHOCHTENBHO MJIOCKOCTH Meph-
Auana, onpenenexHusa Kypcacyanai nejexHros 06beKTOB.
Tpunumn, geficTBus ripokommaca oCHOBaH Ha
cpoiicTea 0 T
COXPaHATb Hel: ocH

I and handling of gyro-compasses having
been in service within the last years.

The gyro-compass is designed for direction of
ships with regard to the meridian plane. Both the
ship’s course and the direction finding is effected
by means of a gyro-compass.

The operating principle of the gyro-compass is
based on the property of the free gyro to keep

1 1 the direction of the rotation axis in the

B NPOCTPAHCTBE M M3MCHATH 3TO HanpasjieHiie noa
AeiiCTBIEM NPHIOXEHHBIX K HeMy ciit. [TpeBpatuenie
rHpockona B rHPOKOMNAC OCYWIECTBASETCS Npi Mo-
MOLUH MaATHHKA, CHJIA TAXKECTH KOTOpOro 3acrasiser
OCb BPALLCHHUA COBEPLIATH He3aTyXalowe KoneGanus
OKoslo Mepuauana. ITi koneGauus racstcs npw no-
Mo ycnokou'renei’( PAa3IHYHBIX THNOB, TaK 4TO OCh
B CTpOro
TNOJIONKCHHH OTHOCHTENIbHO MepHanaHa.

F'MPOKOMIIAC ,AMYP*

. I'mpoxomnac ,,Amyp* asnsercs ManorabapuTHbIM
JIBYXTHDOCKOMHBIM KOMMAcOM C XHAKOCTHbIM NOA-
BECOM 4YBCTBHTE/ILHOTO 3/IEMEHTA W NpeAHA3HAYeH
ANA YCTAHOBKH Ha Cynax Manoro Tonnaxa. KoHcTpyk-
THBHBIMH AMH  THPO!

BO3/IYLIHOE OX/IaXACHHE HyBCTBHTENLHOTO 3MEMeHTa
} cocpenioToeHIe NPHGOPOB KOHTPOAA U ynpaseHis
B HAKTOY3e OCHOBHOTO KOMMaca.
P! BAMH T
»AMYp" ABJIAIOTCA ero Masbie raGapuTsl 1 npocToTa
uTo yeT:

space, and to alter this direction under the effect of
applied forces. The transformation of such gyros
into a gyro-compass is made by means of a pendulum,
the centre of gravity of which makes the rotation
axis effect continuous oscillations near the meridian,
These oscillations are damped by dampers of
different types, and, thus, the rotating axis is being
bmg§ht in a strict position in relation to the
meridian.

GYRO-COMPASS “AMUR” (,, AMYP“)

Gyro-Compass “Amur” is of small size based
on 2 gyros, with a floating type sensitive element
(gyro-sphere). It is recommended for installation on
vessels of small tonnage. The features of its design
are air cooling of the sensitive element and the
locating of the instruments and control devices in
the binnacle of the master compass.

The main advantages of Compass “Amur” are
its small size and simple maintenance which allow
to install it in a steering cabin, and its control and

b ero
HEMOCPEACTBEHNO B pyseBoii pybke 11 mopyvats
obcnyxusanue pyaesomy wTypMaHy.

Ciicrema ripokomnaca sKIouaET B ce6s crienyio-
wme ynsl:

Ocitosuoii npuGop (mpuGop 1A) cocTonT u3 komnac-
HOW_CEKLMH U OCHOBAHMS.

B xomnacuyio cekumio BxomsT: HYBCTBUTENbHBII
MEMENT, mpeacTaBiiAlowmii  coboii  repmeTnyecku
3aKpLITHI  WIAp, BHYTPH KOTOPOFO pACMOJNOKEHbI
FHPOY3eN, XHAKOCTHBIH YCNOKOMTENb M KaTyuwiku
JNIEKTPOMATHHTHOTO AyTh4, CTO CO CrieanLueif cdepoit
HHaKTOy3 ¢ poM s
TIOLEPXHBAIOLLEH KHIKOCTH, BEHTUAATOPOM, a TaKxkKe
NpUGOPaMH KOHTPONS, CHPHATH3ALMM M OCBEILEHNS.,

Zas 0TBORA TeNJ1a, BHUIENIAEMOTO HyBCTBHTENbHBIM
IEMEHTOM, MMEETCA CHCTEMA BO3AYLIHOIO OXMax-
JDenis, BKIOYaeMas NP TeMNepaType OKpyXKakolero
BO3ayxa Bbuue +10°C.

THpokomnac HanexHo pabotaeT npi Temnepatype
BO3nyxa ot —20 mo +40° C. Ckopocth BpALIEHHS
POTOPOB IHPOCKOMOB -COCTaBSET 0K0J10 30.000 06

i
aun. ¥ efius-Kypca nep

can be effected by a wheelman or a
navigating officer.

Gyro-Compass embodies the following units:

The Master-Compass (unit 1A) consists of
a compass and a stand.

The compass section incorporates the sensitive
clement—a hermetically closed gyro-sphere. Inside
the gyro-sphere are placed a gyroscopic system,
a liquid damper and coils of electromagnetic
blasting, table with follow-up system, binnacle with
gimbals, bowl for supporting ‘fluids, fan, control
signal and lighting units.

The air cooling system serves for the leading
off of the warm air, liberated by the sensitive
clement and is switched on when the ambient
temperature is over 4 10°C.

The operating of the gyro-compass is reliable
within the ambient temperature range of —20 to
+40°C. The rotating speed of gyroscope’s rotors
is about 30,000 7.p.z. The change of ship’s course
is dispatched and received by means of trans-
mitting clement J[1-150, allowing a load equal
to the load of 12 repeaters.

Putc. 1. Ociop-
1ofi npi6op
THpoKomnaca
LAMYD* (npi-

6op 1A)

Fig. 1. Master-

(unit 1A)

cicTemaM oT aatunka JIU-150, nonyckatoluero Harpys-
KY, paBHOLIEHHYI0 12 penuTepam.

Ha ochoBanuu npuGopa 1A cCMOHTHpOBaHBI Mmyc-
KOBOE YCTPOHCTBO, PE3OHAHCHBIH yCUNINTENDb, Npeno-
XpanuTean 1 KAeMMIbIE TJIATbI.

ITyckoBoe ycTpOIiCTBO CiLyXHT AIst 3anycka arpe-
rata nuTaHus CHCTEMbl THPOKOMMAaca NpH aBTOMAaTH-

B03dyx

Air \

Puc. 3. Cxema_OXNAHCHHS IHO-

KoMnaca, AMyp*: / peGpHCTHIfi KoTe-

JioK; 2 CTON C pebpaMt; 3 KOKYX;
4 DEHTIATCD
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Puc. 2. i INCMCHT T wAMyp*

Fig. 2. Sensitive clement of Gyro-Compass “Amur”

The stand 1A embodies starting gear, resonance
amplifier, fuses and terminal plates. .

The starting dcvlice serves for thﬁ stamﬁ of the

TO-COMPpass Ssu y aggregates, the starting cur-
geynt bcinl; au(ofnpat)ica]i% h‘gmitcd The resonance
amplifier serves for amplifying of electric driving
signals from sensitive element to follow-up system.

Fig. 3. Cooling scheme of Gyro-

Compass “Amur”: 1 ribbed bowl;

2 table with gibs; 3 cowl; 4 cool-
ing fan




HECKOM Orpat4eli nyckoBoro Toka, pe3oHanciblii
YCHUTENb — JUTA yCHACHHSA CHriana paccorsacopaims
cneasweii cepbl 1l 4YBCTBHTENLHOrO 3MEMEHTA.

Arperat  AMI-10 npemnasuayen ans nutamus
Beeii ripokomnactioii ciicremst. [uraie ripokom-
naca OCyWECTBIACTCA .OT CETH NOCTOAHHOIO TOKa
wanpskennem 110/220 ¢ uepes npeo6pasosatens
AMT-10. M b, NOTpeD. by

Declassified in Part - Sanitized Cop

Aggregate AMI-10 serves for the feeding of
the whole gyro-compass system. The feeding of
the gyro-compass is eflected from the D.C. ship
mains of 110/220 I/, via a converter AMT-10.
The power required by the gyro-compass from the
ships mains is about 0.8 £I/.

Course recorder (unit 23M) serves for the

i ding of the ship’s actual course.

OT cynosoii cetn — okono 0,8 xam.
Kypcorpad (npuGop 23M) cnyxut ans astomati-
ueckoil 3amici kypea cyana.

Puc. 4. Penutep
nenopycom

Fig. 4. Repeater with
pelorus

as cemo =
nsupply e et omvmerenen

Steering repeater on a two-horn suspension
(units 33K and 21K) repeats the gyro-compass
indications,

Putc. 5. Kypeorpah rupoxommaca ,, Asyp™ ¢ oTkpbiTofi Kpiuxofi

Fig. 5. Course recorder with Iid opened

pa mopy
1o rod signal transmutter

Putc. 6. Cxewa cocaunchiia npuGopon ripokomnaca_, Anyp™:

1 ocHositoli npuGop (npuop 1A); 2 kypcorpad (npi6op 23M):

3 peniepu 1a nenopycax (apiGopsi 19K 1 20K); 4 pemireph

Zn pynesoro (npubopst 19P 1 20P); 5 penitTep kypcoyKkasaons

(npuboper 33K 1 21K); 6 arperar mutanus; 7 perynstop oGo-
PoToB Mauwm (POM)

Fig. 6. Connecting circuit of Gyro-Compass “Amur”.
7 master-compass (unit 14), 2 course recorder (unit 23M);
beating repeater on a pelorus stand (units 19K, 20K):
# course repeater for a wheelman (units 19P, 20P); 5 steering
repeater (units 33K, 21K), 6 feeding aggregate; J regulator
of motor revolutions

oved for Release
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Penntep  kypeoykasamus ma asyporom nomsece
( 33K 1 21K) phGop P
I0IUHM MOKA3anNsa ripokomnaca.

Penmreprt ans neenrobanns ua nenopycax (npi-
Gopot 19K 1 20K).

Tyresuie pennreput na aByporos noasece (MpuGops
19P u 21P) ¢ ysenuuenoii uenoii aeneuns cayxat
ANS BEACHHS CYMUA MO Kypey.

B cBA31 € TEM, 4TO FHPOKOMNAC 112 HMEET KOppeK-
TOpa CKOPOCTHO# AEBMALMK, CKOPOCTHAs Monpaska
onpeenseTcs Npi MOMOWI NJIANIIET-KOPPEKTOpa i
TabauL, paccuuTanNbix A ckopocTei cyana oT 4
no 32 y3nos.

OCHOBHBIE JAHHBIE

Tounocts nokatamnfi rHpoKoMAaca mpi MOCTOSL-

WX KYPCS 1 CROPOCTIH ...

TounoCTh nokasauil Npit KAuKe Cy/na (pi passe-
LIEHIH OCHODIIOFO NPIBOPA 11a BLICOTE 10 6 .4t OT
uenTpa KauKt Kopaon) .

TounoCrs yeTailoBKit B NAO

Cornaconaniiocts paGoTLI CIIXPORION nepeniit .

Bpems NDHXOAQ THPOKOMOACA B MCPHAAN € TOH-
Hoctsio -+ 1°,

KOMITJIEKTALUSI TUPOKOMIIACA ,,AMYP*

Bearing repeaters on pelorus stands (units
19K and 20K).

Course repeaters on a two-horn suspension
(units 19P and 21P) with an increased degree card
serves for course steering of the ship.

The gyro-compass having no speed deviation
corrector, the speed deviation is determined by a
plane table corrector and tables calculated for
ships with a speed of 4—32 knots.

SPECIFICATIONS
Precision of gyro-compss at constant course

Precision of records in ship’s rolling (the master
compass being placed 6 . above the centre of
the ship’s oscillation) ..

Precision stting in meridian planc from start
to start ..

Concordance in operation of synchronous trans-
mission . . . .

Time of setting in meridian planc with a pre-

CiSI0N OF 2100, e eeevevvavverinniennnen 4—6 hours

SET OF UNITS BELONGING TO
GYRO-COMPASS “AMUR”

Ko- Patepsi, s
Haumenosanue  Wndp  Bec, mmie-

npiGopon  npubopa k2 e —

cota ;GiuHa puna

Ocnoitofi npit-
Gop

Arperar mima-
st lamr-10

Kypcorpadh 23M

Penitep  ans
nenenrosanua |
crenopycon (19K, 20K
Penutep kyp-
coyKkazaiis 1

ABYPOrOM
nonsece

| 33K, 21K
TMyTesoii peni- |
Tep na apypo- |
|
i
i

TOM noasece 19P, 21P

Teneuratop

BiByanILI 24

Pescponsiit
YBCTBITCL-
Wbl anemenT

anuacri it
MHCTPYMEHT

Texunveckas
IOKyMeHTaUHA
komn.,

B 3aBHCHMOCTH OT KOMKpETHBIX YCJIOBMIi 3aka3a
KOMIUIEKTALMS PENHTEPAMH MOXKET ObITh M3MeHeHa.

OG6wwit Bec rupokomnaca ,,AMyp*, cocTamjsiser
okono 330 ka.
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Overall dimen-
sions, mnt

Type of
unit

Weight, 42
Quantity

Master-compass 1A
Feeding aggregate | AMP-10
Course recorder 23M

Bearing repeater
on a pelorus
stand 119K, 20K

Steering repeater |
on two-horn
suspension 33K.21K

Course repeater
on a two-horn
suspension 19p, 2P

Azithuth device |- 224

Sparc scnsitive
clement

Spare parts and
tools 1set

Technical
instructions 1sct

The number of the completing repeaters may be
ded ding to quis of the Buyer.
The total weight of the gyro-compass is about
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gyro-compass, the branching and protection of the
main supply line, and current control in the follow-
up system and gyro phases.

GYRO-COMPASS “KURS” (,KYPCx)

Gyro-Compass “KURS” is a two-gyro system
with a sensitive element of floating type and is

TpuGoput s TAHHA COCTOAT M3 NyCKOBOro
npibopa, ClyKawero AR 3amycka I BLIKNIOUEHis
THPOKOMNACA, Pa3BETBACHHA W 3ALUMTLI OCHOBHBIX

FMPOKOMIACBHI CUCTEMbI ,KYPC*

Tupokomnacet ciictemst ,,Kypce* soasiores ABYX-
T PaMIt C KIAKOCTHLIM

UyBCTBHTCABHOrO J/IEMEHTA I yCTANABAMBAIOTCA 1A
CyRmax Bcex THMOB.

[upoxomnackt wHenpepwislio 1 aBTOMaTitecKH
BLIPAGATLIBAIOT I MEPEAAIOT KYPC Cy/a B Pa3fiuIble
CHCTEMbI, JUIst paGOTbI KOTOPBLIX HEOGOXOMHMBI AalIIbIC
Kypca.

Ha kopa6asx ¢ cynosoit cersio noctosutoro Toka

110 un 220 6 yc rHpo-
Komnacer ,,Kype-3“, Ha kopa6asx ¢ cynosoii ceTsio
TNICPEMENIOro Tpex(asHoro Toka anpsxensem 220
i 380 6 1 uactoroii 50 2y ycranasansarotcs THpo-
kommacsl ,,Kypc-4,

Tupokomnacwi ,,Kype-3* 1 »Kype-4“ npuiu-
MHANLIO OMMHAKOBbL I OT/HYAIOTCA APYr OT Apyra
CXEMOIl MUTANA C BLITCKAIOWMMN OTCIoAa pasii-
WMAMH B arperatax it npubopax MMM nuTamus.

B coctap ripoxomnaciioii cictembt BXoasT crie-
ayroutte npuGops::

Puc. 7. Ocuosnofi npiGop ritpokomnaca
»Kype* (npubop 1M)

Ocnosnoii npuGop 1M coctouT 13 UyBCTBUTENBIOrO
JJIEMENITA, NpeAcTaBasoWero coboit TepMeTHYeckn
3aKpBITHI Wap, BHYTpH KOTOpOro HaxomsTcs npa
UPOMOTOPA, KATylIKa IMEKTPOMATHNTHOTO AyThS 1
YCTOKOUTEIL C pesie BLIKMIOMATENs 3ATyXaHus, ces-
el cHCTeMBY, BHEIIHUX yacTeii (HaxToy3a ¢ xapnau-
HbIM TIOBECOM, pe3epByapa, cTona,  KoppekTopa),
KOPPEKTOp-MEXaHH3Ma 1t Mexaunsma yckopeHHoro
TIPHBEACHHA MYBCTBHTENILHOTO JIeMeNTa B MepianaH,

Cucrema oxmamaenns TIpeAHa3HaveHa s npe-
JZIOTBPALLEHIS NIEperpeBa Iripokomnaca.

installed on ships of every type.

The gyro-compass operates without interruption
and automatically indicates the course of the ship
and transmits the readings to different systems, for
the operating of which the actual course of the
ship is important.

Gyro-Compass “Kurs-3" is to be installed on
ships with D.C. mains of 110 or 220 I. On ships
with three-phase A.C. mains, 220 or 380 I/, 50 Hz
Gyro-Compass “Kurs-4” is to be installed.

Gyro-Compasses “Kurs-3” and “Kurs-4” are in
principle similar, the only difference being the sup-
ply scheme which requires differences in units and
devices of supply line.

The gyro-compass system embodies the follow-
ing units: .

Master-Compass 1M consists of a sensitive
element—a hermetically closed gyro-sphere, inside

Fig 7. Master-compass of Gyro-Com-
pass “Kurs” (unit 1M)

of which are placed two gyros, a coil of electro-
magnetic blasting, a damper with a relay of damp-
ening  switch, follow-up system, outer parts
(binnacle with cardan suspension, bowl, table,
corrector), cotrector-mechanism and mechanism of
the accelerated setting of the sensitive element to
the meridian,

Cooling system prevents the gyro-compass’
overheating.

Equipment of the Power supply line incorpo-
rates starter for starting and switching out of the

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

Gepowdorouas 6dn
Cooleng water

Puc. 8. Cxema oxnaaensin rupokommaca ,,Kype*

KU ANTANNS 1 KOHTPONA TOKA B ClensiLeii cucTeMe
W (azax rupomMoTOpOB.

B Kypc-4* Toany finpuGop
4/, B cucteme ,,Kype-3* — nyckosoit npuGop 4/11.
s nutauns rupokomnacos ,,Kype-3* npumens-
toTes arperatel Tuna AMI-4, a nMenHo: ans cxem
ua 220 ¢ noctosHoro Toka — AMI-4A, a ans cxem
na 110 6 noctosinitoro Toka — AMI™-4B. MowusiocTs,
notpeGasieMan riupokomnacom ,,Kype-3** ot cynosoii
ceTi 1,3 kem.

Pytc. 9. Tlyckonoii mpi6op
TipoKomnaca ,, Kype-4
(npiGop 470

&

Fig. 8. Cooling scheme
of Gyro-Compass
e

The Gyro-Compass “Kurs-4” applies the start-
ing unit 4|, whilst the Gyro-Compass “Kurs-3"
applies the starting unit 4 ]|,

For supplying the Gyro-Compass “Kurs-3”
units of type AMI™-4 are applied and namely: for
D.C. of 220 I/ schemes—the unit AMT-4A, and for
D.C. of 110 IV schemes—the unit AMI-4B. The
ship’s mains power required by the Gyro-Compass
“Kurs-3” is 1.3 IV

Fig. 9. Starting device of
Gyro-Compass “Kurs-4”
(udit 471)




Jns nutanms ripokomnacos ,,Kypc-4* npumeis-
toTcs arperatel THRa AMI™-201, a Menno: ans cxem
na 380 ¢ mepemennoro Toka — AMI-201A, a ans
cxem na 2206 nepemeHHoro Toka — AMI-201B.
Mouutocts, notpeGasemas arperatamn AMI-201,
cocTasaset npumepto 1,2 xea.

Jas nuranns rupokomnacos ,,Kype-4* TpeGyerca
Takxe oanodasHbiii Tox Hanpsxenem 110 6, yactoToii
50 2. MowHocts, notpebnsemas TeHepaTopoM oT
onnodasioro Tpanchopmatopa — |1 kaa.

TlocTaska aToro noumxaiolero TpancopmaTtopa
mokeT 6biTh npoussenesa BJO ,,Cymoummopt* 3a
OTAENIbHYIO MAATy.

TIpuBoput ynpapJcins rupoKoMIacoM i CHTHAbHbIC

Declassified in Part - Sanitized Cop

Units of types AMI™-201 are used for the supply
of the Gyro-Compass “Kurs-4” and namely: for
A.C. of 380 I schemes—the unit AM-201A, and
for A.C. of 220 I/ schemes—AMTI-2015. The
power required by units AMI-201 is about
1.2k A,

For feeding of the Gyro-Compass “Kurs-4"
single-phase current of 110'V/, 50 Hy, is required.
The power needed by the generator from a single-
phase transformer is 1 £1/.A.

Delivery of this reducing transformer can
be made by V/O “Sudoimport” for extra
charge.

Operating and signal .gears of the gyro-

npuGopsI BKNIOHAIOT B cebA T| -yCItH-

Pyc. 10. TIpuGop xomTpons ritpo-
Komnaca ,,Kypc-4 (npuGop 34)

TenbHelit npuGop (9B), cayxauwwit ans nepenaumn
noxaaaﬂuﬁ, M PEBYHbI C CHIHANbHBLIMH JaMnamu
(npuGop 10M1), cnyxawme nas MOAa4YH 3BYKOBOrO

CHTHANA 06 OTKJNOHEHMH TEMMEpATyphl NOALEPKHBa-"

1oueit XMAKOCTH OT AONYyCTHMOI, Nomaum CBETOBOTO
CHrHANA 06 OTKJIOHEHWM OT HOMYCTHMBIX 3HAYEHHMil
CHJIBI TOK2 B LIENH NUTAHUS l'HpOMOTOpOB M cnepsueit
CHCTEMBL H TOJAYH CBETOBOTO CHrHana o paccorna-
COBaHUH cnenwu.(el‘i CHCTeMBI THpoKoMMaca,

TipuGopsi Kypcoykasamms n KOHTPOAIS COCTOAT U3:
npuGopa KoHTpous (mpuGop 34), ycranasnusae-

MOTO B LuT! it pybke H Bk 0 B cebs
Kypcorpad, penutep, ykazaTenb nosoxenus i rHpo-
cdepst 1o BicoTe, aMMEPMETPbL AN KOHTPONS TOKA
B asax u ynpassenus KoppekTopom npuGopa 1M,

PENUTEPOB, NPEAHA3HAYEHHBIX IS YKA3aHHS Kypca,
TNEJIOPYCOB M ABYPOTHX MOABECOB, CAYKAWMX IS

TOABECKH DEMUTEPOB, BH3YaNbHBIX NENEHTaTOPOB If
Pa3BETBHTENBHBIX KOPOGOK.

* T'mpokomnac umeer SJNEKTPOMATHHTHOE YCTPOHCT-
BO 1na YCKOpeHHOro TIDHBEJIEHHS B MJIOCKOCTh Mepu-
nuana. DTo npucnocobienne TIO3BOJIAET TIPHBECTH
UYBCTBHTEJIbHBI NIEMEHT B MEpHIAHAH B TeyeHue

incorporate  translation-amplifier (9B)

Fig. 10. Control device of Gyro-
Compass “Kurs-4” (unit 34)

serving for compass readings transmitting, buzzers
with signal lamps (unit 10MI) giving a sound signal
when the fluid’s admitted temperature is exceeded,
a light signal showing any deviation of the ad-
mitted current in the feeding circuit of gyros and
the follow-up systém, a light signal showing the
disjunction of the follow-up system of the gyro-
compass.

Course recording and control units consist of
control device (unit 34) which is to be installed in
the chart-room. This device embodies a course
tecorder, repeater, indicator of the gyro-sphere
position, amperemeters for the control of current in
pheses and " the corrector control unit 1M, re-
peaters—devices for the indication of the course,
peloruses and two-horn suspensions for the suspen-
sion of repeaters and visual direction finders, and
for branch boxes.

The gyro-compass has an electromagnetic device
for an accel d setting in the meridian plane. The
device allows to set the sensitive element in the
meridian plane within one hour with a precision
of £1°, According to the acquired experience, the

oved for Release
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OAHOrO Yaca ¢ TouHocTbio o + 1° B 3asucimoctn
OT HABBLIKOB B
Mo®eT ObiTh cokpawena 10 15—20 munyr.

setting in the meridian plane can be reduced to
15—20 minutes.

Puc. 11. Pemitep (npnGop 38)

Fig. 11. Repeater (unit 38)

Pitc. 12. Tlenopyc (npiop 20A)

Fig. 12. Pelorus (unit 20A)

|oson cems

2208 S04

m conogaswers
mpowcgopHaepo Main suppl
220/158 5024 line 220%, 5tpes)

phase transfor|
(mer 220/115y,
5.

S|

Pic. 13 Cxema coenumenyia npuGopos ripokomnaca ,,Kypc-4":

1 ocuoioft npnGop (npi6op 1M); 2 nyckosoli npGop (npi6op
3 3 TPANCHALMOHIO-YCIIITENbHEI NPHGOp (npiGop 9B);

4 curHamsibiii npi6op (npu6op 10M); 5 nosna (pu6op 12M);

6 passeTnuTenbiian_kopoGka (upuGop I1SA); 7 pemuep ans

nencurosauis (npu6op 19A); 8 nenopyc (npiGop 20A); 9 nay-

poruit nonvec; 0 nenchratop; /1 pasneTniTenbHAs KOPOGKA;
12 pasgetpurenshas kopobka; /3 arperaT miTamis.
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Fig. 13. Connccung circuit of Gyro-Compass “Kurs-4”.

1 master-compass (unit 1M); 2 starting device (unit 41);

3 translating-amplifier (unit 9B); 4 signal device (unit 10M)}

5 pump (unit 12M); 6 branch box (unit 15A); 7 bearing

repeater (unit 19A); & pelorus (unit 20A); 9" two-horn

suspension; 70 direction finder; 77 branch box; 12 branch
box; 13 fecding aggregate
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OCHOBHBIE JAHHBIE SPECIFICATIONS

Tounocts nokasanit rupokomnaca ,Kype* na no-

CTORNNBIX KyPCAX 1 CKOPOCTH AIPH UHPKYAALMIL I o ings at constant course and speed in circu-
Quke ... TP RO £1°0 lation and rolling .. - - -

Bpema MpIX0Ra THPOKOMMACA B MMOCKOCTL MCPIi-
ZNANA C TOMHOCTHIO R0 = I°0 MPH HAYaLION
OTKRONCHI THpOCep! OT Mepnanana 1o 90° 5
wiporax 45—65°
TP NOPMANBIOM 3anyCKE ...

TIDIt YCKOPCHIIOM MPHBEACIIIt B MIOCKOCTS NPt~

KapTylikit pemtiTepon it ocHOBIIOr0 KoMMaca AaIOT R sand dogi
COr/IACOBAHNBIC MOKAZANKA C TOYHOCTHIO MO ... 0%1 cpeater’sand master-compass cards give con-

cordant readings with a precision of +00.1
Precision of the repeater’s readings. . £00.05
Sensitivity of the follow-up system... . . %002

KOMIUIEKTALIUS TUPOKOMITACOB SET OF UNITS BELONGING TO A:;‘;r' Arperat
CHUCTEMBI ,,KYPC* GYRO-COMPASSES “KURS” !

[ Komtuccr-|
B0 Ia
cuereMy,

Overall di-

Precision of the Gyro-Compass “Kurs” read- mensions,

Tabaputsl, sl

Haumenopanue T&Ec

The time of setting in the meridian plane with
aprecision of £1°.0, and an initial deviation
of the gyro-sphere from the meridian planc
by 90° in latitudes 45—65° is

with a normal start . . 4—6 hours
ith 1 1sc

units.

Mpusesans
“Kurs-4”
Weight, &g
Remarks

Tonbko s
cxem na 220 ¢

N
8
S

AMT- Arperar
4A

planc ... ... . upto1hour A:\/I\r'

only for

220 I/ schemes

TouocTs oTcHeTa nokasamiit peniTepos ........ $0°05
UyscTouTensuocTs ceasielt cucTemsl ...

AMT-
4B

only for

110 I/ schemes

TonbKO WA
cxemua 1106

\
Komwicer! Quantity Overall di-
B

CaGapirtst, s r: mensions,

i
AMTI~, Arperat
201A i

Type
of

Name AMT-| Unit
2014

units.

Mpumesa
“Kurs-3"
“Kurs-4”
Weight, kg
only for

wpuia
380 I/ schemes

BphicoTa
ray6una

ToNbKO Wit
cxem na 380 ¢

)
s
P
]
N
2
N

O;:;mnoﬁ npit- Master-compass| 1 652

s
a

AMT-| Arperar
2008 T AMF

Tyckooit npi- Starter - 190
op 201B

only for

220 I/ schemes.

yckosoft npit- | Starter 190 515 ,
6op |

Tonbko An:
cxem a 220

Tpascnswioi-
HO-yCIUITENb-
ubiii npnGop

Curnansisit , (3anacusiii)
npGop Pump 226|210

|
Towma Janvacri - ’

Translation- 195!372
amplificr ;

|
!
|
|
[

|
v

Signal devi | 43 | Yyserswrems- | - | —

ignal device 1251216 ol anentent ‘ Reserve sensi.

tive element
. - Spare parts

Passeraitens- Branch box 120,378 )

Has kopobKa Manka ¢ Texno- -

KymenTaumefi

File with the
technical do-
| . cumentation

‘

* B ciiysac HeOBXORIMOCTI KOMIHECTRO NPIGOPOB MoKET * The number of units can be amended according to
GbiTh IIMCHEHO B COOTBETCTBMI C MOKCAZHIAMI IAKAZMMKA. the Buyer's wishes.

[0 KenaKHo 3aKa3uiKa MOKET 66T NOCTABNEH OMTHYECKIi An optical dircction finder can be delivered, if necessary.
nenckratop.

schemes above 6 re-
ng clements—2 pes.

AT CXeM COLIILC 6 Tph-
nuMalomwnx — 2 wr.

Penitrep ans 225|252 | 246
nenenronamia

Tenopye 1303( 450 | 450
Tenenratop bit- 330|257 | 194 Pelorus
syansupii

Tpn6op 554|205 | 550
KoHTpONA

Tipn6op 554205 [ 550 Control gear
KoHTpOnA

Penurep ! Control gear
HACTEHHBbIIT
Pemrep ¢
nioaBecoM Repeater with
Kopobxa ¢ co- pendant
OpOTHBNEHISA-
Mit Resistance box

Bearing
repeater

| Visual dirce-
tton finder

Wiall repeater
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DNEKTPOJBUIATEJHN
CEPUW KNAM » MMM

DJICKTPOABUTATENH  NOCTOAHHOrO TOKa  cepitii
KIAM n MIIM npeauashaucHbl s paGoThl Ha
Kopabnsx AN NPHBOLA CYAOBBIX MEXAHH3MOB, Tpe-
6ytownx GonbUINX NEPErpy304HbIX MOMEHTOB, Majio-
O BPEMEHH pa3roHa i TIOBBILENHOI MeXaHmuecKoi
TIPOHOCTH.

DNeKTPOABHIATEN XOPOIIO NPOTHBOCTOAT BHGpa-
HAM, coTp M nep! y
o6nuBaHKI0O MOPCKOIl BOJIOI.

Dnextpoppuratennt cepuit KIIAM u MIIM moryt
pa6oTaTh B cpese C BBICOKOIi BAAXHOCTbIO (10 95%)
M TpH HaKJIOHaX 10 45°.

Puc. 1. Dnexrponsurarens KITIM-2ur ¢ npHCTPOCHHEN
‘HckoBbiy TOpMO30M TMIT-2

Fig. 1. KIAM-21LL. D.C. motor with attached disk brake
N type TMI

DJNIEKTPOABUraTeNM pPAacCYUTaHbl Wi paGoTel B

P pat M KpaTt pe-

KHMax paboTel NpH TemmepaType OKpyxXarowei

cpenst oT —325 g0 +40° C. OHu npeaHa3HaueHbl 1

. paboTEL OT CETH NOCTOSHHOrO TOKA HANpsXKEHHeM
110 ynu 220 6. B HOPMaJIbHOM MCMOJIHEHHH 3JIEKTPO-
ABHTaTENH M3rOTOBJIAIOTCA | BONO3AIUMIIEHHBIMH  C
TOPH3OHTAIBHLIM BaJIOM, MMEHOUHM OAHH cB060j

Teieit MePBOi BENUYMHBL pacnionaraeTcst
HUHBI, Y 3JIEKTPOABHUraTesieil BTOPOIi,
BEPTOil U MATOI BENMYMH — C JIEBOH CPP

c

XOHUAMM Bana (Mjis 3MeKTpo-

MO33), C NAPAIENbHBIM HIH

036y> En Kopobka Bbl-

BONOB Yy 334 /v RTOpOit — IIATOMH

z:gummu L //- a ¢ npasoii
POHES. C13

neurateneit Ge3-

TeNb

Declassified in Pal

KMAM and MM
ELECTRIC MOTORS

KI1AM and MITM D.C. motors are intended for
sea-going vessels as drives for ship mechanisms
calling for great overload moments, little specd-up
time and higher mechanical strength.

The motors are built to withstand vibrations, impact
shaking and periodical showering with sea water.

KI1AM and MITM motors can operate in locations
with humidity up to 95% and at tilts up to 45°.

uc. 2. Dnexrpopsuratea MIIM-11
Fig. 2. MIM-11 D.C. motor

These motors are designed for operation at inter-
mittent and short-time duties at ambient temperatures
from —25 to +40° C. The motors are to be supplied
from 110 or 220 ¥ lines. The standard design is water-
proof with a horizontal shaft, having one driving end,
compound excited, with an attached disk brake or
without such a brake. In motors of the first size the
terminal box is located on top of the frame, while
in motors of the second, third, fourth and fifth sizes
it is on the left-hand side of the frame when viewed
from the drive end.

The frame has four lugs to fasten the motor on a
horizontal foundation or on a vertical surface (for
motors with horizontal shaft) or on a ceiling.

Upon a customer’s request the following motor
modifications can be delivered: with two driving ends
(motors without brakes), with parallel or series exci-
tation. In motors of the first to five sizes the terminal
box can be located on the right-hand side.
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Onektpoapuratean Thna MIIM orauvaiores ot
neurateneii Tuna KIIJM, B OCHOBHOM, HOMHIQJIb-
HBIMH 1t OGMOTOUHBIMI B ot

MIIM motors differ from KIIAM motors mainly
in their ratings and winding data. Depending on their

nonepeynbX (AMAMETPAbHBIX) Pa3MEPOB JIEKTPO-
ABMraTeNId AeNATCA Ha NATh BEJIHYHH, KOTOpBIE onpe-
ZensioTeA neppoii Wppoii, cTosweil nocne 6yks B
ycnoBHOM 0603HAYEHIH Tina.

Texuuyeckue AanHble MEKTPOABHTaTeneii mnpuse-
aenubt B Tabmuuax 2 1 3.

TTo *enanuio 3aka3uika MOryT GbITb H3rOTOBNEHbL
2MEKTPOABHIATEN CO CMEUHANBHLIMH XapaKTEPHCTH-
KaMit.

OCOBEHHOCTHM KOHCTPYKLIIHA

Cranina aMeKTPOABHTaTENsl — HEpasbeMHas, OT-
nuTa M3 CTAMM C BbICOKOI MArHMTHOl NpOHHUae-
MocTbio. CTaHNNbI ANEKTPOABHTaTeNeil NepBoit Bes-
iiHBl HMEIOT KPYIJIylo (hopMy, Y 3/IeKTpOABHraTeneit
OCTaNbHBIX BEMYMH — BOCbMHrpaHHylo dopmy. Jns
OCMOTpa KOJUIEKTOpa B CTaHHHe MMEIOTCsl JBa
JlIoKa, TIyXHMH € ymnoT-
nexnsami. Bee JIEKTPOABHIATENH YeTHIPEXNOJIOCHbIe,
¢ n06aBOYHBLIMH TIONIOCAMI.

BbiBoAbl OT OGMOTOK 3JIEKTPOABUIaTeNIs pa3MelLe-
11bl B CIIEUHANBHOIE KOPOGKE BHIBOJOB, PACTIONOKEHHOI
na cranmue. B Toii e Kopo6ke CMOHTHPOBAH YUALTP—

it TOD, YeHHbIl IS
YMellbLLIeHHS CO3AaBACMBIX 3JIEKTPOABHrATENIeM IIO-
Mex paamonpuemy. KaGemit u3 xopobkii BbIBOLOB
BLIBOAATCS 4€pe3 CaNbHUKH C Pe3HHOBBIMH yniaoTHe-
HUAMH.

BeicTynajowmit  Komel Baja 3MeKTpoasiraTeseii
cHaGxell YIOTHeHHeM 13 NPONHTAHHOTO (eTpa, Ko-
TOpOE HMEET PeryJnpyemy:o 3aTsakky. Popma KoHLOB
Bajla — UMJIHHAPHYECKas ans anekTpoanraTeneﬁ
1—3 BenuyMH H KOHHYECKas — JUIA 3JEKTPOABHIa-
Teneif 4—5 BeMUYHH.

Tlepenaya KpyTSLUEro MOMEHTA Ha MPHBOA AOMYC-
KaeTcs Kak uepe3 MyTy, TaK it IOCPEACTBOM 3yGuaToit
nepenau.

MUHHMAJIBHO NOMYCTHMBIE AHAMETPEI AETHTENBHOI
OKPYXHOCTH LIECTEPEH NPHBOAATCA B HIDKECHEnylo-
weii Tabnuue:

t (diametrical) dimensions, the motors fall
into five size groups which are identified by the first
figure after the letters in the type designation.
Technical data of the motors are furnished in tables 2
and 3.
Upon the request of the customer electric motors
can be manufactured having special characteristics.

SPECIAL FEATURES OF CONSTRUCTION

‘The motor has a box frame, cast of high magnetic
permeability steel. The frames of the first size motors
are cylinder shaped, while motors of other sizes have
octahedral frames. Two windows are provided in the
frame for inspecting the commutator. The windows
are normally closed with packed blind covers.

All the motors are of four-pole type and have com-
mutating poles.

The leads from the motor windings are brought out
to a special terminal box placed on the frame. The ter-
minal box also mounts a filter, a double-condenser
which serves to reduce radio interference. The cables
are let out from the terminal box through glands with
rubber packings.

The shaft driving end of the motor has a packing
of impregnated felt. The felt packing can be adjusted
as the felt ring wears down which allows to restore its
tightness. The shaft end is cylindrical in motors of the
first, second and third sizes, and tapered in motors of
the fourth and fifth sizes.

Transmission of the torque to the drive is accom-
plished either by means of a coupling or through gear-
ing. The minimum diameters of the pitch circle of the
gears are given in table below.

TaGauua 1
Table 1
Nuanan zony-
Tun i e
Benw onckrpoamrarean aenenuon ovpys-
Size Motor type Minimum_diameter of
gear pitch circle
1 MIIM-11, MIIM-12 5
2 MITM-22, KITAM-2w 85
3 MIIM-32, KITAM-3u 100
4 MITM-42, KIAM-4ut 130
5 MIIM-52, KIIAM-5w 160




TMoawmuuKkn dnexTpoasiraresneii | 3 pesuni —
WAPHKOBbIE, JNEKTPOABHTATENI 4 BeAIHIbI — CO CTO-
POHBI KOJIEKTOpa MMEIoT

Motors of the first three sizes have ball bearings,
The motors of the fourth size have ball bearings on the

2 CO CTOPOHbI NPHBOJA — POAHKOBBIIL. DNEKTPOABH-
ratem 5 HMEIOT P

KoMReKTHO ¢ mBifraTe/ienM NOCTABASIOTCA Caely-
JOULHE 3anacHble YacTH: KaTylwka riasHoro mojoca,
NOAWHMHUKN, KOHAEHCATOP, WETKOACpRATEN B c6o-
Ppe, LETKH.

JUCKOBBIE TOPMO3A

OneKTpoMarHiTHeIe MickoBbie Topmo3a Tina TMIT,
TaKKe KaK i 3MCKTPOABHIATE, NOAPA3ACAAIOTCA Ha
nath Besnyny. TeXHHueCKHe Aaunble TOPMO30B MpH-
Befenst B Tabmuue 4.

TOPMOZ MOHTHpYETCA Ha MOAIMAHHKOBOM LUHTE
ABHraTeSs CO CTOPOHBI KonnekTopa. IToaumtnmiko-
BB LUMT HMECT CrieuHabHyio GopMy JUIs BO3MOX
11OTO pa3MCLUeHIA NHCKOB TOPMO3a.

TopMO3 1IMEeT TOABIKHBIE MNCKM, Bpalaio-
LUXCA BMECTE C SKOPEM ABHTATENs, I HEMOABIKHbIE
nucki. JIUCKH MOTYT NepeMelaTscs Ha HEKOTOpoe
paccTosHHe B oceBoM Hanpasienii. ITpi BbikiIO-
UEHOM KaTylke TOPMO3a MIOABHKHBIC MNCKH MPHKH-
MaiTcs nom neﬁc'mueM TNPYXIHbL K HEMOABHXHBIM
AHCKaM H BCE BMECTE — K CTEHKE NOMWMIHHKOBOro
uMTa, YTOo Cco3jaeT TOpMO3HOﬁ MOMEHT Ha Bany
MekTpoasHraTes. Ipi BKIIOYEHHH KATYUIKK AKOPb
TOpMO3a  CKMMAas MNpYXHHY, TpPHTATHBaeTCA K
Kopnycy 1 oceoboxnaet nomsitkusie aucki. Topmosa
cHabxenbl JOKaMit 1S Habmonenus 3a paGoToit
JHCKOB.

Peryanposka TOpMO3HOro MOMEHTa OCYLIECTBAET-
cn HATAKEHUS c
PeryiupoBOYHOIl raiiki.

PyuHoe pacropmakisaniie ocywecTsasieTcs pyko-
ATKOH, KOTOPOA MpOH3BOAMTCA OTkKATHE AKOPS It
0CBOGOX/EHHE MOABIHAKHBIX JHCKOB.

Bwmecte ¢ TOpMO3oM

side and roller bearings on the drive
side. Motors of the fifth size have roller bearings.

The motors are delivered with the foll
spare parts: main ‘pole coil, bearings, condenser,
brushholders assembled, brushes.

DISK BRAKES

The electromagnetic brakes, type TMI, similarly
to the motor series, comprises five sizes. Technical
data of the brakes are furnished in Table 4.

The brake is mounted on the motor end shield from
the commutator side. The end shield is of a special
shape to enable the disks of the brake to be accommo-
dated.

The brake is built of two trains of disks of which
one rotates with the rotor (moving disks), while the
other remains stationary (fixed disks). Both disk trains
are allowed to move for a certain distance in the axial
direction. With the electromagnets de-energized, the
moving disks, being influenced by the spring are
pressed against the fixed ones and all together—against
the end shield wall, which produce a braking moment
on the motor shaft. When the electromagnets are ener-
gized the armature is attracted and compresses the
spring which releases the moving disks. The brakes

are provided with inspection windows.

The braking moment is adjusted by changing the
tension of the spring with an adjusting nut.

Manual unbraking is effected by a handle

which presses out the armature and releases the moving
disks.

UACTH! KaTyliKa, NPYKHHA, TOABHKHONK ANCK 1 KIIOY
PErYJIHPOBOUIIBIi.

The following spare parts are delivered together
with the brake: coil, spring, moving disk, adjusting
wrench,
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100
100
100
100
85
75
75
50

Gywaew

Table 2

Ta6anua 2

0,15
062
31
38
94

12,1
0,62
122
31

3000
2900
2250
2050
1800
1800
2900
2400

152,
D.re
15%
Current,
4
22
31
36,5
112
141
206
270
33

1790 17,5 ‘ 3000
1620
1670
1560
1240
1115
1070
980
1200
970

nB=40%
Duty factor — 40 per cent
Current.|
a4
10
12,8
19,5
69
86
124
163
20
37

o
1,7
3,5
42
6
82

13
16,5
2
31,5
35

1620
1440
1430
1380
1240
1250
1120

990

920

870
1040

Specd,

8

o
u
14,5
185 |
29
35
50
18
155
235
312
30

Mou
Joers,
‘Power, |Current,|
kW
2,5
32
5
9,25
138
2
29
46
62
5

Pesinua padorst
Operation duty

1750
1540
1315
1320
1170
1035

990

900
1120

900

Speed,

CMEIIaNKOro BO3GYAICHHS

¥
1,6
is
40
58
9%

124

178
25
48
65

it
19

2.5

i

18,2

24

35

49,5 | 250
42

12

Power, | Current,|

1475
1300
1320
1200
1050
930
680
700

1000

Technical data of series KITIM and MIIM D.C. compound motors, 220 volts
nB=25%
Duty factor — 25 per cent
176 |
58
116
168
26,5

43.5 | 220

3.1

43

7,8
224
33

9
16

11

TexunueckHe Janubic JIEKTPOABHraTe/icH NOCTOAHHOrO TOKA CEPHH KM u MIIM na 220 BoabT

MIIM-11
MIIM-12
KMAM-2Y
kriam2u |
KILAM-3Y
KOAM-310
KNAM-4Y
KIAM-410
KOAM-5Y
KIAM-SUI
Mom22 | a4s
MIIM-32
MIIM-41
MIIM-42

Size
T2
3

Hoe

Standard
Thxoxon-

Lowspeed
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AIIMTAPATYPA VIIPABJIEHUSA JIBUTATEJIAMH
TIOCTOSIHHOT'O TOKA

Vnpasneliiie  EKTPHYECKIMIL ABUTATENAMIL 110~
CTOSHHOTO TOKA OCYLUECTBJAETCA C NMOMOLUBIO KOM-
NieKTa annapaTypbl, COCTOSIUErO i3 KyJlauyKoBOro
KONTpOJiepa, A06aBOUHBIX 1 TOPMO3HBIX CONPOTHB-

Declassified in Pal

CONTROL APPARATUS FOR D.C. MOTORS

The D.C. motors are controlled by a set of appara-
tus comprising a cam controller, series and braking
resistors and a brake electromagnet. The latter is
used with mechanisms having a separate long-stroke
brake.
ilable for 110 and 220 V

newnii 1 TopMo3ioro anektpomarnnta. IT
TCA NS Mo OTAEbHEL
JUIHHHOXOZIOBOiT TOPMO3.
KOMILIEKTB! annapaTypsl H3rOTOBNAIOTCA ANA Ha-
npsxennst cern 110 1 220 6.

KynaukoBble KOHTPOJLIEPH

Kyna‘lkom,le KOHTPOJIIEPL TIOCTaBJIAIOTCA B BOJAO-
co BCTP 3aAT-
HBIMIC uTo b X
na oTkpbiToii manybe. C MOMOMIBIO KyNauKOBbIX
KOHTDOJIEPOB OCYILECTBAASTCA MYCK ABHTATEIA, H3-
MEHEHHE HanpapJICHHA BpaleHus BKJIFOYEHHC B
TaBHYIO Lienb COMPOTHBACHHiT ANA PErynipoBaHis
€ro CKOpOCTH.

The app sets are
lines.

Cam Controllers

The cam controllers are delivered in waterproof
design with built-in protection panels which cnables
the controllers to be installed on an open deck. The
cam controllers serve to start the motor, reverse rota-
tion direction and to cut in the main circuit resistance
steps to adjust the motor speed.

oved for Release @ 50-Yr 2013/11/22 : Cl
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Ta6apuTibie pa3Meps! KyJIa4yKOBBIX KOHTPOJIEPOB
npeAcCTaBNeHBl Ha pHC. 9.

Overall dimensions of the cam controllers are given
in Fig. 9.

=

[BeA
<

880 630

1071 751 1110

Ombepemun dng Bsiboda
0 doxobou u sadned
cmennax

Holes for cables in the
sude and rear walls

Puc. 7.

Kynaukossili
wontponnep TBT
[T —

Fig. 7.
Type TIBT
cam controller,
sixth size

HysieBas 1t MaKCHMANbHAs 3aLUUTA JMEKTPONPHBOAA

Puc. 8. Kyaauxosuiii kontponnep TIBT uATOl seawiniut

Fig. 8. Type TIBT cam controller, fifth size

Zero and maximum protection of the electric drive
is lished b; mounted on controller

OCYLIECTBJIACTCA annapaTamH, YCT Ha
3awuTHOIl naxenn xontposnepa. Hexotopete nenon-
HEHHS KOHT] BCTP!
aMnepMeTpaMit M CHTHaJIbHBIMI JIaMIiaMH.

y KOHT, HMEIOT A1Be :
NATYIO 3 1MECTYIO, COOTBETCTBEHHO HOMHHAJIbHBIM
TokaM 80 1 150 a. KoHTponnepbl NaTOH BENHYHHBL
MMEIOT TO NATh (HKCHPOBAHHBIX pabouux moJo-
KEHHIT B KaXAYIO CTOPOHY OT HyJeBOro. ¥ KOHTpOJ-
JlepoB LIECTOIf BENHUNHBL — INECTh ToNoxentii. ITo
TpeGOBAHNIO 3aKA3ulKA KOHTPOJUIEPHI CHAGXaroTCR
wapmucsvu: ,, TpasHTb—BBIGHpaTs” ; ,, JleBo—1paBo®.

10

P Y ap

protection panel. Certain designs of the controllers
are provided with built-in ammeters and pilot lamps.

The cam controllers are available in two sizes, the
fifth and the sixth corresponding to current 80 and
150 A respectively. Controllers of the fifth size have
five fixed working positions on either side of the zero
position. Controllers of the sixth size have six posi-
tions.

Upon the customer’s- request the controllers are
provided with inscriptions: “Pay out-heave”; “Left-
right”,

Puc. 9.

KYA24KOBBIX
KONTpO.11epoB

Fig. 9.

[DaHHbIe Ky KOHT-

ponepoB npiBeAcHbl B Tabnnue 5.
Main technical data of cam controllers are given
in Table 5.

TaGapuTHsic patmepbi

VI

Overall dimensions
of cam controllers

145 375

Tabanua §
Table 5

MouHocTI

Tun ‘nanpaxene, 7oK,
xoutponnepa . a
Controller type

Rated voltage, Rated current,
v A

avuraTens,
wam

Pover limits
of controlled

peryauposki
Mkt
Manbubix peae,
a
Adjustment

Timits of
maximum relays,
4

Wixana
amnepmerpa,
a

Ammeter
scale,
4

Bec
xourponnepa,
X2

Controller
ont

TNBT-5115
TBT-5117

TBC-6126
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25-175
50—150
74—-225

!
, 125415
}
}

50—150
75—-225

125—415

0—150
0:150
0:300
0:300




ConpoTHB/ICHHR

Hyck, PerysinpoBaHHe CKOPOCTH I JJIEKTPHUECKOE
TOPMOXEHHe JBHTaTeNeil OCYIIECTBASETCA MNyTeM
BKJIIOYEHHS B IJIaBHYIO Lens conpoTipienuii. Conpo-
THBJICHHA PA3MELAIOTCA B AUWMKAX GPBISTO3aLUILLEH-
HOTO I ans mog-
nanyGHoii ycranoskn (puc. 10).

B ALHKAX C COMPOTHBJICHHAMIL raaBHoll uenn
PA3MELAIOTCA TAKKE PA3PAAHbIE CONPOTHBJCHHA K
obMoTKaM meHrareneit i IlOBﬂIlO‘I"ble ConpoTHB-
JIeHHA K TOPMO3Y, a TAKXe CONPOTHBJICHNA A
PETYJIHPOBKH TOKA OGMOTOK NapasieNibHOro Bo36yx-
ACHHA.

DeMeHTEI CONPOTHBJIEHIIA NpIt paGoTe monyckaioT
Harpen o TemmepaTypet 350° C. Koxyxa suwpmkos
COMPOTHBJICHHA MOTYT HArPEBATHCA N0 TEMIEPATYpbI

ConpoTHB/IEHIA TMABHOIT LEMI MOTYT GbITh paccyu-
TaUbl HA JUIHTENbHBLIH, KPATKOBPEMEHHBLIT } TOBTOPHO-
KpaTKOBpEMEHHbIiT pexuMbl paGoTe. Pasmeps! conpo-
THBMEHHI NPELONPEAENAIOTCA MOLHOCTBIO, KOTOPYIO
3TO CONPOTHBJICHHE MOXET MOIJIOTHTB, Harpesasch
B nipefieniax AOMYCTHMBIX TEMMEpaTyp.

OCHOBHBIE TEXHHYECKHE JaHHbIe ALINKOB CONPOTHB-
Jenii npuenenst B Tabmuue 6, a nx rabapuTHble
pa3Mepsl peACTaBieHsl Ha puc. 11 u 12,

Declassified in Pal

Resistors

Starting, speed regulation and clectric braking of
the motors are accomplished by cutting resistor steps
in the main circuit. The resistors are placed in drip-
proof boxes and are intended for mounting under the
deck (Fig. 10).

The boxes with the main circuit resistors also accom-
modate the shunt-breaking resistances for the motor
windings, resistances for the brake as well as resistances
for adjusting the current of the parallel excitation
windings.

The resistor elements permit heating up to 350° C.
The cases of boxes permit a temperature of 120° C.

The main circuit resistors can be designed for con-
tinuous, short-time and intermittent duties of opera-
tion. The size of the resistor depends on the power
which it is capable of absorbing while heating within
the tolerable temperatures.

Main technical data of the resistor boxes are fur-
nished in Table 6; their overall dimensions are given
in Figs. 11 and 12

Prc. 10, TlyckoperyponosHic conpoTupenus Thna CKd

Fig. 10. Type CK® starting and regulating resistors

Declassified in Part - Sanitized Copy Approved for Release

oved for Release

50-Yr 2013/11/22 : CIA-RDP81-01043R00270006001

Sy

M= =it

b4

&)

38

—_— ey T

]

e f ———f

Lz

£

D

Puc. 11. TaGaputisic pasveps: conporusnciwii Tura CB
Fig. 11. Overall dimensions of type CB resistors

Parmseput
Sizes

CK®-31-1

fe——— 500

Puc. 12, TaGaputusic pasvepst conpotwsacuwii Tuna CKb-31
12. Overall dimensions of type CK®-31 resistors
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CK®-31-2

CK®-31-3

CK®d-31-4
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Ta6nnua 6
Table 6

conporupnemnft
Resistor type

MouwocTs Auka conporunnenfl, (xem) npit pexiste:
Resistor box power (kI¥) at duty:

Bec Aumka,
e

Anureasnmnt
Continuous

Box weight,
ks Modsen

Hoisting

d.fm 35% 1 min

Puc, 14, Twiiosic MexanKscckne
XapAKTCPHCTHKN JBMraTencii ¢

CK®-80
CK®-31-1
CK®-31-2
CK®-31-3
CK®-31-4

05
1,0
20
19
34
65
8,5
10,3

Kowrponnepost IIEC

1,3 1,7

26 | 35
sl 70
6,0 100

10,5 20,0
20,5 ’ 40,0

Fig. 14. Standard mechanical
characteristics of motors with type
TIEC controller

27,5 60,0

32,5 80,0

.
R

owe

Brake Electromagnets

‘TopMmo3ubie daeKTpOMArIgR

csl The drive of hanical brakes is ished by

TIpHBOA MEXaHHYCCKHX TOPMO30B OCYLINGT
o ) ‘means of waterproof BM type solenoid electromagnets.

TPOMArHuToB Tina BM. DeKTpoMarHuTEl 13ro¥QB- The electromagnets are available for 110 and 220 ¥
nsioTes wis Hanpskenus 110 51 220 6 u pexumoB d duty factors of 100, 40, 25 per cent and 30 min.

abotel 100% TIB, 40% TIIB, 25% IIB 1 30 amu. A
s ] % o Th®glectromagnets are characterized by the armature

DNeKTPOMATrHNTLL XapaKTEPH3YIOTCA TArOBBIM yCH- 4
tracti ort. The supply wires are let in the electro-

Zowering

Taycx

L

Puc. 13. Tunossic
Fig. 13.

L1

c

TIBT

Standard mechanical characteristics of motors with TTBT controller

nneM AKkops. BBox moaBOASLUIX NMPOBOAOB B KieM-

MOBY10 KOpOGKy 3NIEKTPOMArHiTa OCYLIECTBIACTCH

yepe3 casibHHK. B k. it kopobke pa:

TaKxXe paspajHoe COMpOTHBJIEHHE K KaTyLiKke.
Texnuueckue JlaHHBIE JICKTPOMArHHTOB TIpHBEHACHbL

B Tabanue 7, rabapuTHBIC pasMephbl JIEKTPOMArHUTOB

NpHBEACHBI Ha pHC. 15.

inal box through a gland. The coil shunt-
nce is also placed in the terminal box.
data of the electromagnets are fur-
; their overall dimensions are given

magnet tel
breaking rest

The technic:
nished in Table
in Fig. 15.

Tab6nnua 7
Table 7

Tun
KTpo- wops,
st

Taronoe yeunne (x2) mpi pexime e

Tractive effort (kg) ut duty. Narira,
*e

MarmiTa
Electro- Armature

magnet travel,
type m

25% 1B
25% DA

30 aum

Electro-
30 min magnet weight,
kg

40% TIB 100% 1B
40% D.f. mn%f

BM-11 30 5
BM-12 40 9,5
BM-13 60 16
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SUDOIMPOR!

10 BCEM BONPOCAM
NPUOBPETEHHS CYJI0B
1 CYI0BOTO OBOPYOBAHHUSI
OBPALLIAUTECH 1O AJLPECY:

BCECOIO8HOE OB'bELMHEHHE

»CYLOUMIOPTH

Mocksa, I'-200,
CmoneHcKas-CeHnas ni., 32/34
Anpec pnisi Tenerpamm:
MOCKBA CYLOMMIIOPT

PLEASE ADDRESS ALL ENQUIRIES IN CONNECTION
‘WITH PURCHASING OF SHIPS AND VARIOUS KINDS
OF EQUIPMENT FOR SHIPS TO:

VSESOJUZNOJE OBJEDINENIJE

“SUDOIMPORT”

Smolenskaja-Sennaja pl., 32/34
Moscow, G-200
Cable address:
SUDOIMPORT MOSCOW

VSESOJUZNOJE OBJEDINEleﬁ,

SUDOIMP

o R T ‘ VSESOJUZNOJE OBJEDINENIJE

SUDOIMPORT

SSSR*~MOSKVA
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CYJOBBbIE IU3EJ/IN

16,5
2ncn 20

nasHavesme. JIBMraTenb  MapKyu

2 — [BYXTaKTHbIJ, IpeAKaMepHsIi

ZM3eNb C K[ npo-
JYBKM ¥ IEJIeBbIM PacrpesesicHIeM.

Juzemn  2ICIT 1;’(')32 npeHa3Ha4YeHbl YL

YCTaHOBKM B Ka4ecTBe TJIaBHBIX CyAOBBIX JABUra-
TeJedt Ha MOPCKUX PhIGONPOMBICIOBLIX CY/AaX BO-
nousmentenvem Ko 30 7, a TAK¥Ke Ha MaJbIx Oyx-
CHPHBIX KaTepax MOPCKOTO 1 peuHoro ¢iora.

MoluHOCTh ABMraTe IS epefiaeTces Ha rpeGHol
BaJl Yepe3 peBepc-pelyKTop, CHYIK IOt YMCIIO
obopoToB B oTHoureHmu 1,85:1, uro mospoiser
NOJIYYMUTH JOCTATOYHO BBICOKMIT KOIDPULMEHT
nonesHoro Aeiicteus rpebHoro BMHTA.

JluraTesb OTIIMYAETCA TIPOCTOTOH KOHCTPYK-
MM, HAaZEKHOCTbIO DaGOTHI, HU3KMM YPOBHEM
wyma n ocTeio. Obciy: EBY-
raTensa u TeXHIYECKMIT yXOoA 3a HuUM TaK¥XKe He
BBI3BIBAET 33TPYAHEHMI.

DlBuraTens ZRCHI;’(')OZ HerpeGoBaTeseH

TIpUMeHAeMbIM COpTaM TOILIABA 1 CMa3Ky. Bmecre
C TeM, 3TOT" X 11 ABUTATEJNb IMEeT

TespHO HebosbLe rabapuTHBIe pasMepbl M He-
60JIBILIO} yAEABHBNT BEC HA @MHULy MOLIHOCTH.

TEXHUYECKAJI XAPAKTEPJICTMKA

)
AIC. . . .. e ceen 50
HomuHanbHOe 4Mcio 060poTos, ob/MuH 650

MeHHAR, NPOROMKNMTENBHOCTHIO HE
Goxee 1 yaca), 9.1.c. .

"IMcno 0BOPOTOB, COOTBETCTBYIOLIEE
Hanbonbiuedi MowHOCTH, 06/MuK

Uyeno LATIHAPOB

Juamerp pabouero uuanHApa, MM

JAnuHa XOAa NOPLUHA, MM .

Cpe)}ﬂeg sdcexmiBHOe  RaBieHue,
xrfem® . ..

Cpexusas cKOPocTb NopuiHs, M/cei
JleficTBUTeNbHAR CTENEHD CHKATHA
HamGonbinee faBienue cxxatus, Kricy
Haubonbluee faBnenye muKma, Krjem*
OCHOBHaA MapKa NpPUMEHAEMOro Tof-

nuBa e s . Au3enbHOE
VRenbHbI PACXO/ TOMIBA NPU HOMH~

‘HaJBHON MOWHOCTH, T/3.JLCd. .. - 200 +10%
OcHOBHas MApKa NPUMEHAEMOJ CMa3KK  MOTOPHOE «Mb»
VRenbHE PACXOX CMa3KM NpH HOMY-

HanLHO MowyoeT, T/a.cd. .. . . ue Gonee §
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MARINE DIESEL ENGINES

16
MODEL 2[ICIl 705’ 2

16.5
Type and Designation. The Model 2CIT 55=2
Diesel engine is a two-stroke antechamber compres-
sion ignition engine with a crank-chamber scavenging
system and metal-edge distributor.

The Model 2ICIT 1,?65 2 Diesel engines are de-

signed to serve as main marine engines on sea fishing
vessels of displacement up to 30 ¢, as well as on small
tug boats of the marine and river fleets.

Transmission of engine power to the propeller
shaft is effected by means of a reverse-reduction gear,
reducing the number of revolutions 1.85 to 1 ratio,
thus allowing to obtain a sufficiently high efficiency
of propeller shaft.

This engine is distinguished by simplicity of de-
sign, reliability of operation, by low noise level,
economy. Engine maintenance and technical care also
present no difficulties.

The Model 2[ICIT 156?2 engine is not particular

as to the kind of fuel or lubricant used. At the same
time, this low speed engine is of comparatively small
overall dimensions and has a low specific weight per
unit of power.

SPECIFICATIONS

Rated power (continous), b.b.p. .
Rated speed, rpam. . . . . .

Maximum power (short-time, lasting not
over 1hr), bhp. . . . . .. ... ...

Speed corresponding to maximum power,
P Lo e e e s

Number of cylinders .

Cylinder bore, mm .

Piston stroke, mm . .. .. .

Mean effective pressure, kglsq.cm

Mean piston speed, mlsec ... . .. . 434

Actual compression ratio ... ... .. . 15

Maximum compressing pressure, kglsg.cm 40

Maximum cycle pressure, kglsg.cm ... . 50

Principal grade of fuel ... . . Diesel oil

Specific fuel consumption of rated power,
glbh.phr . e 200 + 10%

Principal grade of lubricant mowr{librisa(ing

Specific lubricating oil consumption of rated ol ™M

power, glbh.p.hr . maximum §




- Hanpasnenue BpaweHua (CMOTPR
CTOPOIILI KOPMbI CYAiHA):
KOJIGHATOrO Bana ABUIaTeNs . ntesoe
PPEGHOTO BANA .\.vev. ..ns npasoe
HoMuHAnbHOE WICNO 06OPOTOB Ha Bbi-
XOJHOM Banty PeAYKTOPa, 00/MukH . 350
Bec cyXoro ABMraTens ¢ MaXoBUKOM ¥
DEBEPCHBHBIM YCTPOFICTBOM, KT ...
TaGapHTHEIE Pa3Mepbl, MAL:

DBICGTA OT OCH KONENYATOro Basa
PACCTORHIIE OT OCH BAJIA 210 HiKHES!
ToulH (6e3 MaxoBuKa)

KOHCTPYKUMA NBUTATEJA

KoHCTpyKUmMs Au3easa 2I[CH§D2 yHoBneT-
BOpAET Tpeﬁosal-mxm Perucha CCCP npeRs-
 MOp-
CKMX cynax B KAeCTBE [IABHBIX ABMraTeeit.

Ocros gpuratenst. PyHpamMeHTHAA paMa
JyryHHas, UeJbHOIMTas. B ronepeurHom cevernuu
OHa MuMeeT xophrrooﬁpa:myxo Gopmy c IT-o6pas-

HBIM 6ox x GaJlok u ¢
neper orxen TIOJIOCTY KPHMBO-
LIMMHBIX KaMep OT MAaCJIAHOM BAHHBL

Ilo anvHe pama pasjiesieHa ABOJHBIMM Nepe-
TOpOAKaMM Ha TPY OCHOBHBIE IMOJIOCTI: B KpUBO-
LIMITHBIE KaMmepbl M KapTep TIOCTa yIpaBJIeHMA.
Hag rieperopofixaMu yCraHOBJIEHB! TPY OMOPHI, B
KOTOPBIX YJIOKEHBI YyTyHHBbIE BKJIAJbILIN KOPeH-
HBIX MOALIMITHMKOB, MMmeromye GaGburoByio 3a-
JIUBKY.

JlHO MacjsAHOM BaHHBI (PYHIAMEHTHO pambi
npezcTaBafeT coGoit UyryHHBIT TOANOH, COEAMHA-
eMbI1 GosrTamu ¢ paMoit.

KapTep uYyryHHbUI, OTAENbHBI AJA KaX-
nmoro mpummHApa. Kaprep 3akperuieH Ha (yHRa-
MEHTHCHI paMe BOCEMBIO LIMIBLKAMA C rajtkaMu.
B BepxHeit 4aCTy KapTepa MMeIOTCA OTBEPCTHI C
pe3sboit A BBEPTHIBAHWA YETHIPEX CHUJOBBIX
LINMIeK, 3aKPeruIAIIMX Ha Kaprepe paboumit
LMJIMHAP BMECTE C €r0 KPBILIKO.

OuaueAp OTIMBAaeTCA 3a0AHO C paboweit
BTYJIKOIt U3 CEPOro MOIM(UIMPOBAHHOTO YyTyHA
TIOBBILIIEHHO/ TBEpAOCTH. Pacrosoxenue Bbi-
ITYCKHBIX M BITyCKHBIX OKOH B LMJIMHJpE obecrie-
YMBAET KOHTYPHYIO CXEMy IIPOAYBKM SKCLEH-
TPUYHOTO TUTIA.

Kpblmka UMAMHAPa YyTyHHas, HeJIbHOIN~
Tas, ¢ BOAAHON pyGalIkoi, OTAeNbHAS A KaXK-
HOTo UMIMHApPA. B cperHeit 4acTy KPBILIKM LM~
nvm,f.\pa ﬂOMELLleHa BCTaBHafg HPE}IKBMEPE M3 XKa-
POYTOPHOJ CTaiM, Haf KOTOPO} YCTaHOBJIEHA
copcyHKa. B KpbIllIKe NepBOro IpuIMHApPA ycTa-
HOBJIEH ra300TGOPHBIA BEHTUIIb, CITYKaIMit A1
3apAAKy GaJTIOHOB ITYCKOBOJ CHCTeMBI, B KPBILIKe
BTOPOTO LMIMHAPA — aBTOMATHYECKYT ITyCKOBOM
KnanaH. YIJIOTHEHYE MeXK/Y KPBILIKO M LMJIIIfH-
pOM — KOJIbL(eBas MeIHAA MPOKJIA/KA.

Dircction of rotation (looking forward
from aft)
crankshaft .
propeller shaft .
\nmm'\l speed of reduction gear shat,

\Vc:gh( o dry engine with ﬂywhc:l and
reverse gear, kg ...
Overall dimensions, mm:
length «.oeeeeeeeeeees oo .

height from crankshaft axis .
distance between shaft axis and bottom
point (flywheel not included)

DESIGN

The Model 27iCTL
responds to the requirements of the USSR Marine
Register for diesel engines being installed as main
engines on sea vessels.

-2 Diesel engine design cor-

Body. The Bedplate is a single-piece iron
casting. In cross section it has the form of a trough
with TI-shaped section of the side cross partitions,
which separate crank-case chambers from an oil
bath.

Along its length the bedplate is divided by double
partitions into three main parts: two crank-case cham-
bers and the control unit housing Three support
brackets mounted on the partitions carry white metal
lined cast-iron bushes of the main bearings.

The oil bath bottom of the bedplate is a cast-iron
sump bolted to the bedplate.

The Crank case is an iron casting, individual
for each cylinder. It is fastened to the bedplate by
eight tie bolts with nuts. In its upper part the crank
case has threaded holes for four cylinder forced studs,
fastening the working cylinder together with its co-
ver to the crank case.

The Cylinder is close-grained grey iron
castings of increased hardness, made integral with
the cylinder liners. The arrangement of inlet and
outlet cylinder ports ensure an eccentric scavenging
circuit.

The Cylinder cover, individual for each
cylinder, is of simple piece cast iron with a water
jacket. In the central part of the cylinder cover, there
is a heat-resisting steel antechamber inserted, with
injector placed over it. The first cylinder cover is
fitted with a gas outlet valve for charging receivers
of smmng system, while the cover of the second
cylinder is provided with an automatic starting
valve. The jointing between the cover and cylinder —
a ring-shaped copper gasker.

r 2013/11/22 : CIA-RDP81-01043R00270006001

CYIOBbLIE JUBEIN

16,5

20cn 20

Tun u unasuaucHue, JlBuraTenr  Mapku
2CII 20 2 — [BYXTaKTHbIA, NpeAKaMepHbI
JAu3esb ¢ KPUBOLUIMITHO-KAMEPHOJ CUCTEeMOl rpo-
AYBKY ¥ ILEJIEBBIM PACIpesesieHueM.

1(‘,:)

Jusenn ZI[CH

YCTaHOBKM B Ka"[ECTBE IJIaBHBIX CyAOBBIX ABUra-
TeJsIelt Ha MOPCKMX PBIGONPOMBICTIOBBIX CyAaX BO~
mousmerenmeM zo 30 7, a TaKxKe Ha MaJIbIX Oyx-
CHPHEIX KaTepaX MOPCKOIO M pedHoro oTa.

2 npeAHa3sHAYeHbl A

ABuraTess Ha rpe6Hoit
BaJ Yepes peBepC-pelyKTop, CHUMKAIOLIMIT Y1CII0
oboporos B oTHoureHui 1,85:1, uTo mo3BosseT
MOJIyYUTh AOCTATOUHO BBICOKMIT KOI(DULMEHT
OJIe3HOTO JeiiCTBUA rpebHOro BUHTA.

JlBuraresib OTJIMYAETCA MPOCTOTON KOHCTPYK-
MM, HAZEKHOCTBIO DABOTHI, HM3KMM YpOBHEM
wyma u p10. OBty ABU-
raTess ¥ TeXHWYeCKUit YXOZ4 3a HMM Tak¥e He
BBLI3BIBAET 3ATPYXHEHMIA.

JlBurarens ZZLCII IG’;’

TIpYMEeHAEMbIM CCpTaM TOMJIMBA M CMa3Ku. Bwmecre
€ TeM, 3TOT TMXOXO}JHbﬁ;X JABUTaTEJNb MMEeT CpaBHU-
TeNbHO Heb u He-
BONBLIOIT yAENBHBIT BEC Ha e;mmruy MOLLHOCTH.

2 mHerpeGoBaTeneH K

TEXHUYECKAA XAPAKTEPHCTIMKA

EX TR 50
HommansHoe wieno 06oporas, ob/ur 650

MeHHAR, MPONONKMTENLHOCTEIO He
Gostee 1 waca), 2.1.c.

Yneno  0BOPOTOB,  cooTeTCTBYIOWICE
HauGoAbiuelt MoWHOCTA, 06/MitH

Y1CI0 IMAMHADOB

InareTp paboyero WHAMHADA, MM .

JiavHa Xoxa MOPIIHA, MM .. . . .

CpezI\Hee odpipercninoe  sapneiie,

CpeaHAs CKOPOCTb MOPLIHA, M/ceK
JeiicTBUTENbHAA CTENEHD CKATUA . ..
HaubGonbutee faBnenve cxkatus, Kr/em*
HauGonbiuee paBienye LyKia, Kr/cm? 50
OcuoBuan mapKa TpmsERREMOTO ToN-

. nusensHoe
y;\eJlebn?'l DacXOZ TOTLLIBA MPU HOMI-

HANbHOM MOLHOCTH, T/3.JL.CH. .. . 200 + 10%
OCHOBHAA MapKa NIPUMEHAEMOJ CMA3K)  MOTOPHO® «M»
VHeNBHBIA PACXOJ CMA3KIL TIPH HOMM-

HaNBHOI MOIHOCTH, I/3.71.c.4. He Gonee 8
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MARINE DIESEL ENGINES
MODEL 2JCIl ——2

16.5
Type and Designation. The Model 2CIT ———2

Diescl engine is a two-stroke antechamber compres-
sion ignition engine with a crank-chamber scavenging
system and metal-edge distributor.
16 5
The Model ZIICII
signed to serve as main marme engines on sea fishing
vessels of displacement up to 30 ¢, as well as on small
tug boats of the marine and river fleets.

2 Diesel engines are de-

Transmission of engine power to the propeller
shaft is effected by means of a reverse-reduction gear,
reducing the number of revolutions 1.85 to 1 ratio,
thus allowing to obtain a sufficiently high efficiency
of propeller shaft.

This engine is distinguished by simplicity of de-
sign, relmblh(y of operation, by low nuxse level,
and technical care also

present no dxfﬁculucs.

The Model ZI[(‘I'[ 170

as to the kind of fuel or lubricant used. At the same
time, this low speed engine is of comparatively small
overall dimensions and has a low specific weight per
unit of power.

2 engine is not particular

SPECIFICATIONS

Rated power (continous), b.b.p. .....
Rated speed, r.p.m. .

Maximum popee (short- umc' las!mg not
over 1 .P.

s,md :orrespondmg  maximum power,

rwmxm of cylinders .

Cylinder bore, mm .

Piston stroke, mm . .

Mean effctive pressuse, glig.cm . -

Mean piston speed, misec ...

Actual compression ratio

Maximum compressing pressure, kglsg.cm

Maximum cycle pressure, kglsg.cm

Principal grade of fuel .. Diescloil

spechﬁc fuel consumption of rated power,
L'

200 + 10%
motor lubricating
oil “M”

Speaific lubricating oil consnmpuonof ralcd
power, glb.b.pbr maximum §




Hanpasnenue Bpallenus (CMOTPA €O
CTOPOHEI KOPMBI CYAHA):
* KOJIeHHATOro Baia ABUTATeNA .. .. stesoe
rpeGHoro sana . " npasoe
HomnuansHoe 4icao 060poToB Ha Bbi~
XOAHOM BaJly PEAYKTOPA, OB/MMH .. . 350
Bec CyXoro ABMIaTeNT ¢ MAXOBUKOM M
PeBEpCHBHDBIM YCTPOTICTBOM, KT .. .
TaBapuTHEIE pa3Mepbl, My:
nmwHa .
umpHHa ...

oved for Release

Direction of rotation (looking forward
from aft):

crankshaft . .

propeller shaft TR
Nominal speed of reduction gear shaft,

r.pm..

Weight of dry engine with flywheel and
reverse gear, kg .. -
Overall dimensions, nm:

length .

width ..
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7707 |
C -~

165,
20 °

Model 2/1CTT

BLICOTa OT OCH KoRGHHATOTO Bana heighe from crankshaft axis - . 2. [ A
<

7
paccrosIe or ocu Bana Ko HiKHel: distance between shaft axis and bottom I —— v B

‘Tous (6e3 MaxoBiKa) point (flywheel not included) el e A

Fig. 1. Longitudinal Section of Dicsel Engine,

KOHCTPYKIMA ABUTATEJISA DESIGN

Konerpykuma ansens 2I0CIT %5 2 ynosiet- The Model 2JICIT 502 Diesel engine design cor- b ]

. . | Al

Bopser TpeGosamuam Perucrpa CCCP, mpeas- responds to the requirements of the USSR Marine :.__“.3.
" p : s bl . 7

AIBJIACMBIM K AU3EJIAM, yCTaHABIMBAEMBIM HA MOD: Register for diesel engines being installed as main 3 Im
%)

CKMX CyAaX B Ka4eCTBe [MIaBHBIX ABUraTeIeit. engines on sea vessels. =) s e 7|
Ocros apuratens. PyHLaMeHTHAas paMa

HYTyHHAA, HeIbHOMMTas. B nonepeunom cevernu
OHA MMEeT KOpS] pasnyio ¢opmy ¢ IT-o6p:
HBIM ceyeHVeM GOKOBBIX NMpPOJOJBHBIX Gallok ¥ ¢
neper oTze. TOJIOCTY KPUBO-
MIMIHBIX KaMep OT MACJIAHOI BaHHBIL.

Ilo pnuue pama paspesieHa ABOJHBIMIM Ilepe-
rOPOZKAMM Ha TPV OCHOBHBIE IIOJIOCTH: ABE KPUBO-~
LIMTHBIE KAMepbl ¥ KapTep II0CTAa yIpaBJIeHNs.
Hap neperoposikaMut yCTaHOBJIEHBI TP ONOPEI, B
KOTOPEIX y HYTYHHbIE BK. KOpeH~
HBIX TOAWIMITHUKOB, MMetouye Gab6utoByio 3a-
JIMBKY.

Tuo i1 BaHBI by 0¥ pambl
nipeficTaBaAeT co605t Yy ryHHbLA IIOANO0H, CORAMHA~
emb1 Gosrramu ¢ pamoit.

Kaprep 4yryHHBNf, OTAENBHBI HJIA Kax-
nmoro ummvHapa. Kaprep sakperien Ha yHza-
MEHTHOJI paMe BOCEMBIO ILMMUJIBKAMI C TaiKaMu.
B BepxHeit yacTH KapTepa MMEIOTCH OTBEPCTHSA C
pe3bboit ANA BBEPTHIBAHMA HETBIPEX CIJIOBBIX
WnuITeK, 3aKPeIuIANMX Ha Kaprepe pabounii
LMIMHAD BMECTE C ero KPBILUIKOit.

Ouauunp orTameaercsa 3a0hHO ¢ paBoueit
BTYJIKO/ U3 ceporo MoAMMHUIMPOBAHHOTO YyTyHa
TI0] i g ‘Pacrio BhI-
TYCKHBIX ¥ BIIYCKHBIX OKOH B IMUIMHApe obecne-
YMBAET KOHTYDHYIO CXeMy IIDOJYBKM SKCIEH-
TPUYHOIO TUIIA.

Kpprurka UMIMHAPA YyTyHHASA, HEJIbHOMM~
Tas, ¢ i1 py! i AJIA Kaxmk-
JIOTO LMIMHAPA. B cpefiHeif YacTy KpBILIKY Ly~
JIMHZpa NOMellleHa BCTaBHasA NpefiKaMepa M3 Ka-
POYIIOPHO CTaJjy, Haj KOTOPO) YCTaHOBJEHA
dopeynka. B KpbIlllke TepBOro LMIMHApPA yCTa-
HOBJIEH Ia300TOOPHENT BEHTMIIb, CIIYXKALMIT AT

6aJ1I0HOB I} it , B KPBILIKe
BTOPOTO IPAIMHAPA — aBTOMATUYECKMIA ITy CKOBOI
KiIanaH. YIUIOTHeHMe MeKAY KPBILIKOHA 1 IiIiH-
ApPOM — KOJIbLIeBas MeAHAas IIPOKJIazKa.

Body. The Bedplate is a single-piece iron
casting. In cross section it has the form of a trough
with IT-shaped section of the side cross partitions,
which separate crank-case chambers from an oil
bath.

Along its length the bedplate is divided by double
partitions into threemain parts: two crank-case cham-
bers and the control unit housing. Three support
brackets mounted on the partitions carry white metal
lined cast-iron bushes of the main bearings.

The oil bath bottom of the bedplate is a cast-iron
sump bolted to the bedplate.

The Crank case is an iron casting, individual
for each cylinder. It is fastened to the bedplate by
eight tie bolts with nuts. In its upper part the crank
case has threaded holes for four cylinder forced studs,
fastening the working cylinder together with its co-
ver to the crank case.

The Cylinder is close-grained grey iron
castings of increased hardness, made integral with
the cylinder liners. The arrangement of inler and
outlet cylinder ports ensure an eccentric scavenging
circuit.

The Cylinder cover, individual for each
cylinder, is of simple piece cast iron with a water
jacket. In the central part of the cylinder cover, there
is a heat-resisting steel antechamber inserted, with
injector placed over it. The first cylinder cover is
fitted with a gas outlet valve for charging receivers
of starting system, while the cover of the second
cylinder is provided with an automatic starting
valve. The jointing between the cover and cylinder —
a ring-shaped copper gasker.
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Putc. 1. TIpogonbusIit Paspes CYAOBOTO Au3ENs
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Puic. 2. TlonepesHsIi Paspes CyAOBOrO Au3ens
165

165,

20C 5572

K| YHHBI Konen-
YaThI} BaJ ABUTATeNd — INTaMOOBAHHBINA, U3-
TOTOBJISIETCSA U3 Ka4eCTBEHHO/ KOHCTPYKIMOHHOM
craym. Bax umeer TP KOPCHHBIE M NBE LIATVH-
Hble LKA, KPMBOH.IMHBX PacnoJioXKeHbl oA
yraom 180° mo oTHowemmio Apyr x Apyry. Ha
KaXK/OVl IIeKe KOJIEHYATOro Bajia yKperureHsl
AByMsa YYTYHHBIE TID 1.

Jioist CMa3Ky IIATYHHbIX lIeeK HA Bajy ycra-
HOBJIEHBI [IBa KOJIbIIA LIEHTPOOeIKHOM CMas3Ku.

Ha KOHILle Bana 1re-
CTepHA AJIA NPUBOZAA PEryJATOpa ¥ pa3MelilieHbl
KyJIayKOBble LIajibbl TOMIMBHBIX HACOCOB M Ky-
naykoBas waiiba nyckosoro kiamaHa. Ha sTom
JKe KOHIIe 3aKperleHa Befyllas IIECTEpHA pe-
BEPCHBHO-Pa30BLUMTENBHOTO MEXaHN3MA.

Mek/ly KOHYCOM, Ha KOTOPOM II0CaXKeH Ma-
XOBMK, M [1epBOi KOPEHHOI! I11e/1KO0it BaJla MMeeTCs
rpeGeHb, CIyMKalpii AJIf OrPAHUYEHMS OC2BOTO
pasbera BaJja.

IlaTyH — MOPCKOTO THIIA, CTAJILHON, IITaM-
TOBaHHBIA, C OTHEMHOJ HIKHE} TOJIOBKOM U 1My-
CTOTEJNIBIM CTepXKHeM. B BepxHei roJloBKke L1aTyHa
YCTAHOBJNIEH MIOJBYATENI  POJMKOMIOAIMITHUK.
HyKHAA pazbeMHas ToJI0BKA MIATYHA — CTalb-
Han, 3aumra 6aGGurom.

Fig. 2. Cross Section of Dicsel Engine,

16.
Model 21CIT 20 2

The Crank mechanism. The Crankshaft.
Stamped crankshaft is made of high grade structural
steel. The crankshaft has three main journals and two
crank pins. The cranks are directed at an angle of
180° to each other. Cast-iron balance weights are
fastened to each crank web by two bolts.

Two rings are fitted on the shaft for centrifugal
lubrication of crank pins.

The rear crankshaft end is provided with a pinion
for driving the governor as well as with cam discs of
fuel pumps and that of the starting valve. This end
is also provided with the driving gear of the reverse-
disengaging mechanism.

Between the cone, on which the flywheel is moun-
ted, and the first main journal of the shaft there is a
thrust collar, limiting the axial run of the crankshaft.

The Connecting rod is of the marine type,
made of stamped steel, with a split lower end and a
hollow body. A needle roller bearing is provided in
the connecting rod small end. The lower split end of
the c ing rod is made of steel and is lined with
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HMIKHEl roJoBku Mexay coboit u co crepxHeM
waTyHa ABYMA

IlopuwieHb ABMraTesisi — YyryHHBI, UMeeT
numite B hopme yceueHHoOro koHyca. Ilarts nopu-
HEBBIX KOJIELl PACIIOJIOKEHD! Ha FOJIOBKE MOPLIHA
1 OfHO — Ha 106Ke; HMKHEE KOJIBLO YIUIOTHAET
3a30p MeXKAY NMOPLIHEM ¥ LMJIMHAPOM CO CTOPOHBI
KPMBOLUMITHO/ KaMepbl, KpOMe TOro, 9TO KOJbLO
CHUMAET U3BBITOK CMA3KM CO CTEHOK LMIMHADA.
JBa BepXHMX MOPIIHEBBIX KOJbLA MMEIOT I10-
PUCTOXPOMOBOE NOKPBITHE, YTO NpPUAAET UM BbI-
COKYIO M3HOCOYCTOJYMBOCTb, @ TaKiKe Criocob-
CTBYET IOBBILIEHMIO M3HOCOYCTOIT4MBOCTH paBo-
Yeit TOBEPXHOCTY UMITMH/APA.

IlopwHeBOJ Nanel — IJIABAIOLLEro TUIMA.

Hocr ynpannenus i peryastop. B aTom y3ne
06BeAMHEHBI BCe OpraHbl yIpaBJeHUs X BCIIOMO-
raTeJibHbIe MeXaHM3MbI ABUTaTeJA. 3,1'(5(-‘1’ pacrio-
JIOXKEHBI: MEXaHM3M YINpaBJeHMA JABUraTesieM C
TYCKOBBIM PBbIMaroM, LeHTPOOeIKHbI! peryJAaTop
C LIeCTePeHYATHIM HACOCOM CUCTEMBI CMA3KI, TO~
TUIMBHBIE HACOCHI, FyCKOBOJ/ KJanaH ¥ peRyK-
LIMOHHBIIT KJIATIAH CHCTEMBI CMa3KM.

PerynsaTop — UeHTPOGEKHBIA, BCEpeKUM-
HBIJ, BEPTMKANBHBD. Bas peryasaTopa npuBoguT-
s BO BpalL[eHye OT KOJIEHYATOro Baja 4epes napy
LIeCTepeH, MMEIOLIMX CIMpabHble 3y6ni.

HysKHMI KOHeI] Bajia PeryJiATopa NpUBOIHT B
HeiCTBMe 1IIeCTepeHYAThli MacJAHbIA Hacoc, Co-
CTOHme;l U3 napbl UWIMHADUYECKUX LlI'ECTEpeH,
MOMELLEHHBIX B YyTYHHOM KOpITyce.

Cucrema npoamysky. CucTema NpORYBKM —
KPUBOLIMITHO-KaMepHas. PoJib poAlyBouHOro Ha-
coca BBIIOJIHAET KPUBOLUMITHAA KaMepa, MpuyeM
pabounit nopiIeHb KaXAOro MMIMHApPA ABJACTCS
O/IHOBPEMEHHO ¥ IIOPIUHEM IPOLYBOYHOTO Ha-
coca.

Yrobsl KpMBOIIMIHAA KaMepa MOrJa BBI-
NONMHATL (DYHKLMM MPOAYBOYHOrO HACOCA, OHA
cHaB>KeHa aBTOMATHYECKMMM BO3AYIUHBIMU KJla-
NaHAMM, KOTOphIE MpPOIMYCKAOT BO3AYX BHYTPb
KaMeph! J IPENATCTBYIOT 0GPATHOMY BEIXOAY €ro
B aTMocdepy.

K

xamepa ¢ paBounm
UMIMHAPOM BepTUKAJIbHBIMM KaHaJaMy, KOTOpbIe
3aKAHYMBAIOTCH OKHAMM, OTKDBIBAEMBIMM M 3a-
KpBIBAEMBIMM PAabOUMM OPLTHEM.

ABTOMaTHYECKME BO3AYUIHBIE KJIaa~
HBI, y B I
— IUIACTHHYATBIE, C MATBIO BEPTUKAJIBLHBIMU
wesiaMy. [ITaCTHHEI KITaraHa AeJIaloTes U3 CTalb-
HOJt JIGHTBI.

TonsmBras cicrema. TOMIMBHBI HAaCOC € MO~
CTOAHHBIM XOZIOM ILIyHKEDPA M PEryJMpoBaHueM
noZla4yy TOMJIMBA NPH ITOMOLLM MepernyCKHOro Kjia-
TaHa.

@®opcyHKa — 3aKPBITOrO THIIA, ORHOABIPYA-
Tas, ¢ IJIOCKON I10CafIKOIt MIJIBL. JlnamMeTp oTBep-
erua corra — 0,7 s, 3aTar npyxuHe! popeyH-
K — 120 kr e,

e metal. The lower end is secured to the con-
necting rod body by two bolts.

The Piston. Cast-iron piston has the crown
machined as a truncated cone. Each piston is fitted
with five compression rings on piston head and one
scraper ring on piston skirt. The scraper ring seals
the clearance between the piston and cylinder on the
crank case side.

The two upper piston rings have porous chrome
plating, supplying a high degree of wear resistance
to the piston rings and the cylinder working surface.

The Gudgeon pin is of the floating type.

Control gear and governor. This unit comprises
all engine auxiliaries and control mechanisms with
the starting lever, the centrifugal governor with the
gear pump of the oil system, fuel pumps, the starting
valve and the relief valve of the engine oil system.

The Centrifugal governor is of the all-
speed, vertical type. The governor shaft is driven
from the crankshaft by a pair of helical gears.

The bottom end of the governor shaft drives the
oil gear type pump, consisting of a pair of spur gears
in a cast-iron housing.

The Scavenging system. The scavenging system
is of the crank chamber type, the latter serving as a
scavenging pump. The working piston of each cylin-
der serves at the same timg as the scavenging pump
piston.

In order to fulfil the scavenging functions, the
crank chamber is provided with automatic non-
return air valves.

The crank chamber is connected to the working
cylinder by vertical channels, leading to the scavenge:
ports opened or closed by the working piston.

N

The Automatic air valves, provided in the
crank chambers, are of the plate-valve type, with five
vertical slots. The valve plates are made of steel tape.

The Fuel system. The fuel injection pump is of
the constant stroke-plunger type and delivers fuel in
quantities, accurately regulated by a by-pass valve

The Injector is of the closed type, single jet,
with flat needle fit. The jet hole diameter is — 0.7 m.
The injection pressure is 120 kg/sq.cm.




CeTuaTslit GUABLTP TOMIAMBA YCTAHOBIEH
nepes TOMJIMBHBIM HacocoM. PMIILTD MMeeT ABe
CeKIMM, KOTOpBIE MOTYT IIOTIEPEMEHHO BKJIO-
YaThCA M BBIKJIOYATHCH IIPU MOMOLIM TPEXXOA0-
Boro kpaxa. Takoe yCTPO/1CTBO II03BOJIAET B CIy-
yae 3acopeHus paboTaiowielt cexuuu uabTpa,
He OCTaHaBJMBas ABUraTeNb, BKIOYATL B paGOTy
PE3epBHYIO CEKLMIO M TPOM3BOANTL NPOMBIBKY
CeTKM BBIKJTIOHEHHO CeKLMM.

IlleneBoit GUABLTP TOMNMBA YCTAHOBJEH
HEroCpe/iICTBEHHO niepeft (POPCYHKO.

Cucrema cMasKi. lIEMra'rem, MMeeT ABe pas-
JieIbHBIE CUCTEMBI ITPYHY AMTEIILHO CMAa3KIL: TIep-
Baf — UMPKYJIALMOHHAS, 0BCITyKUBACTCS LilecTe-

roved for Release

The Fuel screen filter. The fuel filter in-
stalled before the fuel pump is of a dual-flow type
and has two sections, which can be alternatively
engaged or disengaged by a three-way cock, so that
one section can be removed for cleaning, whilst the
other is in use, without stopping the engine.

The Slotted filter is placed on the fuel pres-
sure line directly in front of the injector.

The Lubricating system. The engine is provided
with two separate systems of forced lubrication: the
first is a circulating system, served by a gear type

oil pump for lubrication of the main bearings of the
|

P n cb
CMa3Ky KOPEHHBIX MOJUIMITHMKOB KOJIGHYATOro
Basa; BTOpas — obecreuyyBaeT rnojavy macna K
UMIIMHAPAM, WATYHHBIM OAUITHUKAM M MOPLI-
HEBOMY MaJIbily M 06CIIy KMBaETCA IUIYHAKEPHEIM

— JyGp:

P

B TpyGonpoBoAax LMPKYJIALMOHHOA CHCTEMBT
CMasKy T ¢ Toc:

crankshaft. The second system, served by a plunger
type oil pump, delivers lubricating oil to the cylin-
ders, connecting rod bearings and to the piston
pin.

The constant pressure within the range of 0.5 to
0.8 kglsq.cm is maintained in the circulating system

B mpefenax 0,5—0,8 xr'cas®, KOTOpOE peryimpy-
ercs Npy IOMOIM PERYKLMOHHOTO KJamaHa ¥
KOHTPOJIMPYETCA MAHOMETPOM.

B pesepByap JayGpuaTopa Macyo HOJMBA-
eTCH TIePUOAMYECKN.

MexXaHM3MBI TIOCTA YINPABJEHNA U LIECTEPHN
peryJaropa jorca  pa3bpsl
Macy1a, OTXOZAALIET0 OT PEeAYKIMOHHOTO KJanaHa.

B IMpKYJAUMOHHYIO CUCTEMy CMA3KH BKJIIO-
YeH ceTyaThIt UILTP. PUILTP — CABOSHHBIA, 10~
MyCKAIOIyit BEIKJIIOYEHME ¥ IPOMBIBKY ORHOJ 13
ceKuMit Ha X0y Asurarens. Kpome Toro, napain-
JIeJIBHO eMy TIPUCOE/IVHEH LIeJIeBOl (PUIILTD TOH-
KOJt OYMCTKM Maca.

Ha ye TIeH JI; ¢ cu-
CTeMOJi MO3MPOBKM CMa3Ky ITyTeM W3MEHEHMT
JUIMHBI X0Jia IIyHKepoB. JIy6puKaTop — 4eTsl-
PeX-IUIyHKEePHBIi ¢ MAC/IAHBIM Pe3epByapoM eM-
KOCTBIO 2 7.

IIyckoBas cucrema. Ilyck mBuraTess mpoms-
BOJIATCSA TOJIBKO CAKATHIM BO3/LY XOM MV C3KATHIMM
0TpaGoTaHHBIMM ra3amu.

HopwmassHoe fiaBJieHue Iy cKosoro rasa—25 ar.
Haumenbllee faBjieHye, Py KOTOPOM ABUTATENb
MoxeT GBITB IMyieH, — okojo 14 ar. OT ABYX
6aJII0HOB, eMKOCTBIO 0 20 ¥ KaXKIBLi, ABUraTENb
MoxkeT 6bITh Iymen Ge3 momosHenus 6auioHOB
He MeHee 8 pas, c 0 CO

. Tpu HayanbHOM AaBieHuu B Gasnonax 25 ar.

Cucrema oxaxaenus. CucreMa oxXyaAeHns
ABuraTensa -—— IIPOTOYHAadA, JABUraTeNb OXJIaxK-
naercst 3aBopTHOI Boxoit. Boma HarHeraercs B

p , and is regulated by the relief valve and
controlled by the pressure gauge.

Lubricating oil is systematically added into the
oil reservoir tank.

The control unit mechanisms and regulator gears
are lubricated by oil splash thrown from the relief
valve,

The screen strainer of a dual-flow type is included
into the circulation system. The strainer is arranged
so that one element can be removed for cleaning,
whilst the other is in service. There is a parallel con-
nected filter for fine cleaning of lubricating oil.

A lubricator with a proportioning system of
lubrication by changing the length of plungers’stroke,
is provided on the engine. The lubricator is of the
four-plunger type with an oil tank of capacity 2 /.

The Starting system. The engine starting carried
) g sy g g
is by compressed air or by compressed exhaust gas.

The rated pressure of starting gas is 25 kg/sg.cm.
The minimum pressure required for starting the
engine is approximately 14 kg/sq.cm. By using two
cylinders of 20/ each, the engine may be started no
less than 8 times, without charging the cylinders, be-
ginning from cold condition, at initial pressure in
cylinders of 25 kg/sq.cm. .

The Cooling system. The engine cooling is effec-
ted by means of flowing sea water. The water is

r 2013/11/22 : CIA-RDP81-01043R00270006001

BoAifHble PYGAIUKM ABMraTess NOPIIHEBBIM Ha-
COCOM, IPUBOAUMBIM B JE/CTBME OT IKCLIEHTPHKA,
ye JIEHHOTO Ha ToM Bajy. Bropoii

i Hacoc, it Ha aBurartese,
CILYKUT JUIS OCYILEHMA TPIOMa, & TaK¥Ke MOXKeT
6bITh MCIIONBL30BAH B KAUECTBE pe3epBHOro Hacoca
CHCTEMBI OXJIAXKEHN.

TemmepaTypa BOAbI, BEIXOAALL2/ U3 KPBILIEK
uMIMHApa, npyu paboTe ABMraTeNs AOJIKHA NOA-
nepXuBaThea B npefenax 50—60° (mpyu mMArkoit
TIpecHoit BOJE); NPy OXJIaK/IeHMy MOPCKO§T BOROM
ee TeMmrepaTypa Ha BBIXOZE M3 ABUraTens He
JOJKHA MpeBhILATh 45—50°.

PeBepc-peayKTop COCTOMT M3 pPeBEpPCUBHOrO
MexaHM3Ma M pefyKTopa. PeBepcuBHBII Mexa-
HM3M — IL pHOTO TMMIA, C cuen-
JneaneM. PefyKTOp ORHOCTYNEHYATBIA, LMAJIMH-
JApUYecKmit, Ha MoAUMNHMKaX KayeHus. Ilepena-
TOYHOE OTHOLIeHNe pefykTopa 1,85: 1.

pumped into the engine water jackets by a piston
pump, driven by an eccentric disc of the crankshaft.
The second piston pump, suspended on the engine,
is a bilge pump, but it also may be used as a stand-by
pump of the cooling system.

It is important to maintain the outlet water tem-
perature from the cylinder covers, during the engine’s
operation, within the range of 50-60° (when soft
fresh water is used); whilst the temperature of the
cooling sea water should not exceed 45-50°.

The Reverse-reduction gear consists of the re-
versing mechanism and the reduction gear. The re-
versing mechanism is of the planetary type with disc
coupling. The reduction gear is single-stage, cylindri-
cal, on antifriction bearings. The reduction gear ratio
is1.85t0 1.
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Konnueckne POTMKONIOALIAITHIKYA BEAOMOro

(HMIKHEr0) BaJia pefyKTopa ABNAIOTCA YTIOPHBIMU

rpe6HOro yerp TI09TOMY

yCTAHOBKA KaKuX-1G0 AOTONHMTEINLHBIX yIIOp-

HBIX TIOJUMIHUKOB MEXAy ABuratesiem y rpe-
HBIM BaJIoM He TpeGyeTcs.

OrGop Ha mexa-
HM3MBI JloNycKaeTes Ko 50 z.c. (TIpy BBIKJIIOYEH-
HoM rpebHoM BUHTE), AJIA STON LM K MAXOBUKY
MoKeT GbITh IPUCOEAUHEHA CTIeLMabHAA MyQTa.
Mpn BkmoyeHHoM rpebHOM BuHTe BeINHMHA

Ha BCIIOMOT HBlE

MOLLHOCTH JONIAKHA JIEXKATE B IPE/esIaX pasHoCTH
Mex/Ty BHELUHEjt ¥ BUHTOBO XapaKTepuCTHKamMu
nBUTATENA.

Kontpo. e He-
obxomuMele ANA HaGmIOAEHNA 32 paboroit gBura-
Tesisl, CMOHTMPOBAHBI Ha CIELMANIBHOM IIMTKE.
3piecs yCTAHOBJIEHbI: TaXOMETP AN OTIp

The tapered roller bearings of thedriven (bottom)
reduction gear shaft are thrust bearings of the pro-
pulsion installation which makes it unnecessary to
use any additional thrust bearings between the engine

and the propeller shaft.

The Power take-off on auxiliary mechanisms is
allowed up to 50 h.p. (when the propeller is disenga-
ged); a special coupling may be connected to the
flywheel for this purpose. When the propeller is
engaged the power take-off to auxiliary mechanisms
should be within the limit between the engine’s exter-

nal and propeller power curves.

nstruments neces-

The Controi and mica:
sary for controlling the engine’s operation, are moun-

ted on a special board. Among these instruments are:
1

umena 0GOPOTOB, WACTAHLWOHHBIE TEPMOMETpEI
ZNA ONpefeJieHys TeMMepaTypsl BOABI, BbIXOA-
Aleit ¥3 CHCTEMbl OXJAXIEHUA ABMraTend,
MaHOMETp AN onpeneneﬂm{ JaBJeHus Mmacia B
cucTeMe CMasKu.

0OGBeM OCTaBKH

ﬂnura'te.ﬂs TIOCTaBJIAETCH C ABYMA ﬂyCKOBbﬂVﬂd
BassoHamy, 0 1o 20 21, KO} WH-
CTpyMeHTa, Hec ans obemy:
pasbopxu 1 COOPKH, & TAKKE KOMIIEKTOM Gopro-
BOTO 3amaca 3amacHbIX dacTeif, 06keM KOTOpOoro
yAOBJIETBOPAET TpeBosanuam Perucrpa CCCP.

the tad remote eters for measuring
the outlet cooling water temperatures and the pres-
sure gauge, for checking the oil pressure in the lubri-

cating oil system.

VOLUME OF DELIVERY

The engineis suppliedwithnvostar('mgcylinders,
each of capacity 20/, a set of tools necessary for
maintenance, dismantling and assembly operations,
as well as with a set of spare parts, in accordance
with the requirements of the USSR Marine Register.

By
O, 10psanon

oprusnar. Yaxas N 2031,
., Koversona H 11, Trumenna 3. B.

Declassified in Part - Sanitized Copy Approved for Release @ 50-Yr 2013/11/22 : CIA-RDP81-01043R002700060013-8

ABUraTes Ha-

€OCOM, PMBOAMMBIM B IJICTBUE OT IKCLEHTPUKA,

ye 0 Ha BaJsly. Bropoii
Hacoc, Ut Ha )

CHYXKUT AJA OCYLIeHUA TPIOMa, a TakiKe MOXKeT

6bITH B KauecTse 0 Hacoca

CUCTEeMbI OXJIaXKAeHUSA.

TemnepaTypa BOALI, BHIXOAMILEN U3 KpbILIEK
UMAMHApa, pyu paBoTe ABMUraTesA AOJKHA HOA-
nepxuBaThes B npefienax 50—60° (npy MArkoit
TpecHoit BOAIE); NPy OXJIaXKAEHUM MOPCKOIT BOROM
ee TeMIepaTypa Ha DBbIXOAe M3 JABUTaTess He
JIOJI3KHA NPeBbILATh 45—50

PeBepc-pefyKTOp COCTOMT M3 PeBEePCHMBHOTO
MeXaHu3Ma ¥ peAyxTopa. PeBepcuBHbII Mexa-
HU3M — II. '0 TMNA, C cuern-
neHneM. PefykTop OAHOCTyneH4aThblif, UMIMH-
ZpUYecKmii, Ha MOAUMNHKKAX Kavenus. [lepena-

pumped into the engine water jackets by a piston
pump, driven by an cccentric disc of the crankshaft.
The second piston pump, suspended on the engine,
is a bilge pump, but it also may be used as a stand-by
pump of the cooling system.

It is important to maintain the outlet water tem-
perature from the cylinder covers, during the engine’s
operation, within the range of 50-60° (when soft
fresh water is used); whilst the temperature of the
cooling sea water should not exceed 45-50°.

The Reverse-reduction gear consists of the re-
versing mechanism and the reduction gear. The re-
versing mechanism is of the planctary type with disc
coupling. The reduction gear is single-stage, cylindri-
cal, on antifriction bearings. The reduction gear ratio

TOYHOE OTHOLIeHue peykTopa 1,85: 1. is1.85to 1.
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K ue po. BEZIOMOTO
(HMIKHEro) Bana PeflyKTopa ABJIAIOTCA YTIOPHLIMMI
rpebHOro yerpoit TI09TOMY

yCTaHOBKA KAKUX-JG0 JIOTIOJIHUTEINBHBIX YIIOp-
HBIX TIOZLMITHUKOB MeX/y ABHraTejeM u rpe6-
HBIM BaJsIoM He Tpebyeres.

OT6op Ha Mexa-
HH3MEL KomyckaeTes A0 50 z.c. (Mpy BBIKIIOYEH-
HOM rpeGHOM BMHTE), V1A STOM eIV K MAXOBUKY
MO2KeT GbITh IPMCOCAMHEHA CrieLpanbHas MydrTa.
Ilpn BKJIOYEHHOM rpebHOM BUHTE BeJMuMHA

o Ha BCIIOMOTa 1
MOLLHOCTH AOJICHA JIEKATD B IPefiesiax PasHOCTH
MexAy 71 ¥ BUHTOBOIt XapaKTep
ZBUTATEINISA.

Kontp P! He-

obxommvble Aus Habmoxenus 3a paboroit geura-
TeNs, CMOHTMPOBAHBI HAa CHEUMAJBHOM LIMTKE.
3zech yCTaHOBJIGHBI: TAXOMETP /1A ONpeAeeHus
uyena 06OPOTOB, JMCTAHIMOHHbIE TEPMOMETPHI
AUIS ONpeZesieHUs TeMIepaTypsl BOABI, BBIXOM-~
Aleft M3 CHCTEMBl OXJAX/EHUA ABUTaTeNd, U
MaHOMeTp AJIA ONpEeJeseHMs JaBJeHnsa macna B
cueTeMe CMa3Ky.

O6Bem mocTaBK

JBurarenn ric
GassmoHamu,
CTDPyMeHTa,
pasbopku ¥ c6OpKH, 4 TAK2Ke KOMILIEKTOM BopTo-
BOTO 3arlaca 3aMacHBIX HacTeit, oGbemM KOTOpOro
ynosinersopser TpeGopanuam Perucrpa CCCP.

Cfl C ABYMSA Ty
1o 20 .z, KoM UH-

o nas obey: 8

The tapered roller bearings of thedriven (bottom)
reduction gear shaft are thrust bearings of the pro-
pulsion installation which makes it unnecessary to
use any additional thrust bearings between the engine
and the propeller shaft.

The Power take-off on auxiliary mechanisms is
allowed up to 50 h.p. (when the propeller is disenga-
ged); a special coupling may be connected to the
flywheel for this purpose. When the propeller is
engaged the power take-off to auxiliary mechanisms
should be within the limit between the engine’s exter-
nal and propeller power curves.

The Control and measuring instruments neces-
sary for controlling the engine's operation, are moun-
ted on a special board. Among these instruments are:
the tachometer, remote thermometers for measuring
the outlet cooling water temperatures and the pres-
sure gauge, for checking the oil pressure in the lubri-
cating oil system.

VOLUME OF DELIVERY

The engine is supplied with two starting cylinders,
cach of capacity 20/, a set of tools necessary for
maintenance, dismantling and assembly operations,
as well as with a set of spare parts, in accordance
with the requirements of the USSR Marine Register.

Buemropruaaar. Sakna M 2031,
Orn. 10pxanon E. ., Kowerkona H. II., Truukenny 3, B,
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SUDOIMPOR

10 BCEM BONMPOCAM
NPUOBPETEHUS CY0B
U CYJ0BOI'0 OBOPYJOBAHHS1

OBPALLAUTECH 10O AJPECY:

BCECOHBHOE OB'bEAMHEHUE

»wCYLOMMIIOPT®

Mockga, I'-200,
Cmonenckasn-Cennas na., 32/34

Anpec pnsl Tenerpamm:
MOCKBA CYLOHUMIIOPT

PLEASE ADDRESS ALL ENQUIRIES IN CONNECTION
WITH PURCHASING OF SHIPS AND VARIOUS KINDS
OF EQUIPMENT FOR SHIPS TO:

VSESOJUZNOJE OBJEDINENIJE

“SUDOIMPORT?”

Smolenskaja-Sennaja pl., 32/34
Moscow, G-200

Cable address:
SUDOIMPORT MOSCOW

VSESOJUZNOJE OBJEDINENIJE

SUDOIMPOR

SSSR-MOSKVA

\

RV VU
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